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About this Wiki

About this Wiki

This wiki will help familiarize you with the functions of OCAD 11.

How to Get to the OCAD Wiki
There are different ways to open the Wiki from OCAD:
* In the Help menu you can choose the following items:

* Contents: You will get to the Main Page of the OCAD Wiki.
* Menu: You will get to the Menu part of the Graphical User Interface page.
* Toolbar: You will get to the Toolbar part of the Graphical User Interface page.
* Renewals: You will get to the What is New page.
» If you want to get directly to an article about a function, press the F1 key when you have selected the function in
the menu or in the toolbars.
* A lot of dialog boxes provide a Help button. Click it to get directly to the article of the specific function.

OCAD Learn Videos

OCAD offers you learn videos for various subjects. They help you to learn the functions and solutions offered by
OCAD step by step. If there is an OCAD learn video for a specific subject area in this manual, you can open it by
clicking its link in this document. Example exercises are available for most of the learn videos and can be
downloaded from the OCAD website at http://www.ocad.com/en/ support/learn-video/ . The learn videos and

example exercises are available in English only.

« Note that most of the videos are made with an earlier version of OCAD. Functions or dialog boxes may have
changed! Look for the OCAD Wiki article on the corresponding function to get help for the most recent version of
OCAD.

H3H OCAD basics [

Conventions
The following conventions are used in this Wiki:

* Bold: Menu commands, buttons, keyboard, dialog boxes

e [talics: Files

* "Quotation marks": Input values, selection values

e W Hint

» HZF OCAD learning videos

o W This function is available in OCAD 11 Professional.

. This function is available in OCAD 11 Orienteering Standard.
. This function is available in OCAD 11 Starter.
N\ iew| This function is available in OCAD 11 Viewer.

o P This function is available in OCAD 11 Course Setting.
o P9 This function is only available in the OCAD 11 Enterprise Edition.
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About this Wiki

Terms/Glossary

The following terms, from the areas of geomatics, informatics and cartography, are used in this manual. An

explanation of the most important terms is provided here to keep the explanations as short as possible and avoid any

possible misunderstandings.

Vertex: Vertices are specified by a pair of coordinates (x/y values). Vertices are used to define the position of
points, lines and areas.

Object: Each element on a map is referred to as an object (map object). There are point, line, area and text
objects.

Point Object: The position of a point object on the map is defined by a single vertex. These points can be moved,
deleted or rotated. The vertex generally represents the center of the symbol.

Line Object: A line object on the map is defined using a sequence of vertices. Individual vertices can be moved
or deleted and new ones added. The object can be disconnected, rotated, reshaped or merged with lines of the
same symbol. The vertices represent the center of the line. Line objects are directional.

Area Object: An area object on the map is defined by a sequence of vertices. Individual vertices can be moved or
deleted and new ones added. The object can be stretched, reshaped, reduced, rotated or merged with other areas
with the same kind of symbol.

Image Object: An image object is an imported vector graphic element. These are solely line and area objects.
Not all OCAD editing functions can be applied to image objects. An image object must be converted into an
object or assigned to a symbol before it can be edited. Image objects can be converted individually or

automatically based on a reference table.
H3H Image objects 21

Graphic Object: A graphic object is an element created using the Convert To Graphic Object function. This

function is used to break an object down into its individual basic elements or to convert it into an outline.
H3H Graphic objects 131

Layout Object: A layout objects is on the layout layer at the top of the map. The layout layer may contains raster
images and vector objects like lines, areas or text. The vector layout objects color model is CMYK. The layout
images' one is RGB.

Symbol: Symbols are used to define a map object’s graphic appearance (characteristic). For example, a tree is
represented by a green point on the map. Every map object drawn using the “tree” symbol will therefore have the
same graphic appearance. If the symbol is changed using the symbol editor, all map objects drawn using it are

also changed. OCAD provides four basic symbol types that correspond to the properties of the respective objects:

* Point symbol
* Line symbol
e Area symbol

* Text symbol

Georeferencing: Georeferencing refers to the allocation of spatial reference information to specific objects so
that they can be mapped to a geodetic reference system, i.e. augmented by geographic coordinates (geocoding).
OCAD supports more than 50 geographic coordinate systems. Information about the geographic coordinate
system appropriate for your application is available from the national land surveying offices, cartographic
institutes or data suppliers.

Vector Maps: Vector maps are made up of vectors (points, lines or area objects) defined by vertices. Raster maps
can be created using vector maps.

Georeferenced Vector Maps: A georeferenced vector map refers to a vector map whose vectors have been

referenced using geographic coordinates (geocoding).
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About this Wiki

¢ Background Map: Background map refers to a raster map or OCAD file used as a background. It serves as a
drawing template or background map image. Examples include scanned draft maps, satellite pictures,
orthophotos, and shading. OCAD cannot be used to edit background maps.

* Raster Map: A raster map (bitmap) is made up of a series of regularly spaced pixels positioned at right angles. I

=

OCAD, they can only be used as background maps. They can neither be edited nor converted into vector maps
using OCAD. OCAD supports the following raster map formats:

* BMP -Bitmap

» TIFF -Tagged Image File Format

e JPG -Joint Photographic Experts Group

* GIF -Graphics Interchange Format

* PNG -Portable Network Graphics

¢ Georeferenced Raster Map: A georeferenced raster map refers to a raster map whose pixels have been
referenced using geographic coordinates (geocoding). Georeferencing information is stored in a “world file”, a
second file with the same name as the raster map file. The file extension is made up of three letters. The first two
letters refer to the raster map file format, the third letter for world file. The world file should be neither renamed
nor edited. With TIFF files, georeferencing information can be stored in the raster map file itself. A world file is

therefore not required. OCAD supports the following world files and/or georeferenced raster map file formats:

* BPW -World file for a BMP file
* TFW -World file for a TIFF file
e JGW -World file for a JPG file
* GFW -World file for a GIF file
* PGW -World file for a PNG file

Contact

OCAD AG
Miihlegasse 36
CH-6340 Baar/Switzerland

Tel (+41) 41 763 18 60
Fax (+41) 41 763 18 64

info@ocad.com 4]

http://www.ocad.com
Back to Main Page

Next Chapter: Renewals
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What is New

What is New

Service Update (29/08/2012)

Some new functions were added:

* Select Object by Object Index

* Select Objects with Invalid Geometry

* Import OCAD Map: New option to not import any symbols and colors.

* Object Information Dialog: Cell values can now be copied with the Ctrl+C keys.

* Measure: The measured values can now be copied.

Revised or New Features in OCAD 11

General/GUI

e Completely Unicode compatible GUI
* New GUI styles added
* Show WGS84 coordinates optionally in status bar

File
* Send File by Email
* Print
-Reference point in part of map setup added
-Save and reload different print ranges
e Import
-Support Freehand XML format
-Multiple file import for Shape, DXF, GPX, NMEA and XYZ format

-Import Shape: Coordinate system transformation (WGS84 supported), support database type Access and
Excel, support code page

-PDF: Save crt file with layers

-OCAD: Option to import colors at the top of the color table
* Export

-OIM with HTML and JavaScript(OpenLayer)

-JPEG: Quality setting option

-US Tabloid format added
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What is New

View

Keyline

Zoom to Selected Objects
Show Rulers

Ruler Guides

Select

Select All

Clear Selection
Invert Selection
Select Next Object
Save Selection
Reload Selection
Edit Selection
Select Group

Drawing Objects

Stairway drawing mode

Multiple point objects drawing mode (ex. for avenues)
Laser distance meter drawing mode

Snapping drawing and editing option

Draw ellipse by entering numeric entries of a,b and angle
Draw rectangle by entering x, y, width and height

Live Preview option (Preferences)

Option to close open areas automatically after drawing (Preferences)

Editing Objects

Cut area: Rectangular mode enabled, select always the smaller part of the two new areas
Cut area / Cut hole: Change drawing tool with TAB key before starting to cut
Crop Objects
Move Parallel with Distance
Reshape
Interpolate Objects
Move and Duplicate
Mirror and Duplicate
Convert to Layout Object
Smooth: Douglas-Peucker algorithm
Create Color Gradient
Group and Ungroup
Insert Glyphs
Measuring: More precise Bezier curve measuring
Fast object moving (Shift + arrow)
Topology:
-Select Duplicate Objects
-Select Self-Intersected Objects

-Select Line Text Objects with too Short Line
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What is New

-Close Area Objects
-Remove Overshoots and Undershoots

-Insert Intersections

Symbol

New symbol: Create default symbol icon when creating a new symbol
Select Symbol by Symbol Number

Select Symbol by Font

Replace Symbols Color

Replace Symbols Font

Protect Image Objects

Symbol Editor

-Colored color combo box

-Scale up/down symbol elements

-Center selected symbol elements

-Make screenshot for symbol icon

-Warning if symbol contains elements with undefined color
Symbol Icon Editor

-Icon palette with predefined icons

-Pick color tool added

Map

Create Map Grid: Support real world coordinates, symbol selector added
Create WGS84 Grid

Coordinate System: User defined grid, load parameters from projection file
Export Selected Objects

Routing via Google Maps API

Transformation
-Mirror map
-Change Coordinate System
-Rubbersheeting: Option to exclude protected objects or layout objects
-Rubbersheeting: Show no. of rubber sheeting points
-Center Map to Drawing Area
Color
-Drag and drop colors
-New color picker

-Color swatch
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What is New

Layout

Edit Layout Objects

Import Layout

Save Layout

Hide

Add North Arrow or Scale Bar

Add Map Legend

Create Graticule Name Index

Create Name Index: Support AA AB AC indices and add index directly to the map

Database

ActiveX Data Objects (ADO) for database access
Create new database: Access and Excel supported
Rename dataset added

Special field 'Angle' added

Update special fields function added

SQL query: Delete, load and save query

Add texts by records: Object offset added.

Select linked objects with corresponding record
Select linked objects without corresponding record

Select objects linked to the same record

Background Map

WMS - Web Map Service

Support PNG format

Support 32bit RGB TIFF format

Rescale background maps when changing map scale

Background map info dialog also for raster background maps

DEM

Import: Support LAS and SRTm (*.hgt) format

Support sub-meter cell size for OCAD DEM

Merge DEM

Calculate DEM Difference

Calculate Slope Gradient

Classify Vegetation Height

Profile export to OCAD: hiking time calculation, labels and symbols at stopovers
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What is New

GPS

* Drawing with "TruPulse 360°B" Laser Distance Meter
* Option to subtract GPS antenna height from Z value

Options

* Additional key combinations for Shortcuts

* Backup and Restore Options

Course Setting

General

* Renumber all control codes by entering a new first code

* Insert course object to a list of courses

* Delete course object from a list of courses

* Move control number for all courses that use it

» Edit connection line for all courses that use it

* Show thin connection line between control circle and control number when moving control number in preview
Control Description

* New dialog to edit text control description

* Create automatic text control description from IOF symbol description
* Control description positioning at top or bottom left corner

Relay

* New algorithm to distribute the relay variations more regularly to the teams
* Export relay variation codes for all runners

Course Statistics

* Courses dialog: Show course length and number of controls

» Statistics: Highlight unused course objects in course statistics dialog

e Statistics: Leg statistics added (number of courses / runners per leg)

» Statistics: Control/Course diagram

» Statistics: Detect identical courses and courses without start or finish
Import/Export

* Import course definition from event software

* New IOF XML Version 3.0 exchange format supported
* Export course maps: Export multiple courses to one course map file (only normal courses)

Help

e New OCAD Wiki Help: http://www.ocad.com/en.wiki
* More graphic hints

Previous Chapter: About this Wiki
Next Chapter: Graphical User Interface
Back to Main Page
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Installation

Installing OCAD 11
OCAD 11 requires Windows XP, Vista, 7 or 8.

1. Insert the OCAD 11 CD into the disc drive. The installation wizard starts after a while. If the start screen does not
appear, start the Windows Explorer and double-click Ocad_11_[Edition]_Setup.exe in the root directory of the
CD.

2. The installation wizard will guide you through the OCAD 10 installation.

3. The license name, the license number and license checksum are on the back of the CD cover.

4. Remove the CD from the disk drive after the installation is completed and keep it in a safe place!

Setup - OCAD 10

Welcome to the QCAD 10 Setup
Wizard

Thiz will ingtall ACAD 10 Professional on your computer.

[t iz recommended that you cloge all ather applications befare
cohtinuing.

Click Mext to continue, or Cancel to exit Setup,

OCAD

the smart software
for cartography

http: /Ay ocad. com [ Mest » ][ Cancel
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Installation

Setup - OCAD 10

Select Components
YWhich companents should be installed? A
Select the components you want to install; clear the components you do not want to
inztall. Click Mext when you are ready to continue.
(*) OCAD 10 Professional 12 KB ~
(%) Englizh 12KEB
() Finnish - S uomi 12 KR
() French - Frangais 12 KR
() Germnan - Deutsch 13KR
() Iralian - taliana 12 KB
() Japanese 12 KB
() Momwegian - Norsk 12KB
() Portuguese - Portugués a61 KB
() Spanish - Espafiol 12KB o
Current zelection requires at least 23.0 MB of dizk space.
hittp: /v, ocad. com ¢ Back ” Mewt » l ’ Cancel

Activation

Activation of OCAD 11

Before you can run OCAD you have to activate the software. OCAD can only be activated twice! (for more
information see the accepted license terms and conditions)

While starting the software for the first time, the Activation Wizard will start automatically and guide you through

the activation procedure. You can activate OCAD 11 either online (recommended) or via website.
Two learn videos show you how to activate OCAD 11:

1. ‘online activation': http://www.ocad.com/howtos/online_activation_ocad_11.htm
2. ‘website activation’: http://www.ocad.com/howtos/website_activation_ocad_11.htm

If you have any problems with the activation procedure don‘t hesitate to contact us! Contact email address:
support@ocad.com

OCAD 10 Activation Problem with Microsoft Vista [/
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Activation

Error Messages

Registration failed (Error in database OCAD 11 xxx 1!)

DCAD 11 - Product Activation Wizard [

OCAD Activation Wizard:

Please start the activation process via the Internet.

Setting up connection ... successfully!

Registration ... failed! (Errorin database O:CAD 11 PRO 1!)

Please use the Mext button to start the activation process

How to activate OCAD? [Video)

hittp: /v ocad. com [ < Back ] [
supportEocad.com

MNext = ] [ Cancel ]

A

This error messages appears during the activation.
Cause: The OCAD activation has problems with special characters like ', " or ; .
Solution 1: Do not use these special characters.

Solution 2: Install the Service Update OCAD 11.1.3 or later which solves this problem.

References

[1] http://www.ocad.com/en/support/faq
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Graphical User Interface

Graphical User Interface

FILE NAME
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current selected object coordinates from mouse mode current selected symbol

current zoom factor
visibility

Toolbars

The Toolbars can be moved within the graphical user interface. The buttons can be individually shown or hidden in
the GUI (Graphical User Interface) category of the OCAD Preferences which can be found in the Option menu.

Alternatively, click the small arrow at the end of each toolbar to adjust it.
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Graphical User Interface

Standard Toolbar

|5tandard Toolbar |

D& v« o

(3 New: Create a new map.

& Open: Open an existing map.

E Save: Save changes made to the map.
& Print: Print out the map.

%7 Undo: Undo previous actions.

T4 Redo: Cancel the previous undo action.

Edit Functions Toolbar

|Edit Functions Toolbar
% =L T R P TR TA TV Wi > 5 =
- E F . 5 R

#% Find Selected Objects: Move screen to the selected object.

g,
B

¥ Delete: Delete the selected object(s).

&J Rotate (Enter Angle): Rotate selected object(s) by entering angle.

= Align Objects: Horizonal Coordinates: Align objects at a horizontal coordinate.
" Align Objects: Vertical Coordinates: Align objects at a vertical coordinate.

¥ Interpolate Objects: Insert line or point objects regularly between existing objects.
= 3 Duplicate Object: Create a copy of the selected objects.

) Fil or Make Border: Fill a line or area object(s) with area object(s), make a line border of area object(s)
or duplicate the object identically.

% Merge: Merge multiple line, area and text objects.
1 Reverse Object: Reverse the direction of the selected line object(s).
R/ Change to Polyline Convert the selected line or area object(s) into a polyline.

> Change To Bézier Curve: Convert the selected line or area object(s) drawn in freehand mode into Bezier
curves.

3% Convert To Graphic Object: Convert the selected object(s) into their graphic elements (lines and areas).
& Smooth: Smooth line or area objects.

& Snapping: Snap vertices automatically to other curves or points.

= Join: Move the ends of the selected line object to connect to adjoining objects.

"% Change Symbol of Object: The selected object is assigned to the symbol selected in the symbol box.

= Change Symbol For All Objects With This Symbol: Change the symbol of all objects with a symbol A
to symbol B.

7 Measure: Measure the selected line or area object or the distance between 2 selected vertice objects.

& Automatic Joining: Automatically join the ends of lines during the drawing process.
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View Toolbar
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Various functions are available for increasing or reducing the size of map sections as well as repositioning them.

1 Pan: Reposition the map section

o Pan Locked: Reposition the map section a number of times in succession.

& Zoom In: Increase the size of the map section.

& Zoom In Locked: Increase the size of the map section a number of times in succession.
E, Zoom Out: Reduce the size of the map section.

€ Zoom Out to Previous View: Return to last smaller map section.

Show Entire Map: Display the entire map in the drawing window.

# Zoom to Previous View: Return to last map section.

= Zoom to Next View: Go to previous map section.

H ]
B Draft Mode Slider: The upper slider (M for map) is used to fade out the map objects; the

lower slider (B for background) to fade out the Background Map. The Draft Mode Slider is only visible if
the Draft Mode is activated in the View menu.

_____

-+t Show Screen Grid: Display the coordinate grid in the drawing window.

Editing and Drawing Toolbar

|Edit and Drawing Toolbar
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Edit modes

> Select and Edit Object: Select and move objects.
I Select Object and Edit Vertex: Select objects or move points of objects.
£ Normal Vertex: Add a vertex. This will not influence a dashed line.

Corner Vertex: Add a corner vertex or turn a normal vertex into a dash vertex. This will affect the dashed

line so that it will start with a full dash from this point and/or a symbol will appear in the corner vertex.

“¥ Dash Vertex: Add a dash vertex or turn a normal vertex into a dash vertex. This will affect the dashed

line, which will start with half a dash from this point.
= Remove Vertex
% Indicate Direction of Area Pattern, Point or Text Object
(] Rotate Object: Rotate the selected object(s).
& Cut hole: Cut a hole into the selected area object.
& Cut area: Cut the selected area object.
& Cut: Cut the selected line object or the borderline of the selected double line or area.
HZ Cutting (
% Move parallel: Move the selected line or area object parallel to the original object.

- Reshape: To shape (something) again or differently
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Drawing modes

#" Curve mode: Draw in curve mode.
& Ellipse mode: Draw elliptical (oval) objects.
(J Circle mode: Draw circular objects.
#2 Rectangular line mode: Draw rectangular line objects with any number of corners.
& Rectangular mode: Draw rectangular area objects with any number of corners.
o Stairway drawing mode: Draw a rectangular stairway.
T Straight line mode: Draw objects with straight lines.
*" Freehand mode: Draw objects in freehand mode.
" Drawing multiple point objects: Draw several point objects that are placed on a line with a constant
interval.

#" Laser distance drawing mode: Draw objects by distances transmitted from a laser distance meter.

.- Numeric Mode: Draw objects in numeric mode.
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Numeric Toolbar

Client Server Toolbar
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= Connect/Disconnect: Click this icon to manage CSA-Projects and the connection to the server.

& Get Objects from Current View: Load all objects from the server which are in the current view.
¢ Import Map: Import an OCAD map into a CSA-Project.

— Delete Objects in Database: Click this icon to delete an object on the server.

= Check Out Selected Objects: Click this icon to check out all selected objects.

T Check In Selected Objects: Click this icon to check in all selected objects.

EF Show Checked Out Objects: Click this icon to show all checked out objects in a table.

3 Database Undo: Click this icon to undo the previous action on the server.

€ Database Redo: Click this icon to redo the previous action on the server.

[#] Generate Map Preview: Click this icon to generate a map preview.

Save for Offline Work: Click this icon to save a part of the CSA-Project for offline work.

#° Do Database Maintenance: Click this icon to clean up the database.

(1 Manage Server Bookmarks: Click this icon to manage the server bookmarks.

& Show Project Information: Click this icon to show all available information about the project.
[} Rights Management: Click this icon to admit project permissions.

E | Working on a CSA Project#Object History Click this icon to show the object history.
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Numeric Keypad Toolbar msem

|Numeric Keypad Toolbar |
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This toolbar can be used as an alternative to the numeric keypad. Some tablet PCs do not have a keyboard, therefore
the Numeric Toolbar can be used to enter numbers, anyway.

Mobile Toolbar | pro Lstdld

|Maobile Toolbar |
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This toolbar can be used as an alternative to the keyboard. Some tablet PCs do not have a keyboard with these

special keys, therefore with the Mobile Toolbar you can use these keys anyway.

Customize Toolbar Dialog Box

Choose this command to customize toolbars. The dialog box is opened by clicking Customize button in on GUI
(Graphical User Interface) page in OCAD Preferences dialog box or by clicking on the right end of a toolbar.
When the box above the button is checked the button will be visible otherwise it will be hidden.
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'Y The Numeric keypad toolbar cannot be customized.
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Menu

The OCAD Professional Edition features the following 15 menus:

File Server/Client View Select Object Symbol Map Layout Database Background Map DEM  GPS  Options Window Help

File: File management, file import and export functions, printing
Server/Client: Functions for Server/Client

View: Functions for viewing the map

Select: Functions for selecting an object or a vertex

Object: Object editing functions

Symbol: Functions for creating and editing symbols

Map: Map editing functions

Layout: Function for layout managing

Database: Functions for connecting and editing databases

Background Map: Functions for loading and managing background maps
DEM: Functions for the import, export and evaluation of Digital Elevation Models
GPS: Functions for connecting GPS devices or importing GPS data
Options: Functions for customizing personal preferences

Window: Functions for arranging the map window

Help : OCAD Help

File Menu

New: Create a new map.

Open: Open an existing map file.

Open Sample Map: Open a sample map file.

Close: Close the current map file.

Save: Save changes in the current map file.

Save As: Save the current map file under a new name.

Undo: Undo the last draw or edit operation.

Redo: Reverse the effect of the Undo operation.

Print: Print a color map or color separations.

Import: Import a map file.

Export: Export the map in a different file format.

Export OCAD Internet Map: Export the map to OCAD Internet Map.

Export Encrypted File: Export the map to encrypted OCAD file format.

Send File by Email: Send current map file by email.

Execute XML Script: Execute function defined in a XML script file.

Create Backup: Make a backup copy of the current map file.

Restore Backup: Restore a map file saved with the Backup function.

Open Recently Exported Documents: Open one of the documents you have exported recently.
Open Recently Used OCAD Files: Open one of the map files you have worked on recently.
Exit OCAD: Terminate OCAD.
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Server/Client Menu
Connect/Disconnect: Connect or disconnect the connection to the server
Get Objects from Current View
Import Map: Import a Map from the connected server
Delete Object in Database
Check Out Selected Objects: Check out selected objects for editing.
Check in Selected Objects: Check out selected objects after finished edited objects.
Show Checked Out Objects: Show current checked out objects.
Database Undo: Undo your last move in the database.
Database Redo: Redo your last move in the database.
Generate Map Preview Generate preview from current map.
Do Database Maintenance: Upkeep Database
Manage Server Bookmarks

Show Project Information

View Menu
Normal Mode: Normal mode view.
Spot Color Mode: Spot color view.
Draft Mode: Draft mode view. The Background Map can be seen behind the map.
Draft Mode Only Background Map Favorites: Draft mode view. Only favorited Background Maps are

shown.

Keyline: Shows a rough sketch, where the objects have been placed.
Hatch Areas: Displays full areas as hatched areas on the screen.
Anti-Aliasing: Activates or disables Anti-Aliasing.

Redraw: Redraws the drawing area.

Pan: Moves the view.

Move To: Moves the view to a desired position.

Find Selected Objects: Finds the selected objects.

Zoom In: Displays the map with a higher magnification.

Zoom Out: Displays a larger area of the map.

Zoom to Selected Objects: Moves screen zoom to selected objects.
Show Entire Map: Displays the entire map on the screen.

Zoom: Select the magnification in which the map is to be displayed.
User Defined: Choose this command to set the view to a specified zoom factor.
Bookmarks: Create and manage bookmarks.

-Create: Create a new bookmark

-Manage: Manage available bookmarks

Show Screen Grid: A screen grid is shown in the drawing area.
Show Rulers: Rulers are shown.

Ruler Guides: Ruler guides can be managed with this command.
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-Show: Show vertically or horizontally ruler guide

-Manage: Add new ruler guide.

Select Menu
Select and Edit Object: Select, move or stretch object(s).
Select Object and Edit Vertex: Select or move vertex of object(s).
Select Objects by Symbol: Select all objects with same symbol .
Select Objects by Property: Select all objects with same properties.
Select All: Select all objects in map.
Clear Selection: Nothing is selected.

Invert Selection: Change current selection such that everything previously unselected will now be selected

and vice versa

Select Next Object: Selects the next obvious object.
Save Selection: Save current selection for later use.
Reload Selection: Reload saved selection.

Edit Selection: Manage saved selection.

Select Group: Select a group of objects.

Object menu
Cut: Copy the selected object(s) to the clipboard and delete them in the current map.
Copy: Copy the selected object(s) to the clipboard.
Paste: Insert the object(s) in the clipboard into the current map.
Delete: Delete the selected object(s).
Rotate Object: Rotate object(s).
-Rotate: Rotate the selected object(s).
-Rotate Object by Angle: Rotate the selected point object(s) by specifying a rotation angle.
Align Objects: Align the selected objects horizontally or vertically.
-Horizontal Coordinate
-Vertical Coordinate

Indicate Direction of Area Pattern, Point or Text Object: Change direction of selected point object, area

pattern or text.

Cut Objects: Cut hole, area or line.

-Cut hole: Cut a hole in an object.

-Cut area: Divides an area.

-Cut line: Divides a line.

Crop Objects: Crop selected Object(s).

Move Parallel: Move the selected line or area object parallel from the original object.

Move Parallel with Distance: Move the selected line or area object parallel with a distance from the original

object.
Reshape: To shape a part of an object again or differently.

Interpolate Objects: Interpolate selected Objects to each other.
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Duplicate: Duplicate (create a copy of) the selected object(s).
Move and Duplicate: Duplicate selected object and move it.
Mirror and Duplicate: Mirror selected object and duplicate it.

Fill, Make Border, Duplicate Identically: Fill a line or area object(s) with area object(s) or make line border

of area object(s).

Merge: Merge multiple line, area and text objects into one object.

Reverse Object Direction: Reverse the direction of the selected line object(s).
Change to Polyline: Change selected object to polyline.

Change to Bézier Curve: Change selected object to a Bézier curve.

Convert to Graphic Object: Convert the selected object(s) to their graphic elements (lines and areas).
Convert to Layout Object: Convert selected object to layout object.

Smooth: Smooth selected line or area object(s) drawn in freehand mode.
Create Color Gradient

Topology

-Join: Move the ends of the selected line object to connect to adjoining objects.
-Select Duplicate Objects: Duplicate the selected object(s).

-Select Self-Intersected Objects

-Select Line Text Objects with too Short Line

-Select Objects with Invalid Geometry

-Close Area Objects

-Remove Overshoots and Undershoots

-Insert Intersections

Change Vertex Types to: Change vertex types for the selected object(s).
Change Symbol (Selected objects)

Change Symbol (All Objects with Corresponding Symbol)

Group

Ungroup

Find and Replace Text

Insert Glyphs: Insert special letters.

Measure: Measure the selected line or area object or the distance between 2 selected point objects

Object Information: Show information about selected object(s).
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Symbol Menu
New: Create a new symbol.
Edit: Define or redefine the selected symbol.
Icon: Draw or edit the symbol's icon, which appears in the symbol box.
Enlarge/Reduce: Enlarge or reduce the selected symbol or all symbols.
Copy: Copy the selected symbol to the clipboard.
Paste: Copy a symbol from the clipboard to the current map.
Delete: Delete the selected symbol.
Duplicate: Make a copy of the selected symbol.
Sort Symbol Box: Sort the symbols in the symbol box.
-By Number: Sort symbol in symbol box by number.
-By Color: Sort symbol in symbol box by color.
-By Status (Normal, Protect or Hide): Sort symbol in symbol box by status.
Select: Select certain symbols in the symbol box.
-Used: Select used symbols in symbol box.
-Unused: Select unused symbols in symbol box.
-Invert: Change current selection such that everything previously unselected will now be and vice versa.
-All: Select all symbols in symbol box.
-By Color: Select all Symbols with same color.
-By Font: Select all Sybmols with same font.
Replace:
-Font
-Color
Normal: Make objects with the selected symbol(s) appear normal.
Protect: Make objects with the selected symbol(s) protected from editing.
Hide: Objects with the selected symbol(s) do not appear.
Show Unsymbolized Objects: Normal / Hide.
Show Graphic Objects: Normal / Hide.
Image Objects: Normal / Protect / Hide
-Normal: Selected Symbols are not protected and not hidden.
-Protect: Selected symbol(s) are visible but cannot be edited.
-Hide: Selected symbol(s) are not visible .
Show Symbol Favorites: Display the symbol favorites in symbol box.
Add To Favorites: Add the selected symbol(s) to symbol favorites.
Remove From Favorites: Remove the selected symbol(s) from symbol favorites.
Show Symbol Tree: Display the symbol tree in symbol box.

Remove From Symbol Tree: Remove the selected symbol(s) from symbol tree.
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Map Menu
Optimize/Repair: Remove empty space in the map file and repair damaged objects.
Set Scale and Coordinate System: Set map scale and define the coordinate system.
Change Scale: Change the scale of the map and enlarge/reduce the map according to the new scale.
Create Map Grid: Create grid lines on the map.
Create WGS84 Grid: Create a WGS84 grid on your current view.
Hide: Hide the map on the screen.
Transform: Adjust the map to the background map.
-Move: Move the entire map to a different location in the coordinate system.
-Stretch / Shrink: Stretch (enlarge or reduce) the entire map horizontally or vertically.
-Mirror: Mirror the entire map horizontally or vertically.
-Rotate Map: Rotate the entire map.
-Change Coordinate System: Change current coordinate system to another.
-Affine: Adjust the whole map on background map or on grid.
-Rubbersheeting: Adjust a part of the map on a georeferenced background map.
-Center map to Drawing Area
Convert Imported Layers to Symbols: Convert the layers of an imported *.dxf or *.ai file.
Convert Area or Line Objects to Point Objects: Convert area to point object(s).
Convert Text Objects to Point Objects: Convert text to point object(s).
Convert Text Objects from OEM to Unicode: Convert text objects from OEM to Unicode.
Export Objects by Selected Symbol: Export all objects with a selected symbol to a new map file.
Export Selected Objects
Export Part of Map
Colors: Define or edit the colors of the current map.
Define Spot Colors: Define the spot colors of the current map.
Load Colors From: Load a color table from another map.
Load Colors and Symbols From: Load the symbol set from another map.
Compare Colors and Symbols: Compare two symbol sets.
Routing: Import kml file with route from Google Maps API

Map Information: Show map information.

Layout Menu
Edit Layout Objects: Draw and edit the layout objects.
Import Layout
Save Layout
Hide
Add North Arrow or Scale Bar
Add Map Legend
Add Trim and Bleed Marks

Create Graticule Name Index
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Create Name Index

Database Menu
Manage Database Connections: Create and edit datasets.
Create and Update Records: Create OCAD objects out of the database.
Update Special Fields
Create Objects from Table: Create OCAD objects from database records.
Assign Symbols by Records
Add Texts by Records
Define Object Directions by Records: Assign angle information from the open dataset(s) to the objects.
Merge Objects by Records
Select Linked Objects with Corresponding Record
Select Linked Objects without Corresponding Record
Select Objects Linked to the same Record
Delete Database Record when Deleting Object: If the option is turned on and an OCAD object with a linked

database record is deleted, the database record is deleted, too.

Create Database Record when Cutting Object

Background Map Menu
Scan: Scan a background map using a TWAIN interface.
-Acquire: Acquire a background map
-Select Source: Select source from which the background map acquire
Open: Open a scanned background map stored in a file.
Adjust: Adjust the background maps in horizontal and vertical directions.
Hide All: Hide the background maps temporarily.
Manage: Set options for displaying and printing the background maps.
WMS - Web Map Service: Add background map from WMS

DEM Menu
Import: Import an ASCII Grid or XYZ file to OCAD.
Open: Open an OCAD DEM file (*ocdDem).
Show Frame: Shows blue rectangle with the extent of loaded DEM.
Resize: Resize OCAD DEM file (make a subset) and save it as a new OCAD DEM file.
Info: Shows information about OCAD DEM file.
Close: Close OCAD DEM file.
Merge DEM: Merges two parts of a DEM together.
Calculate DEM Difference Calculates the difference between a surface and a terrain model.
Create Contour Lines: Calculates contour lines based on the loaded DEM.
Create Hypsometric Map: Calculates a grayscale or colored hypsometric map

Create Hill Shading: Calculates a shaded relief picture.



http://ocad.com/en.wiki/index.php?title=Layout%23Create_Name_Index
http://ocad.com/en.wiki/index.php?title=Database%23Manage_Database_Connections
http://ocad.com/en.wiki/index.php?title=Database%23Create_and_Update_Records
http://ocad.com/en.wiki/index.php?title=Database%23Update_Special_Fields
http://ocad.com/en.wiki/index.php?title=Database%23Create_Objects_from_Table
http://ocad.com/en.wiki/index.php?title=Database%23Assign_Symbols_by_Records
http://ocad.com/en.wiki/index.php?title=Database%23Add_Texts_by_Records
http://ocad.com/en.wiki/index.php?title=Database%23Define_Object_Directions_by_Records
http://ocad.com/en.wiki/index.php?title=Database%23Merge_Objects_by_Records
http://ocad.com/en.wiki/index.php?title=Database%23Select_Linked_Objects_with_Corresponding_Record
http://ocad.com/en.wiki/index.php?title=Database%23Select_Linked_Objects_without_Corresponding_Record
http://ocad.com/en.wiki/index.php?title=Database%23Select_Objects_Linked_to_the_same_Record
http://ocad.com/en.wiki/index.php?title=Database%23Delete_Database_Record_when_Deleting_Object
http://ocad.com/en.wiki/index.php?title=Database%23Create_Database_Record_when_Cutting_Object
http://ocad.com/en.wiki/index.php?title=Background_Map%23Scanning_a_Background_Map
http://ocad.com/en.wiki/index.php?title=Background_Map%23Open_a_Background_Map
http://ocad.com/en.wiki/index.php?title=Background_Map%23Adjust_a_Background_Map
http://ocad.com/en.wiki/index.php?title=Background_Map%23Hide_all_Background_Maps
http://ocad.com/en.wiki/index.php?title=Background_Map%23Manage_Background_Maps
http://ocad.com/en.wiki/index.php?title=DEM%23Import
http://ocad.com/en.wiki/index.php?title=DEM%23Open
http://ocad.com/en.wiki/index.php?title=DEM%23Show_Frame
http://ocad.com/en.wiki/index.php?title=DEM%23Resize
http://ocad.com/en.wiki/index.php?title=DEM%23Info
http://ocad.com/en.wiki/index.php?title=DEM%23Close
http://ocad.com/en.wiki/index.php?title=DEM%23Merge_DEM
http://ocad.com/en.wiki/index.php?title=DEM%23Calculate_DEM_Difference
http://ocad.com/en.wiki/index.php?title=DEM%23Create_Contour_Lines
http://ocad.com/en.wiki/index.php?title=DEM%23Create_Hypsometric_Map
http://ocad.com/en.wiki/index.php?title=DEM%23Create_Hill_Shading

Graphical User Interface

Calculate Slope Gradient Calculates a grayscale picture with slope gradient.
Classify Vegetation Height Calculates picture with vegetation height classes.
Create Profile: Creates a profile for the selected line object.

Export: Save loaded OCAD DEM file as ESRI ASCII Grid or as ASCII Grid XYZ.

GPS Menu
Real Time GPS
Adjust GPS
Import Data from GPS Device
Import from File

Connect to Laser Distance Meter

Options Menu
OCAD Preferences: Options for your individual working methods.
Shortcuts: Define or change keyboard shortcuts for menu commands.
Backup and Restore Options

Language: Choose a language.

Window Menu

Tile: Arrange all open maps horizontally or vertically on the screen.

Cascade: Arrange all open maps in a way that the title of each map is visible.

Help Menu
Contents: The contents of this help file.
Menu: Help for menu commands.
Toolbar: Help for toolbar buttons.
Renewals: Click on this menu item to open the Renewals page.
OCAD Home page 21; Connect to the OCAD homepage on the Internet.
OCAD Update B3); Connect to the OCAD download site on the Internet.
OCAD Learn Videos [*': Connect to Learning Videos on OCAD homepage.
About OCAD '?!: General Information about OCAD.
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Using the Keyboard with the Mouse

This section provides an overview of options for using the keyboard and the mouse together.

Drawing

hift
« Shift & : When starting a curve, straight line or freehand line: extend an existing object.
e Citrl: Trace an existing object.

* Alt: Drawing a straight line: the line is made exactly horizontal or vertical.

Drawing a circle

. Shift & : Drag the radius from the center point.

Edit

« Shift & : Add or remove an object to/from the selected objects.
¢ Ctrl: Remove a vertex.

« Shift & + Ctrl: Insert a normal vertex.
* Alt: Select an object behind an object that has already been selected.

« Alt+ & :Switch temporary to Edit mode to select next line object in between cutting lines.
« Ctrl + & : Cuta virtual gap into the selected line object.

o Shift 2" + ¥ : Cut a broken line: a gap is inserted at the vertex where the cut was made.
* Arrow keys: Moves the selected object.

View

* Space bar + Left Mouse Button: Move the View (pan).

* Ctrl + Mouse Wheel: Zoom in and zoom outIncrease/reduce the size of the map section.

« Shift & + Mouse Wheel: Move the map section horizontally (scroll).

Status Bar
In the Status Bar at the bottom of the window you can find useful information:
= | \Ou' AT
: (%)
I L ' a.<\ e
621,000 Recycling Collecting Point |588227.5 201'556.6 |Normal Mode (nti-Aliasing) 52¢ | = =2 = = = [101.000 Freewsy Signet |
currently selected object coordinates from mouse mode current zoom factor  visibility currently selected symbol Currently

Selected Object: The symbol number and the name of the currently selected symbol is displayed in this part. If
multiple objects are selected, the number of selected objects is shown. In addition, if you retrieve a Bookmark, the

saved comment is displayed here.

Coordinates from Mouse: The coordinates of the current position of the mouse pointer is displayed in this part. You
can change the format of the coordinates shown here in the Graphical User Interface category of OCAD
Preferences in the Options menu. If a DEM is loaded, the elevation in meters is given in brackets after the

coordinates.

Mode: The current View Mode is displayed in this part of the status bar. In addition, OCAD shows wheter
Anti-Aliasing is enabled or not.

Current Zoom Factor: This field shows the current Zoom Factor.

Visibility: [z =|sss=|
There are seven eye icons which indicate wheter a certain map feature is visible or not. These features are (from left
to right): Layout, Map, Background Map, Symbols, Unsymbolized Objects, Graphic Objects and Image Objects.
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If the eye icon is black, the feature is visible.
If the eye icon is grey, no corresponding features exist.
If the eye icon is crossed off with a red cross, the feature is not visible.

If the eye icon is crossed off with an orange cross, the feature is only partially visible.

Currently Selected Symbol: The currently selected symbol is shown in this part of the status bar.

Previous Chapter: Renewals
Next Chapter: View
Back to Main Page
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Tips with Keyboard and Mouse

Navigation

* Move the view: Hold the Space key, click and hold with the Left Mouse Button the drawing area and move it.
See also: ™ Pan Tool

e Zoom in/Zoom out: Hold the Ctrl key and use the Mouse Wheel to zoom in and out. See also: ® G Zoom

Tools
* Move the view vertically: Use the Mouse Wheel to scroll vertically.

* Move the view horizontally: Hold the Shift key and use the Mouse Wheel to scroll horizontally.

There are some Shortcuts by default corresponding to view and navigation functions. Visit the Shortcuts page for

more information.

Drawing

¢ Continue an existing line: Press the Shift key and click the end point of the line to be continued. This can be
used instead of the % Merge function.

¢ Draw horizontal or vertical lines: Press the Alt key while drawing. The line snaps in a vertical or horizontal
direction. This can be useful when drawing a border or north lines.

» Follow existing lines: Hold the Ctrl key and click with the Left Mouse Button a point on the line to be followed.
The Ctrl key can be released now. Keep the Left Mouse Button pressed and release it at the point the following
shall stop. The drawing of the line can be continued now.
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Editing

Delete Vertices from line or area objects: Hold the Ctrl key and click the vertex with the Left Mouse Button.
See also: B Remove Vertex Tool

Add Normal Vertices to line or area objects: Hold the Shift and the Ctrl key pressed and click the
corresponding point on the line with the Left Mouse Button. See also: ¥ Add Normal Vertex Tool

Select an object under a already selected object: Hold the Alt key and click the object above the object to be
selected. This function only has an effect if you are clicking near a Vertex of the object above.

Move the selected object: Use the Arrow keys to move a selected object. For more information about selecting
and moving objects visit the Select page.

Select multiple objects: Hold the Shift key and click the objects to be selected one after another. As an
alternative, drag an area with the Right Mouse Button in the > Select and Edit Object or I~ Select Object
and Edit Vertex mode to select all objects which are in it. Read the Select Multiple Objects article for more

information.

Cutting

Select next object: Select a line object and choose the & Cut function. If you press the Alt key, the cursor
changes to the B Select Object and Edit Vertex mode. Keep the Alt key pressed and click the next object you
want to cut. Release the Alt key and continue with the cutting.

Insert a virtual gap: Select a line object and choose the % Cut function. If you press the Ctrl key while
cutting, a virtual gap is inserted. A virtual gap is graphical gap only: the line is not interrupted.

Dashed line: Insert a gap at the cutting point: Select a dashed line object and choose the & Cut function.
Hold the Shift key while cutting a dashed line to insert a gap with the same length, as the other gaps in the dashed
line, at the cutting point.

Miscellaneous

Coming soon...
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View Mode

Normal Mode  Pro.| \iewl cs |

In the Normal Mode the map objects appear absolutely intransparent and lie over the Background Map which

looks as follows:

1 PRES R

Spot Color Mode | Pro. viewl cs |

This command is enabled if at least one spot color has been defined (Define Spot Colors).

Choose this command to get a simulation of the spot color printing. Choose the Spot Colors command from the

Map menu to define how the spot colors appear on the screen.

Raster Background Maps are only visible if these are assigned to a spot color in the Colors dialog. OCAD
Background Maps are always hidden.

Spot colors appear transparent to get a simulation of the final printing result.
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Draft Mode L Pro L.std] Wiewl] cs |

Choose this command in the View menu to display the map and the Background Maps in the draft mode. The draft
et . .

mode slider & % appears in the View Toolbar.

In the draft mode the map is display transparent and the background maps are visible.

With the draft mode slider you can set the transparency for the map and the background maps.

Use the upper slider (M stands for Map) for the Map and the lower slider (B stands for Background Maps) for the
Background Maps.

- 0 (slider left) means that the map is invisible.

- 100 (slider right) means full transparency.

W The draft mode replaces the Transparent Mode from OCAD 8. To set a color opacity choose the Colors
command from the Map menu. Set the opacity for each color.
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Draft Mode Only Background Map Favorites _Pro_l.std.]

Choose the Draft Mode (Only Background Favorites) command in the View menu to change to this view mode.

This view mode has the same characteristics as the Draft Mode, with the exception that only background maps
marked as favorites are displayed. Visit the Visibility Features article of the Background Map page to learn how to
set a background map to the favorites.

View Mode Loop s

Define View Mode Loop

With the View Mode Loop you can switch between different drawing modes using a Shortcut.

In the View category of the OCAD Preferences found in the Options menu you can declare which view modes
shall be included in the View Mode Loop. All four view modes are available: Normal Mode, Spot Color Mode,
Draft Mode and Draft Mode (Only Background Favorites).

Choose the Shortcuts command in the Options menu to assign a Shortcut. Search for the View - View mode loop
entry in the shortcut list. Select it and choose a shortcut from the Shortcut dropdown menu (e.g. F11). Click the
Close button to finish.
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Next View Mode in Loop

By using your defined shortcut (e.g. pressing the F11 key), you can switch between the view modes selected in
OCAD Preferences.

Back to the View page.

Check Keyline in the View menu to change the view into Keyline mode.

This view mode reduces objects to the fundament.

* Area objects: Only the border line is displayed in the main color of the object. White is converted to black.
* Line objects: A thin line in the main color of the line object is displayed. White is converted to black.
* Point objects: Instead of the point object, a cross is displayed in the main color of the symbol.

* Text objects: Text objects appear without changings.

%
+ .
Meadow Meadow
f.
N . ® P |
\H"’--...,_ —~
—_—— e — &
Fig. 1: View: Normal Mode Fig. 2: View: Keyline

W The topology of the map is shown (e.g. because of the thin lines you can distinguish if an area is completely
closed or not).

Back to the View page.
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Hatch Areas

Choose this mode in the View menu to hatch all area objects so that they become transparent. Other objects are
displayed normally.

This view mode is obsolete. We recommand to use the Draft mode or the Keyline mode.

(

Example:

Back to the View page.
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Anti-Aliasing

The Anti-Aliasing view option in the View menu removes the jaggies (aliasing) during the screen representation, as
the edges of the objects are smoothed.

The Anti-Aliasing mode makes the screen redraw slower.
The Anti-Aliasing mode is automatically switched off in the zoom levels higher than 16x.
The screen redrawing in Anti-Aliasing and Spot Colors mode is quite slow if the map has a lot of objects or big

raster background maps are loaded. In this case we recommend to switch off Anti-Aliasing.

== (-

=
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Ry S =) = e
Read more about Anti-Aliasing on Wikipedia t,

Back to the View page.

References

[1] http://en.wikipedia.org/wiki/Antialiasing
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View

View Modes

-~
B2

==t

There are four different view modes:
¢ Normal Mode

* Spot Color Mode

e Draft Mode

* Draft Mode (Only Background Map Favorites)

Visit the View Mode page to get more information about the view modes.
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Hatch Areas

==
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Visit the Hatch Areas page to get some information about the Hatch Areas mode.

Anti-Aliasing e, iewd cs |

Visit the Anti-Aliasing page to get some information about Anti-Aliasing.

Redraw | Pro Lstd] iewl cs |

Choose this command from the View or press the F5 key (Shortcut by default) to redraw the map on the screen.
This is especially useful when the displayed map is out of date due to editing operations (like deleting area objects).
By default, the map is redrawn automatically after editing it. If you want to disable the automatic redrawing, check

the Redraw background automatically option in the View category of OCAD Preferences.

'y For Windows Vista and 7 users: We recommend to use an Windows Aero Theme. You can change the theme in
Control Panel\All Control Panel Items\Personalization. The Themes Windows Basic and Windows Classic lead to

many unnecessary screen redrawings in OCAD.
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©

& ) Control Pa... » All Control Pancl It.. b Personalizati. ~ | 43 | Search Control Panel

Control Panel Home .
Change the visuals and sounds on your computer

Change desktop icons Click 2 theme to change the desktop background, window coler, sounds, and screen saver all at once.

My Themes (0)

Get more themes online

- Fr.

Windows 7 Architecture Characters Landscapes Nature Scenes

Acro Themes (6)

i
By

Installed Themes (1)

Dell

Basic and High Contrast Themes (6)

Windows 7 Basic Windows Classic High Contrast #1 High Contrast #2 High Contrast Black  High Contrast White

e ™ m 2 S

[kbatanisiatiicns Desktop Background Window Color Sounds Screen Saver

©

Ease of Access Center Harmony Sky Windows Default None

Pan | pro Stdl vicwd cc |

Choose Pan in the View menu, press the F6 key (Shortcut by default) or click the % Pan icon in the View
Toolbar to activate the Pan tool. With this tool you can move to another part of the map. Drag the map to the
desired location. After you dragged once the cursor changes to the previous mode (e.g. Select Object and Edit

Vertex mode). If you want to use the Pan mode several times, use the # Pan locked tool.

W You can also hold the Space key to change to Pan mode.

Pan Locked | Pro L.stdd

Click the @ Pan Locked icon in the View Toolbar to activate the Pan Locked tool. With this tool you can use the
Pan mode several times. Press the Esc key or another toolbar button to exit the Pan mode.

W You can also hold the Space key to change to Pan mode.

Move To  pro_Lstdd

Choose this command in the View menu to move the view to a desired position. The Move View To dialog appears.

Move View To ﬁ

Horizontal position: m””l m
Wertical position: 200000 m

Enter the Horizontal and Vertical position in real world coordinates and click the OK button. To set up the real

world coordinates choose Scale and Coordinate System from the Map menu.
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Find Selected Objects  Pro.

If you have objects on the map selected, choose this command in the View menu or click the #4 Find Selected
Objects icon in the Edit Functions Toolbar to move the view to those selected objects. The selected objects are
displayed in the middle of the drawing area.

Zoom
ZOOIII In | D | . e

Choose the Zoom In command in the View menu, click the ¥4 Zoom In button in the View toolbar or press the F7
key (Shortcut by default) to display the map with a higher magnification. There are two options to zoom into the
map:

* Drag a rectangle with the mouse pointer around a desired area to see this area magnified.

* Click on the drawing area to get the double magnification of the current map view at the point you clicked.

After zooming in once, the cursor changes to the previous mode (e.g. Select Object and Edit Vertex mode).

¢ Alternatively, old the Ctrl key and use the mouse wheel to zoom in and out.

Zoom In Locked m

Click Zoom In Locked button in the View Toolbar to use the Zoom In mode several times. Press the Esc key

or another toolbar button to exit the Zoom In mode.

Zoom Out  Pro iewd cs |

Choose the Zoom Out command in the View menu, click the L Zoom Out button in the View toolbar or press the
F8 Key (Shortcut by default) to see a larger area of the map. The view is always reduced by half.

¢ Alternatively, old the Ctrl key and use the mouse wheel to zoom in and out.

Zoom Out to Previous View  pro.

Click the & Zoom Out to Previous View button in the View toolbar to reduce the view of the map to the previous
view. If there is no previous view which is smaller than the current one, this function has the same effect as the

Zoom Out function.

Zoom to Selected Objects _Pro.|

If you have some objects selected, choose this command in the View menu to zoom the view to them.

Show Entire Map _Pro.] viewl] cs |

Choose the Show Entire Map command in the View menu or click the Show Entire Map button in the View

Toolbar to see the entire map on the screen. The scroll bars will be adjusted to the entire map.
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Zoom to Previous View | pro iewl cs |

Click the * Zoom to Previous View button in the View Toolbar to change the view to the previous one. This
function is similar to the Undo function, but applies only for the view.

Zoom to Next View " el c< |

Click the ™ Zoom to Next View button in the View Toolbar to change the view to the next one. This function is

similar to the Redo function, but applies only for the view.

Zoom | D | . e

Choose the Zoom command in the View menu to change to one of the following zoom levels. The Shortcuts by

default are indicated in brackets.

e 0.1x

e 0.25x (Shift+F5)
¢ 0.5x (Shift+F6)
e 1x (Shift+F7)

¢ 2x (Shift+F8)

e 4x (Shift+F9)

e 8x (Shift+F10)

e 16x (Shift+F11)
e 32x (Shift+F12)

¢ The current zoom level is displayed in the Status Bar.

User Defined  Pro.|

Choose the User Defined command in the View menu to change the magnification of the map to a user defined

factor. This factor can be defined in the View category of OCAD Preferences in the Options menu.

Bookmarks | Pro

Choose the Bookmarks command in the View menu to create and manage bookmarks.
Bookmarks are stored views of the map, which can be easily retrieved. In addition, you can add a name and a

description to the bookmark.
Create a Bookmark

1. Zoom to the view you want to store, i.e. you want to create a bookmark.
2. Choose Bookmarks and then Create in the View menu.
3. The Create Bookmark dialog box appears.
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g W Create Bookmark .

Mame: Map Revision

Description: 201205-22
FRE (Map Controller]
This part of the map has to be revised!

[ Ok ][ Cancel ] [ Help ]
g -
N T—

4. Enter a name and a description for the bookmark.
5. Click the OK button.

Retrieve a Bookmark

1. Select Bookmarks in the View menu.

2. In the submenu you can see your bookmarks listed. Choose a bookmark to display the stored view of the map.

v If you have saved a comment, it is displayed in the Status Bar.
Manage Bookmarks

1. Select Bookmarks and then Manage in the View menu to manage bookmarks.
2. The Manage Bookmarks dialog appears.

3. Select a bookmark in the Name box. You have the following options now:

* You can edit the description.
* You can delete the bookmark by clicking the Delete button.
* You can change the stored view by clicking the Update window button. The current view is overwritten with

the previous one.

4. Click the OK button to save the changes or click the Cancel button to quit the dialog without saving any
changes.

« The number of bookmarks is limited by 64.
H3 Bookmarks th
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Enable the Show Screen Grid command in the View menu or click the -+ Show Screen Grid button in the View

Toolbar to show a grey grid in the drawing window.

2 File V¥iew Select Object Symbol Map Layout Database Background Map DEM GPS Options Window Help — [
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L] + - . |
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Choose Scale and Coordinate System from the Map menu to define the screen grid distance. The color of the

screen grid can be changed in the OCAD Preferences.

Show Rulers and Ruler Guides  pro

Visit the Show Rulers and Ruler Guides page to get some information about Rulers and Ruler Guides.

Previous Chapter: Graphical User Interface
Next Chapter: Create a New Map
Back to Main Page
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Show Rulers

Check Show Rulers in the View menu to show rulers. They appear along the top and left side of the drawing area.
By default, the ruler's origin (0I0) is the same as the grid's point of origin. Disable Show Rulers in the View menu to

hide rulers again. Rulers are an assistance to create the map layout.

Change a ruler’s origin

1. Position the cursor over the intersection of the rulers in the upper-left corner of the window, and drag diagonally

down onto the image. Mark the new origin with the emerging cross hairs.

P L

|

Change a ruler’s zero origin.

2. The dialog box Change the Ruler Origin appears.

i h

Changing the Ruler Origin | &

Existing ruler origin

-9, 18 mm
5.57 mm

Mew ruler origin
[ Move also ruler guides

Xe 4,41 mm

Reset to global
rulers

¥ 6.499  mm

Change ] [ Cancel ] [ Help ]

L™ A

You can also enter the position of the origin manually (in mm).
Check Move also ruler guides to move the Ruler Guides, too.
Click on Reset to global rulers to change the origin to default ((OmmlOmm), which is the center of the

map, hence the origin of the grid).

w -The rulers are not visible on exported or printed files.

-Changing the rulers does not influence the georeference.
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Show Rulers

-The coordinates are shown in paper coordinates (mm).

H3 Show Ruler and Ruler Guides (

To the Ruler Guides page.
Back to the View page.
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Ruler Guides

Enable the Rulers in the View menu. Enable Show in the Ruler Guides submenu located in the View menu to

display all ruler guides in the drawing area.

Place a Ruler Guide

You have two options to place a ruler guide:

* Drag from the horizontal ruler to the drawing area to create a horizontal guide or drag from the vertical ruler to
the drawing area to create a vertical guide. The Show menu item in the Ruler Guides submenu located in the
View menu must be enabled to place ruler guides in this way.

* Choose Ruler Guides and then Manage in the View menu.

In both cases the Ruler Guides dialog appears.

'The Ruler Guides' Dialog

&3

Ruler Guides |

MNew ruler guide

(") Horizontal ruler guide: 0.00

@ Vertical ruler guide: 15 mm Add
Default size

A4 Paortrait - Add

Existing ruler guides

Horizontal ruler guides:  Vertical ruler guides:

10.00 10.00

Close ] [ Cancel ] [ Help
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'New ruler guide' Field

If you dragged the ruler guides to the drawing area the corresponding position (in mm) is shown in the New ruler
guide field. If you have chosen the second way to place ruler guides, enter there either a value (in mm) for a
horizontal or a value for a vertical ruler guide. In both ways, click the Add button in the New ruler guide field to

place the ruler guide.

'Default size' Field

In the Default size field of the Ruler Guides dialog you can place ruler guides with predefined dimensions (This is
helpful if you want for example draw and print a map in DIN A4 landscape size.) Select a size from the dropdown
list and click the Add button to place ruler guides in the chosen format. Note: The ruler's origin has to be set in the

upper left corner of the map.

R L < I L - OO N L - L. O A A

S
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e

A4 Landscape ruler guide.

'Existing ruler guides' Field

In the Existing ruler guides ficld in the Ruler Guides dialog you can see an overview of existing ruler guides.
Select one and click on the Delete button to delete the corresponding ruler guide.

Click on Close to close the Ruler Guides dialog box and apply all changes. Click on Cancel to close the Ruler
Guides dialog without saving any changes.

¢ Read more about customizing the Rulers.
H3 Show Ruler and Ruler Guides th

To the Show Rulers page.
Back to the View page.
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Create a New Map

OCAD provides predefined symbol sets to help you begin drawing your map immediately.

Create a New Map  Pro. =3

To create a new map:

1. Select New in the File menu. The New File dialog box appears.

New File =

Map type

() Topographic, ity or leisure map

(@ Orienteering map

() Course setting project for orienteering
() Empty symbol set

Default symbol folder
C\Program Files\OCAD\OCAD 11 Alpha‘\Symbaol\

Load symbol set from: Other file...

Orienteering Map 10 000.0cd
Orienteering Map 15 000.0cd
Orienteering Map 5 000 ISSOM.ocd

Orienteering Map ISMTBOM2010 10000.0cd
QOrienteering Map ISMTBOM2010 15000.0cd
Orienteering Map ISMTBOM2010 20000.0cd
QOrienteering Map ISMTBOM2010 5000.0cd

Orienteering Map ISMTBOM2010 7500.0cd
Orienteering Map Ski 2009 10000.0cd
Orienteering Map Ski 2009 15000.0cd

Map notes:

Symbol set for orienteering maps. -
International Specification for Orienteering Maps [ISOM
2000),

Scale 1:10'000.

l 0K ] [ Cancel ] [ Help ]

2. Choose a map type. You can now choose a predefined symbol set which fits to your intended map from the
selection box. If you want an empty symbol set, choose the Empty symbol set option. Click the Other file button
to copy the symbols for the new map from a different map than those listed. The box lists all symbol files in the
\symbol\ sub directory. To add your own set of symbols to the list of predefined symbol sets, simply copy the
OCD file to the OCAD sub directory Symbol (usually C:\program files\OCAD\OCAD I 1\Symbol). Symbol files

are just normal OCAD maps, usually without any objects. The Map notes box shows information about the
specifications of the map.

¢ -You can add, change or delete symbols in the symbol box at any time.
-Map notes can be edited in the template file itself. For this purpose choose Map Information in the
Map menu.

-Edit the file OrienteeringMapList.User.txt in the OCAD sub directory Symbol if you want that user
defined symbol sets are listed as map type Orienteering map.
3. By clicking the OK button, OCAD creates a new map and copies the chosen symbol set to it.

HZ¥ Creating a new map (1
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Set Scale and Coordinate System _Pro] L cs |
Select the Set Scale and Coordinate System item from the Map menu. The Set Scale and Coordinate System
dialog box appears.
[ Set Scale and Coordinate System ﬁ1
Map scale: 1: 5000 -

Coordinates
() Paper coordinates

@ Real world coordinates

Easting offset: 737000 = m
Northing offset: 187000 = m
Angle: 0.00 + deg
Grid distance: 1000 =

Coordinate system

Swiss Grid CH1903

Additional local offset
Harizontal: 0.00
Wertical: 0.00

Ak (4]

QK ] [ Cancel ] [ Help

Map Scale

Enter a scale and click the OK button or adjust the Coordinates settings.
¢ Do not use this dialog to change the scale after entering the initial values. To increase or decrease the size of the
map subsequently, use the Change Scale function in the Map menu. Setting the current scale does not enlarge or

reduce the map. It only changes a number in the map file and georeferencing will be lost.

Georeference the Map

Before loading a georeferenced Background Map, work with GPS data or import Spatial Base Data, we
recommend that you first georeference the map. You should contact your data supplier, national surveying office or

cartographic institute to find out which coordinate system will best suit your needs.

Coordinates

1. Choose wheter you want define Paper coordinates (in mm) or Real world coordinates. Click the corresponding
radio button.

2. In the Easting offset and Northing offset fields, enter the coordinate values for the center of your map.

3. The coordinate system can be rotated by entering a value in the Angle field.

4. In the Grid distance field, enter the desired distance for the Coordinate Grid lines.

« Enter the coordinate values for the center of your map in the horizontal and vertical offset fields. This is
important since the drawing area of OCAD is limited to 4 x 4 m in the Orienteering Standard edition, in the
Starter edition as well as in the o ® Course Setting edition and 80 x 80 m in the "W professional
Edition. This option is used to ensure that imported Spatial Base Data, georeferenced Background Maps and GPS
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measurements do not lie outside the drawing area.

Coordinate System

Click the Choose button to define a coordinate system. The Coordinate System dialog appears.

’
Coordinate system ﬁ

Coordinate system

Coordinate system: [UTM vl
Zone: | Zone 31 North ~| [ Find.. |
Map datum: WGES 84

Ellipsoid: WiE51984

Location: 07 -8 east, north of equator

EPSG: 32631

- T

Choose the desired coordinate system. OCAD supports a lot of coordinate systems. The most common one is the
UTM 2 (Universal Transverse Mercator) system which is divided into 60 zones limited by meridians and defined

worldwide.

e Zone: Depending on the selected coordinate system you must select a zone. If the coordinate system UTM is
selected, you can click the Find button to find the correct UTM zone. This function is described in the next
paragraph.

* Map datum: This field displays the map datum for the desired coordinate system ( Map Datum [3]).

» Ellipsoid: The field displays the ellipsoid from the map datum ( Reference Ellipsoid [4]).
e Location: The field displays the location, where the coordinate system can be used.

e EPSG: The field displays the EPSG-Code (European Petroleum Survey Group Geodesy) of the coordinate

system.

Click the Remove button to reset the coordinate system to Grid undefined.
If you are finished, click the OK button.
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Find UTM Zone

If UTM (21 is chosen as a coordinate system, the local zone can be found with this tool. Click the Find button next to
the Zone dropdown list. The Find UTM Zone dialog appears.

/% Find UTM zone = | B [

Find LUTK zone

Latitude 47 deg @
Longitude 8| deg [E

[ Ok ][ Cancel ] [ Help ]

Enter the geographical coordinate (degree of longitude and degree of latitude) of your map.
* Latitude: Enter in this field the degrees of latitude.
N (North): Click this button if the position is northern of the equator.
S (South): Click this button if the position is southern of the equator.
* Longitude: Enter in this field the degrees of longitude.
W (West): Click this button if the position is western of Prime Meridian (London Greenwich).
E (East): Click this button if the position is eastern of Prime Meridian (London Greenwich).
Click the button OK to calculate the UTM zone. The UTM zone appears in the Coordinate system dialog box.

Example: Coordinate from Baar (Switzerland): 47° 12 North (Latitude), 8° 31' East (Longitude). Enter 47 in the
Latitude and 8 in the Longitude field. You will find out that this place is in the UTM zone 32 North.
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User Defined Grid

In the Coordinate System dialog you have the option to choose a User Defined Grid in the dropdown list. If you
choose it, the dialog box is extended with the Coordinate system parameter part.

f Coordinate system ﬁw
Coordinate system Coordinate system parameter:
Coordinate systam: User Defined Grid - Load from prj file... ]
Central Meridian: 0.00000000
Map datum: Datum undefined Longitude of Origin: 0.00000000
Ellipsoid: Ellipsoid self defined Latitude of Origin: 0.00000000
Location: standard Parallel 1: 0.00000000
EPSG: Standard Parallel 2: 0.00000000
False Easting: 0.00
OK ] [ Cancel ] [ Help False Morthing: 0.00
Scale Factor: 1.000000
Azimuth: 0
Location:
EPSG
Map projection: [ v]
Map datum: [ v]
\

You can load the coordinate system from a PRJ-File by clicking the corresponding button. A PRJ-File is a projection
format containing coordinate system and projection information. The coordinate system parameter are updated after

loading a PRJ-File. Alternatively, the required values can be typed manually but this requires a little experience.

Additional local offset

It is possible to give an additional local offset to the chosen coordinate system. Enter a value for the horizontal and
vertical offset in the corresponing fields. This is especially useful if you have to work with GPS very precisely. A
tectonic plate can move but the coordinate system stays the same. If you enter a local offset, this problem can be
cleared.

Click the OK button to save changes and quit the Set Scale and Coordinate System dialog.

¢ Do not use this dialog to change the real world coordinate offset if the map is georeferenced. To move a

georeferenced map, use Transform -> Center Map to Drawing Area in the Map menu and enter the new offset.

Previous Chapter: Graphical User Interface
Next Chapter: Colors

Back to Main Page

To the Map page.
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File

New | o | | e |

Choose this command from the File menu or click the [J New button in the Standard toolbar to create a new,

empty map. The New File dialog box is displayed. For further information visit the Create a New Map page.
Open | D | . e

Choose this command from the File menu or click the & Open button in the Standard toolbar to open an existing

map. The Open Map dialog box is displayed. Browse the map to be opened and click the Open button.
If the map was created with an earlier OCAD version, you will be asked if you want to convert it into the OCAD 11

format. If you answer by clicking the No button, the map will not be opened.

¢ - Do not use this command to restore a backup copy from a floppy disk created with the Create Backup
command. Use the Restore Backup command instead.
- The error message "This OCAD version is not yet supported" appears if the file is an OCAD file from a
higher OCAD version.

- The error message "Format not correct" appears if the file is either damaged or not an OCAD file.

- The Fonts Not Found dialog box appears if the map contains one or more fonts that are not installed on the
computer. Probably the map was created on another computer. You must install the missing fonts in Windows

or select other fonts. Otherwise a standard font is used for the missing ones.

Open Sample Map | Pro. iewd cs

This command chosen from the File menu opens the Open Sample Map dialog. There you can choose a sample file.
The sample files are saved in the OCAD program subfolder Samples (usually C:\Program Files\OCAD\OCAD
1 N\Samples).

Close  Pro.| viewl cs |

Choose this command from the File menu to close the current map. If changes were made to the current map and

Auto Save is switched off, then you will be asked if you want to save the changes.

Save | D | .

Choose this command in the File menu or click the B Save button in the Standard toolbar to save all changes in
the current map on volume. If the current map has no name (untitled) the Save As dialog box will be displayed,

where a name for the map can be entered.

Save AS | B | .
Choose this command from the File menu to save the current map under a new name. The Save As file dialog box is
displayed.

You can use this command to save the map in a previous OCAD version (8, 9 or 10). In the Save as type list you can

choose the format.

To create a backup file use the Create Backup command in the File menu.

¢ OCAD 11 Course Setting files can be saved in an earlier OCAD version (9 or 10) if the file passes the
Compatibility Check.
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« All changes made since the old map was saved the last time are not written to the old map. They are only written
to the new map. However, if the Auto Save is switched on, the changes are saved to both files. The Auto Save
function can be managed in the OCAD Preferences.

Open Recently Exported Documents | Pro] iewl cs |

Choose Open Recently Exported Documents in the File menu to open a recently exported document. Click on the

Delete List command to clear the list.

Open Recently Used OCAD Files | Pro] \viewl] cs |
Choose Open Recently Used OCAD Files in the File menu to open an OCAD file which you recently opened.

More Functions in the File Menu

Undo

Redo

Print

Import

Export

Export OCAD Internet Map
Export Encrypted File

Send File by Email

Execute XML Script

Create Backup

Restore Backup

Exit OCAD: Click this command to exit OCAD.

Back to the Main Page.
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Colors Not Found

This message appears when opening an OCAD map or optimize/repair the map.

Color number used in symbols or graphic objects are not defined in the color table.

Opening OCAD 8 Maps

In some cases this message appears after opening and converting OCAD 8 maps. The Color not found dialog shows
the color numbers and the symbols. The problem is that the color information for these symbols in the OCAD 8 file

are not correct.

To solve this problem, select each of these symbols, click Edit in the Symbol menu and click OK to close the
symbol dialog. OCAD writes the correct color information in the symbol.

Symbols Not Found

This message appears when opening an OCAD map or optimize/repair the map.
Symbol numbers used in objects are not defined in the maps' symbol list.

Back to Main Page

Back to Symbol

Not Closed Correctly

The error message "file name has not been closed correctly”" appears if the last OCAD session was terminated

abnormally and the changes were not saved to the map. However, these changes can be restored.

* OK: Continue the session with all the unsaved changes restored.
* Cancel: Abandon the unsaved changes. They will be lost.
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Undo and Redo

Undo | D | | e |

Click on the Undo icon ¥? in the standard toolbar, press Ctrl+Z or select Undo in the File menu to undo the last

draw or edit operation.

Redo | Dy | | e |

Click on the Redo icon ©* in the standard toolbar, press Ctrl+Y or select Redo in the File menu to reverse the effect

of the Undo operation.

Back to the File page.

Send File by Email

Choose the Send File by Email command in the File menu to send an OCAD map, including the loaded DEM,
Databases, Background Maps and Layout Objects, by E-Mail. The Send File by Email command appears.

Send File by Email [

File name: Ch\Users\DesktophRealEstate.ocd
To: info@ocad.ch
Subject: MNew Map

|¥| Add loaded databases
7| Dataset 1 (1.2 MB)

Add loaded background maps

Add loaded layout objects

Uncompressed file size: 1.4 ME

[ Cpen email in email client ] [ Cancel ] [ Help ]
R ——

Enter the E-Mail address of the recipient in the To field and enter a subject. You can check all loaded DEM,
Databases, Background Maps and Layout Objects you want to add to the E-Mail. The Uncompressed file size
value shows the size of the attachment.

When you are finished, click the Open email in email client button to continue. OCAD opens the predefined E-Mail
in the standard client (e.g. Outlook, Thunderbird, etc.).
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Send File by Email

r@__ﬂ H9 0O+ w |+ MNew Map - Message (Plain Text) ll‘ﬂlg

DG | Message Insert Options Format Text Review o @
¥ - - A A 3gﬁ [l Attach File ¥ Follow Up = ()\
B 3 | B L U |:i=-i= iF iE W attach item = ¥ High Importance
Paste - Address Check Zoam
- |- A E==E"“ Book Mames |2%Signature~ | [ LowImportance
Clipboard Basic Text Mames Include Tags ra| Zoom
To... |info@o:3d.d'1 |
E —
e I |
Send
Subject: |Newh.-'|ap |
Attached: @201209-13 11.45 RealEstate.zip (1 ME] |
i)
F Y
Your message is ready to be sent with the following file attachment(s):
- 2012-09-13 11.45 RealEstate.zip

You can add text and send it.

r,!) - Windows XP opens the email in Outlook (if installed) and not in the standard email client.
- OCAD uses the Messaging Application Programming Interface (MAPI) [J'to send the emails. Your installed

email client must support the MAPIL.
- OCAD does not send the used fonts.

References

[1] http://en.wikipedia.org/wiki/Messaging_Application_Programming_Interface
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Create Backup and Restore Backup

Create Backup  Pro] =3

To create a backup of the currently opened file:

1. Choose the Create Backup command in the File menu.

2. The Backup dialog appears.

3. OCAD creates a new folder called Backup and suggests a name for the backup file, which consists of the current
date and time and the file name. Alternatively, you can enter an own name.

4. Click the Save button to save the backup.

This function has not the same effect as the Save As function. After saving the backup you are still working on the
old file.

Restore Backup m

Choose the Restore Backup command in the File menu to restore a backup saved on a floppy disk or a location on

the hard drive. This function is especially useful to join an OCAD file which was split to save on several floppy

disks.

1. Choose the Diskette option and select a drive in the drop down list or choose the Other location option and
browse a location.

2. Click the Start button.

3. If you have chosen the Diskette option, OCAD will ask you to insert the floppy disks in the correct order. If you
have chosen the Other location option, all files in this folder are joined.

It is no longer possible to split OCAD Files with OCAD. This function is obsolete and is not used anymore. The only

reason why the Restore function is still part of OCAD is that old OCAD Files saved on floppy disks can still be

restored. After restoring them, make a copy on your hard drive.

To restore backups, saved with the Backup function use the Open command of the File menu.

Back to the File page.
To the Main Page.
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Map

Optimize and Repair Pro] \iewl cs |

Choose this command in the Map menu to optimize (reduce) the size of the map file and repair damaged objects.
With edit operations such as deleting objects, empty space is created in the map file. This function removes this

empty space and therefore reduces the size of the map file.
When OCAD encounters damaged objects it tries to repair them. If this is not possible, they are deleted.

After the optimization the Optimization Result dialog box is displayed with the following information:

[ Optimization Result Iﬁ

File size before optimization: 1'803'692

File size after optimization: 1301244
Objects repaired: 0

Damaged objects deleted: 0

Spurious objects deleted: 0

Unsymbolized objects: 0 [not deleted]
Ohjects with unknown symbol: 2 [not deleted)
Objects with invalid symbol type: 0 [not deleted]

oK | [ Hep |

¢ File size before optimization in bytes.

* File size after optimization in bytes.

* Objects repaired

¢ Damaged objects deleted

* Spurious objects deleted: Spurious objects are objects which are not visible. These may be text objects with no
text and no line, line objects with only one point, or area objects with only 2 points.

* Unsymbolized Objects

* Objects with Unknown Symbol

* Objects with Invalid Symbol Type
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Set Scale and Coordinate System | Pro.] | cs |

Visit the Set Scale and Coordinate System page to get some information about this function.

Change Scale m L cs |

Choose this command in the Map menu to change the scale of the map. The map is enlarged/reduced according to
the new scale. The Change Scale dialog box is displayed, where the new scale can be entered.

Change Scale ﬁ

Actual scale: 5000

Mew scale: M b

Enlarge/reduce symbols

[ Ok ][ Cancel ][ Help

Actual scale

This line shows the current scale of the map. Choose the Set Scale and Coordinate System command from the
Map menu to set the current scale.

W Setting the current scale with the Set Scale and Coordinate System function does not enlarge or reduce the
map. It only changes a number in the map file.

New scale
Enter here the desired new scale of the map. You may choose one of the predefined scales or enter the scale on the
keyboard.

Enlarge/reduce symbols

Check this box to enlarge/reduce the symbols with the same factor as the map. When the box is checked, the map is
enlarged/reduced like a photographic enlargement. When this box is not checked, the map is enlarged/reduced, but
the symbols are kept in the same dimension.

Click the OK button to finish.
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Create Map Grid L Pro ]

Choose this command from the Map menu to create grid lines on the map (e.g. it can be used to draw Magnetic

North lines or the grid for a Name Index.). The Create Map Grid dialog box is displayed.

Create Map Grid ﬁ

Easting offset: q = om
Maorthing offset: : m
Easting distance: 1000 =
Marthing distance: 1000 =
Angle: 0.00 = s deg
Create easting grid lines

Create northing grid lines

|:| Create vertices at grid junctions

Symbols

Graticule lines: |‘|\ = 601.001 Mordlinie [blau)
Graticule labels: 321 - 603.001 Hohenkote [Zahl)

Now, you have to make the following adjustments:

Easting offset: Enter the easting offset to the defined map grid for the vertical grid lines.
Northing offset: Enter the northing offset to the defined map grid for the horizontal grid lines.
Easting distance: Enter the distance between the vertical grid lines.

Northing distance: Enter the distance between the horizontal grid lines.

Angle: You can rotate the map grid by an angle entered here.

Create easting grid lines: Check this option to create easting grid lines.

Create northing grid lines: Check this option to create northing grid lines.

Create vertices at grid junctions: Check this option to create a vertex at every grid junction.
Symbols:

* Graticule lines: Select a line symbol for graticule lines (map grid).

* Gratucule labels: Select a text symbol for graticule labels.

Click the OK button when finished. The grid is drawn over the whole map. Therefore, remove background maps

which are larger than the map before creating a grid.

w Create Name Index is the corresponding function to create a name index based on a rectangular map grid.
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Create WGS84 Grid  Pro.
Read more about this topic on the Create WGS84 Grid page.

Hide  Pro

Choose this command in the Map menu to hide the map on the screen.

Transform

Information about the transforming functions, which are Move, Stretch/Shrink, Mirror, Rotate Map, Change
Coordinate System, Affine, Rubbersheeting and Center Map to Drawing Area, can be found on the Map

Transform page.

Convert Imported Layers to Symbols  Pro |

Choose this command from the Map menu to convert the layers of an imported DXF or Al file to symbolized
objects. The Convert Imported Layers to Symbols dialog box appears.

In this dialog box you can create a list of references. A reference consists of a layer and the corresponding OCAD
symbol. You can save the list to a cross reference (.crt) file for later use. You can load an existing cross reference file

to modify or execute it.
Visit the Cross Reference Table page to get some information about CRT-Files and the CRT-File part in the dialog.
Click the Execute button when you are finished with editing the CRT-File. The conversion gets executed.

« - Please note that this CRT file does not work to Import OCD Files!

An imported layer can be converted manually. Visit the Convert a Layer Manually page to get more

information.

Convert Area or Line Objects to Point Objects | Pro.|

Choose this function in the Map menu to convert area or line objects to point objects. This command is enabled if an

area or line symbol is selected.

1. Select a line or an area object.
2. The Convert Area or Line Objects to Point Objects dialog appears.

Convert Area or Line Objects to Point Objects ﬁ

Point Symbol

Convert the selected area or lines objects to point objects
and assign these to the following point symbaol:

M -~ 204,001 kleiner Fels

Execute ] [ Cancel ] [ Help

3. Choose a point symbol.
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4. Click the Execute button. The selected area or line symbol is converted to a point symbol and the chosen symbol

is assigned to it.

¢ The point symbol appears in the middle of the area or the line.

Convert Text Objects to Point Objects _Pro]

Choose this command from the Map menu to convert text to point objects. The Convert Text Objects to Point
Objects dialog appears.

In the first part of the dialog you can decide wheter you want to convert the objects from all text symbols or only

objects from a selected symbol.

In the second part of the dialog box you can create a list of references. A reference consists of a layer and the
corresponding OCAD symbol. You can save the list to a cross reference (.crt) file for later use. You can load an

existing cross reference file to modify or execute it.
Visit the Cross Reference Table page to get some information about CRT-Files and the CRT-File part in the dialog.

Click the Execute button when you are finished with editing the CRT-File. The conversion gets executed.

Convert Text Objects from OEM to Unicode _Pro.|

Choose this command from the Map menu to convert text objects from OEM to Unicode.

This function can be used after importing geodata from non-Unicode compatible programs or open ocd files from
older OCAD versions. OCAD 11 is Unicode compatible.

In the first part of the dialog you can decide wheter you want to convert the text from all text symbols or only objects

from a selected symbol.

In the second part of the dialog box you can create a list of references. A reference consists of a layer and the
corresponding OCAD symbol. You can save the list to a cross reference (.crt) file for later use. You can load an

existing cross reference file to modify or execute it.
Visit the Cross Reference Table page to get some information about CRT-Files and the CRT-File part in the dialog.
Click the Execute button when you are finished with editing the CRT-File. The conversion gets executed.

Example: After opening OCAD 7 file in OCAD 11 file some characters are invisible (e.g. the character 7 from
codepage Windows-1250 [ represent texts in Central European and Eastern European languages). Use this
function to convert this character from OEM code '141' to the Unicode '356'.

Export Objects by Selected Symbols  Pro.]

With this function you can export objects with the selected symbol(s) in a new OCAD-Map. Select the desired

symbol(s) before choosing this function (e.g. you can export all roads).

Choose this function from the Map menu. The Export Objects by Selected Symbols dialog opens. Browse a
location and enter a name for the new file. Then, click the Save button to finish.

Export Selected Objects  Pro_

With this function you can export the selected object(s) in a new OCAD-Map. Select the desired object(s) before

choosing this function.

Choose this function from the Map menu. The Export Selected Objects dialog opens. Browse a location and enter a
name for the new file. Then, click the Save button to finish.
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Delete Objects by Selected Symbols  Pro.

Choose Delete Objects by Selected Symbols in the Map menu to select all objects with certain symbols or in a

certain layer. As an example you can select all roads. The Delete Objects by Selected Symbols dialog box appears.

All objects with a selected symbol

Choose this option and click on the OK button to delete all objects with the selected symbol(s). Select the symbol(s)
before you choose the Delete Objects by Selected Symbols command.

All objects in layer

If you import files like PDF, DXF, Adobe Illustrator or OpenStreetMap with layer information, the layer information
does not get lost, though OCAD does not support layers as they are known in Adobe Illustrator or similar
applications. Choose the All objects in a layer option to delete all objects which are in the same layer. Choose a

layer in the dropdown list.

Unsymbolized objects

Choose this option and click on the OK button to delete all Unsymbolized Objects.

Objects with unknown symbol

Choose this option and click on the OK button to delete all Objects with Unknown Symbol.

Objects with invalid symbol type
Choose this option and click on the OK button to delete all Objects with Invalid Symbol Type.

Graphic objects

Choose this option and click on the OK button to delete all Graphic Objects.

Image objects

Choose this option and click on the OK button to delete all Image Objects.

Export Part of Map  Pro.

With this function you can export a part of the current map in a new OCAD-Map.

Choose this function from the Map menu. The Export Part of Map dialog opens on the right side of the screen. The
following adjustments can be made:

Boundaries

* Rectangular boundaries: Choose this option to export a rectangular part of the map. You can modify or move

the boundaries using the mouse.

Click l—l Setup button to define the region to be exported with coordinates. The Setup Part of Map
(Export) dialog box appears.

Click the @ Entire Map button to export the entire map. The boundary rectangle adjusts to the entire map.

Click the l@] To Current View button to export the map which is currently displayed on the screen. The

boundary rectangle adjusts to the current view.
» Use selected object for boundaries: Choose this option to export an irregularly shaped part of the map. Before

choosing the Export Part of Map command, you must draw the shape with a line or area object.
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* Export with selected object: If you check this option the object which defines the boundary is exported as

well.
¢ To make this function faster convert this cutting object from a curve to a polyline (Change to
Polyline).
* Export database links: This option is checked by default. If you do not want to export the database links, then
uncheck this option. This will speed up the export significantally if the map has a lot of linked objects.

Click the OK button when finished. The Export Part of Map dialog opens. Browse a location and enter a name for
the new file. Then, click the Save button to finish.

You can find all information about colors on the Colors page.

Define Spot Colors  Pro. viewd cs |

Visit the Define Spot Colors page to get some information about this function.

Load Colors From  Pro| | cs |

Information about this function can be found on the Colors page.

Load Colors and Symbols From  Pro.

Information about this function can be found on the Colors page.

Compare Symbols and Colors _Pro.]

Select this command in the Map menu to compare the symbol set of the open file with a reference OCAD map. The
Reference map dialog appears. Choose a reference file and click the Open button. The Compare Symbols and

Colors dialog box appears. You have the following options:

¢ Compare colors: Activate this check box if the color table shall be compared.

* Compare symbols: Activate this check box if the symbols shall be compared.

* Used symbols only: Activate this checkbox if only used symbols shall be compared.

* List identical symbols: Activate this check box if the identical symbols shall be listed, too. If this check box is
deactivated, only the different symbols will be logged in the TXT-File.

Click the OK button to continue. OCAD saves a text file to the location of the currently opened OCAD-Map under
the name FILENAME.CompareResult.txt and opens it. Make sure that the directory of the current OCAD-Map is not

a read-only folder.

The Logfile shows the difference of the symbols and/or colors and if wanted also the identical symbols.
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Routing  Pro.

Visit the Routing page to get some information about this function.

Map Information  Pro] \iewd cs |

Choose this command from the Map menu to get some information about the current map and about the Windows
system. The Map Information dialog box is displayed.

% Map Information |

OCAD Map
Total abjects: 63
Symbolized objects; 17
ns ed objects: 13
4
0
12
17

Objects with invalid symbol type: 7
Colors: 37
Spot colors: 7
Symbols: 141
File size: 155524 Bytes

Motes | symbals | Colors | Fonts | Background Maps [ Database

Windows 7 Professional Service Pack 1
32Bit

1920 x1200 Pixels

96 Pixels per Inch

3959 MB

96251 ME free

n:
Access Database Engine Microsoft ACE.OLEDB.12.0

[ ok J[ cne [ heo |

The dialog box provides the following information:

* Total objects: The total number of objects on the map.

* Symbolized objects: The total number of symbolized objects on the map.

¢ Unsymbolized objects: The total number of Unsymbolized Objects on the map.

* Objects with unknown symbol: The total number of Objects with Unknown Symbol on the map.
* Layout objects: The total number of Layout Objects on the map.

e Graphic objects: The total number of Graphic Objects on the map.

* Image objects: The total number of Image Objects on the map.

* Objects with invalid symbol type: The total number of Objects with Invalid Symbol Type on the map.

* Colors: The total number of Colors.

* Spot Colors: The total number of Spot Colors.

* Symbols: The total number of Symbols.

¢ File size: The size of the map file on the disk in Bytes.

In addition, you can choose between six tabs with detailed information:

* Notes: Enter information about the map here. This feature was called File information until OCAD 9. The text
you type in here will show up in the New File dialog under Map neotes if you use the map as a symbol template.

* Symbols: This tab shows a tree view of all Symbols in the Symbol Box.

¢ Colors: This tab shows a tree view of all Colors in the color table and in which symbols they are used.

* Fonts: This tab shows a tree view of all used fonts and in which symbols they are used.

* Background Maps: This tab shows a tree view of all Background Maps loaded.

» Database: This tab shows a tree view of all connected Databases in the map.

Click the Report button to save a report of the selected tab as a XLS or TXT File. This does not work for the Notes
tab.
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The lowermost part of the dialog is the System information part with the following information:

* Operating system: Information about the operating system you are using.

* Screen colors: Number of colors of the currently installed screen driver. Consult your Windows manual to find
out how to install screen drivers.

* Screen resolution: Number of dots in horizontal and vertical direction on the screen. The resolution is
determined by the currently installed screen driver. In addition, the Pixels per Inch are given. Consult your
Windows manual to find out how to install screen drivers.

* Physical memory: Size of the physical memory (RAM).

» Disk space: Available disk space on the drive where OCAD is installed in Megabytes.

e ADO Version: The current version of the ActiveX Data Objects (ADQO) (215 displayed here.

3
)[]

* Access Database Engine: The Access Database Engine (32-bit) '~ is displayed here.

¢ Borland Database Engine: Shows if Borland Database Engine 415 installed or not.

Click the OK button to save and quit.

Previous Chapter: Symbol
Next Chapter: Layout
Back to Main Page

References

[1] http://en.wikipedia.org/wiki/Windows-1250

[2] http://en.wikipedia.org/wiki/ActiveX_Data_Objects

[3] http://www.microsoft.com/download/en/details.aspx?id=13255
[4] http://en.wikipedia.org/wiki/Borland_Database_Engine

Objects with Unknown Symbol

Objects with unknown symbol type means that an object is assigned to a symbol which does not exist.
They appear in the color specified in OCAD Preferences.

An object with unknown symbol can occur for example if you change symbol set of a map or delete the symbol.
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Objects with Invalid Symbol Type

Invalid symbol type means that an object is assigned to a symbol but object and symbol types are different.
They appear in the color specified in OCAD Preferences.

An invalid symbol type can occur for example if you change symbol sets of a map. If the new symbol has the same
symbol number as the old one but the symbol type is different (e.g. an area symbol instead of a point symbol),

OCAD cannot display corresponding point objects on the map anymore.

Or objects with invalid symbol type can occur if you delete a symbol (e.g. a line symbol) which is used on the map

and then create a new symbol of different type (e.g. a point symbol) with the same symbol number.

Create WGS84 Grid

This command is activated when you have set the Coordinate System in the Map menu and can be found in the
Map menu as well. The Create WGS84 Grid dialog appears.

Create WGS84 Grid 2
Minimum Longitude: 10 “deg 15 = min
Minimum Latitude: 47 = deg 46 [ min
Maximum Longitude: 10 “deg 17 | min
Maximum Latitude: 47 = deg 48 — min
Horizontal distance 0 : deg 1 : min
Vertical distance 0 —deg 1 = min

Symbols
Graticule lines 200,000 Grid line
Graticule labels e T 902000000 Barrier Name
OK ] [ Cancel ] [ Help
LS -

You have to enter several values now:

* Minimum Longitude: Enter the minimum longitude (where the first grid line is to be drawn) in degrees and
minutes. A degree-value in the east of the zero meridian has to be written with positiv sign, a degree-value in the
west with a negative sign. Only the sign of the degree-value is decisive.

¢ Minimum Latitude: Enter the minimum latitude (where the first grid line is to be drawn) in degrees and minutes.
A degree-value in the north of the equator has to be written with positiv sign, a degree-value in the south with a

negative sign. Only the sign of the degree-value is decisive.
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¢ Maximum Longitude: Enter the maximum longitude (where the last grid line is to be drawn) in degrees and
minutes. A degree-value in the east of the zero meridian has to be written with positiv sign, a degree-value in the
west with a negative sign. Only the sign of the degree-value is decisive.

¢ Maximum Latitude: Enter the maximum latitude (where the last grid line is to be drawn) in degrees and minutes.

A degree-value in the north of the equator has to be written with positiv sign, a degree-value in the south with a
negative sign. Only the sign of the degree-value is decisive.

* Distance Longitude: Enter the distance between the longitude graticule lines in degrees and minutes.

* Distance Latitude: Enter the distance between the latitude graticule lines in degrees and minutes.

¢ Symbols:

* Graticule lines: Select a line symbol for graticule lines (map grid).

¢ Gratucule labels: Select a text symbol for graticule labels.
Click the OK button when finished.
W - Create Graticule Name Index is the corresponding function to create a graticule name index.
- Read more about the WGS84 Grid in the Wikipedia Article !,
H¥ [Create WGS84 Grid 1]

Back to the Map page.

References

[1] http://en.wikipedia.org/wiki/World_Geodetic_System
[2] http://www.ocad.com/howtos/133_Create_ WGS84_Grid.htm

Map Transform

Select the Transform item in the Map menu to choose one of the following functions.
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Map Transform

Move s em

The Move Map dialog appears. Depending on wheter you are using paper coordinates or real world coordinates (Set

Scale and Coordinate System you can enter different values.

i R
Mowe Map (Real world coordinates) | 2 |
Easting:
asting 0 m
Morthing: Q m
Move also Background maps, Layout objects and
Bnnkmarks
[ K ] [ Cancel ] [ Help
L o

With set paper coordinates enter a X and a Y value in mm. By clicking the OK button the map is moved in the

desired direction.
With set real world coordinates enter a value in m for easting and northing. By clicking the OK button the map is

moved in the desired direction.
Check the corresponding option to move also Background Maps, Layout Objects and Bookmarks.

W Do not use this dialog to change the real world coordinate offset if the map is georeferenced. To move a
georeferenced map, use the Center Map to Drawing Area function in the Transform submenu of the Map menu

and enter the new offset.

Stretch or Shrink | pro Listddl [ cc |

The Stretch/Shrink Map dialog opens.

i N
Stretch / Shrink Map |i|
Harizontal stretch / shrink: 100 =%
Vertical stretch / shrink: 100 =SS

|:| Mirror horizontally

[] Mirror vertically

[ oK ] [ Cancel ] [ Help
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Enter a percentage value for the horizontal strech/shrink and the vertical stretch/shrink. If both values are the same,
the proportions of the map are kept.

Check the corresponding boxes if you want to reflect the map horizontally or vertically.

Click the OK button when you are finished.

Mirror | pro L.Stdl | cs |

£y

BT e
VS

The Mirror Map dialog opens, which is the same as the Stretch/Shrink Map dialog.

' B
Mirror Map | 2 |
Horizontal stretch / shrink: 100 =%
Vertical stretch / shrink: 100 S g

[¥] Mirror horizontally
Mirrnr\rertically

| ok || cancel ||  Help

L 2

Enter a percentage value for the horizontal strech/shrink and the vertical stretch/shrink. If both values are the same,
the proportions of the map are kept.

Check the corresponding boxes if you want to reflect the map horizontally or vertically.

Click the OK button when you are finished.

Rotate Map

-

=SSN
S

The Rotate Map dialog opens.
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i '

Rotate Map 24

Angle: 0.00 = (¢ deg

Rotate objects with symbols orientated to north

[ oK ] [ Cancel ] [ Help

L A

Enter an angle in degrees and check the corresponing option if you want to rotate objects with symbols orientated to
north.

Click the OK button to finish.

Change Coordinate System m

The Change Coordinate System dialog opens.

Change Coordinate System @

Change map from:

Sweden RT90
Horizontal offset: 1442000 m
Vertical offset: 6226000 m

Into:
Google Mercator
Horizontal offset: 1656000 =m
Wertical offset: 7590000 = m

5caIE symbols

[ OK ] [ Cancel ][ Help

b

The current coordinate system is displayed in the Change map from part of the dialog.

Click the Choose button in the Into part to choose a new coordinate system. Select the system in the Coordinate
System dialog and click the OK button.

The new offset is displayed in the Horizontal offset and Vertical offset fields and can be edited there, too.

The option Scale symbols is only enabled when Google Mercator 1 coordinate system is choosen. If this option is
checked then OCAD scales all symbols according to the new scale in the center of the map. The map looks similar as
before the transformation.

Click the OK button when finished. OCAD converts every vertex' coordinate to UTM and then (if necessary) to the
desired coordinate system. Due to different origins of the coordinate systems the map gets transformed
(stretched/shrinked and rotated).
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Affine | Pro l.std]

Choose this command to adjust the whole map on background map or on grid. With this function you can
geo-reference the map. The grid button must be pressed to see the grid. You can use 1 to 12 points for the

adjustment. For each point you do the following:

1. Mark a point on map.

2. Mark the same grid point on reference (background map or grid).

When you have adjusted enough points, press the Enter key on the keyboard. The map is rotated and stretched
(Affine transformation) to get the best fit for the adjustment points. You can achieve a precise adjustment with 4
adjustment points arranged in a rectangle. In this way you can compensate rotation and distortion. The horizontal and

vertical scales will be adjusted individually.

{%‘] This function works in the same way as the Adjust a Background Map function, but it is for the map.

Rubbersheeting  Pro Lstd.

Choose this command to adjust the map or a part of the map to a geo-referenced background map. The

Rubbersheeting Transformation dialog appears.

Rubbersheeting perimeter
Load Remove Save

Rubbersheeting settings
DTransfarm objects with protected symbols DTran:farm layout objects

[ Decrease rubbersheeting towards the border of the perimeter

Rubbersheeting points

Used Nr. x-Old y-Old xNew y-New Distance Add
Load...
Remave
Remove all
Save..

Transform

) IV~ 7 P A T A R SN

Rubbersheeting perimeter

The Rubbersheeting perimeter is an area in which the Rubbersheeting Transformation is carried out. Objects
outside of the rubbersheeting perimeter are not transformed.

Click the Define button and define the perimeter by drawing a polyline on the map (one corner per click). To define
a new rubbersheeting perimeter click the Remove button to remove the actual one. Click the Load button to load an

exported rubbersheeting perimeter (txt-File). Click the Save button to save the current perimeter.
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Rubbersheeting settings

Check the corresponding boxes if you want to transform objects with protected symbols, transform layout objects or

decrease rubbersheeting towards the border of the perimeter.

Rubbersheeting points

Click the Add button and do the following steps:

* Click a point on the map.

¢ Click the same point on the reference map (grid or background map). The rubbersheeting points are shown on the

map by ared and a green cross and a connection line.

¢ Do the same procedure for other points.

* Click the Transform button to transform the map. Click the Save button to save the rubbersheeting points. Click
the Remove button to remove the selected rubbersheeting point. Click the Remove all button to remove all

rubbersheeting points. Click the Load button to load a saved selection of rubbersheeting points.

L =l
/2" Rubbersheeting Transformation "
— -

Rubbersheeting perimeter

[ Define ] | Load | [ Remave

J [ swe |

Rubbersheeting settings
Transfurm objects with protected symbols

Rubbersheeting points

Decrease rubbersheeting towards the border of the perimeter

Transform layout objects

Used  Nr. x-Od y-od xNew

y-New Distance [m] add

4 1 67920475 237412.50 679313.00 237562.25 187.75

v 2 67931575 23416550 ©679439.25 234323.25 200.34

v 3 682285.00 237658.75 682405.50 237826.00 206.14

EENEEEEEEN —
Transform

Click the Close button when finished.



http://ocad.com/en.wiki/index.php?title=File:Rubbersheeting2.PNG

Map Transform

71

? -Click the Undo button in the Standard Toolbar if you are not satisfied with the rubbersheeting transformation.
-Uncheck rubbersheeting points in the Used column if they should not be included in the transformation.
Unchecked rubbersheeting points appear in gray color on the map.

-The rubbersheeting perimeter defines that only objects or vertices of objects within this perimeter are
transformed. But it is possible that objects or vertices of objects are moved out of the perimeter by the

transformation! Place rubbersheeting point pairs with the same position on the perimeter border to avoid this.

-The Affine function is much easier to handle and gives more or less the same result.
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Center Map to Drawing Area L Pro ]
The Center Map to Drawing Area dialog appears.

-
Center Map to Drawing Area @

Professional Edition 80x30m 400000 m Map offset

Existing map with offset:
Easting: 400000 m
MNorthing: om

MNew map offset:
Easting: 579000 m

MNorthing: 25000 m

[Centermap | [ cancet | [ Hep

0 m

This function is often used to center a map drawn in OCAD Professional edition into the smaller drawing area from
OCAD Standard or CS edition. OCAD moves the map offset, all objects, all background maps and all bookmarks.
After this function the map is still geo-referenced. In the dialog the extent with the existing map offset is shown in
grey, the extent with the new offset in blue. The green rectangle shows the drawing area of OCAD Professional
edition (80x80m), the orange the drawing area from Standard edition (4x4m). If a map should be visible in all

OCAD editions then the entire map must fit in the 4x4m drawing area.

The new map offset is displayed in the New map offset fields and can be edited there. Click the Center map button

to move the map to the center of the drawing area. The geo-reference of the map is not changed.

Back to the Map page.

References

[1] http://en.wikipedia.org/wiki/Mercator_projection
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Part of the map out of area

Error message: Part of the map comes out of the map area.

The drawing area in OCAD is limited. With the chosen operation (ex. Move, Change scale, Stretch, Rotate) a part of

the objects would reach out of the map area.

Use Center Map to Drawing Area to move the map to the center of the coordinate system and execute the command
again.

OK: Click this button to continue the operation. Objects extending out of the drawing area will be lost.

Cancel: Click this button to cancel the operation.

Map Transform

Colors

COlOI’S | D | .

This function has limitations in the OCAD Viewer

Choose this command in the Map menu to define the colors and spot colors of the map. The Colors dialog box is
displayed. In this dialog all colors which you can use for the map are listed, can be edited, created or deleted.

The colors are rendered on the screen and on the printer from the bottom up. The color on the bottom is rendered
first and the color on the top is rendered last. Therefore, an object A with a color, which is below the color of another
object B, appears behind object B on the map.

The table contains 18 columns:

Number and Name
The first column provides you with a preview of the color defined in the corresponding row. The second and the
third column are defined as follows:

* No.: In this column the color number is displayed. Each color must have a number between 0 and 32000. This
number can be changed by clicking on it.
e Name: In this column a name with up to 45 characters must be given to each color. This name can be changed by

clicking on it.

CMYK (process) colors
The CMYK (Cyan, Magenta, Yellow, Key (Black)) values of the color are displayed in those 4 columns. These

values can be changed by clicking on it. The color preview will be updated immediately.

Overprint

In the Ov. column you can check the Overprint option. When overprinting is chosen for a color, the CMYK
separations are not omitted (i.e. the CMYK seperations are printed/rendered under the color you overprint). This
makes this color appearing darker when it is printed on another color. The following example should illustrate this:
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In the figure on the left side, overprinting for brown and black colors is active. In contrast, on the right side,
overprinting is disabled for those colors. You can see that the brown contour lines appear darker in the green areas.
Furthermore, there is a similar effect when the black path crosses the contour lines.
It is noticeable that the contour lines do not appear darker when crossing the yellow area. This is due to the fact that
the brown color as well as the yellow color have a cyan value of 0. Overprinting has therefore only an effect, if the

upper color has at least one CMYK value which is 0 and, at the same time, this value is greater than O in the lower

color.

In OCAD the overprinting effect is not shown. Overprinting affects only Color Al, EPS and PDF files as well as
CMYK separations. Overprinting is also supported by some PostScript printers.

Opacity

In this column the opacity of the color in percentage can be entered by clicking the value.

An opacity value of 0 means that the color is not visible.

An opacity value from 1 to 99 means that the color is transparent with the corresponding intensity.

An opacity value of 100 means that the color is opaque.

Usage
If the Symbol column is checked, the color is used in at least one symbol.

If the Map column is checked, the color is used in at least one map object, including Image and Graphic Objects.

Spot Colors

Spot colors are used if the map is printed with PMS (Pantone) colors. If the map is printed with 4 colors (CMYK),
spot colors needn't be defined.

You can define a spot color value for each color. Click in the corresponding field and enter a value in percentage.

* A value of 100 means that the color appears black on the separation.
* A value of 0 means that the color appears white on the separation and erases any black color.

* An empty field means that the color has no effect on the separation.

'y The colors are rendered on the separation from the bottom up. The lowest color in the list is drawn first and the

color on top of the list is drawn last. Therefore if you put O in one row, only colors below this row are erased.
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‘v Putting a 0 is especially important for streets in order to enable automatic cleaning up of crossings. The color of
the street infill must be above the color of the street sidelines. And in the row of the infill there must be a O for the
spot color of the sidelines.

To create, edit and delete spot colors choose the Define Spot Colors item in the Map menu.

Functions

* Move Up: Click the Move Up icon to move the selected color one row upwards in the color table.

* Move Down: Click the Move Down icon to move the selected color one row downwards in the color table.

* Add: Click this button to add a new color.

¢ Duplicate: Click this button to duplicate the selected color. The duplicated color is inserted below the selected
color.

* Delete unused: Click this button to delete all colors that are neither used in any symbol nor any map object.

* Delete: Click this button to delete the selected color.

* Report: Click this button to save a report of the colors as a Word, Excel, Html or Text file. Open the report with
the Open Recently Exported Documents command from the File menu.

* Choose color from Color Picker: Click this button to edit the selected color with the Color Picker.

* Open color swatch dialog: Click this button to compare the colors from the current open OCAD file with a color

swatch from a reference file.

W If you have a map with a lot of objects, it may take some seconds until the Color dialog appears. OCAD is
checking through all objects to find all colors used in the symbols and in the map. If you want OCAD to display the
Colors dialog immediately, press the Shift key when choosing Colors in the Map menu. OCAD opens the dialog
instantly and hides the Symbol and Map columns as well as the Delete unused button. This dialog looks as follows:

i b |
i Colors @
|CMYK (process) colors [%%] |5pot colors [%] =
Yellow . i Blue | |
0 a
White baduground 0 0 0
Purple transparent 0 100 0 0 v 100
Purple 50%: ] 50 1] ] 100
Purple 20% 0 20 a u] 100
All color separations 100 100 100 100 100 100 100
Green for Ski-O 91 0 a3 0 100
Black 0 a a 100 v 100 100
102 White for road under construct. |0 0 0 0 100 0
103 Streetinfil ] 28 41 10 100 0
104 Street infill 30%: 0 17 30 5 100 a
105 Street borderlines 0 i} 1] 100 v 100 100
106 Street borderlines 50% 0 0 0 50 100 50
107 Blue 95 30 a [u] 100 100
108 Blue 50%: 48 20 a 0] 100 50
109 Blue 20%: 13 4 a ] 100 20 il
___ 11N Brroarm [al (=] ai 24 v inn
1| 3
[ Choose color from color picker... ] @
[ Cpen color swatch dialog... ] E [ Duplicate ] | Delete | [ Report... ] [ Close ]
L
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Load Colors From  pro | [ e |

Choose this command in the Map menu to load a color table from a different OCAD-File. The Load Colors From
dialog box is displayed. Choose a map file which the color table shall be loaded from. Click the Open button to
continue. Another Load Colors From dialog box appears. You have two options:

* Replace existing colors: Choose this option to overwrite the existing color table of the current map with the new
one.

¢ Add to existing colors: Choose this option to add the new colors to the existing color table.

Click the OK button to finish.

Load Colors and Symbols From "

Choose this command in the Map menu to load a symbol set from a different OCAD-File. The Load Colors and
Symbols From dialog box is displayed. Choose a map file which the symbol set shall be loaded from. Click the
Open button to continue. Another Load Colors and Symbols From dialog box appears. You have two options:

* Replace existing colors and symbols: Choose this option to overwrite the existing symbol set and color table of
the current map with the new ones.

¢ Add to existing colors and symbols: Choose this option to add the new symbols and colors to the existing color
table.

You have the option to use a CRT-File to import the symbol set. In the first column of the cross reference table the
symbol numbers of the current map are listed. In the second column symbol numbers of the other OCAD-File are
listed, namely those numbers of symbols, which the current symbol has to be replaced with. As an example, a CRT
row which is defined as 526.000 813.001, means that the symbols of all objects with the symbol number 526.000
will get the symbol of the other OCAD-File with the number 813.001.

Visit the Cross Reference Table page to get detailed information about using CRT-Files. Click the Load button to
load a CRT-File.

Click the OK button to finish.

¢ The error message "Cannot import symbol" appears if OCAD was not able to load a symbol. The Load Colors

and Symbols From process is aborted.

Previous Chapter: Create a New Map
Next Chapter: Create a New Symbol
Back to Main Page

To the Map page.
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Define Spot Colors

Choose this command from the Map menu to create, edit and delete spot colors. Read the Wikipedia Article o
get an impression what spot colors are.

High quality maps are often printed with spot colors. Spot colors are also referred as PMS (Pantone matching
system) 21 colors.

Choose the Spot Colors command in the View menu to get a preview of the spot color print.

If you choose the Define Spot Colors command in the Map menu, you will get to the Define Spot Colors dialog:

' i N
‘2 Define Spot Colors [ =l &J
Vo MNo. MName Halftone frequency Halftone angle Appearance
Ipi deg Cyan Magenta Yellow Black
® o loak  Jioo 0| 100.0
& 1 Blue 150.0 45.0 18.5 0.0 0.0
= 2 Brown 150.0 45.0 56.0 81.5 13.5
® 3 Green 150.0 45.0 0.0 91.0 0.0
& 4 Yelow 150.0 30.0 27.5 7.0 0.0
® 5 Purple 150.0 45.0 100.0 0.0 0.0
® & Gray 150.0 45.0 0.0 0.0 30.0
(@) [ s ) [ vewe |
[I] [ Report... ] [ OK ] [ Cancel ]
\

A table shows all currently defined spot colors. The columns provide the following information:

* 'V (Visible): If you click the eye icon in this column you can hide or display a spot color.

* No. (Number): Enter here a number for the spot color.

* Name: Enter here a name for the spot color.

* Halftone Frequency: This column determines how fine the typesetter will present halftone screens. The standard

value is 150 lines per inch (Ipi). Read more about this topic in the Wikipedia Article 31

Halftone Angle: This determines the angle of halftone screens. The standard value is 45°. Read more about this

topic in the Wikipedia Article *).

' If dotted areas are rendered as a halftone screen, then the halftone screen angle should be different from the
angle of the dots to avoid Moiré effects on the printed map.
* Appearance: These values are used for the spot color view (the spot color view is a simulation of the map printed
with spot colors). They are also used when exporting the map in the Al and PDF format with spot colors.

In addition, you have the following functions:

* Move up: Click the Move up button to move up the selected spot color.
* Move down: Click the Move down button to move down the selected spot color.
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* Add: Click this button to create a new spot color.

* Delete: Click this button to delete the currently selected spot color.
Click the Report button to save the table as a XLS, TXT, HTM or DOC-File.
Click the OK button to save all changes and quit the dialog.

Back to the Map page.
To the Colors page.
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Routing

This command is only available if the map is georeferenced and a Coordinate System is set.

This command can be used to find the fastest way by car between two arbitrary points by downloading and

importing the vector data from Google Maps.

Routing by Entering a Location

1. Select Routing in the Map menu to open the Routing dialog.
2. Enter the name of the start and end location.

r—F‘u::-l.lting I&1
From
@ Location Mihlegasse 36, Baar, Switzerland
(7) Coordinate 0.000 0.000
Ta
@) Location Zirich|
() Coordinate 0,000 0.000
Template file: R:\Build\Templates\Template Routing.ocd
[ Open in Google Maps ] [ Get and import KMLfiIe]
[ Close ] [ Cancel ] [ Help ]
k.

3. Click the Get and import KML file button.

OCAD sends a request to Google Maps API and downloads the generated KML file. This KML file is
temporary saved in the OCAD temporary folder (e.g.
C:\Users\Username\AppData\Roaming\OCAD\OCAD1 1\Tmp)\).

OCAD imports the KML file and adds the colors and symbols from the template file. Colors needed for

routing are at the top of the color table.
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Routing

(@ Colors E)

CMYK (process) colors [%] -

(4
W v
White 4] 4] 4] 100 v v
Black Frame 0 0 100 v v
Green 100 20 100 v v
Yelow o] o] 100 100 v v
Red 4] 100 100 100 v v
Purple 50 100 0 100 W v
White 8] o] o] 100 v v

Yelow o] 10 100 100 v

The required symbols for routing appear at the bottom of the symbol box.
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Finally, the route on your OCAD Map looks as follows.

Routing by Entering Coordinates

Instead of entering the name of the start and end point you can also simply click on these locations on the map.

1. Activate the Coordinate option in the Routing dialog.

2. Click on the Get Coordinate from Drawing Area button , then click on the start location on your map.
OCAD displays the coordinate in the Routing dialog. Optionally you can enter the coordinate manually.

3. Do the same for the end location.
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(") Location

@ Coordinate

To

(7 Location

@ Coordinate

Template file:

Easting: 682223700 Maorthing:

Easting: 682235800 Maorthing:

RE:\Build\Templates\Template Routing.ocd

2282492900

227741400

[ Cpen in Google Maps ] [ Get and import KMLfiIe]

[ Close ] [

Cancel ] [

Help

)

4. Click the Get and import KML file button to display the route on your map.
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W This function works also with XML Script.
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Show Route in Google Maps

Click on the Open in Google Maps button to see the route on Google Maps.
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(< Rathof b 0 i Regensdorf Bassersdort Undau o &
N Spresennach Opticon o Kemeshd  gatelite PN
X on r
® R K o Melingen  Oberrohrdor! Segidewi Db, ssebay G o A n
. F Magerwil  Wohlenschnl  Hetersberg - nacnesd  Traflic
~ Sanonol 2 District 10 Gertikon Wangen-Briittisellen >
@® wuhlegasse 36, Baar, Switzerland ; Nk KRRy Dewet 12 pobendorf Ramnot Russaol
!
N Knten gelikon En  (urdort Unterstrass JOstict € Volketswal Fehealtorl
desselnbach westrans,
e 4 ootan " Sie Somerantion
Add Destination - Show options. ot Lilkon AB i Enpe el i ariion ™
GET DIRECTIONS Dintikon %, Angitkon Rudelfstetten- Friedlisberg i ZI.I‘ Destnct 1 forey P Gre X
[ 1] (] Mutschellen | Birmensdorf Sesteid e BEMen
‘Wohlen Bremgarten ; Friesenbery Destrict 8 e Uster Pral
¢ ollkerberg
~  Suggested routes Tl Zufion B ¢ shofen Zollikon Maur
Hazer  Waltenschwil Oberwi-Ligll Assch Dustnx 2 ZRnien Astnal-Seegraben
Ed41 33.2 km, 29 mins Waldhausem e+ Stalikon Kicnberg o0 Foren Sulzbach
ecma Ami ack
o In current traffic: 30 mins Rieamah - Yezwi Bonzen F aacan Adllswi\ = S o G
Sarmenstorf  Kakem OtwmnlnmoknJﬁ .H o Roschisdn & 8 Bt
Route 4 26.5 km, 34 mins Melsterschwanden Boswi G~ [+ ] itenbach Egg otk
® Na traffic information % N Thatwil . o ]
= A a: ] ) Affoltern Aeugsietsl  Langnau entens, Mnmelen NG Griningen
Onenbach W am Albis am Albis
A3 31.6 km, 34 mins el Mun \ wi Ogermeden Meilen Ustkon  am See
& o traffic information ey /' Merensctwand | Siiwald L2 ] S
teinach Obfelden Vollenweid -
I LY Nasn Ménnedorf
Or take Public Transit (one transfer 42 mins [Rremuon ! % N Hausan o Usiikon Hombrechtikon
R Gerat am Alsis Holjenserg Al 3
WMenziken UOmarengen [ % § Rifferswil Stafa
. . . ] | / Wissekpach ]
Driving directions to Zurich, £l | \ ! Beiwi i / Hauptikan
b B[ AR Srmpres, Hiakiech { L u Evenswl
Switzerland g swr 2] A L il
unzwil { 2 | A = ; (P
This route has tolls. look Lieli Y. Richiereeeigvy
This route has restricted usage or private el i ! Newheim"" siailen 1 yijen el Freienbad
sl Kisnwangen .\ Meentierg \ Watleray 1= bl
roads. apery 5 =) Samatagern 7' ol
Gunikeh y
Feusisherg
e g i - \
Hohen abach
Muhlegasse 36 ey il onentleg CramER 2ug A Tl Schinelieg
6340 Baar. Switzerland Romerswl . Hochdorf b \ w1 ~ o
Zmi \ ; 25 ) Allenminden [ A
I—I—| . Tosde: ] 39
1. Head southwest on Mithlegasse Skm = UL i HoZhausern A Neuager: 4
W\ - . anrisu
o L - m o = ¢ Rosieiz B7U0  Map data @312 Gooale - Editin Google Map Maker  Reporta problem | K |

Template File

The symbols and colors used for routing are saved in a template file (usually C:\Program Files\OCAD\OCAD

1 N\Templates\Template Routing.ocd) and can be edited there, too.

g
/2y OCAD 11 DEV - BETA 11.0.1 Build 1083 Professional - OCAD AG (5002) - [C\..\Template Routing.ocd]

)

&0 File View Select Object Symbol Map Layout Database Background Map DEM GPS  Options

=]

Window Help

TR Y]

Pk

DEd&e - -JoFmaga@e-
| o

el rechls abblsgan

A M (@ , — TEHT

_r.

0
i
3 Colors | PS |
| | |CMYK (process) colors [%] | | | ‘
Mo, Iame Cyan Magenta ellow Black Qov. Opacity Symbolzs  [Map
3 v v
0 v v
10307 | Black Frame 0 0 0 100 100 v v
10302 |Green 100 20 100 o 100 v L
| 0303 |velow 0 0 100 0 100 v v
10304 Red a 100 100 o 100 v v
10305 |Purple 50 100 a o 100 v v

lT‘
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Back to the Map page.

Color Picker

2\ Color Picker

¢ s 0 %
M 1 0 %
L r—r—— o %
Ko — 100 %
) RGE
bj 0
U
e

[ ok ][ cancet ][  hHep |

;Fhe Color Picker dialog helps to find a suitable color (e.g. if you want to define a new Color).

1. Choose the Colors command in the Map menu to open the Colors dialog.

2. Select a color or add a new one, then click the Choose color from color picker button to open the Color

Picker dialog.

3. The Color Picker dialog appears. You can either choose...

e ..acolor from the color hexagon. Adjust the brightness of the colors with the slider on the right of the color

hexagon.

e ..agrey level from right below the color hexagon.

e ...acolor defined in the CMYK color model if you enable the CMYK option.

» ...acolor defined in the RGB color model if you enable the RGB option.
The chosen color is displayed on the bottom right side of the dialog.
If you choose a color in the color hexagon, either the CMYK or RGB values are updated depending on
wheter color model is enabled.

4. Click the OK button to accept the color, click the Cancel button to quit the Color Picker dialog without

saving any changes.

Back to the Colors page.
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Color Swatch

Use this function to compare the colors form the current open OCAD file with a color swatch from a reference file.

Additional it is possible to replace single current colors by colors from the color swatch.

‘s Color Swatch EI@

Color list Color swatch

File name: C:\Tmp\Golf.ocd Load color swatch

3 |CMYKRed 0 10 100 O 100

| |a  |cvvkvelow 0 0 100 0 100

5 |CMYKGreen W0 0 100 0 100

[ s |cwkcyan W0 0 0 0 100

Sand - hinker . C T CMYK Rlie nn o0 0 n 1nn

On the left side of this dialog is the color list form the current open OCAD file. On the right side is the default color
swatch. OCAD loads this color swatch from the file Default Color Swatch.txt in OCAD program subfolder Color

Swatch. Click the Load color swatch button to load your own color swatch.

'y The color swatch does not compare or change spot colors.

Compare Colors

Colors with identical CMYK values in the color list of the current OCAD file and in the loaded swatch are shown

green in the color list.

‘+ Color Swatch EI@
Color list Color swatch
File name: C:\Tmp'Golf.ocd Load color swatch
Mo, [MName Cyan [Mager|vellow|Black [Overp|Opacif Mo, [Mame Cyan [MagerYellow|Black [OverplOpadt =
A
502 | Orange 0 50 75 0 100 2 |Black 0 0 0 100 100
s0; R w0 w0 o 100 3 |CMYKRed 0 100 100 0 100
| lso: WREDEN: o0 o0 o 100 | |s  |cvvkvellow 0 0 10 0 100
| Jsos FECRREN: o 0 © 100 5 |CMYKGreen W0 0 100 0 100
506 | Grey 50 s 50 D 100 [ |6 cwvkcyan W00 0 0 100
| |s07 |sand -bunker 7 B % 0 100 7 |CMYKBlue W0 100 0 0 100
508 |Green woods 100 35 100 o 100 8 CMYK Magenta 0 00 o [i] 100
509 |Green edge of woods 100 75 100 0 100 9 Caolor 15 100 50 10 100
510 ElEhconeaee o0 w0 o o 100 10 |Color 0 %0 & 0 100
511 | Blue water 72 32 o0 o 100 11 |Color 0 80 35 0 100
512 |Green -green 95 [u] 95 [i] 100 12 Caolor 0 50 100 0 100
513 | Green fairway 00 18 100 0 100 [ |13 color 0 35 85 0 100
514 |Green rough 00 35 100 @ 100 | |14 |color 5 0 %0 0 00| -
Options
Overwrite color name Owverwrite overprint Owverwrite opadity
oK ] [ Cancel ] [ Help
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Replace Colors

To replace a color in the color list click on the color in the color swarch and drag and drop it to the coresponding

color in the color list.

‘s Color Swatch EI@
Color list Color swatch
File name: C:\Tmp'Golf.ocd
Cyan |Mager‘|YeIIow| Black |Overp|0paciﬂ No. |Name |Cyan |Mager‘|YeIIow|BIad< |Overp|0paciﬂ -
100 10 Color a S0 85 a 100
oange  fo a5 lss Jo | w0 11 Color 0o 8 35 0 100
Red 0 100 12 |Color 0 50 100 0 100
0 100 Cobor o [s5 [ss Jo [ oo [
a 100 I b5 Color 5 a 90 a 100 b
a 100 | |15 Color 20 a 100 O 100
Sand - bunker 25 56 0 100 L |16 Color 50 0 100 0 100
Green woods 00 35 100 0 100 17 Color 750 w0 o0 100
Green edge of woods 100 75 100 0 100 18 Caolor 85 10 100 10 100
100 100 0 a 100 19 Color S0 30 95 30 100
Blue water 72 32 a a 100 I i Color 75 a 75 a 100
Green - green 95 1] 95 o 100 L ]2 Color 80 10 45 o 100
Green fairway 100 18 100 0 100 22 |Color 70 15 0 1] 100
Green rough 100 35 100 © 100 Bz colr 8 S 0 0 wo | -
Options
[ overwrite color name CQwverwrite overprint Qverwrite opacdity
[ OK ] [ Cancel ] [ Help ]

For example, OCAD takes the CMYK values (0,35,85,0) of the choosen color /3 from color swatch and overwrites

these values for the existing color 502 in the color list.

OCAD overwites always the CMYK values. Optionally OCAD overwrites also the Color name, the Overprint flag
and the Opacity.

Color Swatch File

The data of the color swatch are saved in a semicolon or tab separated text file with the extension .zxz.

To create a color swatch file from en existing OCAD file click Report button in the Colors dialog and choose Text

as file type.

Back to the Colors page.
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Create a New Symbol

New symbols can be created by choosing New in the Symbol menu. The New Symbol dialog box appears. Select

one of the six different symbol types.

MNew Symbaol

P

T%

Symbol type

@ Point symbol

(7 Line symbol

71 Area symbol

(") Text symbaol

() Line text symbal
(71 Rectangle symbol

[ Ok ] [ Cancel I [

Help

Create a New Point Symbol

Visit the Create a New Point Symbol page to learn more about this function.

Create a New Line Symbol

Visit the Create a New Line Symbol page to learn more about this function.

Create a New Area Symbol

Visit the Create a New Area Symbol page to learn more about this function.

Create a New Text Symbol

Visit the Create a New Text Symbol page to learn more about this function.

Create a New Line Text Symbol

Visit the Create a New Line Text Symbol page to learn more about this function.
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Create a New Rectangle Symbol | Pro.] | cs |

Visit the Create a New Rectangle Symbol page to learn more about this function.

Icon Editor | Pro| | cs |

Choose the Icon command in the Symbol menu to edit the icon of the selected symbol. Alternatively, you can click
the symbol in the symbol box with the right mouse button and choose the Icon command. The Icon Editor dialog

box appears.

™
|

 Editkon =
SN @« |~
symbol icon palette | Preview:
__--------—- @
e —— LR

oo oo
+ 0 @ O A <X 4

Nl | [=in

[ Use selected icon ]

I
HEEEN EEEEEEE -

o

[ K J I Cancel ] [ Help

L%

Draw the icon in the 22x22 matrix. You can use different drawing tools:

Pen: Draw single pixels
Line: Draw a straight line

E] Rectangle: Draw a rectangle

E] Filled Rectangle: Draw a filled rectangle

@] Ellipse: Draw an ellipse

@ Filled Circle: Draw a filled ellipse

Fill: Fill an area (bordering pixels with the same color) with the selected color.

Before drawing choose one of the 26 colors.

Alternatively, you can choose a predefined icon from the Symbol icon palette. Choose one of the colors from the
color palette to change the color of the symbol icons. Select an icon and click the Use selected icon button or
double-click to overwrite the current one.

You can use the following editing tools:

Pick Color: Pick a color from the 22x22 drawing area

Select: With this tool you can select some pixels. After the selection you can move them or copy and paste

them.
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Rotate Counterclockwise: Rotate the whole icon counterclockwise
Rotate Clockwise: Rotate the whole icon clockwise

Copy: Copy a selection of pixels

Paste: Paste a selection of pixels

Open Paint: This button opens the Paint application of Windows. You can draw an icon in Paint. Make sure,
your Paint document has the dimensions 22x22 pixels to get a satisfying result. When you are finished with

drawing, select and copy the icon. Now you can paste it in the Icon Editor of OCAD.
¢ There is an easy way to get an icon for a point object. Simply use the Make screenshot for symbol icon

function in the Symbol Editor.

Define a New Color | Pro | iewd cc |

When displaying maps, OCAD uses the colors in the color table in a specific order; objects which use the lowest
colors in the table are drawn first, objects which use the colors at the top of the table are drawn last. The advantage
of this technique is that lines or areas can be omitted automatically. This is especially beneficial when drawing road
junctions (cf. below).

. Select New in the File menu.

. In the New Map dialog window, double-click empty Symbolset.ocd.

. To edit the color table, select Colors in the Map menu.

B~ W N =

. To create a new color, select Add in the color table and enter the name (e.g. pictogram white foreground) and
CMYK value (e.g. blue 0/0/0/0) of the color.
5. You can change the position of the colors in the color table by clicking the Move up and Move down buttons.

H3 Color table [
H3H Color basics 21

¢ Roads are often displayed using two lines with a color filling between these lines. If two roads intersect, the side
lines in the area where the roads cross each other must be omitted.
If two roads intersect at an under or overpass, only the lines of the lower road should be omitted. By moving the

position of the color upwards or downwards, you will be able to influence these effects:

» Intersections: If the color of the filling is located above the color of the side lines in the color table, the side lines
in the area where the roads cross each other will be omitted automatically.
* Overpass: To ensure the side lines are not omitted automatically, a new color must be defined for the side lines

of the overpass. This color must be located above the filling color in the color table.

Draw an intersection

S

Learn more about colors on the Colors page.
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Selecting Symbols in Symbol Box
To select one symbol, click the desired symbol.
To select a consecutive group of symbols:

1. Click the first symbol.
2. Press and hold down the Shift key on the keyboard and click the last symbol.

To select a non-consecutive group of symbols:

1. Click the first symbol.
2. Press and hold down the Ctrl key on the keyboard and click all the additional symbols.

Preferences

Default symbol folder: Set the default symbol folder here. When a new file is created the symbol sets available in
the New Map dialog box are loaded from this folder.

Symbol box:

* Selected symbol blink: If this option is activated the icon border of the selected symbol in the symbol box is
blinking.

* Lock symbol position: If this option is activated it is not possible to move symbols with drag and drop in the
symbol box

* Auto select symbol when selecting object: If this option is activated and you select an object on the drawing

area, the corresponding symbol is automatically selected.

¢ If you would like to assign a color which does not yet exist, to the new symbol, a new color will need to be
defined. 'y Each symbol must have a unique symbol number between 0.001 and 999999.999.

Previous Chapter: Colors
Next Chapter: Background Map
Back to Main Page

References

[1] http://www.ocad.com/howtos/30.htm
[2] http://www.ocad.com/howtos/54.htm
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Create a New Point Symbol

Select the New command in the Symbol menu. Choose the Point symbol option in the New Symbol dialog box to

create a new point symbol.

T%

MNew Symbaol | 28

Symbol type

@ Point symbol

(7 Line symbol

71 Area symbol

(") Text symbaol

() Line text symbal
(71 Rectangle symbol

[ K ] [ Cancel I [ Help I
e -
Point Symbol Dialog
The Point Symbol dialog appears.
i '
Point Symbol | 22
symbal no: 1,005 Lok |
[ Cancel ]
Description:
[ Edit.. |
V| Orientated to north when rotating the map [ Icon... I
[ Help ]
e A

Enter a number between 0.001 and 999999.999 in the Symbol number field.

Enter a description of the new symbol in the Symbol description field.

Check the Orientated to north when rotating the map option if you want that the symbol always stays orientated
to north when you use the Rotate function.

Click the Edit button to edit the object. The Symbol Editor appears.
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Symbol Editor

The main window changes to the symbol editor...

e ... when you create or edit a point symbol.
* ... when you create or edit a symbol for a structured line.

e ... when you create or edit a symbol for a structured area.

When you change to the symbol editor, the magnification changes to 32x and the coordinate (0,0) is in the center of
the screen. A number of menu functions are disabled when working in the symbol editor. However, you can open
and adjust a Background Map if you have a scanned image of the desired symbol.

-2mm -imm omm 1mm 2mm Symbol Edtor: 1,000
- Symbol element style

n Trpe ) @
color -

0.00

Line style

N NN

Diameter: 200 = mm
!
m
m

Scale selected symbol element

Seale factor: 100 %

Seale center
@ Center of symbol [0/0)
() Center of symbol element ()

[¥] Scale line width

Scale up/down

[ Center selected symbol element

[ Make screenshot for symbol icon

[ cose ][ hew ]

33='

EELTH

« (] b
1.52 1.50 Narmal Mode [Ant-Aliasing) B =S @;]9__-3; & 115,000 Small depression

Symbol Element Style

On the right side of the drawing area the Symbol Editor menu is symbol element style

we DEO®

make drawing adjustments of symbol elements.

Cotor -
Type
You can choose between four symbol element types: | Line, Il Line width: 2 -+ mm
Area, g Circle or ﬂ Dot (Filled Circles).. Line style

Color o My CJA ® A

Choose a color from the Color dropdown menu. These colors are the

displayed. In the Symbol element style part of this menu you can

-+

el 0 = mm

i

same colors as in the Colors dialog of the Map menu and have to be Diame
defined before opening the Symbol Editor. Learn more about defining Change
and editing colors on the Colors page. If you draw a structure for an

area and this area has a background color, you must choose a color

which is above the background color in the color table. Otherwise the element will be covered by it.
Line width
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If you have chosen a Line or a Circle as a symbol element type, enter a line width in mm in this field. Note that the
Line width is set to zero by default and with a Line width of zero the drawn symbol element is invisible!

Line style

If you have chosen a Line as a symbol element type, you can choose here how the corners and line ends of the line
symbol element shall appear.

Diameter

If you have chosen a Circle or a Dot as a symbol element type, enter here the diameter the symbol element is meant

to have. For circles, this diameter includes the line width of the circle line.

Draw a Symbol Element

When you made all those adjustments you can start drawing the symbol element. You can draw any number of
elements for one symbol. The number of vertices of all elements is limited by 32768.

Line: A line symbol element can be drawn with the regular drawing modes (curve, ellipse, circle etc.).

Area: An area symbol element can be drawn with the regular drawing modes (curve, ellipse, circle etc.) as well.
Circle: A circle symbol element have to be placed like a point object where the placement point is the middle of the
circle.

Dot: A dot symbol element have to be placed like a point object where the placement point is the middle of the filled
circle.

The center of the drawing area (Omm/Omm) is equal to the center of the point object.

You can change the drawn symbol elements by selecting them and making adjustments in the Symbol Editor menu.
Click the Change button at the bottom of the Symbol element style field to apply all changes to the symbol
elements. It is also possible to add or remove vertices (Vertices) or use nearly all editing functions (Edit Object).

Scale Selected Symbol Element

In the Scale selected symbol element part of the Symbol Editor menu

Scale selected symbol element
you can scale the selected symbol element(s): y

. Scale factor: 100 %
Scale factor: Enter a scale factor in percentage. cale factar ;

Scale center

Scale center: Use either the center of the symbol (center of the
@ Center of symbol (0/0)

drawing area (0/0)) or the center of the symbol element (x/y) as a scale
Center of symbol element [x/y)

center.

Scale line width: Check this option to extend or reduce also the line seale line width

. Scale up/down
width. I—

Click the Scale up/down button to scale the selected symbol | Center selected symbol element |

element(s). | Make screenshot for symbol icon |

Select a symbol element and click the Center selected symbol | Close | | Help |

element button to move it to the center of the drawing area (equals
center of the symbol).

Click the Make screenshot for symbol icon button to make a screenshot and use it as symbol icon.
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Draw Symbols for Structured Lines

When drawing symbols for a line, imagine that the line goes from left to right on the x-axis. If you want a tag to
point to the right side of the line, draw it downwards from the origin (0, 0); if it should point to the left side, draw it

upwards.

Draw Symbols for Structured Areas

If the area symbol has a background color, this background color is also shown. Note that the background color must
be below the color of any elements in the color table, otherwise these elements are covered by the background color.
When you draw an element, it is also shown in gray in the neighboring fields to get a better impression of the

structure.

Click the Close button when you are finished with drawing the symbol. The Point Symbol dialog box appears again.
Click the Icon button to edit the icon manually in the Icon Editor. Click the OK button to save all changes and quit
the dialog. The new symbol appears in the symbol box.

H3 Different Point Symbols (

Examples

Create a Point Symbol out of Vector Data

With OCAD it is possible to import a vector image (for example a logo or a pictogram) and convert it into a symbol.

In this example the US National Park Service Pictograms 21

PDF-File.

are imported, which can be downloaded as Al- or

1. Open a project.

2. First we import the vector image. Choose the Import command from the File menu.

3. Browse the vector image file and click the Open button.

4. The Save Cross Reference Table dialog appears. It is not neccessary to save one, therefore click the Cancel
button.

b

OCAD imports the file. In this example a PDF-File is imported which contains exclusively vector data.
6. The PDF-File appears in the drawing area. The vector objects are displayed as Image Objects, which looks like a
huge mess.
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7. Search the pictograph in this chaos you want to create a symbol of. If you have troubles finding the desired
pictograph, a look at the original PDF-File can probably help.
8. Select all pictopraphs you want to create symbols of and delete the other ones.

9. In this case the symbol for the airport was chosen, which looks still as follows:

-
/2 OCAD Version 11.1.2 Prof | - [Desktop\S:
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10. Now, it is time to define the Colors. Choose the Colors item from the Map menu and add two new colors: A
white color for the plane and a black color for the background. Make sure that the white color is above the black

one.

v Colors P
I | |EMYK (rocess) colors [%] | | I |
Mo, MName Cyan Maagenta Yellow Black Qw, Opacity Symbols |Map
e White 0 0 0 0 100
o] Black a a a 100 100

[ Choose color from color picker... ] @ [ Add ] [ Delete unused ] Help

[ Open color swatch dialog... ] E] [ Duplicate ] [ Delete ] [ Report... ] [ Close ]

e

11. Click the Close button.
12. Area symbols have to be defined now. Click in the Symbol Box with the right mouse button and choose the

New command.
13. In the next dialog, choose the Area Symbol item and click the OK button.
14. The Area Symbol dialog appears. Adjust all parameters as desired. At least, the Fill option must be checked and

the in the Fill color list, White must be chosen. Then click the OK button.

’
Area Symbal M

General |Hatch | Structurel

Symbol number: 1,001
Symbol description: Fill for Pictograph
Preferred drawing tool: [Nnne -
Fill
O
Fill colar: 1: White -

Border
|:| on

m
L

::-lha:?;ztructure orientated to north when rotating

[ QK ] [ Cancel ] [ Icon... ] [ Help ]

15. Repeat the last three steps for the Black color.
16. Select the fill of the pictograph and the symbol for the white area in the symbol box.
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17.
18.

19.
20.
21.
22.
23.
24.
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Click the % Change Symbol (Selected Object) icon in the Edit Functions toolbar.

Repeat this with the black color for the background.

Select the whole pictograph (Select Multiple Objects).

Copy the selection (Ctrl+C).

Create a New Point Symbol.

In the Symbol Editor paste the selection (Ctrl+V).

Scale the symbol, make a screenshot for the symbol icon and click the Close button.

Finished! The pictograph can be used as a point symbol now.

Back to the Create a New Symbol page.

References
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Create a New Line Symbol

You can create very complex line

symbols with OCAD. In addition to the L bl 3
following options, the symbol editor Main Line | Distances | Symbals | Double Line | Decrease | Framing |
can make use of all the drawing modes Symbol no: 1.006
and editing tools that are available for Description:
objects in the normal drawing window: Preferred tool: None -
e Main Line: Used to define the TELET; B el T
Line width: 0.00 = mm

color, line thickness and line type.
Distances: Used to define the T S

length of dashed lines and the ° N - A - A

distance between the dashes. Line length
Symbols: Used to define the start, Distance from start: 0.00 S mm
main, corner and end points. Distance to the end: 0.00 > mm
Double Line: Used to define the [7] Pointed ends
line width, filling color, line
thickness and line type.
Decrease: Decreasing line flow
(]:4 ] I Cancel ] | Icon.. ] [ Help ]

Framing: Framing line flow

1. Select New in the Symbol menu.

2. Select the symbol type Line Symbol. The Line Symbol dialog box appears.

3. Enter a number between 0.001 and 999999.999 in the Symbol number field and a symbol description in the

Description field.

4. Click Edit. The symbol editor appears.

If required, configure the options 'main line', 'distances’, 'symbols', 'double line', 'decreasing line flow' and
'framing' for the line symbol.

Once you have defined the line symbol, select Icon in the dialog window. The Edit Icon dialog window appears.
. Draw the icon in the 22 x 22 pixel matrix field using the various drawing tools.

When you are finished, click OK twice. The new symbol appears in the symbol field.
HZ¥F Different lines symbols [

Define the distances between the structure elements of a line

Main length a

For a dashed line enter here the length of a dash.
» Example Dashed line
For a dotted line enter here the distance between the dots.

» Example Dotted line

End length b

For a dashed line enter here the length of the first and the last dash (normally the same as Main length a).

For a dotted line enter here 0.

For a line with dots on it, enter here the distance from the start of the line to the first dot and from the last dot to
the end of the line.

»» Example Dashed line with dots
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¢ The end length is also used before and after a corner point.
At least 2 Gaps/Symbols Here you can define a minimum number of gaps or symbols (if a main symbol is defined)
that a line should contain. If you want a dashed line to always have a gap (regardless how short it is) then choose a
"1" here.

* Main gap C: For a dashed line, enter here the length of the gap; for other lines, enter here 0.
» Example Dashed line

* Gap D: Define here a gap which appears between the main gaps or between the main symbols. (Note that the

main symbol is where the main gap is). It is used in rare cases.
» Example Dashed line with dots
¢ Gap E: Define here a gap in the end part of the line. It is used in rare cases.
Main Line
Choose this page to define general parameters and parameters for the main line of a symbol.

* Symbol no.: Enter here a number between 0.1 and 999999.999 for the symbol. Each symbol requires a unique
number.

* Description: Enter here a description for the symbol. The description is displayed when selecting the symbol or
when selecting an object with that symbol.

¢ Preferred tool: Choose here a drawing mode. Each time the symbol is selected the drawing mode changes to this
drawing mode. Choose None to switch off this feature.

* Line color: If the symbol has a main line, select the line color here, otherwise this box is not used.

* Line width: If the symbol has a main line (full or dashed lines) enter here the line width. Enter O here if no main

line should be drawn (as for dotted lines).

» Example Full line

* Line style: Choose one of the 3 line styles with different line caps and line joins.
* Line length: These parameters are set to values greater than 0 only in rare cases. The distance from start defines
where the main line starts (after the first point of the line). The distance to the end defines where the main line

ends before the last point of the line.
» Example Dashed line with background
» Example Minor road
» Example Motorway
One case where these parameters are used is a pointed line. In this case the distance from start and the distance to
the end define the length of the taper. Check pointed ends for these lines.
» Example Pointed line
¢ Course setting symbol: Marked route
(This function is only available in course setting projects!) Activate this option if the symbol is used for marked
routes.

* Area symbol: Symbol for area objects. Choose this page to define general parameters for the area symbol.

* Symbol no.: Enter here a number between 0.1 and 999'999.999 for the symbol. Each symbol in a given map
requires a unique number.

* Description: Enter here a description for the symbol. The description is displayed when selecting the symbol or
when selecting an object with that symbol.

e Preferred tool: Choose here a drawing mode. Each time the symbol is selected, the drawing mode changes to this

drawing mode. Choose None to switch off this feature.
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 Fill: Check this box if you want a filled area or a hatched/structured area with a background color. Choose here
the color; otherwise this feature is not used. If the area is hatched/structured, make sure that the Fill color is below
the colors of the other elements in the color table, otherwise the structure elements are covered by this color.

* Order: Check this box if you want a border line for the area symbol. Choose here an existing line symbol.

* Hatch/structure orientated to north

This setting is used when rotating a map (for instance between magnetic north and geographic north) using Rotate
Map from the Map menu. Activate this option if the hatch or structure should remain in the same angle after the

rotation. Deactivate this option if the hatch or structure should rotate.
Create a double line

Double lines are primarily used for streets, where you have a left and a right border line filled or not filled with
another color. If you need a center line (often used for highways) define a main line (note that the color for the center
line must be above the color for the infill in the color table).

» Example Motorway

» Example Three lanes

Create a dashed double line

» Example Three lanes dashed
Mode

* Off: No side lines and no infill are drawn.
* Full lines: The left and the right side lines are full lines.
* Left line dashed: The right line is a full line and the left line is dashed.
* Both lines dashed: Both side lines are dashed.
*  Width: Enter here the width between the sidelines (not including the sidelines).
* Fill: Check this box if you want to fill the space between the side lines.
» Example Minor road
» Example Power line (for no fill)
Fill color: If Fill is checked select here the fill color. The advantage of a fill color is that street crossings are
automatically cleared. To get that effect you must choose a fill color which is above the color of the side lines in the
color table. Otherwise the infill cannot erase the side lines in the street crossings.
» Example Motorway

» Left line/Right line: Enter here a color and a line width for the side lines. Enter O if no side line should be drawn.
* Dashed: If you have chosen "Left line dashed" or "Both lines dashed" enter here the length of the dashes and the

gap.
» Example Minor road
Define a framing line

Framing lines are normally used as a background to line objects. Often a framing line is used to block out (or cover)
other objects. Note that the color of the framing line must be above the colors of the objects to be covered in the

color table.

* Line color: Select the line color.
* Line width: Enter here the line width. Enter O here if no framing line should be drawn.

* Line style: Select one of the 3 line styles with different line ends and line joins.
Define a symbol witch decreases size
These features are primarily used for geological symbols with decreasing dots.

Decrease: Define here if the Symbols should decrease only towards one end or towards both ends.
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» Example Geological line symbol
Last symbol: Enter here how much the symbol size should decrease.

Remark: The distance between the symbols is also decreased. However, the dashes of dashed lines are not

decreased. Therefore you should not use the Decrease function together with dashed lines.
» Example Stone embankment top edge
Create special lines
» Example Railway
» Example National Park boundary
» Example Cable Car
» Example Dashed Minor Road
» Example Canton boundary
» Example Area boundary
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Create a New Area Symbol

You can create area symbols with . _
OCAD. In addition to the following Area Symbal P

options, the symbol editor can make

General !Hatch I Structure

use of all the drawing modes and

editing tools that are available for B L6
objects in the normal drawing window: Description:
* General: Used to define the color Preferred tool: [N‘-"”E "l
and the borderline. e _
[¥] on

¢ Hatch: Used to define the line

chnoss. i o il clor
thickness, distance and orientation g i

of the hatching. Border

¢ Structure: Used to define the [on
structure symbol as well as the

distances and orientation of the I—i! Hatch/Structure orientated to north when rotating the map

structure.
1. Select New in the Symbol menu. [ oK ] [ PR | [ Er | [ Help
2. Select the symbol type Area g 4

Symbol. The Area Symbol dialog
box appears.

3. Enter a number between 0.001 and 999999.999 in the Symbol number field and a symbol description in the
Description field.

4. Click Edit. The symbol editor appears.

5. If required, configure the options 'general’, 'hatch' and 'structure' for the area symbol.

6. Once you have defined the area symbol, select Icon in the dialog window. The Edit Icon dialog window appears.
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7. Draw the icon in the 22 x 22 pixel matrix field using the various drawing tools.

8. When you are finished, click OK twice. The new symbol appears in the symbol field.

HZF Different area symbols

(1]

Define the structure of the area

Structure: Choose None if you want no structure or choose one of the two layouts for the structure.

Width: Enter the horizontal distance from one structure to the next (center to center). This distance is horizontal
if the angle is 0, otherwise it is measured in the corresponding angle.

Height: Enter the vertical distance from one structure line to the next (center to center). This distance is vertical if
the angle is 0, otherwise it is measured in the corresponding angle.

Angle: Enter here the angle of the structure. If this angle is O the structure is drawn as shown in the Structure box.
Otherwise it is rotated counterclockwise for positive angles.

Edit: Click this button to draw one structure element in the symbol editor. In the symbol editor the symbol will
also appear (in gray) in the position of the neighboring structures in order to get an impression of the structured
area. If you enter an angle other than 0, the structure will be rotated, but not the symbol.

Remark: It is possible to rotate the structure of individual objects drawn with that symbol with the Indicate
Direction of Area Pattern, Point or Text Object button. In this case the structure and the structure symbols
will be rotated.

Define Parameters for a hatched area

Hatch: Choose None if you do not want a hatch; or choose a simple hatch or a cross-hatch.

Color: Choose a color for the hatch lines.

Line width: Enter the line width for the hatch lines.

Distance: Enter the distance between the hatch lines.

Angle 1: Enter the angle for the hatch lines. 0 means horizontal lines. For angles greater than 0, the lines are
rotated counterclockwise.

Angle 2: Enter the second angle for the hatch lines if you have defined a cross-hatch. Otherwise this value is

ignored. 0 means horizontal lines. For angles greater than 0, the lines are rotated counterclockwise.
» Example Boulders with shrubbery
» Example Dam
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Create a New Text Symbol

You can create text symbols with OCAD. The
following options are available:

¢ General: Used to define the font color,
type and size.

» Paragraph: Used to define the paragraph
attributes

* Tabulator: Used to define the tab
attributes

¢ Line Below: Used to define the underscore
attributes

* Framing: Used to define the framing and

combination with point symbols

1. Select New in the Symbol menu.

2. Select the symbol type Text Symbol. The
Text Symbol dialog box appears.

3. Enter a number between 0.001 and
999999.999 in the Symbol number field
and a symbol description in the
Descriptionfield.

4. Click Edit. The symbol editor appears.

5. If required, configure the options 'general’,
'paragraph’, 'tabulator’, 'line below' and

'framing' for the text symbol.

Text Symbaol

General ! Paragraph | Tab

Symbol no:
Description:

TrueType font:

1.008

Arial

Color: 1505: Black -
Size: 120 pt [ Bald
Character height: 3.03 mm [ ialic
Drrawing mode

@ Horizontal text

() Rotated text

AaBbCc

OK ] [ Cancel H Icon ] [ Help

6. Once you have defined the Text Symbol, select Icon in the dialog window. The Edit Icon dialog window

appears.

7. Draw the icon in the 22 x 22 pixel matrix field using the various drawing tools.

8. When you are finished, click OK twice. The new symbol appears in the symbol field.

H3F Different text symbols [

v For every text style, a separate symbol is required. If you modify the text symbol, then all text written with that

symbol will change. See also Symbols (basic principles). & The error message: "Font not found" appears if a font is

chosen that is not installed on the PC. The font needs to be installed on the PC or another font must be chosen.

Otherwise the font Arial is used.

General

Choose this page to define general text symbol parameters.

* Symbol no.: Enter here a number between 0.001 and 999,999.999 for the symbol. Each symbol in a given map

requires a unique number.

* Description: Enter here a description for the symbol. The description is displayed when selecting the symbol or

when selecting an object with that symbol.

* TrueType Font: Choose a font for the text symbol. All TrueType fonts installed in Windows are listed. You

cannot use raster fonts or Adobe Type Manager fonts.

¢ Color: Choose the color for the text.
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* Size: Choose the size in points for the text. As an alternative you can enter the character height in millimeters in
the box Character height.

* Character height: Enter here the height of the character 'B' in millimeters. Alternatively you can enter the size of
the font in points in the box Size.

* Bold: Check this box for bold text.

 TItalic: Check this box for italic text.

* Drawing mode
This setting is used if you rotate the map with the command Rotate Map in the menu Map.
Horizontal text: Choose this option if the text shall be rendered horizontal after a rotation of the map.
Rotated text: Choose this option if the text shall rotate with the map after a rotation of the map.
* Course setting symbol
(This function is only available in course setting projects!)
Activate this option if the symbol is used for course titles or start numbers for relay courses.
Paragraph
Choose this page to define parameters for text paragraphs.

* Char. spacing: Enter here a distance to be inserted between characters. If you enter 100% a space character is
inserted between characters. Default value is 0%.

* Word spacing: Enter here the distance between words. 100% means that a normal space character is used
between words. Default value is 100%.

* Alignment: Choose the alignment of the text.

* Line spacing: Enter the distance from one line to the next within a paragraph, in relation to the font size.
Standard value is 120%.

* Space after paragraph: Enter the additional space after each paragraph.

* Indent first: Enter the indent of the first line of each paragraph.

* Indent other lines: Enter the indent of the other lines of each paragraph.

Tab

Choose this page to set the tabs for the text symbol. The tabs are left adjusted. A maximum of 32 tabs can be
defined. If a text contains more tab characters than defined in the list, the distance to the last tab is repeated.

* To add a new tab: Enter the position and click Add. The tab is added to the list.

* To delete a tab: Click on the tab to be deleted on the list. Then click Delete.

Line Below

Choose this page to define a line which is drawn below each paragraph. (A paragraph is terminated by a hard return -
the Enter key.)

*  On: Check this box to get a line below the paragraphs.

* Line color: Choose a color for the line.
¢ Line width: Enter a line width.
* Distance from text: Enter a distance from the baseline of the text to the upper edge of the line.

Framing
Choose this page to set the parameters for text framing.

* Off: Activate this box if you don't want to use text framing.
* Line: Enter here the width (how much the framing extends outside the character) of the text framing.
* Shadow: Choose this option if a shadow to the text shall be rendered. Enter the horizontal and vertical offset of

the shadow. Choose the color.
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* Rectangle: Choose this option to add a rectangular background. Enter the values Left, Right, Bottom and Top if
the rectangle shall overlap the text. Choose a color.

¢ Color:: Choose a color. To get text framing, this color must be below the color of the main font in the color table,
but above the colors of any objects which you wish to cover.

* Point symbol: Check On if you want to attach a point symbol to the text symbol. Choose a point symbol.

Text framing is a method to make text more readable on maps. If - for instance - you have black text on a map, it
may interfere with black line objects. Text framing can also be used for decorative effects - giving the text a shadow,
for instance.

‘FeX,L ‘ T@‘Xt-

With framed text a small white border is created
Text without a white border around the black text.

For text framing you need to understand the color table and you should have some experience in creating new colors

and new symbols.

First you need two additional colors which are above the black color for symbols:

Black for text
White for text frames
Black

Then you can add text framing to an existing text symbol:

. Right click the text symbol and choose Edit from the context menu.
. Choose the General page. Choose "Black for text" for the text color.

1
2
3. Choose the Framing page. Activate Line.
4. Enter the desired framing width.

5

. Choose "White for text frames" in the Color box.
Selective text framing

Often text framing erases only the black color, but the other colors still come through. OCAD allows selective text
framing for printing the map with spot colors (PMS or Pantone colors), by defining the appropriate spot colors.
However, on the screen all colors below the framing color are erased. So beware: the appearance of the map on the
screen and the printed map will be different. Selective text framing is also possible for CMYK printing. For this case

you have to define your own "spot colors" for CMYK. You cannot use the automatic CMYK color separations.
Choose this page to set the parameters for text framing.

» Off: Activate this box if you want to use text framing.

* Line: Enter here the width (how much the framing extends outside the character) of the text framing.

* Shadow: Choose this option if a shadow to the text shall be rendered. Enter the horizontal and vertical offset of
the shadow. Choose a color.

¢ Color: Choose a color. To get text framing, this color must be below the color of the main font in the color table,

but above the colors of any objects which you wish to cover.
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Create a New Line Text Symbol

You can create line text symbols with
OCAD. The following options are Line Text Symbal |
available:

1. Select New in the Symbol menu.

7.
8.

. Select the symbol type Line Text

. Enter a number between 0.001 and

General | Spacing I Framing

General: Used to define the font
color, type and size.

Symbal no: 1.006

. . Description:
Spacing: Used to define the letters,

word spacing and text positioning. Preferred took: | None M

Framing: Used to define the TrueType font: [Arial v]

framing

Color:
Size: : ~| pt [[]Boald

Character height: 3.03 -1 mm [ alic

Symbol. The Line Text Symbol

dialog box appears.

999999.999 in the Symbol number
field and a symbol description in the

Description field.
Click Edit. The symbol editor

appears. [
If required, configure the options

0K ]

Cancel ] [ Icon... I [ Help

'general’, 'spacing' and 'framing’ for

the text line symbol.

Once you have defined the line text symbol, select Icon in the dialog window. The Edit Icon dialog window
appears.

Draw the icon in the 22 x 22 pixel matrix field using the various drawing tools.

When you are finished, click OK twice. The new symbol appears in the symbol field.

General

Preferred tool: Choose here a drawing mode. Each time the symbol is selected, the drawing mode changes to this
drawing mode. Choose None to switch off this feature.

TrueType Font: Choose a font for the text symbol. All TrueType fonts installed in Windows are listed. You
cannot use raster fonts or Adobe Type Manager fonts.

Color: Choose the color for the text.

Size: Choose the size in points for the text. Alternatively, you can enter the character height in millimeters in the
box Character height.

Character height: Enter here the height of the character 'B' in millimeters. Alternatively you can enter the size of
the font in points in the box Size.

Bold: Check this box for bold text.

Italic: Check this box for italic text.
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¢ The error message: "Font not found" appears if a font is chosen that is not installed on the PC. The font needs to

be installed on the PC or another font must be chosen. Otherwise the font Arial is used.

Line text symbols are used for text along curved lines. Line text can be written along any line, including curved

lines. To draw a line text object you must define a line text symbol and then:

1. Select the line text symbol

2. Draw a line in any drawing mode (curve, ellipse, circle etc.)

3. After terminating the line, an insertion line appears and you can directly type the text on the keyboard.

4. If the text goes in the wrong direction, click the Reverse line button.

Spacing Choose this page to define spacing and alignment for a line text symbol.

* Character spacing: Enter here a distance to be inserted between characters. If you enter 100% a space character

is inserted between characters.

* Word spacing: Enter here the distance between words. 100% means that a normal space character is used

between words.

¢ Alignment: Choose here how the text is aligned along the line. All line means that the text is distributed along

the entire line. With this option the letter-spacing will be adapted to the length of the line text object.

Create a New Rectangle Symbol

You can create rectangle symbols with
OCAD.

1. Select New in the Symbol menu.

2. Select the symbol type Rectangle
Symbol. The Rectangle symbol
dialog box appears.

3. Enter a number between 0.001 and
999999.999 in the Symbol no. field
and a symbol description in the
Description field.

4. Choose a Line color and Line
width, a Drawing mode and set the
Grid and Numbering options.

5. Once you have defined the
rectangle symbol, click Icon to
open the Edit Icon dialog box.

6. Draw the icon in the 22 x 22 pixel
matrix field using the various
drawing tools.

7. When you are finished, click OK

Rectangle symbaol

Symbol no: 1.006

Description:

Line color: 1955: OCAD

Line width: 0.00 = mm
Corner radius: 0.00 = mm

Drawing mode
@ Horizontal rectangle

() Rotated rectangle (drag width and lengthj

Grid

Mumbering

Unnumbered Cells

Cn
Mumbered from the bottom

1.0

a

twice. The new symbol appears in the symbol box.

Rectangle symbols Rectangle symbols are used to draw rectangular frames (around the entire map or around parts

of the map). A special use for Rectangle symbols is punch boxes for orienteering maps.

* Symbol no.: Enter here a number between 0.001 and 999'999.999 for the symbol. Each symbol requires a unique

number.
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* Description: Enter here a description for the symbol. The description is displayed when selecting the symbol or
when selecting an object with that symbol.

¢ Line Color: Choose a color for the frame.

¢ Line width: Enter a line width for the frame.

e Corner radius: If you want the frame to have round corners, enter the corner radius here (measured to the center

of the line), otherwise enter O here.
Drawing mode
» Horizontal rectangle: Activate this option if you want to draw only horizontal rectangles.
* Rotated rectangle: Activate this option if you want to draw rotate rectangles.
Grid
* On: Activate this field if you want to draw punch boxes for orienteering maps.
* Cell width / Cell height: Enter the desired width and height for the cells.
Numbering
* On: Activate this field if you want numbers for the grid.
* Numbered from the bottom: Normally the cells are numbered starting from the top row. Check this box to start
numbering from the bottom row.
» Text size: Choose the size in points for the text.
* Unnumbered Cells
Number: Enter here the number of cells used as reserved fields.

Text: Enter here up to 3 characters which appear instead of the number in the reserved fields. If you want all
cells numbered enter here 0.

Symbol

Symbols are used to define a map object’s graphic appearance (characteristic). For example, a tree is represented by a
green point on the map. Every map object drawn using the “tree” symbol will therefore have the same graphic
appearance. If the symbol is changed using the symbol editor, all map objects drawn using it are also changed.

OCAD provides four basic symbol types that correspond to the properties of the respective objects:

* Point symbol
e Line symbol
* Area symbol

e Text symbol

¢ You can get to the Symbol menu by clicking a symbol in the symbol box with the right mouse button, too.

New | o | | e |

Choose this command to create a new symbol. The New Symbol dialog box is displayed. Check the desired symbol
type and click OK. A dialog box is shown where the parameters of the symbol can be defined, varying according to
the symbol type.

For basic principles see Create a New Symbol.

* Point symbol: Symbol for point objects.

* Line symbol: Symbol for line objects.

* Area symbol: Symbol for area objects.

* Text symbol: Symbol for text.
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v For every text style, a separate symbol is required.
* Line text symbol: Line text symbols are used for text along curved lines.

* Rectangle symbols: Symbol for rectangular frames.

Choose this command from the Symbol menu or click with the right mouse button on a symbol in the symbol box to
edit the currently selected symbol. According to the symbol type a dialog box is displayed where the symbol
properties can be modified:

Edit Point Symbols

Edit Line Symbols

Edit Area Symbols

Edit Text Symbols

Edit Line Text Symbols

Edit Rectangle Symbols

« If you edit a symbol, all objects on the map with this specific symbol are changed.

Icon | o | | e |

Choose this command from the Symbol menu or click with the right mouse button on a symbol in the symbol box to
draw or edit the icon for the selected symbol. The Edit Icon dialog box appears, which contains a simple paint

program to draw an icon.

Learn more about the Icon Editor on the Icon Editor page.

Enlarge Reduce  Pro ] =3

Choose this command in the Symbol menu to enlarge or reduce the selected symbol(s) or all symbols. The Enlarge
Symbol dialog appears.

Factor

Enter here a percentage value to enlarge or reduce the symbol(s). A value of 100 means that the size of the symbol
remains the same. A value smaller than 100 means the size of the symbol is reduced, a value greater than 100 means

the size of the symbol is enlarged.
All symbols

If this check box is checked, all symbols are enlarged/reduced. If it is not checked, only the selected symbol(s) are

enlarged/reduced.
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Copy  bro | e

Choose this command from the Symbol menu to copy the selected symbol(s) to the clipboard.

If a symbol has been copied to the clipboard, choose Paste from the Symbol menu to paste it either to the symbol
box of the original map or to the symbol box of a different map. Keep in mind that when you copy a symbol to a

different map, the colors are not copied.

Paste  Pro | | cs |

This command is activated if the clipboard contains one or more OCAD symbols.

Choose this command to paste a symbol or a group of symbols from the clipboard to the current map. If a symbol
number already exists, it is changed to the next free number. Use the Copy function from the Symbol menu to copy

symbols to the clipboard.

Choose this command from the Symbol menu to delete the selected symbol(s). A confirmation message appears
before the symbols are removed from the symbol box.

If a deleted symbol is used in the map, the respective objects are not deleted, but appear gray as Unsymbolized
Objects.

Duplicate m =3

Choose this command from the Symbol menu to duplicate (create a copy of) the selected symbol(s). The duplicated
symbols get the next free symbol number.

If one symbol is selected, the duplicated symbol is inserted after the selected symbol; otherwise the duplicated

symbols are appended at the end of the symbol box.

Sort Symbol Box | Pro]

You can sort the symbol box by number, color or status (normal, protect or hide). Learn more about sorting the

symbol box on the Symbol Box page.

Select

You can select used, unused, all, by symbol number, by color or by font or you can invert the selection. Learn more

about selecting symbols on the Symbol Box page.

Replace  Pro.

Replace Font in Symbols

Choose the Font function in the Replace submenu of the Symbol menu to replace a font in symbols. The Replace
Font in Symbols dialog opens.

The font can be replaced either in all symbols with a specified font (e.g. every text symbol with the font Arial gets a
new font) or in all selected symbols (All selected text objects no matter which font they have get a new font). Choose
the desired option. Afterwards, choose a new font in the New font dropdown menu and click the OK button to
finish.
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Replace Color in Symbols

Choose the Color function in the Replace submenu of the Symbol menu to replace a color in symbols. The Replace
Color in Symbols dialog opens.
Choose wheter you want to replace the color in all symbols or only in the selected symbols of the symbol box. Then

select the old color in the Old color dropdown list as well as the new color in the New color dropdown list.

Click the OK button and the color is replaced.

Symbol Status  Pro. iewl cs

Normal

Choose this command in the Symbol menu to change the selected symbols to Normal. Normal means that they are
not protected and not hidden. Objects with symbols in the normal state are displayed on the screen and can be drawn,
edited and deleted.

¢ Alternatively, you can press the F2 key (Shortcut by default) to set the symbol status of the selected symbols to

Normal.

Protect

Choose this command in the Symbol menu to protect the selected symbol(s). Objects with a protected symbol are

visible but cannot be edited.

Protected symbols appear with a gray diagonal in the symbol box.

¢ Alternatively, you can press the F3 key (Shortcut by default) to protect the selected symbols.

Hide
Choose this command in the Symbol menu to hide the selected symbols. Objects with a hidden symbol are not
visible, not printed and not exported.

Hidden symbols appear with a gray cross (x) in the symbol box.

¢ - There is an option in the category Warnings of the OCAD Preferences to turn on/off the warning that the map
contains hidden symbols.

- Alternatively, you can press the F4 key (Shortcut by default) to hide the selected symbols.

Show Unsymbolized Objects L Pro. \View

With this menu item you can show or hide Unsymbolized Objects.

Show Graphic Objects m View!

With this menu item you can show or hide Graphic Objects.

Image Objects _Pro.| \View]

With this menu item you can show, protect or hide Image Objects.
Normal: The image objects are visible and can be edited, moved or deleted
Protect: The image objects are visible but cannot be selected, edited, moved or deleted.

Hide: The image objects are not visible.
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Symbol Favorites  Pro.

Learn more about the Symbol Favorites functions on the Symbol Box page.

Symbol Tree _Pro]

Learn more about the Symbol Tree functions on the Symbol Box page.

Previous Chapter: Edit Object

Next Chapter: Map

Back to Main Page

Symbol Box

Sort Symbol Box | Pro]

Choose this command from the Symbol menu to sort the symbols in the symbol box.

This submenu provides three functions:

By Number: Symbols are sorted in the symbol box by their symbol number.

By Color: Symbols are sorted in the symbol box by their color. If a symbol consists of several colors, the color
which got the highest position in the symbol table is used for sorting.

By Status: Symbols are sorted by their status (Normal, Protect, Hide). Visit the Symbol Status page to get more
information about hiding or protecting a symbol.

Select

Choose this command from the Symbol menu to select symbols in the symbol box. In the submenu you can find the

following functions:

Used: Select all symbols which are used in the map.
Unused: Select all symbols which are not used in the map.
Invert: Invert the selection. Selected symbols become unselected and unselected symbols become selected.

All: Select all symbols.

By Symbol Number: Select a symbol by symbol number. Choose a symbol number in the Select Symbol by
Symbol Number dialog box and click the OK button.

By Color: Select symbols by color. Choose a color in the Select by Color dialog box and click the OK button.
All symbols with the chosen color are selected.

By Font: Select symbols by font. Choose a font in the Select by Font dialog box and click the OK button. All

text and line text symbols with the chosen font are selected.
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Symbol Favorites  Pro.

Show Symbol Favorites

Choose this command in the Symbol menu to display the symbol favorites

above the symbol box.

You can add often used symbols to the favorites. The Symbol Favorites

function makes the handling with large symbol sets easier.

Add to Symbol Favorites

Select the symbol(s) in the symbol box and choose the Add To Favorites
command in the Symbol menu. The Show Symbol Favorites function must

be enabled to choose this command.

¢ - Itis also possible to add multiple objects.
- An easy way to add symbols to the favorites is to use the Symbol

menu which appears by clicking a symbol with the right mouse button.

Remove from Symbol Favorites

Select the symbol(s) in the symbol favorites or in the symbol box and choose
the Remove From Favorites command in the Symbol menu.

¢ - Itis also possible to remove multiple objects.

- An easy way to remove symbols from the favorites is to use the
Symbol menu which appears by clicking a symbol with the right mouse

button.
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Symbol Tree s
Show Symbol Tree P
- Highway
Barrier
Choose this command in the Symbol menu to display the symbol tree above the symbol box. You Graews
rackiype
can organize the symbols in groups (e.g. theme or colors). The symbol tree makes the handling of v
- Agrowa,
large symbol sets easier. : ;\erialw:y
- Man Made
Leisure
Amenity
New subgroup Shap
Tourism
- Historic
Click a group in the symbol tree with the right mouse button. Choose the New subgroup | landuse
itary
. . - Natural
command from the popup menu. A new group is inserted as a subgroup of the selected group. - Route
Boundary
Click on the group name, wait a second, and click again to rename the group. sport
 oar
Insert group e o
N
DB g N

Click a group in the symbol tree with the right mouse button. Choose the Insert group command
from the popup menu. A new group is inserted on the same level. Click on the group name, wait a

second, and click again to rename the group.

Delete group

Click a group in the symbol tree with the right mouse button. Choose the Delete group command
from the popup menu. The selected group is deleted and the symbols can be found in the group
Other.

Add selected symbol

Select a symbol in the symbol box. Click the group, you want to add the symbol to, with the right
mouse button and choose the Add selected symbol command from the popup menu. The selected symbol is added to
this group.

Remove selected symbol

Select a group in the symbol tree and then a symbol in symbol box. Click this group in the symbol tree with the right
mouse button. Choose the Remove selected symbol command from the popup menu. The removed symbol can be
found in the group Other again.

Alternatively, you can use the Remove from Symbol Tree function of the Symbol menu to move the selected

symbol to the group Other.

Move group

You can move a symbol tree group with drag and drop.

Change Symbol Status

You can change the symbol status of all symbols belonging to a group by choosing one of the following commands

in the Symbol Tree popup menu (right click on a symbol group).

* Normal: Set all symbols of a group to Normal status.
* Protect: Protect all symbols of a group.
e Hide: Hide all symbols of a group.

Learn more about hiding and protecting symbols on the Symbol Status page.
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¢ Use the small triangle before a group to expand or collapse all subgroups.

Remove from Symbol Tree

This function can be found in the Symbol menu and is an alternative to the Remove selected symbol function of the
Symbol Tree menu (right click on a symbol group). Select a symbol which is arranged in a group and choose this

function to remove the symbol from the symbol tree and move it to the group Other.

Back to the Symbol page.

Unsymbolized Objects

color table

order of import

background map table

Change color on the map:

1. Choose OCAD Preferences from Options menu.
2. Choose Objects from Categories.
3. Change Color from Unsymbolized objects.

¢ Hide unsymbolized objects with uncheck the option Show Unsymbolized Objects from Symbol menu.

Import Files

Unsymbolized objects are created by importing DXF, EMF, WMF or Shape files. They are not assigned to any
symbol and appear in the color specified in OCAD Preferences. The layer name or symbol number is shown in the
left part of the status line if an unsymbolized object is selected.
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Background Map

Background map refers to a raster map or OCAD file used as a background. It serves as a drawing template or
background map image. Examples include scanned draft maps, satellite pictures, orthophotos, and shading. OCAD

cannot be used to edit background maps.

layout abject table

color table

order of import

background map table

Scanning a Background Map  Pro ]
It is recommendable to keep with the following two things:

* Use a grid: In most cases you cannot scan the entire draft map (the background map). You are either limited by
Windows (which limits the maximum size of background maps), by the available memory, or by the size of the
scanner (A4). In these cases, it is strongly recommended that you should draw a grid on the draft map. In many
cases there is already a kilometer grid which can be used. If this does not exist, you should draw a precise grid of
vertical and horizontal lines (perhaps at a distance of 10 cm). Then the scanned pieces can be easily joined
together in OCAD.

* Resolution: It is recommendable to scan the map with 300 dpi.
In the Scan submenu of the Background map menu you can find the following two commands:

* Acquire: Choose this command to start scanning. This command will show the main window of the TWAIN
driver of your scanner. After scanning a file, a dialog box is displayed where you can enter a filename for the
scanned background map. Then the scanned background map is opened.

¢ Select source: If more than one TWAIN source (or more than one driver) is installed, you can select the desired

source with this command.

The following requirements are needed to scan with OCAD:

You must have a scanner connected to your PC, and a 32-bit TWAIN driver must be installed. If there is no TWAIN
driver or you use a scanner on another PC, then use the scanner program of the corresponding scanner and save the
scanned background map as a BMP, GIF, JPEG or TIFF file. Choose the Open command from the Background
map menu to open this file in OCAD. Choose Adjust from the Background map menu to adjust the background

map to the grid or to the part of the map you have already drawn.
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Open a Background Map ™ | cs.

Choose this command from the Background Map menu to open a background map which is displayed as a
background picture on the screen. OCAD can open BMP, GIF, PNG, TIFF, JPEG and TIFF-Files. In addition,
OCAD maps (*.ocd) or Encrypted OCAD maps (*.eocd) can be loaded as a background map, too. The Open
Background map dialog appears. Choose a file and click the Open button.

Note: In the OCAD 11 Starter Edition, OCAD (.ocd) and Encrypted OCAD Maps (.eocd) are only available to
use as a background map in course setting projects.

Use a Georeferenced Raster Map as Background Map
If your map is georeferenced and you want to use a georeferenced map as background map:

1. Select the Open command in the Background Map menu. The Background Map dialog box opens.
2. Select a file and click the Open button.

The grid map will then be positioned correctly in the selected coordinate system. You can skip the remaining steps in
this chapter and start drawing immediately.

¢ - Click the Entire Map button to display the entire background map.
- The Draft Mode option in the View menu can be used to dim map objects and the background map itself.
- OCAD files can also be loaded as background maps.
HZF Background Map Basics (h

Use a Non Georeferenced Raster Map as Background Map
If your map is georeferenced and you want to load a non-georeferenced map:

1. Select the Open command in the Background Map menu. The Background Map dialog box opens.
2. Select a file and click the Open button.
3. Enter a resolution for the background map and click the OK button.

The background map is displayed at the center of the current drawing area. The raster map (background map) now
needs to be adjusted with the map (Adjust a Background Map). In other words, it needs to be referenced with the
map coordinate system.

¢ You can scan a raster map to use it as a background map directly in OCAD: Select Scan in the Background
Map menu and then choose the Acquire submenu. Your scanner's dialog box will open (Scanning a Background
Map).

Error or Warning Messages

Error Message Not enough memory for the background map

This error message appears if Windows cannot provide the memory needed to load the whole background map. For
uncompressed background map files the size of memory needed is about the file size. Compressed background map

files have to be expanded in memory and therefore need more memory than their file size.

Error Message TIFF variant not supported

This error message appears if the TIFF variant is not supported by the current version of OCAD.

Error Message Compression type not supported

This error message appears if the compression in the opened TIFF file is not supported by the current version of
OCAD.
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Warning The background map is geo-refernced in the scale 1:x but the open map is in the scale 1:y

OCAD 11.0.1.1172 - Orientesring Standard e

The background map is geo-referenced in the scale 1:10000 but the
I % open map is the scale 1:15000!

This warning appears if the OCD background map is geo-referenced and has an other scale than the currently opened

map. OCAD opens the map but ignores the georeferencing (no scaling and no offset) and uses the paper coordinates.

To avoid this warning message, open the OCD-File you want to load as a background map and use the change the

map scale function.

Limitations for Georeferenced ocd Background Maps

OCAD supports different real world offsets and real world angles. The offset and angle can be set in the Set Scale

and Coordinate System dialog. In some cases, OCAD has a redrawing problem with different real world angles.

Adjust a Background Map ™ =

Choose this command in the Background Map menu or press the F9 button (Shortcut by default) to adjust the
background map. This command is active when one or more raster background maps are loaded.

If more than one background map is loaded, you will have to choose a map in a dialog box.

A background map can be adjusted to the grid or to the map. A grid on the background map makes it easier to adjust

it. The grid crossing points can be used for the adjustment (however, any points can be used).

It is possible to use 1 to 12 points for the adjustment. After choosing the Adjust command the cursor changes to a
cross line with a black and white squared pattern. You are now in the Adjust mode. Do the following steps for each

adjustment point:

1. Mark a point on the background map (e.g. grid point or a surface reference point) by clicking it.

2. Mark the same point on the map by clicking it.

In the bottom left part of the Status Bar you can alwys see, which point you have to mark at the moment, when you
are in the Adjust mode.

When having adjusted enough points, execute the adjustment by pressing the Enter key. The background map is
rotated and stretched to get the best fit for the adjustment points.

w - If the size of the raster map corresponds exactly with that of the map scale and has not been rotated, it is
possible to adjust it with the map using a single point pair. OCAD will correctly reposition the raster map without
changing the scale or angle.

- If the raster map is contorted, rescaled or rotated, you will need to use between 3 and 12 point pairs to adjust
the image with the map. OCAD repositions the raster map by transforming it (affine transformation) and

adjusts the scale and angle accordingly. The point pairs should be distributed equally across the map.

- If the adjustment point pairs lie outside of the drawing window, you can move the map section between the

adjustment point pairs during the adjustment process.
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Error Adjustment points too close: When using several points for adjusting a background map, the outermost points

must be separated by at least 2 mm on the background map.

Note: OCAD Background Maps cannot be adjusted. The Georeferencing is used to place the map or, if the map is
not georeferenced, the origin of the background map (middle of the map, point (0/0)) is displayed on the origin of the
current map.

Once you have completed the map adjustment, the raster map can be saved as a georeferenced raster map. The
advantage of this is that the raster map will be loaded in the correct position the next time it is opened.

To save the raster map as a georeferenced raster map:

Select the Export command in the File menu.

Select a desired raster format (TIF, JPG, GIF or BMP)

Select a Resolution (300 dpi is recommended for printing maps)
Select the Create World file option

Click the OK button.

3 Adjust Background maps 21

M

Hide all Background Maps m viewl cs

Choose the Hide All command in the Background Map menu or press the F10 key (Shortcut by default) to hide all
background maps temporarily or make them visible when they are hidden. This command is active if one or more

background maps are loaded.

If you want to hide only single background maps, choose the Manage command from the Background Map menu.

Manage Background Maps m iewl cs |

Choose the Manage command from the Background Map menu to set options for displaying and printing the
background maps. The Manage Background Map dialog box is displayed. This is a non-modal dialog box. It is
possible to switch between the dialog box and the map window without closing the dialog. Changes are directly
updated on the map.

Background Map Manage g
vV |F |bm T  Assign to spot color B File name I
& & 0 ]| | M | Vermessingsplan Baar GeoTif. f ]
- 0 BaarCOrthophoto.jpa

[ﬂ [l] [ Open... ] [ Relink... 1 [ Remove all ][ Remove 1 [ Close I[ Help 1

In the Manage Background Map dialog a table is displayed. In this table all loaded background maps are listed.
The table consists of the following columns:

Visibility Features _Pro] \iew] cs

* V (Visible): You can make a background map visible or hide it by clicking the corresponding cell in this column.

An eye icon in this column means that the background map is visible.

¢ To hide all background maps temporary use the Hide All command in the Background Map menu.

* F (Visible in Background Favorites view mode): You can make a background map visible or hide it in the
Background Favorites by clicking the corresponding cell in this column. An eye icon in this column means that
the background map is visible in the Background Favorites.

e Dim: In this column you can enter a value in percentage to make the background map appear brighter, i.e. to dim
it. 0% means the background map is displayed in its original colors. 100% means the background map appears
completely white. Dimming is used to get a better distinction between the background map and the map.
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e T (Transparent): If more than one background map is opened you can set them transparent so that both are
visible. Activate this option by clicking the corresponding cell in this column.

Assign to Spot Color mem

This feature is used in a special production process, namely to update old hand drawn or scribed maps. The printing

plates for each spot color are scanned (black and white or gray-scale) and then used as background maps. When such

a background map is assigned to a spot color, it is displayed with this color. In addition, when the Spot Color View

is activated the background map is displayed together with the corresponding spot color.
Visit the Define Spot Colors page to learn more about spot colors.

Note: This feature is intended for black and white or gray-scale background maps. If a color background map is

assigned, the resulting colors are undefined.

Blockout m

This column is labeled with a B and is only available for raster background maps. Click a cell in the Blockout

column to use the corresponding background map as a block out mask.

If you have several black and white or gray-scale background maps which are transparent and assigned to a spot

color, you can use this function to hide some background maps in a certain area of a different background map.

In the following example, there are four black and white or grey-scale background maps loaded. Each background
map was assigned to a spot color. There are the purple, the black and the blue lines. The fourth background map was

assigned to the yellow color. The Manage Background Map dialog looks as follows:

2 Manage Background Map PS

Vv F  Dim T  Assign to spot color B  File name I
Blolo ek o faenw ]

= - Yellow v Blockout. tif (1 )

- 0 v Black Green. TIF (1 |

& 0 v  Purple brown. TIF (1 )

E] E] [ Open... ] [ Relink... ] [ Remove all ] [ Remaove ] [ Close ] [ Help ]
4

The yellow background map is used as a Blockout mask. The result looks as follows.

| el b
R
|

with Blockout without Blockout
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The black and the purple background maps are hidden behind the yellow areas when using Blockout. The blue
background map is drawn over the yellow areas because it is over the blockout mask in the order of the background
maps.

. “ [ ]
File name PIC view] cs. |

The file name of the background map is displayed in the File name column.

Click on the &# information icon to get more information about the corresponding raster background map. The

I (Information)

Background Map Info dialog box appears with additional information. The given information varies depending on
the file type.

-
s\ Background Map Info E‘Eﬂ

Background map info

File name: 354 LW _georef,TIF
Folder: CAISL0MY,

File format: TIFF

Pixel size [Paper coordinates): 0.079 mm

Pixel size [Real world coordinates): 079 m

Angle: 0.0

WS - Web Map Service: Mo

ok |

[

If an encrypted background map is load then a (& lock icon is displayed in the information column.

[ /2% Manage Background Map ﬂ1
¥ F  Dim T  Assign to spot color B  File name I
I o N v N
E] E] [ Open... ] [ Relink... ] [ Remove all ] [ Help

Click on the {&F lock icon to get more information about the encrypted background map.
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-

Document Info 0_Map_123456.20cd [

Allow to Print and Export: Yes

Only valid for license numbers

UM A Ry
1

Map owner name: OCAD AG

Other Functions

Move Up: Click the Move Up icon to move the selected background map one line upwards. Background maps
which are listed in a upper position in the Manage Background Map table are diplayed in the foreground.
Move Down: Click the Move Down icon to move the selected background map one line downwards.
Background maps which are listed in a lower position in the Manage Background Map table are diplayed in the
background.

Open: Click this button to open a new background map (Open a new Background Map).

Relink: Relink background maps to another directory.

Remove all: Click this button to remove all background maps. This command does not delete the background
map files.

Remove: Click this button to remove the selected background map. This command does not delete the
background map file.

Close: Click the close button to quit the dialog.

Web Map Service - WMS _Pro]

Visit the Web Map Service page to get some information about this function.

Previous Chapter: Create a New Symbol

Next Chapter: Import Files

Back to Main Page
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aus

A Web Map Service (WMS) is a standard protocol for serving georeferenced map images over the Internet. The
[1]
9)

images are generated by a map server using data from a GIS database. (taken from the Wikipedia Article

W WMS requires a georeferenced map. Choose the Scale and Coordinate System command from the Map menu
to set the map scale and a coordinate system. Real world coordinates do not have to be necessarily defined. They can
be left at (0/0) for example.

To set up a map from a WMS server choose the WMS - Web Map Service command from the Background Map
menu. The WMS - Web Map Service dialog appears.

/2 WMS - Web Map Service = B %
WMS server
Add
Connect
Edit
Remove
WMS layer
ID MName Title Summary Scale range
Image format Add selected layers as WMS layers to background maps [online)
Spatial reference system Add current view of selected layers to background maps (offline)
[ Close ] [ Help

WMS Server
The WMS servers are listed in the upper box of the WMS - Web Map Service dialog.

Add a WMS Server
1. Click the Add button.
2. The Add WMS Server dialog appears.

3. Enter the Name of the server, the URL, the Version and, if required, a Login with Password, the Token Server
URL and a Key.
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.
Add WMS Server e |

Mame Solothurn Orthofoto

LUEL http:/fwww. sogisl.so.ch/cgi-bin/sogis/sogis_orthowms?
Wersion 111 -

Login:

Password:

Token Server URL:

Key:

4. Click the OK button when finished.
5. The WMS server appears in the WMS server box.

Connect to a WMS Server

Select a WMS server from the list and click Connect. If the connection was successful, OCAD gets a list from the
server with the available layers. These layers are listed in the WMS layer table of the WMS - Web Map Service
dialog. Read the WMS Layer article to learn how to use layers as Background Maps.

Y A bug with the error message 'Could Not Load SSL Library' is fixed since OCAD 11.1.7.1385.

20 WMS - Web Map Service == =
WMS server

Solothurn DEM Add

Solothurn Orthofoto

Solothurn Uebersichtsplan

WMS layer

ID Name Title Summary Scale range -
a Orthofoto WMS Dienst SOGIS Orthofoto Crthofoto 1:117 - 1:15814533 |:|
1 Orthofoto93 Orthofoto 1993 Crthofoto geflogen im 1993 mit einer Grundauflésung wi 1:585 - 1: 146341
2 Orthofotod2 Orthofoto 2002 Crthofoto geflogen im April 2002 mit einer Grundaufldsy 1:585 - 1: 146341
3 Ortho07 Ortho07 Ortho07 1:0 - 1:133333
4 OrthofotoSm Orthofoto 2007 5m Crthofoto geflogen im Frithjahr 2007 mit einer Grundau: 1:29268 - 1:409756
5 Orthofoto07 Orthofoto 2007 Orthofoto geflogen im Frihjahr 2007 mit einer Grundaw: 1:1 - 1:58537
6  OrthoOs Ortho0& Ortho0&
7 Orthofotols_01 Orthofoto 2006 Crthofoto geflogen im Frithjahr 2006 mit einer Grundau: 1:11707 - 1:29268
&  Orthofotods_02 Orthofoto 2006 Orthofoto geflogen im Frihjahr 2006 mit einer Grundaw: 1:5854 - 1: 11707
9 Orthofotols_03 Orthofoto 2006 Crthofoto geflogen im Frihjahr 2006 mit einer Grundaw 1:1171 - 1:5854
10 Orthofoto0&_04 Orthofoto 2006 Crthofoto geflogen im Frithjahr 2006 mit einer Grundaur 1:1 - 1:1171
11  Ortholl Orthofoto 2011 Ortho11
12 Orthofoto11_RGE Orthofoto 2011 RGE Crthofoto geflogen im Frithjahr 2011 (Bezirke Solothurn 1:1 - 1:58537 -

Image format png Add selected layers as WMS layers to background maps [onling]

Spatial reference system EPSG 21781 [Swiss Grid) Add current view of selected layers to background maps [offling]

hittpe A zogis] g0, chdcai-bindzodisdzogizortha. wins?S ervice=\whSWersion=1.1.1Request=GetCapabilities
[ Close J [ Help
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Edit WMS Server Properties

Select a WMS server and click the Edit button to edit its properties. The Edit WMS Server Properties dialog

appears which is equal to the Add WMS Server dialog.

Token Server URL:

Key:

| Edit WMS Server Properties ﬂ
Mame Solothurn Crthofoto
URL hittp:/fwvnw.sogisl.so.ch/cgi-bindsogis/sogis_orthoawms?
Wersion 1143 w7
Login:
Password:

oK | E™ Cancel || Help

Remove a WMS Server

Click the Remove button to remove the selected WMS server from the list.

WMS Layer

After connecting to a WMS server the available WMS layers are listed in the WMS layer box. The Image format

can be chosen if a layer is selected.

20 WMS - Web Map Service = & 2
WMS3 server
Salothurn DEM Add
Solothurn Crthofoto
Solothurn Uebersichisplan

WMS layer
ID Name Title Summary Scale range
0 Uebersichtsplan_s0 WMS Dienst Uebersichtsplan Uebersichtsplan des Kantons Solothurn im Massstab 1: 1:117 - 1:1814633
1 uep Ubersichtsplan schwarz transparer Uebersichtsplan (schwarz/jweiss) des Kantons Solothurn 1:0 - 1:29268
2 uep_gray Ubersichtsplan grau transparent  Uebersichtsplan (graufweiss) des Kantons Solothurn im - 1:0 - 1:29268
5 Toprom —— [Cberichplennort ronsperent | Usberschiapan Gwarz/ncks) ds Kanons Slotr] 10~ 529356 |
4 gemeinde Gemeindegrenzen Beschreibung: Gemeindegrenzen des Kantons Solothun 1:29268 - 1:409756
5 bezrke Bezirksgrenzen Beschreibung: Polygon Region der Bezirksgrenzen des| 1:1- 1:58537
[ kanton Kantonsgrenze Beschreibung: Polygon Region der Grenze des Kantons

Image format [ Add selected layers as WMS layers to background maps (onling]

Spatial reference system EPSG 21781 (Swiss Grid) [ Add current view of selected layers to background maps (offling)

hittp: A zogiz] . so0.chlcai-bindsogis/zogis uep. wins S ervice=twh S ersion=1.1. 1R equest=G etCapabilities

| Close | [ Help ]
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¢ Web Map Services generally provide their images in multiple spatial reference systems. OCAD can only access
to WMS if the OCAD maps' coordinate system (ex. Swiss Grid CH1903) is supported by the WMS. Then the
Spatial reference system is automatically set to the corresponding EPSG code. If the chosen coordinate system is

not compatible with the WMS, the Spatial reference system box at the lower part of the dialog remains empty.

Add Selected Layers as WMS Layers to Background Maps (Online)

Select a WMS layer in the list, choose an image format in the Image format dropdown list (those formats are
provided by the WMS server) and click the Add selected layers as WMS layers to background maps (online)
button. If no real world coordinates are set, the Background map (Geo-Referenced) dialog appears. Choose an
offset and click the OK button.

The WMS layer appears in the table of the Manage Background Map dialog which can be displayed in the
Background Map menu.

This is an online Background Map. Everytime the view of the map is changed, the Background Map gets updated
from the WMS server. Updating the Background Map can take a moment. Choose the online Background Map
option only if you are using a fast WMS server and a good internet connection. As an alternative, you can load the

layer as offline Background Maps.

Add Current View of Selected Layers to Background Maps (Offline)

Select a WMS layer in the list, choose an image format in the Image format dropdown list (those formats are
provided by the WMS server) and click the Add current view of selected layers to background maps (offline)
button. If no real world coordinates are set, the Background map (Geo-Referenced) dialog appears. Choose an
offset and click the OK button.

The WMS layer appears in the table of the Manage Background Map dialog which can be displayed in the
Background Map menu.
This is an offline Background Map. An image of the chosen WMS layer of the current view was donwloaded from

the WMS server and is now available in OCAD. The Background Map does not get updated when changing the

view.

Click the Close button when finished. You can manage the view or remove the WMS maps by choosing the Manage

command from the Background Map menu.

2\ Manage Background Map Y
¥ F  Dim T  Assign to spot color B  File name

N 2 S N [T TN a
'E DTM-DOM_WMS_607002_228927.png

@ @ [ Open... ] [ Relink... ] [ Remaove all ] [ Remove ] [ Close ] [ Help ]

Examples to display the map:
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Back to the Background Map page.

References

[1] http://en.wikipedia.org/wiki/Web_Map_Service
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Relink Directories

This command is used to relink directories with background maps, databases, OIM files or GPS log files. It is may
used after moving files, renaming directories or opening maps on another computer.

Old directory: Choose the directory you want to relink from the combo box.
New directory: Click on the ... button and navigate to the new directory.
Back to Main Page
Back to Background Map
Back to Database
Back to OCAD Internet Map
Back to GPS

Import Files

Choose this command in the File menu to import an external file to the current map. The Import dialog box is

displayed. Initially all importable files are listed. The following file types can be imported:

* OCAD map files (*.ocd)

e Adobe Illustrator files (*.ai) (only vector data)

» DXEF files (*.dxf)

* Enhanced Meta files (*.emf) (only vector data)
» GPX files (*.gpx)

* OpenStreetMap files (*.osm)

* NMEA files (*.nmea)

* PDF files (*.pdf) (only vector data)

¢ Freehand XML files (*.rcw)

* Shape files (*.shp)

* SVG files (*.svg)

¢ Windows Meta files (*.wmf) (only vector data)

* xyz files (*.xyz)

¢ Itis possible to select and import multiple dxf, gpx, nmea, shp and xyz files in this dialog box.

Import OCAD Map  Pro.
Choose an OCAD-File (*.ocd) in the Import dialog box and click the open button. The Import OCAD Map dialog

appears with the following options:

Position

* Place using the mouse: Choose this option to import for example a logo. The imported map is displayed in the
center of the screen and all objects are selected. Thus, you can drag it with the mouse to the desired position.

* Place with offset: Choose this option when combining different parts of a map. Enter the offset in mm where the
origin (0, 0) of the imported map should be placed.

* Use real world coordinates: Choose this option to import a georeferenced map. The map is automatically placed

at the correct position.
Symbols

* Do not import any symbols and colors: Choose this option to not import any symbols and colors.
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¢ Import symbols only if symbol number does not exist yet: Choose this option to import symbols only if the
symbol number does not exist yet. The symbol signature will not be compared. OCAD will not produce a new
symbol if there is a symbol with an equal symbol number but a different signature. Colors will not be imported.

* Import symbols that do not exist. If the imported symbol number exists then a new symbol number is
applied: Choose this option to import symbols if they do not exist. OCAD will produce a new symbol if there is a
symbol with an equal number but a different signature. The new symbol number gets the next unused decimal
(e.g. 102.001 becomes 102.002). Colors will not be imported. This option accords with the data import function
of OCAD 8.

* Import symbols and colors: Choose this option to import symbols and colors completely (for example to print 2
maps with different symbol sets and color tables).

* Use CRT file: Activate this button to use a CRT converting table. This table consists of two columns, which are
separated by a blank. In the first column there is the symbol number of the OCAD symbol in the map which is to
be imported. In the second column there is the symbol number of the opened OCAD file. Visit the Cross
Reference Table page to get more information about CRT-Files.

Example:

526.0 813.1

That means that all objects with the symbol number 526.000 will get the number 813.001 after the import.
» Load: Click this button to load a CRT file.

¢ Please note that this CRT file is not compatible with the CRT files created in Convert Layers dialog! A list of
all CRT-Files which can be used with OCAD can be found on the Cross Reference Table page.

¢ The error message: "Cannot import symbol" appears if OCAD could not import a symbol. The import is aborted.

Import Adobe Illustrator File _Pro.]

Choose an Adobe Illustrator file (*.ai) in the Import dialog and click the open button. Files from Illustrator version 4
and later can be imported.
The objects from an Adobe Illustrator file are imported into OCAD as image objects. The layer names are imported
with the objects. The layer name is displayed in the left part of the status bar if an image object is selected.

¢ Use Convert Imported Layers to Symbol from the Map menu to convert the imported objects from image
objects to symbolized OCAD objects.

Import DXF File _Pro.]

DXEF stands for Drawing Exchange Format and is a CAD data file format developed by Autodesk made for data

exchange between AutoCAD and other programs (Read more in the Wikipedia Article [1]).

Choose a DXF-File (*.dxf) in the Import dialog and click the open button. The Import DXF-File dialog appears

with the following options and information:

* DXF size: This box shows the range of the coordinates in the DXF file.

e Offset: Choose here whether you want to change the OCAD real world coordinates or to keep the existing ones.

* New offset: Choose this option if no real world coordinates are defined for the map. If you leave the proposed
offset unchanged, the imported objects will be placed in the center of the OCAD drawing area. In addition, you
can set the desired scale of the OCAD map here.

» Existing offset and angle: Choose this option if the map already has real world coordinates and you want to
fit the imported DXF file to the existing coordinates.

* Coordinates: Define here how the coordinates of the DXF file should be interpreted.
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* GIS (1 meter/unit): Choose this option when importing DXF files from Geographic Information Systems
(GIS), where 1 unit in the DXF-File corresponds to 1 meter in the real world. The map scale is used for the
transformation. Choose Scale and Coordinate System from the Map menu to set the map scale.

¢ Check the Import coordinates option to set automatically the real world coordinates in OCAD to those in the
DXEF file. Choose Scale and Coordinate System from the Map menu to switch real world coordinates on and
off.

e Other: Choose this option when importing DXF files from graphic programs. Enter the size in millimeters of
one DXF unit on the map (e.g. if the DXF units are inches, enter 25.4).

¢ Convert text Objects from OEM to Unicode: Activate this box if the text in the DXF file is encoded in the

OEM character set. OEM character set is used by old DOS programs and concerns only accented characters (&, a,

a etc.). Windows programs normally produce text in the ANSI character set. If accented characters are not

imported correctly, try this option.

* Import INSERT as point object: Activate this option to import INSERT objects in the DXF file as point objects
in OCAD. Otherwise the definition of INSERT objects is imported.

* CRT: Click this button if you have converted a similar DXF file before using Convert layers. A file dialog box
appears. Choose the CRT file created with the Convert layers command. Read more about CRT-Files on the

Cross Reference Table page. You will find examples there, too.

¢ If you do not use a CRT-File for importing a DXF-File, the DXF objects are imported as Unsymbolized
Objects. Use the Convert Imported Layers to Symbol function in the Map menu to assign the objects to a symbol

later on.

Import EMF File Pro.|

Choose this function import Windows Enhanced Metafile.

This import file format is obsolete.

Import GPX File  Pro.

Choose the .gpx file format in the Import File dialog. Read more about importing GPX files in the GPS - Import
from File article.

This function is also available for the OCAD 11 Starter and the M= OCAD 11 Course Setting Edition.

For this purpose, choose the Import from File command in the GPS menu.

Import OSM Files  Pro.]

A description of this function with an example can be found on the Import Open Street Map Files page.

Import NMEA Files  Pro.

Choose the .nmea file format in the Import File dialog. Read more about importing NMEA files in the GPS -

Import from File article.

This function is also available for the OCAD 11 Starter Edition. For this purpose, choose the Import from

File command in the GPS menu.
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Import PDF Files  Pro]
Choose a PDF-File in the Import dialog and click the Open button. The Save Cross Reference Table dialog

appears. If you want to save a CRT-File, click the Save button. If you want to continue without saving a CRT-File,

click the Cancel button. Learn more about CRT-Files on the Cross Reference Table page.

The PDF-File is displayed in the middle of the current view of the map. All objects are selected, hence, it can be

easily moved to the desired position.

Please note, that it is only possible to import vector PDF-Files. If the PDF-File contains raster images, they are

displayed as a grey area on the map.

¢ Vector objects in PDF-Files are imported as Image Objects and can be converted to symbols using the Convert
Imported Layers to Symbols function. Learn how to make a point symbol out of a vector graphic by reading the
Create a Point Symbol out of Vector Data article.

Import Freehand XML Files  Pro.
Import Freehand XML X
Font name translation
¥ |Load font name translation table | Load... |
File name: C:\Wsers\Farrodin\Documents\FreehandFontTranslationTable, ort

Geo-referencing layer

Imported layer: OcadPassPoints|

| Convert Imported Layers to Symbaols

| 2K, | | Cancel | | Help

Choose a Freehand XML File (*.rcw) in the Import dialog and click the open button. The Import Freehand XML
dialog appears with the following options:

Font name translation:

¢ Select the load font name translation table option if the Macintosh font names used in the Freehand XML file

should be translated to the Windows font names. This translation is defined in a cross reference table (*.crt).

Example:

NicV—-Normal; NicV

That means the font of all objects that used the NicV-Normal in Freehand will be changed to NicV after the
import.

* Load: Click this button to load a CRT file.

* File name: The file name of the loaded CRT file is shown here.

Geo-referenceing layer:

* Imported layer: OCAD offers a coarse georeferecing for Freehand XML files if the Freehand XML file contains

a layer with coordinate values. This layer must be entered in the imported layer text box.
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Convert imported layers to symbols:

* Select this option if the imported layers should be converted to OCAD symbols. This step can be done also after
the import by using Convert Imported Layers to Symbol from the Map menu.

Import Shape Files  Pro.

Get some information about Shape Files on Wikipedia 21

Shape size
Easting:
Maorthing:

Coordinate system

Import Shape File

783000..787000
151000..155000

Shape file: Swiss Grid CH1903 Choose..,

Map: Swiss Grid CH1903

Offset
Mew offset

@ Existing offset and angle
(785000 / 153000 / 0.00)

Database type
dBase

Microsoft Access 2007 accdb

@ Microsoft Access 2003/2010 mdb

Key field in database
Create new key field

@) Use existing key field:

Imported layer

153000

Code page of dBase import file
@ Default

Code page: DOS USA code page 437

o

[oBJECTID

Do not import any layer information

@ Use layer information from field:

[oBiECTVAL

(

Cancel | |

If you choose an ESRI Shape File in the Import dialog, the Import Shape File dialog appears. The import dialog

offers the following options:

Shape size:

* This box shows the dimension of the data in the shape file using its coordinates.

Coordinate System:

* This box allows you to transform the imported Shape file data to the maps coordinate system. Click the Choose

button to choose the Shape file's coordinate system if it is different to the map coordinate system.

Offset:

¢ New offset: Choose this option when importing the first shape file to the actual map and if the map is not
georeferenced yet. OCAD proposes reasonable easting and northing offset values. OCAD also proposes a map
scale that the entire map in the shape file fits into the drawing area of OCAD.

» Existing offset and angle: Select this option when importing the second and the following shape file to the actual
map or if the map is already georeferenced. The new shape file will then fit to the already imported shape files.

Database type:

¢ Since OCAD 11 you can choose between the database types dBase, Microsoft Access 2007 accdb and Microsoft

Access 2003/2010 mdb.

* If one of the Microsoft Access options is chosen then the code page can be defined. This is important to ensure a

correct text conversion from dBase (Ansi) to Microsoft Access (Unicode) conversion.
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Key field in database: OCAD creates a copy of the Shape file's dBase file during the import process. OCAD can

optionally add an additional key field to the copied dBase file.

* Create new key field: Select this option, if the dBase file does not contain a key field with a unique key for each
object or if you are not sure if such a key field exists.

» Use existing key field: Select this option, if the dBase file already contains a key field and you are sure that it
contains a unique key for each object. Select the key field.

Imported layer:

* Do not import any layer information: Select this option if no layer information should be imported. Symbols
must be assigned with Assign Symbols by Records command in Database menu. This may takes a lot of time.

* Use layer information from field: Select this option if you want to import layer information (ex. lake, forest
etc.) from a specified dBase field. This allows you to choose Convert Imported Layers to Symbol from the

Map menu to assign symbols to the imported data.

Import SVG Files  Pro_

[SVG [3]] stands for Scalable Vector Graphics, an XML-based file format for two-dimensional vector graphics.
Choose an SVG file (*.svg) in the Import dialog and click the open button.
The objects from the SVG file are imported into OCAD as image objects. The layer names are imported with the
objects. The layer name is displayed in the left part of the status bar if an image object is selected.

¢ Use Convert Imported Layers to Symbol from the Map menu to convert the imported objects from image
objects to symbolized OCAD objects.

Import WMF Files _Pro.|

Choose this function import Windows Metafile.

This import file format is obsolete.

Import XYZ Files _Pro.|

These files contain 3d coordinate values.

¢ Real world coordinates must be chose in Scale and Coordinate System dialog from the Map menu and

map offset must be set that the imported points are within the drawing area.

Import X¥Z File e

Point Symbol

Assign symbols: » ~ 06.000 Data Point

Ok ] l Cancel I l Help I

b
Choose a point symbol that should be assigned to the imported objects. OCAD will create point objects with x/y

coordinates. z values are assigned to the objects' height property. Select an object and show Object Information to

see height value of the selected object.

After the import OCAD shows a summery about the imported points.
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OCAD 11.15.1365 - Professional (eSS

Imported points: 887768
Mot imported points: 0

| ok || Hep

e A

XYZ-File example

579609.39 335648.46 701.00
579609.40 335627.71 698.79
579609.40 335659.36 702.60
579609.40 335729.36 711.52
579609.40 335766.15 715.91
579609.41 335674.01 704.39

Example

The following example shows the result of DTM xyz file import.

ol

OCAD created for each data point a point object which are assigned to a point symbol (black dot).

Converting a Layer Manually

When importing a file which is not an OCAD file, Unsymbolized Objects are created. They appear in the color
specified in OCAD Preferences. When you select such an object, a layer name will appear on the left side of the
Status Bar. To get a real map, the layers have to be converted to OCAD symbols.

Normally you convert layers using the Convert Imported Layers to Symbols command from the Map menu. You

can also convert a layer manually:

1. Select an imported unsymbolized object. On the left side of the Status Bar the layer name is shown.

2. Select the corresponding OCAD symbol in the symbol box.

3. Choose the Change Symbol (All Objects with Corresponding Symbol) function in the Object menu or in the
Edit Functions Toolbar.

4. Leave the preset values unchanged and click the OK button.
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Previous Chapter: Background Map
Next Chapter: Drawing an Object
Back to the Main Page.
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Import Open Street Map Files

Open http://www.openstreetmap.org/

Look for the desired area.

Choose the Export command from the menu.

Choose the Area for Export.

Select the OpenStreetmap-XML-data option as format.
Click the Export button.

SNl e

Vview Edit ~ History = Export

Export Close
Area to Export

793759 | [793%61 |

Ianually select a different area

Format to Export

@ OpenStreethap XML Data
Map Image (shows standard layer)
Embeddable HTML

Licence

OpenStreetMap data is licensed under the Creative Commons Attribution-ShareAlike
2.0 license.

7. Create a New Map and use the OpenStreetMap 10 000.ocd symbol set in the Topographic, city or leisure
map category.

8. Choose the Import command in the File menu and select the just downloaded map.osm' file.

9. If the map is not saved yet, OCAD asks you to Save As the map.

10. If the Coordinate System is not set yet, OCAD asks you to choose a correct coordinate system and zone.
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Coordinate system =N

Grid is undefined! Please select your local grid ar the UTM

Zone,

Coordinate system
Coordinate system: [UTM v]
Zone: | zone 32 North »|[  Find. |
Map datum: WGS 54
Ellipsoid: WiG5 1954
Location: 6% -12° east, north of equator
EPS(: 32632

o[ Gl ] [

b

11. Click the OK button to continue.

12. The Import OpenStreetMap XML dialog appears. You have to load a CRT-File now. Learn more about
CRT-Files on the Cross Reference Table page. The osm2ocad.crt file is used by default and fits with the chosen
symbol set. If you uncheck the Convert Imported Layers to Symbols box, the OSM data is imported as
Unsymbolized Objects. Otherwise, a symbol is allocated to each OSM object, which is that, what you normally

want.

-

L

2% Import OpenStreetMap Xml

= | B

CRT

Convert Imported Layers to Symbaols

File name:  C:Program Files\OCADVOCAD 11\CrtlosmZocad.crt

[

Load... ]

(0] ] [ Cancel

I

Help

13. Click the OK button to continue

14. The Map offset dialog appears. It is possible to change the coordinate system once again in this dialog. In
addition, you can enter a new offset. OCAD proposes an offset which fits best to the OSM data. Choose the

Existing offset and angle option if you do not want to change the offset.
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Map offset

£3

Coordinate system:

UTM Zone 32 North

Offset
@ Mew offset
Easting offset: 463000
Morthing offset: 5223000
Angle: 0.00 * deg

Map scale: [10000] - Ok

() Existing offset and angle Cancel

0 /0 /0,00) Help

L%

15. Click the OK button to continue.
16. The Save Cross Reference Table dialog appears. This can take several seconds.

17. Browse a location for the new Cross Reference Table and click the Save button.

18. OCAD imports all OpenStreetMap objects now.

CRT File

The corresponding Cross Reference Table to this function in the OCAD directory looks as follows:

1001.
1001.
1002.
1002.
1003.

In the first column, the symbol numbers of the Open Street Map symbol set are listed. In the second column, the

0
1
0
1
0

way_highway_motorway
way_highway_motorway_tunnel_yes
way_highway_motorway_link
way_highway_motorway_link_tunnel_yes

way_highway_trunk

name of the corresponding Open Street Map object can be found.

At the end of the importing process you have to save another CRT-File. This is the same CRT-File as the loaded one
but, in addition, the layer names of objects, which the standard symbol set does not provide, are added with a symbol
number 0.0. You can add these symbols to the symbol set and enter the number directly in the CRT-File with a
normal Text Editor (e.g. Microsoft Notepad). Then use the Convert Imported Layers to Symbols function to

symbolize the Unsymbolized Objects.

¢ - OCAD will convert directly the layers to symbols during the import when the check box Convert Imported

Layers to Symbols is checked.
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- Choose the Convert Imported Layers to Symbols function in the Map menu to load the *.crt file and

convert the layers to symbols later on.

Back to the Import Files page.

How to Import FreeHand Files

FreeHand Vis a desktop publishing software from Adobe 21

Building up line symbols in OCAD is different to FreeHand: For example, in OCAD a street line symbol, consisting
of two side lines and a street panel, is depicted with a single line axis. In FreeHand the same street symbol consists
of three line elements that are grouped. If objects from Freehand files are imported via an Al file into OCAD, only

the effective line axes (point, surface and line geometry) can be imported.
For this purpose we recommend that you proceed as follows:

1. First of all generate the map symbols in OCAD by exporting the Freehand map legends in Al format (version 8)
and importing them into OCAD. In this context consult our Howtos film: Constructing a point symbol from an
Adobe Tllustrator file ]

2. Import the Al file with the map into OCAD.

3. Construct a CRT table by assigning the number of the Al symbol to OCAD’s symbol number. You should only
use the objects with the actual point, line and surface geometry.

4. Execute the script (translate planes). The point, line and surface geometries are assigned to the appropriate
OCAD symbols!

See also: Migration of unstructured DTP maps

References

[1] http://www.adobe.com/products/freehand/
[2] http://www.adobe.com
[3] http://ocad.com/howtos/56.htm
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Cross Reference Table

A Cross Reference Table (CRT) contains data which refers to related or synonymous information elsewhere,

usually within the same document. Therefore, a Cross Reference Table helps OCAD to transcribe data (symbols,

text etc.) with new information.

A CRT-File (with the ending .crt) is a text file with the necessary information for the translation. All CRT-Files

which are saved by OCAD contain a table with two columns. Information from the second column gets translated

into the information of first second column. In some cases it is the other way round.

The following table from the Convert Imported Layers to Symbols function can be taken as an example. In the

first column symbol numbers of the OCAD File are listed. In the second column the layer names are listed. OCAD

converts now each layer to an object with the symbol listed in the first column.

101.
102.
103.
502.
506.
527.

000
000
000
000
000
000

CONTOUR
INDEXCONTOUR
FORMLINE
ROAD

PATH
BUILDING

CRT-Files are used for many OCAD functions:

Function First Column Second Column
Convert Imported Layers to Symbols Symbol number Layer name
Convert Text Objects to Point Objects | Symbol number of point object Plain text

Convert Text Objects from OEM to
Unicode

Unicode (0..65535)

OEM character code (0..255)

Load Colors and Symbols From

Symbol number of the current
OCAD-File

Symbol number of the symbol to replace with of the other
OCAD-File

Import OCAD Map Symbol number of the map to be Symbol number of the currently opened OCAD-File
imported

Import DXF File Symbol number in the OCAD Map Name of the corresponding DXF-Layer

Import PDF File Symbol number in the OCAD Map Name of the corresponding layer in the PDF-File

Import Open Street Map Files

Symbol number in the OSM symbol

set

Name of the corresponding layer in the OSM-File

More are following...

In some of the functions, the CRT-File can be created, edited, loaded or saved directly in the function dialog. This

part of the dialog looks as follows:
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CRT file
File name: CvUs ers\WIKITEST. crt

Load... ] [ Save ] [ Save as...

Imported layer

Imported layer: Symbal:

101.000 Contour

INDEXCOMNTOLUR 102,000 Index Contour

FORMLIME 103.000 Form line

ROAD 502,000 Major road

PATH 506,000 Footpath

BUILDIMNG 527.000 Setement

(8) [ Add ][ Delete |

[ Execute ] [ Cancel ] [ Help ]

You have the following options:

Load: Click this button to load an existing CRT-File.

Save: Click this button to save the changes to a CRT-File.

Save as: Click this button to save the changes to a different CRT-File.

First Column (in the example OEM [0..255]): In this column you can select or enter the data which you want to
translate.

Second Columng (in the example Unicode [0..65535]): In this column you can select or enter the data which the
first column shall be translated into.

Move Up: Click the Move up icon to move the selected line upwards in the table.

Move Down: Click the Move down icon to move the selected line downwards in the table.

Add: Click this button to add a reference to the list.

Delete: Click this button to delete the selected reference.

You can edit a CRT-File with a text editor (e.g. Microsoft Notepad), too.

Examples

Load Colors and Symbols From

The CRT-File of the Load Colors and Symbols From function is defined as follows:

In the first column of the cross reference table the symbol numbers of the current map are listed. In the second

column symbol numbers of the other OCAD-File are listed, namely those numbers of symbols, which the current

symbol has to be replaced with.

Example:

526.000 813.001
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If a row of the CRT-File looks as in the example, the symobls of all objects with the symbol number 526.00 will get
the symbol of the other OCAD-File with the number 813.001.

Import OCAD-Files
The CRT-File of the Import OCAD Map function is defined as follows:

In the first column of the cross reference table the symbol numbers of the map to be imported have to be listed. In

the second column the symbol numbers of the currently opened OCAD-File have to be listed.

Example:

101.000 305.000

All objects with the symbol 101.000 in the file which is to be imported are assigned with the symbol 305.000 of the
currently opened OCAD-File.

Import DXF-Files

Click the CRT button in the Import DXF File dialog box to load a cross reference table. A cross reference table is
used when Importing or Exporting a DXF file. It defines how DXF layers are translated to OCAD symbols and

vice versa.

Each line in this file contains an OCAD symbol number and the name of the corresponding DXF layer. The two are

separated by a space character. Use an application such as Microsoft Notepad to create a cross reference table.

This is an example:

101.000 CONTOUR
102.000 INDEXCONTOUR
103.000 FORMLINE
502.000 ROAD

506.000 PATH

527.000 BUILDING

When importing from DXF to OCAD, all objects in the DXF file with the layer name CONTOUR are translated into
symbol 101.000. When exporting from OCAD to DXF, all objects with the symbol 101.000 get the layer name
CONTOUR. Choose Convert layers from the Map menu to create a CRT file for an imported map.

Import PDF-Files

When you import a PDF-File in an OCAD map, you are asked if you want to save a CRT-File. This CRT-File is
helpful when you want to convert the layers in the PDF-File to symbols later on. The layer names are saved in the

second column of the file. In the first column you will have to enter the corresponding symbol number manually.

Import Open Street Map Files
The corresponding CRT-File to the Import Open Street Map Files function in the OCAD directory looks as

follows:
1001.0 way_highway_motorway
1001.1 way_highway_motorway_tunnel_yes
1002.0 way_highway_motorway_link
1002.1 way_highway_motorway_link_tunnel_yes
1003.0 way_highway_trunk
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In the first column, the symbol numbers of the Open Street Map symbol set are listed. In the second column, the
name of the corresponding Open Street Map object can be found.

At the end of the importing process you have to save another CRT-File. This is the same CRT-File as the loaded one
but, in addition, the layer names of objects, which the standard symbol set does not provide, are added with a symbol
number 0.0. You can add these symbols to the symbol set and enter the number directly in the CRT-File with a
normal Text Editor (e.g. Microsoft Notepad). Then use the Convert Imported Layers to Symbols function to
symbolize the Unsymbolized Objects.

Image Objects

layout object table

color table

order of import

background map table

An image object is an imported vector graphic element. These are solely line and area objects. Not all OCAD editing
functions can be applied to image objects. An image object must be converted into an object or assigned to a symbol

before it can be edited. Image objects can be converted individually or automatically based on a reference table.

HZ Image objects 21



http://ocad.com/en.wiki/index.php?title=Map%23Convert_Imported_Layers_to_Symbols
http://ocad.com/en.wiki/index.php?title=File:Order_ImageObjects.PNG
http://ocad.com/en.wiki/index.php?title=File:Camera.jpg
http://www.ocad.com/howtos/60.htm

Drawing an Object 141

Drawing an Object

layout abject table

color table

background map table

Draw a Point Object | Pro] | cs |

1. Choose a point symbol.

2. Select any drawing mode. The cursor appears as a crosshair with a point in the upper right-hand corner.
3. Click a position in the drawing window.
4

. The point object appears.

W -To define a specific direction of for the object, click and hold the left mouse button on desired position;
then drag to the direction you wish the object to be oriented to.

-The object can be adjusted retrospectively. To do this, select the point object and align it using the
Indicate direction of area pattern, point or text object function.

HZ¥ Drawing point objects [

Draw a Line or Area Object | Pro ] | cs|

You must select one of the eight drawing modes to draw a line or area object. The cursor appears as a crosshair with

the symbol for the selected drawing mode in the lower right-hand corner.

Draw a Straight Line ™ [ cs |
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Draw a straight line

1. To draw straight lines such as streets, power lines or sidewalks, select Straight line mode.

2. Select a line or area symbol from the symbol box.
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3. Select Straight line mode.
4. Position the cursor at the point where you want to start the line, then click and hold the left mouse button and

drag the cursor in the desired direction. The help line provides a preview of the line that has just been drawn.

5. To add a vertex to the straight line, release the left mouse button. Now press and hold the left mouse button once
more and drag the cursor in the desired direction. Repeat this process as often as necessary.

6. Click the left mouse button when you have finished drawing and the help line is transformed into the selected line

or area symbol.

H3 Drawing straight object 21

Draw a Curve  Pro.
i

Select Bézier Curve mode to draw flowing or curved lines such as contours or shore lines. Drawing Bézier Curves
requires some practice as you need to get a feeling for where the radius or curvature of a flowing or curved line
changes. The turning point is where the vertex and its tangents need setting. Once you have mastered this technique,

you will be able to draw curved lines and area objects efficiently and precisely.

Inflection point of a Bézier curve

1. Select a line or area symbol from the symbol box.

2. Select Bézier-Curve mode.
3. Position the cursor at the point where you want to start the line, click and hold the left mouse button and drag the

cursor to form the radius you want and release the left mouse button.
4. Position the cursor at the next inflection, click and hold the left mouse button and drag the cursor to form the

radius you want and release the left mouse button. The help line provides a preview of the curved line that has just

been drawn. Repeat this process for each inflection point.
5. Click the left mouse button when you have finished drawing and the help line is transformed into the selected line

or area symbol.

7

Draw a Bézier curve

¢ -If you are unhappy with the tangent, simply click the Backspace button. The last tangent will be
deleted and you can try again. You can delete as many tangents as you like up to the beginning of the line.

This is not possible once the object has been completed.
-Sinuous lines can be managed easily by placing tangents at the outermost points.
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Outermost inflection point of a Bézier curve

W You can force a corner vertex by dragging two tangents from the same vertex point. Curve: Tangents 2

and 3 start at the same point but move in different directions. A corner vertex is created.

Create a corner vertex in a Bézier
curve

HZ Drawing curve object 31

W You can draw parts of a line or area object using different drawing modes. Select the appropriate symbol
and draw the first part of your object using a drawing mode. Now press the Tab button until the desired

drawing mode appears and then continue drawing.

Yl W

Draw objects using different drawing modes

" You can lengthen existing line objects or expand area objects. Simply select the appropriate symbol, press
and hold the Shift ?}ﬂ button and start drawing at the beginning or end of the existing object. Release the
Shift Eﬂ button once the line or area has been added.

HZ Continuing existing objects 41

v To draw horizontal or vertical lines, press and hold the Alt button. The Shift ?}ﬂ and Alt button functions

can be combined.

Draw a Freehand Line  Pro.|

=

Freehand drawing mode plots the movement of the cursor and converts it into a line. Tracing flowing or curved lines
using this mode is not very efficient or precise. Depending on the drawing speed and selected smoothing factor (1, 2

or 3), the line may appear somewhat angular because the vertices are connected using straight lines.

1. Select a line or area symbol from the symbol box.
2. Select Freehand mode.
3. Position the cursor at the beginning of the line, press the left mouse button briefly and trace the line you want

using the mouse.
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4. Click the left mouse button when you have finished drawing and the help line is transformed into the selected line
or area symbol.
If you draw in freehand mode the same way as in straight mode, normal points will be placed at the corners. Unlike

corner points, normal points do not affect dashed lines.

Draw a Rectangular Area Pro |
&

Select Rectangular mode if you want to draw rectangular areas or objects such as buildings or squares. This

drawing mode creates a right-angle in every corner and ensures the start and end points of the outline are identical.

1. Select a line or area symbol from the symbol box.

2. Select Rectangular mode.
3. Position the cursor on one of the corners of the longest side of the rectangular area. Press and hold the left mouse

button and drag the cursor along the longest side to the next corner.

4. When the cursor reaches the corner, release the left mouse button and then press it again. Hold the left mouse
button and drag the cursor towards the next corner. The help line provides you with a preview of the straight line
that has just been drawn. A broken line shows you what the rectangular object will look like when you have
finished. Repeat the above process to draw a line to the third corner.

5. Click the right mouse button to finish the drawing; the help line is then transformed into the selected line or area
symbol.

You should always draw the longest side of a rectangular area first since it is easier to define the rectangular

orientation of an area from the longer side.

Draw a rectangular area or line

[5]

HZ¥ Drawing rectangular objects

Draw a Rectangular Line  Pro |
2

Select Rectangular line mode if you want to draw rectangular line objects such as sidewalks or stairs. This drawing
mode creates a right-angle in every corner. The only difference between Rectangular line mode and Rectangular

mode is that the start and end points are not identical when using rectangular line mode.

1. Select a line symbol from the symbol box.

2. Select Rectangular line mode.

3. Position the cursor at the beginning of the rectangular line. Press and hold the left mouse button and drag the
cursor along the longest side to the next corner.

4. When the cursor reaches the corner, release the left mouse button and then press it again. Hold the left mouse
button and drag the cursor towards the next corner. The help line provides a preview of the line that has just been
drawn. Repeat this process until you reach the end of the rectangular line.

5. Click the left mouse button when you have finished drawing and the help line is then transformed into the

selected line symbol.
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You should always draw the longest side of a rectangular line first since it is easier to define the rectangular

orientation of a line from the longer side.

Draw a Stairway  Pro.

-

Select Stairway drawing mode if you want to draw a rectangular stairway.

1. Select a line symbol from the symbol box.

2. Select Stairway mode.

3. Position the cursor at the beginning of the stairway. Press and hold the left mouse button and drag the cursor
along the longest side to the next corner.

4. When the cursor reaches the corner, release the left mouse button and then press it again. Hold the left mouse
button and drag the cursor towards the next corner. The help line provides a preview of the line that has just been
drawn.

5. Hold the left mouse button and drag the cursor to the first step. The step help lines provide a preview of the

stairway. Release the left mouse button.

3. Deepness of
the first step

2. wide side of
the stairway

1. long side of
the stairway

Draw a Circular Object | Pro.]

@

Select Circle mode if you want to draw circular objects such as roundabouts or silos.

1. Select a line or area symbol from the symbol box.

2. Select Circle mode.
3. Position the cursor at the edge of the object, then press and hold the left mouse button and drag the cursor to the

opposite edge. Release the mouse button. The help line is transformed into the selected line or area symbol.
v -The outline or circular line is drawn as a Bézier curve.

-You can also drag the circle from the center point. Simply press and hold the Shift 2" button and drag
a radius.
-Clicking the center of the circle with the right mouse button without dragging displays the Draw Circle

dialog box. Here you can enter the radius of the circle in mm or m.

HZ¥ Drawing circular objects (el
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Draw an Elliptical Object  Pro ]

7

Select Ellipse mode if you want to draw oval objects such as hills or dips.

1.
2.
3.

Select a line or area symbol from the symbol box.
Select Ellipse mode.

Position the cursor at the beginning of the longer ellipse axis, then press and hold the left mouse button and drag
the cursor towards the end of the axis.
. Position the cursor at the beginning of the shorter ellipse axis, then press and hold the left mouse button and drag
the cursor towards the end of the axis. Release the mouse button. The help line is transformed into the selected

line or area symbol.

5=

Draw an elipse

HZF Draw an ellipse 7

v The outline or ellipse line is drawn as a Bézier curve.

HZF Drawing elliptical objects 7

Draw Multiple Point Objects  Pro.

This drawing tool is used to draw several point objects that are placed on a line with a constant interval.

1. Choose a point symbol in the symbol box.

2. Choose the drawing tool Drawing multiple point objects from the Edit and Drawing toolbar.
3.

4. The Dialog Draw Multiple Point Objects appears:

Draw a line from the position of the first to the position of the last feature.

Draw Multiple Point Objects

Mumber of objects: S

{ ¥

| Ok || cancel || hHep |

Enter the number of objects and click the OK button.

The defined number of objects are drawn:

O
o

Defined number of objects
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¢ If the number of objects is 1, the objects position will be in the center of the drawn line.

Laser Distance Drawing Mode m
)

Laser distance meter drawing tool.

Numerical Drawing Mode  Pro.

Select Numeric mode if you have measurement values or coordinate pairs for specific objects.
HZ Numeric drawing mode 81
Construct a point object using distance or azimuth measurements.

1. Select a point symbol from the symbol box.

N

Select Numeric mode.
Enter the coordinates of your location in the Easting and Northing fields. A small cross highlights the position in

(O8]

the drawing window.

Enter the length in mm or m in the Length field and the Angle in a clockwise or counterclockwise direction.
. Click End.

The angle and distance measurements are used to position the point object.

o v e

¢ -You can change the direction from clockwise to counterclockwise, or vice-versa, by clicking the
Counterclockwise or Clockwise buttons.
-You can change the unit of measurement from millimeter to meter, or vice-versa, by clicking the
Millimeter or Meter button.
Construct a line or area object using coordinate pairs.
1. Select a line or area symbol from the symbol box.
2. Select Numeric mode.
3. Enter the coordinates of your first coordinate pair in the Easting and Northing fields. A small gray cross

highlights the position of the first coordinate pair in the drawing window.

. + o
. Select the construction mode + Enter positions.
. Enter the coordinates of the second coordinate pair in mm or m and click Next. A help line appears between the

N B

first and second coordinate pair. Repeat this process as often as necessary; the help line is extended each time.
Click End once you have entered the final coordinate pair.

6. The sections are then transformed into the selected line or area symbol.

Construct a line or area object using distance or azimuth measurements.

1. Select a line or area symbol from the symbol box.

2. Select Numeric mode.

3. Enter the coordinates of your starting point in the Easting and Northing fields. A small cross highlights the

position of the starting point in the drawing window

. Select the construction mode ¥ Enter length and angle.
. Enter the length in mm or m in the Length field and enter the Angle in a clockwise or counterclockwise

[0S

direction. A help line appears that displays the distance and azimuth from the starting point. Repeat this process as
often as necessary; the help line is extended each time. Click End once you have entered the final distance and
azimuth values.

6. The sections are then transformed into the selected line or area symbol.
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Place a Text Object m™ | cs |

Text and line text symbols are available for placing text. Text symbols are generally aligned horizontally. Line text

symbols follow the flow of rivers or streets.
Place a text object
You can choose text frames or anchor points for placing text objects.
H3H Writing text 91
Define a text frame
1. Select a text symbol from the symbol box.
2. Select a drawing mode.
3. Position the cursor on the upper left-hand corner of the desired text frame, then click and hold the left mouse
button and drag the cursor to the lower right-hand corner. Release the mouse button. The text cursor for inputting

text appears.

4. Enter the desired text. The line break is added automatically Press Enter to start a new paragraph.

Kikiki kikikj kikjki kjkjki
ikikik jKikik jkikik jkikik
jkjkjk.

Place text uzing a text frame

H3¥ Writing text 1
Define a text anchor point

1. Select a text symbol from the symbol box.

2. Select a drawing mode.

3. Position the cursor at the point where the text is to be anchored. Release the mouse button. The text cursor for
inputting text appears.

4. Enter the desired text. Press Enter to start a new paragraph.

H3¥ Writing text ]
Place a Line Text Object
Select a Line Text symbol if you want your text to follow the flow of a curve.

1. Select a Line Text symbol from the symbol box.

2. Select Bézier Curve mode.
Draw a curve

1. Once you have finished drawing the line, a help line appears as well as the text cursor for inputting text.
2. Enter the desired text.

-"." ’h,l"|L|

L
y,;

Place text using a text =ymbol

HZ¥ Writing text 1

Edit a vertex:
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[

To edit a vertex, select the Select Object and Edit Vertex editing mode. You will then be able to move, delete or
change the type of vertex.

For point objects, the middle of the symbol is represented by a large square O . For line and area objects, the first
point of the object is represented by a large square O | vertices by small squares D , and the last point of the object

by a cross X. With Bézier curves, circle symbols ©  are used to represent the ends of the tangents.

o=

Selected Bézier curves displaying
the starting peint, vertex, tangents
and endpoint

HZ Drawing curves 31

When drawing broken or dotted lines in OCAD, the dashes and spaces always have the same length. You will never
get half dashes or spaces; the dashes are distributed proportionally across the entire object. However, if you add a
corner vertex, the dashes before and after the vertex are calculated separately. A corner vertex is made up of two
adjoining dashes; a dash point is positioned at the center of a single dash (the dash is therefore split in the middle).

Corner vertices and dash points are therefore used to define the appearance of corners and intersections.

The following functions are available for editing vertices and influencing dashed lines:

& Remove Vertex: Remove a vertex from the object. Alternatively, you can press the Ctrl button and then
click the vertex.

H3¥ Different point types [10]

.
e
. .
- - 'y

Normal vertex and corner vertex

~ A~
,"/ R T A //\“-

Mormal vertex, dash vertex and corner vertex

s
——
Mormal vertex, dash vertex and corner vertex

v Every vertex can be changed into a different kind of vertex. To do this, simply select the vertex type you
want and then click the vertex object to change it.
HZF Influencing dashed lines [t
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Tips with Keyboard and Mouse

Drawing

Continue an existing line: Press the Shift key and click the end point of the line to be continued. This can be
used instead of the 4 Merge function.

Draw horizontal or vertical lines: Press the Alt key while drawing. The line snaps in a vertical or horizontal
direction. This can be useful when drawing a border or north lines. This function is also available in the L CS. |
OCAD 11 CS Edition.

Following Existing Objects: Hold the Ctrl key and click with the Left Mouse Button a point on the line to be
followed. The Ctrl key can be released now. Keep the Left Mouse Button pressed and release it at the point the
following shall stop. The drawing of the line can be continued now.

Change drawing mode during drawing and editing: Press the Tab key until the desired drawing mode appears

to change the drawing mode.

Editing

Delete Vertices from line or area objects: Hold the Ctrl key and click the vertex with the Left Mouse Button.
See also: = Remove Vertex Tool

Add Normal Vertices to line or area objects: Hold the Shift and the Ctrl key pressed and click the
corresponding point on the line with the Left Mouse Button. See also:  Add Normal Vertex Tool

Select an object under a already selected object: Hold the Alt key and click the object above the object to be
selected. This function only has an effect if you are clicking near a Vertex of the object above.

Move the selected object: Use the Arrow keys to move a selected object. For more information about selecting
and moving objects visit the Select page.

Select multiple objects: Hold the Shift key and click the objects to be selected one after another. As an
alternative, drag an area with the Right Mouse Button in the ™ Select and Edit Object or P Select Object
and Edit Vertex mode to select all objects which are in it. Read the Select Multiple Objects article for more

information.

Cutting

Select next object: Select a line object and choose the & Cut function. If you press the Alt key, the cursor
changes to the B Select Object and Edit Vertex mode. Keep the Alt key pressed and click the next object you
want to cut. Release the Alt key and continue with the cutting.

Insert a virtual gap: Select a line object and choose the & Cut function. If you press the Ctrl key while
cutting, a virtual gap is inserted. A virtual gap is graphical gap only: the line is not interrupted.

Dashed line: Insert a gap at the cutting point: Select a dashed line object and choose the & Cut function.
Hold the Shift key while cutting a dashed line to insert a gap with the same length, as the other gaps in the dashed
line, at the cutting point.
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Following Existing Objects L Pro.]

Ctrl button: Following existing objects

Area objects are often limited by line objects. You can trace existing line or area objects without having to redraw
them.

1. Select a line or area symbol from the symbol box.

2. Select a drawing mode.
3. Press and hold the Ctrl button, then position the cursor at the point from which you want to trace the line. This

does not have to be the start or end point of the line. The help line will appear with its vertices.

4. Click and hold the left mouse button and drag the cursor to the desired point. This does not have to be the start or
end point of the line.

5. Release the mouse button. The traced line is transformed into the selected line or area symbol.

Trace a line

¢ -With double lines (e.g. streets), you can trace the middle line as well as both side lines. If you do not
require this option, you can deactivate it under Preferences, Drawing in the Options menu.
-Line tracing is only possible in straight, Bézier and freehand mode.
-It is possible to trace the outline of existing area objects. However, it is only possible to trace up to one
half of the outline, otherwise the trace would be in the opposite direction. The point, up to which the

object can be traced, is represented by a large (the same symbol used for the first point of an object).

H3F Following existing objects 121

Edit an Object _Pro.] L CS. |

N

To edit an object, you must select the Select and Edit object mode. As soon as you have selected the object, the

object frame appears with anchor points ® . You can now move, rotate, cut, stretch or reduce the size of the object

or use the following functions:

Selected object with
object frame

= 3 Duplicate object: Duplicate the selected object. Alternatively, press Ctrl + C und Ctrl + V.
% Indicate direction of area pattern, point or text object: Change the direction of the selected point or
text object or the structure of the selected area object.
(J Rotate Object: Rotate the selected object around a defined rotation point.
% Move parallel: Move the selected line object in a parallel direction or stretch or reduce the size of the

selected area object.
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Move parallel with distance

¢ -Only for line, area and line text objects

-Positive values move the object to the right side, negative to the left.

-'Move': Move the selected object

-'Duplicate: Make a copy and move the copy to the new position
¥ Fill or make border: Fill in a hole in the selected area object using an area symbol or draw a border
around the hole using a line symbol. Fill in the selected line object using an area symbol or combine the

selected area object with an area symbol.
Holes in areas often need filling. With OCAD you can draw a border around a hole using a line symbol or fill in a

hole using an area symbol.

1. Select a hole by clicking it.
2. Select a line or area symbol from the symbol box.
3. Select Fill or make border. A border is drawn around the hole using the selected line object or it is filled in

using the area object.

v After selecting a line or area object, you can combine it with another symbol. Select the object, then

choose the desired line or area symbol from the symbol box and click Fill or make border. The duplicated

object will be positioned above or below the selected object.
#% Find selected objects: Display the selected objects in the center of the drawing window.

Change symbol of object: Assign a new symbol to the selected object.

||.e|| |.(|

Change symbol of all objects with this symbol: Assign a new symbol to all objects with a specific
symbol.

=~ Join: Join the ends of selected line objects that have the same symbol.
HZ¥ Join and merge objects (13]

#' To Curve: Change the selected freehand line into a Bézier curve. Select smooth level in toolbar.

% To Graphics: Break down the selected object into its graphical elements or display the outlines of the

respective elements.
Change from drawing mode to one of the editing modes (Select and Edit object or Select Object and Edit Vertex)

to edit an object. Click the Select and Edit object or Select Object and Edit Vertex button to do this. The cursor
appears as either a solid or transparent arrow.

¢ A context menu appears when you press the right mouse button and you can change from drawing mode to
editing mode and vice-versa. By deactivating the Context menu option under OCAD Preferences, GUI in

the Options menu you can switch from drawing mode to editing mode, and vice-versa, by simply clicking the

right mouse button.
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Snapping

Snapping

Previous Chapter: Import Files
Next Chapter: Select
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Snapping

RN

Click the 4 Snapping icon in the Edit Functions Toolbar to enable snapping.
The snapping works with unsymbolized, graphic and image objects and with objects from symbols with status

normal or protect. The snapping does not work with layout objects, objects from hiddens symbols and with

background maps.

Enter the snapping tolerenace in screen pixel in OCAD Preferences in the menu Options and change Snapping

Tolerance in the category Drawing and Editing. The default value is 5 pixels.

v Press the Crtl + Alt keys to switch on the snapping temporary if the snapping mode is switched off.
H3¥ [Snapping [1]] Note: The snapping tolerence is in Drawing and Editing page (not GUI).
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Live Preview

Click to turn it on OQCAD Preferences in the menu Options and check Enable Live Preview in the category

Drawing and Editing.

™ //&//

Select and Edit Object | Pro ] | cs |

Choose Select and Edit Object in the Select menu or click the Select and Edit Object icon ™ in the Editing and
Drawing Toolbar to select and edit an object. The cursor changes to a black arrow like on the icon > . You are
now in the Select and Edit Object mode.

Click on an object to select it. The selection looks as follows if you have Object Stretching in the Object category
in OCAD Preferences activated:

Select

Stretching Point

Moving Point

Stretch an Area or Line Object

If you have Object Stretching in the Object category in OCAD Preferences activated, you can click and drag the
black squares m (stretching points) to stretch the object. If you want to keep the shape of the object drag a square
from the corner. If you drag a square from the middle, the object is distorted in the corresponding direction. If you
hold down the ?{t key while dragging a stretching point m , the object is stretched relative to the center.

Stretching does not work for point and text objects. If you stretch line text objects, the line is stretched and not the
text.

If Object Stretching is not enabled, the stretching points m are not visible.
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Move an Object

Click and drag one of the unfilled squares o (moving points) to move the object. Each square represents a vertex. If a

hole is selected, you can move it in the same way.

Objects can also be moved using the arrow keys. Press additional the Shift key to move the object faster.

Select a Hole in an Area

It is possible to select a hole in an area object by clicking inside the desired hole. Only the hole will be selected. You
can accomplish editing operations (e.g. Enlarge/Reduce, Fill, Rotate, Move or Delete) as for a normal area object.
Find more about cutting holes on the Edit Object page.

¢ If you have enabled the Auto select symbol when selecting object option in the Symbol category of OCAD
Preferences, the corresponding symbol is automatically selected when selecting an object. This does not work for a
selection of multiple objects. y Disable Context menu in drawing area in the GUI (Graphical User Interface)
category of OCAD Preferences to switch easily to the current Drawing mode and the Select Object and Edit
Vertex mode by a simple click with the right mouse button on the drawing area. If this option is enabled, the context
menu appears by clicking on the drawing area with the right mouse button. Read more about the context menu on the

OCAD Preferences page.

Select Object and Edit Vertex  Pro. | cs |

Choose Select Object and Edit Vertex in the Select menu or click the Select Object and Edit Vertex icon I in
the Editing and Drawing Toolbar to select and edit vertices. The cursor changes to a transparent arrow like on the
icon ® . You are now in the Select Object and Edit Vertex mode. Click on an object to select it. The selection
looks as follows:

The

characteristics of every vertex are visible in this selection.
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Move Single Vertices

Once an object is selected you can move a single vertex of the selected object. Simply drag the desired point to the

new position. If you move vertices of Bezier curves, a help line shows a preview of the new curve while dragging.

Edit a Bezier Vertex

Once an object containing Bezier vertices is selected you can edit those.

- ‘a_a\d
o, .

ot

Drag a tangent endpoint O to edit the tangent.

Select a Hole in an Area

It is possible to select a hole in an area object by clicking inside the desired hole. Only the vertices of the hole will be
marked. You can accomplish editing operations (e.g. Fill, Rotate, Move or Delete) as for a normal area object. Find
more about cutting holes on the Edit Object page.

¢ If you select an object in the Select Object and Edit Vertex [ mode, you can move it using the arrow keys on
the keyboard.

¢ If you have enabled the Auto select symbol when selecting object option in the Symbol category of OCAD
Preferences, the corresponding symbol is automatically selected when selecting an object. This does not work for a

selection of multiple objects.

¢ Disable Context menu in drawing area in the GUI (Graphical User Interface) category of OCAD
Preferences to switch easily between the current Drawing mode and the Select Object and Edit Vertex mode by a
simple click with the right mouse button on the drawing area. If this option is enabled, the context menu appears by
clicking on the drawing area with the right mouse button. Read more about the context menu on the OCAD

Preferences page.

Select and Edit Multiple Objects m =

Drag an area in the > Select and Edit Object or I~ Select Object and Edit Vertex mode to select all objects
which are in it.

You can choose between two modes to select multiple objects in the Select category of OCAD Preferences in the
Options menu: Either all objects must be with at least one vertex in the selection or all objects must be completely in
the selection.

B

Two options to select multiple objects: All

objects with at least one vertex in the selection or
all objects completely in the selection
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Alternatively, you can select every object individually by holding the Shift key while clicking the objects.
In the ™ Select and Edit Object mode it is possible to enlarge or reduce a selection of objects. For that purpose,
drag one of the black squares m in the desired direction.

It is also possible to move a selection of objects in both modes. If you move the mouse over the selection the cursor

changes its appearance to "I" . By clicking and dragging the selection or using the arrow keys you can move it.

¢ Enable the Move multiple objects option in the Warnings category of OCAD Preferences to get a warning
message when you move multiple objects. Use this option in order to guard against moving multiple objects
accidentally.

Select Objects by Symbol  Pro ]

Choose Select Objects by Symbol in the Select menu to select all objects with certain symbols or in a certain layer.

As an example you can select all roads. The Select By Symbol dialog box appears.

belect By Symbaol ﬁ

Select
@ All objects with a selected symbaol

_J All objects in layer:
Unsymbolized objects
Objects with unknown symbol
Objects with invalid symbaol type
Graphic objects

JImage objects

oK ] I Cancel I l Help

e

All objects with a selected symbol

Choose this option and click on the OK button to select all objects with the selected symbol(s). Select the symbol(s)
before you choose the Select Objects by Symbol command. For the example given above, select all road symbols.

All roads are selected and you can for example measure their total length or make a modification to them.

All objects in layer

If you import files like PDF, DXF, Adobe Illustrator or OpenStreetMap with layer information, the layer information
does not get lost, though OCAD does not support layers as they are known in Adobe Illustrator or similar
applications. Choose the All objects in a layer option to select all objects which are in the same layer. Choose a
layer in the dropdown list. If you have selected an object of this layer before choosing this command, the layer name
will already be filled in. For example, choose the layer which contains all the roads and click the OK button to select
all roads.
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Unsymbolized objects

Choose this option and click on the OK button to select all Unsymbolized Objects.

Objects with unknown symbol

Choose this option and click on the OK button to select all Objects with Unknown Symbol.

Objects with invalid symbol type

Choose this option and click on the OK button to select all Objects with Invalid Symbol Type.

Graphic objects

Choose this option and click on the OK button to select all Graphic Objects.

Image objects

Choose this option and click on the OK button to select all Image Objects.

Select Objects by Property  pro |

Choose Select Objects by Property in the Select menu to select objects by particular properties. The Select by
Property dialog box appears.

i N
Select Objects by Property Iﬁ
Select Condition
@) All objects Properties: Value:
} Mumber of vertices
() Objects with a selected symbol Elevation [m]
Length [m]
Area [m2]
Select Close ] [ Help

L

In the Select field you can choose between two options:

* The All Objects option means that the selection is made out of all objects on the map.
* The Objects with a selected symbol option means that the selection is reduced to the objects with a symbol that

is selected in the symbol box.
In the Condition field you can impose conditions.

* Choose a property like Number of vertices, Length [m] in the first box.
* Choose an operator like < > = in the second box.

¢ Enter a condition value in the third box.

Click the Select button to continue.

The Object Information table dialog box appears and the desired objects are selected. The number of selected

objects is shown in the header of the dialog. You have now different options:

¢ Click the Save Selection button to save the selection.

¢ Click the Report button to save a report in a Microsoft Excel (.xls), Text (.txt), Website (.htm) or Microsoft Word
(.doc) file.

* Click the Close button to close the dialog and return to the Select Objects by Property dialog.
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¢ The Object Information and the Select Objects by Property dialog are non-modal dialogs. This means, that
you can edit the map without closing the dialogs. If the Object Information dialog box is opened, you can for
example select other objects on the map. The object information is refreshed automatically.
Example 1: Select all objects which are longer than 200m.
1. Choose the All objects option in the Select Objects by Property dialog.
2. In the Condition field choose Length [m] as the Property, > as an operator and enter the value 200.
3. Click on the Select button to continue. The Object Information table dialog box appears. All objects longer than

200m are selected and listed in the table dialog box.

Example 2: Select all lakes and ponds with an area smaller or equal than 3000m2.

1. Select the symbol for a lake and a pond in the symbol box. It is possible to do this even if the Select Objects by
Property dialog is opened because it is a non-modal dialog.

2. Choose the Objects with a selected symbol option in the Select Objects by Property dialog.

3. In the Condition field choose Area [m2] as the Property, <= as an operator and enter the value 3000.

4. Click on the Select button to continue. The Object Information table dialog box appears. All lakes and ponds
with an area smaller or equal than 3000m?2 are selected and listed in the table dialog box.

Select Object by Object Index  Pro ]

With this function objects can be selected by their object index. The object index is an internal index for each object
and cannot be changed. The object information is shown in the Object Information dialog which can be found in

the Select menu.

Choose the Select Object by Object Index command from the Select menu. A dialog appears where you can enter
the object index. Click the OK button to select the object.

The first drawn or imported object has the object index 1. The object index is a number and unique in a ocd file.

Select All  pro.

Choose Select All in the Select menu to select all symbolized (also from protected and hidden symbols),

unsymbolized, graphic and image objects. Layout objects are not selected.

Clear Selection | Pro.

Choose Clear Selection in the Select menu to deselect all objects.

Invert Selection  Pro |

Choose Invert Selection in the Select menu to deselect all selected objects and select all unselected object. Layout

objects are not selected.
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Select Next Object  Pro]

This menu item is only available if an object is already selected. Choose Select Next Object in the Select menu to
select an object which is behind an object that is already selected.
¢ To select an object behind an already selected object you can also keep the Alt or Alt Gr key pressed and click

on the already selected object.

Save Selection  Pro |

Choose Save Selection in the Select menu to save the current selection. The Save Selection dialog box appears.
i N
Save Selection ﬁ

Selection name: Bus Stnps|

[ Save ] [ Cancel ] [ Help

b

Enter the name of the selection and click on the Save button.

¢ Choose Select Objects by Symbol in the Select menu to select all objects of the selected symbols.

Reload Selection  Pro |

Choose Reload Selection in the Select menu to select all objects from a saved selection. Choose a saved selection

and the Reload Selection dialog appears.

i N
s\ Reload Selection: Bus Stops (19 Objects) @
Cbject inder Server Object type Symbol Colors Mumber of v Elevation [mLength [m] Area [m] -
21 i] Point Ob: C=0M=2492Y=140K=1.1 0,00 = =
2824 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -

2825 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2827 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2829 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2830 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2831 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2832 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2833 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2836 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2837 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2838 [i] Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0,00 - -
2840 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2841 Ju] Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2842 0 Point Object 203.000 Bus Stop C=0M=242Y=140K=1.1 0.00 - -
2843 W] Point Object 203,000 Bus Stop C=0M=242Y=140K=1.1 0,00 - -
2844 u] Point Object 203,000 Bus Stop C=0M=2492Y=140K=1.1 0.00 - -
2845 o] Point Object 203,000 Bus Stop C=0M=242Y=140K=1.1 0.00 - - i
N4 [n] Diirmt Mzt I OO0 B Sham CNnM_JaATv_dankK—1'1 nonn - -
L

The list of the selected objects with aditional information is shown in the dialog. The number of selected objects is

shown in the caption in brackets.

Select one object in the list and OCAD selects this object in the drawing area in the edit mode.

¢ The Reload Selection function selects also symbolized objects from symbols with the status Protect or Hide.
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Edit Selection | Pro.

Choose Edit Selection in the Select menu to rename or delete saved selections.

- ™
Edit Selection 3]
Bus Stops (19 Objecis | Delete |

Railway Stations (2 Objects)

| Deleteall |

Selection name: Bus Stops [ Rename ]

[ Ok ] [ Cancel ] [ Help ]

e

Delete a Selection

Select a selection in the Edit Selection dialog and click the Delete button to delete it. Click the Delete all button to

delete all selections.

Rename a Selection

Select a selection in the Edit Selection dialog. Then enter a new name for the selection in the Selection name field.
Click the Rename button to apply the new name.
Click the OK button to save and quit the Edit Selection dialog. Click the Cancel button to close the Edit Selection

dialog without saving any changes.

Select Group  Pro ]

If you have Grouped objects on your map, you can select them easily by choosing the Select Group command in
the Select menu.

{3 [Selection ]

Previous Chapter: Drawing an Object
Next Chapter: Edit Object
Back to the Main Page.

References

[1] http://www.ocad.com/howtos/136_Selection.htm
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Object

Cut | Dy | | e |

Choose this command in the Object menu to cut the selected object(s). Optionally, you can press Ctrl+X. The cut
object(s) are stored in the clipboard and can be pasted again by choosing the Paste command in the Object menu or

pressing Ctrl+V.

Copy [ Pro [ cs

Choose this command in the Object menu or press Ctrl+C to copy the selected object(s) to the clipboard. A

maximum of 50 MB of data can be copied to the clipboard.

This command is enabled in the Object menu when the clipboard contains OCAD objects or text and you are writing
text.

Choose this command to copy the object(s) in the clipboard to the current map. Alternatively, you can press Ctrl+V.

They are initially placed in the center of the screen.
Choose Cut (Ctrl+X) or Copy (Ctrl+C) from the Object menu to copy objects to the clipboard.
When writing text, the text from the clipboard is inserted.
¢ When pasting an object from a different map, and the corresponding symbol does not exist in the current map,

the symbol will be added. However, if the color table is different, the object may appears in wrong colors. You will

have to adjust the colors of the newly added symbol.

Delete | Pro| | cs_|

Choose this command in the Object menu or from the Edit Functions Toolbar < to delete the selected object(s).

Alternatively, press the Delete key on the keyboard.
When writing text, the next character or the selected text is deleted.

Back to the Edit Object page.
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Edit Object

Basic Functions  Pro | [ cs |

Copy and Paste

Visit the Copy and Paste page to get some information about copying and pasting objects.

Cut and Delete

Visit the Cut and Delete page to get some information about cutting and deleting objects.

Rotate

Rotate an Object _Pro.|

Choose Rotate in the Rotate Object submenu of the Object menu or click the (J Rotate Object icon in the
Editing and Drawing Toolbar to rotate an object. This function is only enabled when an object is selected.

The cursor changes to the anchor point symbol ( % ) first. With this cursor you can define the center of the rotation

(anchor point). Click on the desired location. When the anchor point is defined, the cursor changes to the rotate

symbol ( O ). Now you can rotate the object. Move the mouse pointer to a place distant from the anchor point,
press and hold the left mouse button. With the button pressed, rotate the object as desired. Release the mouse button

to finish the rotation.

Rotate an Object by Angle m

Select Rotate (Enter Angle) in the Rotate Object submenu of the Object menu to rotate the selected object(s) by
angle. This function is only enabled when an object is selected. The Rotate (Enter Angle) dialog appears. Enter an
angle in degrees and click the OK button to finish the process.

The rotation center is the center of the selected object except for text objects, where the anchor point is the rotation
center.

Align Objects _Pro.]

Visit the Align Objects page to find some information about the = Align Object: Horizontal Coordinate and the
" Align Object: Vertical Coordinate function.

Indicate Direction of Area Pattern or Point or Text Object _Pro.|

Choose this command either from the Objects menu or click the corresponding button " in the Editing and
Drawing Toolbar to indicate the direction of an area pattern, point or text object.

This function is only enabled if a point, area or text object is selected. Choose this function to change the direction of
a point object, of the pattern of an area object or of text. Indicate the new direction by dragging a line from the object

in the desired direction.



http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Sta40px.PNG
http://ocad.com/en.wiki/index.php?title=File:CS40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Sta40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Icon_RotateObject.PNG
http://ocad.com/en.wiki/index.php?title=File:PointSymbol.JPG
http://ocad.com/en.wiki/index.php?title=File:RotateSymbol.JPG
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Icon_AlignObjectsHorizontal.PNG
http://ocad.com/en.wiki/index.php?title=File:Icon_AlignObjectsVertical.PNG
http://ocad.com/en.wiki/index.php?title=File:Icon_AlignObjectsVertical.PNG
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Sta40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Icon_IndicateDirectionOfAreaPatternPointOrTextObject.PNG

Edit Object 164

5 _ v lext

M\ \\\\x
NN 7 ),

ARNSNRNNSNNN /

Area Pattern Point Object Text Object

Note
the difference to the Rotate button, where you first mark the anchor point and then rotate the object. In this mode you

just drag a long line for the new direction. The object remains in the same place.

Cut a Hole or Area or Line

Visit the Cut page to get some information about the & Cut Hole, & Cut Area and the ¢ Cut Line function.

Crop Objects _Pro_Listd

Visit the Crop Objects page to find some information about the Crop Objects button.

Move Parallel

Visit the Move Parallel page to find some information about the ¥= Move Parallel and the Move Parallel with
Distance function.

Reshape LPro_Lstdy

Visit the Reshape page to find some information about the -** Reshape function.
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Interpolate Objects m

Visit the Interpolate Objects page to find some information about the = Interpolate Objects function.

Duplicate - =3

A description of the Y Duplicate function can be found on the Duplicate page.

Move and Duplicate  Pro.

Visit the Move and Duplicate page to get some information about this function.
Mirror and Duplicate  Pro ]

Visit the Mirror and Duplicate page to get some information about this function.

Fill or Make Border or Duplicate Identically  Pro. =3

You can find this functions either in the Object menu or you can click the corresponding button % in the Edit
Functions Toolbar.

This function is enabled when an object is selected on the map and a symbol is selected in the symbol box which is
compatible with the selected object. For example, areas can be filled with other areas, or surrounded with line objects

but you cannot fill them with point objects. With this function it is possible to do several things:

» If you use this function when you have selected an object with the same symbol as selected in the symbol box, an
identical copy of the object at the same position is made.

» If you use this function when you have selected an object with the same symbol type as the symbol selected in the
symbol box (e.g both are area, line, text or point symbols), a copy of the object is made at the same position and
the selected symbol in the symbol box is assigned to this new object.

¢ If you use this function when you have selected an area object in the drawing area and a line symbol in the
symbol box, a border line around the area object is created.

¢ The other way round, if you use this function when you have selected a line object in the drawing area and an area
symbol in the symbol box, the line object is filled with the area symbol.

« If you use this function when you have selected a hole, the hole is filled if you have selected an area in the symbol

box or a border line is created if you have selected a line in the symbol box. Read more about holes here.

You can find this function in the Object menu or by clicking the = Merge button in the Edit Functions Toolbar.
With this function you can merge the selected objects. It is enabled if two or more line, area or text objects with the

same symbol are selected.

Merge Line Objects

To merge line objects, the start respectively the end points of the selected lines must be close together (at most 0.25
mm). The resulting objects may have up to 4'000'000 vertices.

Merge Area Objects

To merge area objects, the selected area objects have to overlap.

Merge Text Objects

If you merge text objects, the text parts are positioned with a line break under the first text.

¢ When drawing line or area objects, you can continue existing line or area objects, instead of merging them
afterwards. To do this, keep the Shift key pressed and start drawing at the first or last vertex of the existing
object.
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HZ Join and merge objects (131

Reverse Object Direction  Pro ]

You can find this function in the Object menu or by clicking the #* Reverse Object button in the Edit Functions

Toolbar.
This function is enabled when a line, line text or area object is selected. It will reverse the direction of the object, the

first vertex becomes the last one and vice versa.

Reverse object direction function is useful for objects with asymmetrical line symbols. If a line or borderline has tags

to the right side, the tags will point to the left side after reversing. Line text appears on the other side of the line.

Map with reversed street name and fence symbol.

H3F Reversing objects [

Change to Polyline or Bezier Curve

You can find some help about these functions on the Change to Polyline or Bezier Curve page.

Convert to

Graphic Object | Pro.]

Visit the Convert into Graphic Object page to get some information about converting objects into graphic objects.

Layout Object _Pro.|

Visit the Convert into Layout Object page to get some information about converting objects into layout objects.

Smooth [ Pro.

Visit the Smooth page to find some information about the & Smooth function.

Create Color Gradient  Pro.|

With this function you can create a color gradient. Visit the Create Color Gradient page to get more information.
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Topology

Visit the Topology page to find information about the Topology functions including =~ Join and & Automatic

Joining.

Vertices

Add Vertex

The commands for adding new vertices can be found in the Editing and Drawing Toolbar.
®+ Add normal vertex

Add corner vertex

“& Add dash vertex

You can find more information about adding vertices on the Vertices page.

Remove Vertex

Click the ™ Remove Vertex button in the Editing and Drawing Toolbar to remove a vertex.

You can find more information about removing vertices on the Vertices page.

Change Vertex Types to  Pro ]

You can find this function in the Object menu. You can find more information about this function on the Vertices

page.

Change Symbol

You can find more information about the % Change Symbol of Object and the = Change Symbol for all
Objects with this Symbol functions on the Change Symbol page.

Group and Ungroup _Pro.|

Learn how to group and ungroup objects on the Group and Ungroup page.

Find and Replace Text _ProJ

Choose this command in the Object menu to find and replace text of objects. The Find and Replace Text dialog
box is displayed.

The texts are loaded in the text field if the map does not contain more than 50'000 objects. If you want to load the
text objects anyway then click the 'Auto fill' check box. To avoid long waiting time OCAD loads only the first 5'000
text objects in the combo box.

Find text

1. Enter a text you want to find.

2. If you choose the Case sensitive option, capitalization of letters is considered in the Find function.

3. Choose the Whole words only option if the Find function shall ignore parts of words.

4. Click the Find button. OCAD will select an object found. Click the Find button again to find the next object.

Replace with

1. Enter a text that shall replace the word you looked for in the Find text part.
2. Click the Replace button to replace the text in the last found object. Click the Replace all button to replace every
text which matches with the Found text. Click the Delete object to delete the last found object.

Click the Close button to quit the dialog.
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¢ Press the Shift key when opening the dialog. Then OCAD does not load the texts in the combo box. If the map

contains several thousand text objects then the loading of the text objects needs some time (up to one minute).

Insert Glyphs  Pro.
Visit the Insert Glyphs page to find information about glyphs in OCAD.

Measure  Pro | =

Choose this command from the Object menu or click the Measure icon in the Edit Functions Toolbar. This

command is enabled when line or area objects or 2 point objects are selected.

Choose this command to measure the length of the selected line object(s), the area of the selected area object(s) or

the distance between 2 point objects. The result is displayed in the Measure Result dialog box.

' -
Measure Result ﬁ
Map scale: 1 : 100000
Line length:
Faper: 42,43 mm [Z]
Real world: 4242825 m / 4.243 km B
Azimuth: 141,08° / 156.76 Gradian B
[ ok || Hep |
e

If you select multiple line or area objects (Select Multiple Objects), the displayed length respectively area is the
sum of all selected lines or areas.

The map scale is used for the calculation.

Click on the Copy button to copy the value to the Windows Clipboard.

Object Information — [ o |

Choose this command from the Object menu to get more information about the selected object(s). This command is

enabled if at least 1 object is selected.
The following information is shown in the Object Information dialog:

* Object index (for internal use)

» Server object index (for only internal use)

* Object type

* Symbol

* Colors

* Number of vertices

¢ Elevation [m]

e Length [m]

e Area[m2]

* Coordinates [mm] or [m] (only if 1 object is selected)
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2\ Object Information l&
Object index 1

Object type Line object

Symbal 203.001 Busline

Color C=0 M=242 ¥=140 K=13

Mumber of vertices 13

Elevation [m] 000

Length [m] 21933

Area [m2]

Coordinates [mm]:

Vertex X -
1 3.20

2 (Bezierl)  -244 3.20

3 (Bezierd) 147 3.68

4 0.10 4.13

5 (Bezierl) 281 4.90

6 (Bezier2) 425 5.24

7 7.08 516

& (Bezierl) 949 5.08

9 (Bezier) 1102 473

10 1307 6.03

11 (Bezierl) 1457 6.08

12 (Bezier) 1502 792 -

l Close ] l Help ]

L

¢ - This is a non-modal dialog. You can always add or remove objects from a selection even if the dialog box is
opened. The information in the dialog gets updated instantly if you make any changes to the selection.

- It is possible to save a selection in the Object Information dialog when you select multiple objects (Select

Multiple Objects). Click the Save Selection button in the dialog. Learn more about saving selections on the

Save Selection page.

- Double click on a cell and press the Ctrl + C keys to copy a cell value to the Windows Clipboard.

Previous Chapter: Select
Next Chapter: Symbol
Back to Main Page
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Align Objects

This command is only enabled if two or more objects are selected. There are two alignment options, which you can
either choose from the Align Objects submenu of the Object menu or from the Edit Functions Toolbar:
= Align Object: Horizontal Coordinate

The selected objects are moved horizontally to the position of the first drawn object.

o
o

o i

o

OO0 000O

o

before after
" Align

Object: Vertical Coordinate
The selected objects are moved vertically to the position of the first drawn object.

o
O
O

o mmm» 00 000 O

O
O

before after ®
w For

line, area and text objects the alignment is related to the position of the objects' first vertex.

Back to the Edit Object page.
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Cut

You can find the following functions in the Cut Object submenu of the Object menu or in the Editing and

Drawing Toolbar.

Cut Hole s [ e |

This function is enabled when an area object is selected.

Choose this function to cut a hole out of an area. Any drawing mode can be used (Curve, ellipse, circle etc.). This is
the procedure:

1. Select the object to cut a hole in.

. Select a drawing mode (Curve, Ellipse, Circle etc.)

2
3. Choose the & Cut Hole function.
4. Draw the hole.

W Use Fill or Make Border to fill in the hole.
W Change drawing mode with the Tab key before starting to cut.

Cut a hole in an area ocbject; fil in a hole

a: Cut a hole in an area object, b: Fill in a hole
H3 Cut a Hole (1

Cut Area | Pro|

This function is enabled when an area object is selected.

Choose this function to split an area into two objects.

You can use the Curve, Straight line, Rectangular line or Freehand mode to split an area object into two objects.
1. Select the area object to cut.

2. Select a drawing mode (Curve, Straight line, Rectangular or Freehand).

3. Choose the % Cut Area function.
4. Draw the cut line. It must start at the border of the area, go across the area and end at the border of the area.

The area is now split into two objects. Note that the cut line should not cross a hole. Otherwise the hole may not be
treated correctly for the 2 resulting objects.
W After cutting the area object always the smaller of the two new area objects is selected.

W Change drawing mode with the Tab key before starting to cut.
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Cut Line  Pro | | cs |

This function is enabled when a line or an area object with border line is selected.
Choose this function to divide a line into 2 objects or to cut a Virtual gap into a line object (introduced in OCAD

10), i.e. the line object is not divided, the gap concerns only graphic representation of the object.

Split a line object

Click on the desired position anywhere on the line. The line is then split into 2 objects. One of them is selected.

You can use this function to influence the dashes of a dashed line.

Split a line object with cut-out
Instead of just splitting you can create a cut-out (a gap) in the line.

Choose the & Cut function.
Place the mouse pointer at the start point of the cut.

Press and hold down the left mouse button.

Move the mouse pointer to the end of the cut.

Nk Wb

Release the mouse button. The object is now divided into two and the cut-out portion is deleted.

¢ -If you press the Ctrl key when cutting a line, the line is not divided into 2 objects. A Virtual gap concerning
only the graphic representation of the object is inserted.
-If you press the Shift key when cutting a dashed line, you insert a gap with the same length, as the other gaps
in the dashed line.
-It is possible to cut a part of the individual sidelines of double line symbols (like major roads), without having

to cut the entire line itself.

Cut Object  Pro | L cs |

If you are looking for help on the Cut Object function, visit the Cut Object page.

Back to the Edit Object page.
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Crop Objects

Choose the Crop Objects command in the Object menu to crop objects. The Crop Objects dialog appears. This is a

non-modal dialog. In the first field, choose between 3 different Objects to crop modes:

* All objects: All objects in a certain area are cropped.

* All objects from selected symbols: All objects from selected symbols in the symbol box which are in a
certain area are cropped.

¢ Only chosen objects: All selected objects in the drawing area will be cropped. Click the Add selected objects
button to choose the objects.

Choose between 2 different Line or area cropping objects modes in the second field:

» Use cropping rectangle: All desired objects outside of a rectangle are cropped. Move and adjust the rectangle
to the desired position and size.

* Chosen line or area object All desired objects outside of a line or area object are cropped. Click the Choose

selected cropping object button to choose the cropping object.

Check the option Cut a hole to cut a hole instead of cropping, i.e. all desired objects inside a range are cropped.
Click the Crop button to finish.

Examples and Demonstrations
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Create a desired sector

¢ Use this options from Crop Objects to crop a smaller part of the entire map.
Choose Crop Objects from the Object menu.
Choose All Objects at Objects to crop.
Draw an object which narrows the desired area or select an existing object.
Choose Chosen line or area object and click Choose selected cropping object.

Instead of using points 3 and 4 it is also possible to use the Use cropping rectangle option.

A e

Click Crop and OCAD creates the area you selected.

Create a desired sector.

Create a hole

Choose Crop Objects from the Object menu.

Choose All Objects at Objects to crop.

Draw an object which narrows the desired area or select an existing object.

Choose Chosen line or area object and click the Choose selected cropping object button.
Instead of using points 3 and 4 it is also possible to use the Use cropping rectangle option.
Check Cut a hole.

Click Crop and OCAD creates a hole where you have drawn and selected the area.

NN A LD
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Create a hole.

Delete selected objects in a certain area

Choose Crop Objects from the Object menu.

Select All objects from selected symbols and mark the symbols in the symbol box which have to be cropped.
Draw an object which narrows the desired area or select an existing object.

Choose Chosen line or area object and click the Choose selected cropping object button.

Instead of using point 3 and 4 it is also possible to use the Use cropping rectangle option.

A

Click Crop and OCAD delete all selected symbols which you selected in the symbol box except the chosen area.
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Delete selected objects in a certain area.

HZH [Crop Objects (i
Back to the Edit Object page.
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Move Parallel and Move Parallel with Distance

Move Parallel "

Choose this function in the Object menu or click the % Move Parallel button in the Editing and Drawing
Toolbar. This mode is activated when a line, line text or area object is selected.
Choose this function to move a line (or the outline of an area) parallel to the original line.

1. Select a line, line text, or area object.

2. Choose the *= Move Parallel function.

3. Drag a vertex of the selected object in the desired direction. A help line with vertices gives a preview of the
parallel moved object.

4. Drop the object to finish parallel moving.

This mode is especially useful when writing street names on curved streets. To draw the line for the line text, follow
the center line of the street and enter the text. Then select this mode to move the text to the desired position. The line
of the text will stay parallel to the original line and follows curves so that a constant distance from the original line is

kept.

Move Parallel with Distance | Pro.|

1. Choose the Move Parallel with Distance function in the Object menu if you want to move a line, line text or
area object parallel with a certain distance. Point and text objects are moved according to their direction.
2. The Move Parallel with Distance dialog box appears.

i i

Move Parallel with Distance |

@ Paper (mm)
Distance: 5 i l Duplicate I

Real world coordinates l

Close I

l Help I

e "

3. Choose either the Paper (mm) or the Real world coordinates input option and enter a value in mm or in m.

4. Click the Move button to move the object, click the Duplicate button to duplicate and move the object.
5. Click the Close button to close the dialog.
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Fig. 1: Selected object Fig. 2: Moved object Fig. 3: Duplicated object

Back to the Edit Object page.

Reshape

With the Reshape function you can edit the shape of a line, line text or area object easily.

1. Choose the <** Reshape function either in the Object menu or in the Editing and Drawing Toolbar. A line,

line text or area object must be selected.
2. When you are in the Reshape mode, click on a desired place of the selected object and draw a new shape.

Reshape must start and end on the selected line or on the border of the selected area.

¢ If you reshape a line text object, you have to enter the text again.

Fig. 1: Original object Fig. 2: Reshape object Fig. 3: New object

H3H [Reshape [1]]

Back to the Edit Object page.

References

[1] http://www.ocad.com/howtos/132_Reshape.htm
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Interpolate Objects

This function is available if two point objects or two line objects are selected. Both line objects must have the same
number of vertices! The function can be found either in the Object menu or when you click the

Objects icon in the Edit Functions Toolbar.

You can either...

... interpolate line objects like contour lines or

... interpolate point objects e.g. when you want to draw an avenue.

Line objects

® N E W=

Create the upper line with a certain number of vertices.

Select both lines (Select Multiple Objects).

Choose the & Interpolate Objects function.

The Interpolate Objects dialog opens.

Enter the number of objects you want to insert between the two lines.
Choose a symbol for the inserted lines.

Click the OK button to finish the interpolation.

You can insert contour lines with the Interpolate
Objects function.

Point objects

1
2
3
4.
5
6
7

. Place two point objects in the drawing area.

. Select both points (Select Multiple Objects).

. Choose the & Interpolate Objects function.

The Interpolate Objects dialog opens.

. Enter the number of objects you want to insert between the two point objects.
. Choose a symbol for the inserted point objects.

. Click the OK button to finish the interpolation.

“,
C [

Create an avenue with the Interpolate Objects

function.

-Instead of using the Interpolate Objects function for point objects it is also possible to use the

multiple point objects tool.

HZF [Interpolate Objects th

Create the lowermost line with the same number of vertices like the upper line.

-Inspect the Symbol in the Interpolate Objects dialog box for correct interpolating.
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Back to the Edit Object page.

References

[1] http://www.ocad.com/howtos/129_Interpolate_Objects.htm

Duplicate and Move and Duplicate

Duplicate _ProJ =3

You can choose this function in the Object menu or by clicking the o Duplicate object icon in the Edit
Functions Toolbar.

This function is activated if at least one arbitrary object is selected.

Click this button to duplicate (create a copy of) the selected object(s). The cursor changes automatically to the Select
and Edit Object mode, which allows you to move the new objects to the desired place. Visit the Select and Edit
Object page to get some information about moving objects.

Move and Duplicate _Pro.]

Choose this function in the Object menu to move and duplicate an object. This function is activated if at least one

arbitrary object is selected.

1. Select one or more object(s).
2. Choose the Move and Duplicate function.
3. The Move and Duplicate dialog box appears.

# K
Mowve and Duplicate 2
@ Paper coordinates [ Duplicat ]
uplicate
X 10 mm
¥: 0.00 mm [ = ]
ase

Real world coordinates
[ Help ]

Distance: 10.00 mm

Angle: 90,00 T 4

L ’,

4. Enter a position in Paper coordinates (mm) or Real world coordinates (m) for the moved or duplicated objects.
Alternatively, you can enter a distance (mm) and an angle.
5. Click the Move button if you want to move the objects without duplicating or click the Duplicate button if you

want to duplicate and then move the objects.
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Fig. 1: Selected object Fig. 2: Moved object Fig. 3: Duplicated object

Back to the Edit Object page.
To the Mirror and Duplicate page.

Mirror and Duplicate

Choose the Mirror and Duplicate function in the Object menu to mirror (and duplicate) an area or line object. The
function is available when at least one object is selected.

Select a line, an area object or multiple objects (Select and Edit Multiple Objects).
Choose the Mirror and Duplicate function.

The Mirror and Duplicate dialog appears.

Choose wheter the object(s) should be reflected horizontally or vertically.

M .

Click the Mirror button to mirror the object(s) without duplicating them or click the Duplicate button to
duplicate and mirror the objects.
6. Click the Close button to quit the dialog.

¢ - Point and text objects cannot be reflected. Convert them to a Graphic Object before reflecting.

Back to the Edit Object page.
To the Duplicate page.
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Change to Polyline and Change to Bezier Curve

Change to Polyline | Pro]

You can find this function in the Object menu or by clicking the / Change to Polyline button in the Edit

Functions Toolbar. This function is available when a line, area or line text object is selected.
Choose this function to change a line into a polyline. A polyline is an angular line, this means all Bezier vertices are

replaced with regular vertices.
P @ a

4

Define the Smooth tolerance in the menu Options - OCAD Preferences - category Drawing and Editing.

Change to Bezier Curve  Pro.

You can find this function in the Object menu or by clicking the b4 Change to Bezier Curve button in the Edit

Functions Toolbar. This function is available when a line, area or line text object is selected.
Choose this command to convert the selected polylines to Bezier curves. The quality of the Bezier curve depends on

the number of vertices of the original polylines. If the polyline has only a few vertices the distance from the Bezier
curve to the original polyline between the vertices can be much bigger than the tolerance value.

If a hole inside an area object is selected, only the border of the hole is converted.
F 3

1

Define the Change to Bezier curve tolerance in the menu Options - OCAD Preferences - category Drawing and
Editing.

Back to the Edit Object page.
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Convert into Graphic Object

Choose Convert into Graphic Object from the Object menu or click the Y Convert into Graphic Object button

in the Edit Functions Toolbar to convert selected objects into graphic objects.

What is a Graphic Object?

A Graphic Object is an object which is not assigned to a symbol. It is either a line or area object with a

corresponding color. Here are two examples:

A A
© O

Symbolized Object Graphic Object
Symbolized text objects are converted into
graphic area objects. A point object is taken apart in its fundamental components which are line or area objects, in
this case a blue line object (circle).
To convert a graphic object into a layout object choose the Convert into Layout Object function from the Object

menu.

Back to the Edit Object page.
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Convert into Layout Object

layout object table

color table

order of import

background map table

Choose the Convert into Layout Object function from the Object menu to convert selected objects into layout

objects.

W Read more about Layout Objects on the Layout page.

To convert a layout object into a graphic object choose the Convert into Graphic Object function from the Object

menu.

Back to the Edit Object page.
To the Layout page.
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Smooth

Choose this command in the Object menu or by clicking the Y, Smooth button in the Edit Functions Toolbar.

This command is activated when at least one line or area object is selected.
Choose this command to smooth ‘dithered’ line or area objects with the smoothing tolerance defined in the Drawing

and Editing category of OCAD Preferences (Smooth (generalization)). The Smooth function uses the

Douglas-Peucker algorithm and removes unnecessary vertices.

0.02 mm

0.05 mm

0.10 mm

The Smooth function with different tolerance
levels.

Back to the Edit Object page.
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Create Color Gradient

There are two types of gradients:

hn A W N =

e .

8.

Linear gradient

To create a linear gradient select an area object from your drawing area which is drawn in the straight line or
rectangular mode.

Circular gradient

To create a circular gradient select a circle object from your drawing area.

Circle with circular gradient (left) and rectangle with linear gradient {right).

. Select an area symbol.

. Choose the straight line or circle drawing mode.

. Draw an object. OCAD uses only the first four vertices to create a linear gradient.
. Select the Create Gradient function from the Object menu.

. Choose the first color:

Linear gradient means the left color is the first color.

Circular gradient means the color in the middle of the circle is the first color.

. Choose the second color.
. Choose a one of the following options:

Do not add the new image objects to a selection: The image objects are selected but the selection is not saved.
Add the new image objects to an existing selection: The selection of the image objects is saved in an existing
selection. Choose the existing selection in the dropdown menu. Visit the Select page to get more information
about saving selections.

Add the new image objects to a new selection: The selection of the image objects is saved in a new selection.
Enter a name for the new selection in the field on the right. Visit the Select page to get more information about

saving selections.

When clicking OK OCAD generates 100 Image Objects in different colors.

% -Choose an new selection for the gradient to select and move it easily with Reload Selection in the Select menu.

-The recently created gradient is always on top of the image objects.

Use the Crop function in Object menu to cut the image objects to a new shape:

1.
2.
3.

Create an object with required gradient.
Draw an object on it with the desired shape.
Choose Crop Objects from the Object menu.
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4. Select the gradient (100 image objects) and choose in the Objects to crop field the Only chosen objects option.
Then click the Add selected objects button.

5. Select the drawn object with the desired shape and choose the Chosen line or area object option in the Line or
area crop object field. Then click the Choose selected crop object button.

6. Click OK to finish.

Mew shapes with color gradient with help of Crop option.

H3H [Create Color Gradient [1]]

Back to the Edit Object page.

References

[1] http://www.ocad.com/howtos/130_Create_Gradient.htm

Topology

The Topology submenu can be found in the Object menu.

Join L Pro.listal

Choose the £~ Join function in the Topology submenu of the Object menu or in the Edit Functions Toolbar. This

function is active if a line object is selected.
Use this function to adjust adjoining line ends so that they coincide. Only line objects with the same symbol are

joined. This is especially useful when continuing a line object such as a contour. Note that the objects remain
independent objects, but the coordinates of the end vertices are equalized. If you want to merge objects, choose the

Merge command.
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Automatic Joining

If you enable & Automatic Joining in the Edit Functions Toolbar, end points of lines are joined automatically
when finishing drawing a line near another line end. The Join when drawing lines tolerance can be set in the
Drawing and Editing category of the OCAD Preferences. To switch off the automatic joining temporary during

drawing, press the Shift key when terminating the line.

Tolerance Value

Define how close two line end points have to be for joining them in the Drawing and Editing category of OCAD

Preferences.

Select Duplicate Objects _Pro]

Choose this function from the Topology submenu of the Object menu.
With this function you can find all duplicate objects. The objects must be identical and on the same position that they

can be found.

« Objects with different symbols whose geometry is identical are not selected.

Select Self-Intersected Objects _Pro]

Choose this function from the Topology submenu of the Object menu.

This function selects all line, area and line text objects with a self-intersecting geometry. The selection can be saved

right after carrying out the command (Save a Selection).

Select Line Text Objects with too Short Line  Pro.

Choose this function from the Topology submenu of the Object menu.

This function selects all line text objects whose text is longer than the line length. This can happen when the font of a

text symbol has been increased. The selection can be saved right after carrying out the command (Save a Selection).

Select Objects with Invalid Geometry _Pro.]

Choose this function from the Topology submenu of the Object menu to select all objects with invalid geometry.
The following objects are selected:

* Objects which start with a hole: OCAD selects all objects, whose first vertex has a hole flag. This can be a hole
with no exterior ring.
* Damaged Bezier curves: A Bezier curve is composed of minimum a start point, a first Bezier vertex, a second

Bezier vertex and an end point (see illustration).

@\x
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If a Bezier curve has less than these vertices, it is selected.

* Line objects with invalid hole flag: A line object which contains a vertex with a hole flag is selected.

* Area object with invalid geometry: OCAD selects all area objects, whose vertices have the same coordinate.
This problem can occur when the scale is reduced.

* Line objects with the same start and end point: This problem can occur when the scale is reduced. In this case,

the start and end point of a really short line object can fall together.
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¢ Area object with an invalid hole: A hole must have minimum three vertices. A hole with one or two vertices is

selected (see illustration).

* Area object with an invalid exterior ring: An invalid exterior ring can be a ring with only one vertex (see

illustration).

* Graphic object with invalid object type: Graphic Objects are either areas or lines. OCAD selects all other

types.

* Object with invalid number of vertices: A line object must have minimum two vertices and an area object three.

If they have less vertices, they are selected. In addition, text and line text objects containing no text are selected.

To select line text objects with a too short line, use the Select Line Text Objects with too Short Line function.

It is difficult to get an object with invalid geometry. It can happen when you import files or change the scale.

After choosing the function, OCAD searches objects with invalid geometry, selects them and displays them in the

Object Information dialog. In addition, a text file opens with a report. This file is stored in a temporary folder.

Object Information (2 Objects) = | B &2
Object inde» Object type Symbol Calors Mumber of v Elevation [mLength [m] Area [m]
1 Area object 401.000 Offenes Gebiet 121, 110 9 0.00 11852.36
2 Line object 102,000 Zahlkurve C=0M=173¥=232K=82 0.00 0.00
il o
| Select Objects with Invalid Geometry.txt - Motepad =NACN X
File Edit Format View Help
Report: select Objects with Invalid Geometry a
object index Description
1 Area object with Invalid Hole: Hole startes at vertex 8§ has only 2 vertexes!
2 Line object with same start and End Point: Object has 2 vertexes.
4 }
\
[ Sawve Selection... ] [ Report... ] [ Close J

The selected objects should be deleted, otherwise they can cause problems when exporting files like PDF or Shape.

The object index is indicated in the Object Information dialog as well as in the text file. Use the Select Object by

Object Index function to find the object later with help of the object index.
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Close Area Objects | Pro.]

Choose this function from the Topology submenu of the Object menu.

This function closes the desired area(s).

1.

Select the area objects to close either in the drawing area or in the symbol box. Do not select any area object if

you want to close all area objects on the map.

2. Choose the Close Area Objects command in the Topology submenu of the Object menu.

. The Close Area Objects dialog appears.
. Choose wheter you want to close all area objects, all area objects from the selected symbols or all selected are

objects on the map.

. Click the OK button to finish. OCAD closes the desired areas (which means that the end and start point of an

area object have the same coordinate).

' OCAD is able to close area objects automatically when drawing. Enable the Close area objects when drawing

option in the Drawing and Editing category of OCAD Preferences to activate this function.

Remove Overshoots and Undershoots  Pro |

Choose the Remove Overshoots and Undershoots command in the Topology submenu of the Object menu to

remove over- and undershoots of the selected lines.

This command is enabled when line objects are selected.

N

6.

Select the line objects with over- and/or undershoots.
Choose the Remove Overshoots and Undershoots function.

The Remove Overshoots and Undershoots dialog box appears.

. Decide wheter you want to remove overshoots, undershoots or both of them.

. Define a tolerance value. This value determines how much a line must over- or undershoot so that it gets cut or

extended.
Click the OK button to finish.

%’ If you want to prevent from creating under- and overshoots, enable the Snapping function.
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Insert Intersections  Pro.|

You can find this function in the Topology submenu of the Object menu. This command is available when two or

more line objects are selected.

1. Select two or more line objects.

2. Choose the Insert Intersections function.

3. The Insert Intersections dialog appears.

4. Choose wheter you want to insert a Normal Vertex a Corner Vertex or a Dash Vertex (Read more about
vertices on the Vertices page).

5. If desiresd, check the Insert vertices when a line is touching another line option.

6. Click the OK button to finish.

This function can be useful if you want to improve the graphic appearance of dashed lines' intersections. For
example, if you insert a Dash Vertex, the intersection will be in the middle of a dash (Learn more about vertices on

the Vertices page).

Back to the Edit Object page.

Vertices

Vertices are specified by a pair of coordinates (x/y values). Vertices are used to define the position of points, lines
and areas.

There are 3 types of vertices:

¢ Normal Vertex
¢ Corner Vertex
¢ Dash Vertex

Add Vertex

The commands for adding new vertices can be found in the Editing and Drawing Toolbar.
B Add normal vertex

Add corner vertex

“® Add dash vertex

Add Normal Vertex | Pro | [ ~c |

The ¥ Add normal vertex function is enabled when a line, line text or area object is selected. Click this button to
change the cursor to the Add normal vertex mode. When this mode is selected, you can insert additional normal

vertices or change existing vertices to normal vertices.

Insert Normal Vertices

Select a line, line text or area object, change to the Add normal vertex mode and move the mouse pointer to the
desired position on the line object or on the border of the area object. Then, click the left mouse button. A new
normal vertex is inserted.

You can also insert normal vertices in ™ Select and Edit Object or I Select Object and Edit Vertex mode
when holding down both the 2" and the Ctrl key.
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Change a Vertex to a Normal Vertex

Select a line, line text or area object, change to the Add normal vertex mode and move the mouse pointer to the
vertex to be converted. Then, click the left mouse button. The vertex is changed to a normal vertex.

¢ If you want to change all vertices of an object to normal vertices use the Change Vertex Types to function.

Add Corner Vertex  Pro.|

A Corner Vertex is a special vertex of line, line text and area objects. You can use this function if a line, line
text or area object is selected.

Corner vertices have 3 effects:

* they influence how line objects are drawn

* they influence the editing of a Bézier curves

* when smoothing (automatically or manually) they remain in the same position

When an object is selected, corner vertices are marked with an empty rectangle ( O ).

Corner vertices are automatically created when drawing in the [~ Straight Line mode.

Insert Corner Vertices

Select a line, line text or area object, change to the Add corner vertex mode and move the mouse pointer to the
desired position on the line object or on the border of the area object. Then, click the left mouse button. A new

corner vertex is inserted.

Change a Vertex to a Corner Vertex

Select a line, line text or area object, change to the Add corner vertex mode and move the mouse pointer to the
vertex to be converted. Then, click the left mouse button. The vertex is changed to a corner vertex.

¢ If you want to change all vertices of an object to corner vertices use the Change Vertex Types to function.

Influence on line objects

Corner vertices influence structured line objects such as dashed lines. When OCAD renders a dashed line it
distributes dashes of equal length on that line. Corner vertices divide a line into several line sections. OCAD

distributes the dashes on each section as if they are individual objects.

In the Comparison part of this page some examples can be found.

Influence on Bézier curves

Corner vertices allow you to create corners in Bézier curves. The Bezier vertex before and after a corner vertex can

be moved individually without influencing each other. This allows you to create sharp corners.

Add Dash Vertex  Pro|

A % Dash Vertex is a special vertex of line or area objects. Dash vertices influence how line objects are rendered.
When an object is selected, dash vertices are marked with a diamond ( < ). You can use this function if a line, line

text or area object is selected.

Insert Dash Vertices

Select a line, line text or area object, change to the Add dash vertex mode and move the mouse pointer to the
desired position on the line object or on the border of the area object. Then, click the left mouse button. A new dash

vertex is inserted.
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Change a Vertex to a Dash Vertex

Select a line, line text or area object, change to the Add dash vertex mode and move the mouse pointer to the vertex
to be converted. Then, click the left mouse button. The vertex is changed to a dash vertex.
¢ If you want to change all vertices of an object to dash vertices use the Change Vertex Types to function.

Influence on line objects

Dash vertexes influence structured line objects such as dashed lines. When OCAD renders a dashed line it distributes
dashes of equal length on that line. Insert a dash vertex to force a dash to a certain position.

In the Comparison part of this page some examples can be found.

Comparison and Examples

Dotted Line

Dotted line with normal vertex (1) and corner
vertex (2) at the corner.

Dashed Line

~ ~
,/ N 0N /’/\\

Dashed line with normal vertex (1), dash vertex

(2) and corner vertex (3) at the corner.

Dashed Line with Intersection

/’(—\\
—

Ve e

Dashed line with normal vertex (1), dash vertex

(2) and corner vertex (3) at the intersection.

Remove Vertex  Pro | | cs |

Click the ™ Remove Vertex button in the Editing and Drawing Toolbar to remove a vertex.
This function is enabled when a line or area object is selected. When you use this function, the cursor changes to the

Remove Vertex mode.
Remove a vertex from a line or area object by clicking the desired vertex on the selected object with the left mouse

button.

You can also remove vertices in ™ Select and Edit Object or > Select Object and Edit Vertex mode when
holding down the Ctrl key.
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Change Vertex Types to  Pro]
You can find this function in the Object menu and is enabled if at least one line, line text or area object is selected.

1. Select at least one line, line text or area object.
2. Select the Change Vertex Types to submenu in the Object menu and choose the desired vertex type (normal
vertex, corner vertex or dash vertex).

. The Change Vertex Types to dialog appears.

. If you do not want to change the first and last vertex, check the Do not change first and last vertex option.

3
4. In the From field, choose which vertex types you want to convert.
5
6. Click the OK button.

Note: Virtual gap vertices can only be converted to normal vertices (Learn how to make a virtual gap here: Cut
Line).

To the Edit Object page.

Change Symbol

Change Symbol (Selected Objects)  Pro. | cs |

You can find this function either in the Object menu or by clicking the % Change symbol of object button in the
Edit Functions Toolbar. This command is enabled when at least one object is selected and the symbol selected in
the symbol box is compatible with it.

With this function you can change a selected object's symbol.
1. Select at least one object in the drawing area.

2. Select the new symbol in the symbol box.
3. Choose the Change Symbol (Selected Objects) function.

OCAD assigns all selected objects the new symbol.

Change Symbol (All Objects with Corresponding Symbol)  Pro.

=

Choose this command in the Object menu or click the 2 Change symbol for all objects with this symbol button
to change all objects with a symbol A to symbol B. The Change Symbol (All Objects with Corresponding
Symbol) dialog appears.
In the Change all objects with field you can choose wheter you want to change all objects with a specific symbol
number or all objects which are in an imported layer. Enter a symbol number or select an imported layer. The given
number in the box is the currently selected object.
Enter the symbol number of the new symbol. The given number in the box is the currently selected symbol in the
symbol box. Click the OK button to finish.

¢ This command is especially useful to translate the layers of an imported file to OCAD symbols.

Back to the Edit Object page.
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Group and Ungroup

Select this function in the Object menu to group and/or ungroup objects from the drawing area.

v -Grouped objects can be moved easily because they behave as a single object.

-In contrast to image objects the individual properties will always remain.

Group  Pro ]

1. Select all objects which have to be added in one group (Select Multiple Objects).
2. Select Group in the Object menu.
3. Enter a Group name and click the Group button.

¢ -To select a group select Select Group in Select menu.

-If you want to edit a single object from a group, you have to ungroup first.

Ungroup  Pro ]

1. Select the group which have to be ungrouped.
2. Select Ungroup in the Object menu.

¢ To add objects in an existing group, the group must be ungrouped and then grouped again.

IOI IbOOOI

Ungrouped objects (left), grouped objects (right).

HZF [Group and Ungroup [

Back to the Edit Object page.

References

[1] http://www.ocad.com/howtos/135_Group_and_Ungroup.htm
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Insert Glyphs
| D |
1. To insert glyphs change the Font in the Text Symbol dialog box into a font which supports the required glyphs.
2. Select an existing text object and set the cursor to the position you want to insert a glyph.
3. Choose the Insert Glyphs command from the Object menu.
4. The Insert Glyps dialog box appears:
Insert Glyphs &
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5. Double click on a character to add it or select a character and click the Insert button.

6. Click the Close button to quit this dialog.

¢ -Only characters that are included in the character set can be added.

-Add special characters on the right side of the dialog.

Back to the Edit Object page.
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Edit Layout Objects
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In OCAD 11 a layout layer has been added. This layer may contain raster images and vector objects like lines, areas
or text. The vector layout objects color model is CMYK. The layout images' one is RGB. Spot colors are not
supported by the OCAD layout layer.

Layout objects cannot be selected, moved, removed or changed unless you choose the Edit Layout Objects

command in the Layout menu.

layout object table

background map table



http://ocad.com/en.wiki/index.php?title=File:Order_Layout.png
http://ocad.com/en.wiki/index.php?title=File:EditLayoutObjects.jpg

Layout 198

Edit Layout Objects  Pro.

Use this function in the Layout menu to add, remove or edit layout objects and define their properties. The Edit

Layout Objects dialog appears on the right side of the window. Now you can move, edit or remove layout objects in

the drawing area like normal objects.

Add a line, area or text layout object:

1. Click the Line, Area or Text icon in the Edit Layout Objects dialog as a Type.

2. Choose a Color. Click the color field to define the color with the Color Picker.

3. If you have chosen a line, define the Line width in the Line properties category in mm. If you have chosen a
text, choose a Font and a Text size in the Text properties category.

4. Draw the layout object with the regular drawing tools.

To edit the drawn layout object select it and change the properties (color, line width etc.) in the Edit Layout Objects

dialog or use the editing functions of OCAD (Edit Object).

Add an image:

1. Click the Add button in the Images category of the Edit Layout Objects dialog.

2. The Add Layout Image dialog opens and you can browse an image. The supported image files are .bmp, .dib,
.gif, .jpg, .png, .tiff. Click the Open button to add the image.

¢ - Move or resize the layout image by double-clicking the item in the layout objects list.
- Remove a layout image by selecting it in the layout objects list and clicking the Remove button in the
Images category of the Edit Layout Objects dialog.

- The error message "Layout font attributes list is full" appears if the list contains the maximum of 256 entries.

- All Layout objects are listed in the layout objects list. It is possible to set them visible or hidden and to move

them up and down.

- The error message: "Font not found" appears if a layout object is linked to a font that is not installed on the

PC. The font needs to be installed on the PC or another font must be chosen. Otherwise the font Arial is used.

Import Layout _Pro.|

Choose this command in the Layout menu to import the layout objects from another OCAD map. The layout objects
are placed in the center of the actual drawing area. This command is only available if you are in the Edit Layout
Objects mode.

Save Layout  Pro ]

Choose this command from the Layout menu to save the layout objects to a separate OCAD file. This command is
only available if you are in the Edit Layout Objects mode.
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Hide  Pro

Select Hide in the Layout menu to hide all layout objects.

Add North Arrow or Scale Bar  Pro |

You can add predefined north arrows or scale bars to the Layout.

1. Choose Edit Layout Objects in the Layout menu.

2. Choose Add North Arrow or Scale Bar in the Layout menu.

3. The Add North Arrow or Scale Bar dialog appears and you can choose between different north arrows and
scale bars from the Templates folder of the OCAD directory (Usually C:\Program Files\OCAD\OCAD 11
Edition\Templates).

4. Click the Open button to add the selected object to the layout objects.

¢ - In the OCAD directory you can find a PDF-File with an overview of all predefined north arrows and scale bars
(Usually C:\Program Files\OCAD\OCAD 11 Edition\Templates).
- North arrow and scale bar templates are black. You can change the color after adding them by choosing a
color from the color field in the Edit Layout Objects dialog.

Add an Own North Arrow or Scale Bar

Coming soon...

Add Map Legend  Pro.
Choose the Add Map Legend function from the Layout menu to create a Map Legend. The Add Map Legend

dialog appears.

Legend Icon

Define values for the legend icon in this part of the dialog. You have to set a value for the Icon height, the Icon
width and the Line spacing. If you want that only used symbols are shown in the legend, check the corresponding
box. In the same way, you can decide wheter hidden symbols are shown in the legend or not.

Symbol type

Only the checked symbol types are taken into consideration for the map legend. Click the All button to check or
click the None button to uncheck all symbol types.

Legend Text

Choose a symbol for the legend text. This must be a text symbol of course. If you want that the symbol number is
shown in the legend text, check the corresponing option.

Click the OK button to add the map legend.

¢ This function creates symbolized map objects, not layout objects. Use the function Convert to Layout Object to

convert them into layout objects.
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Add Trim and Bleed Marks  Pro.|

This command adds trim and bleed marks as layout objects to the map.

1.

The easiest way to add trim and bleed marks is when you set the ruler guides to the border of the map and the
map layout (e.g. A4 landscape format) first. Learn how to use the ruler guides on the Ruler Guides page. If you

do not want to use Ruler Guides skip this step.

2. Choose the Add Trim and Bleed Marks function in the Layout menu.

. The Add Trim and Bleed Marks dialog opens.

4. If you are using Ruler Guides, click the Get ruler guides coordinates button in the Trim marks part of the

6.

dialog and then click the Add button. Trim marks with the coordinates of the ruler guides are added. If you are
not using Ruler Guides, enter the paper coordinates for the trim marks manually and then click the Add button.

. Enter the offset for the bleed marks in the Bleed marks part of the dialog if you want to add them. Then click the

Add button.
Click the Close button to apply all adjustments and quit the dialog.

Trim and Bleed Marks are layout objects and can be edited and removed like a layout object.
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Create Graticule Name Index  pro.

This command is only available if the map is georeferenced and a coordinate system is set. The command calculates
a name index based on the WGS84 graticule.

Select one or more symbols in the symbol box before choosing the command. All text objects and line text objects
with these symbol(s) are included to the index.

Create Graticule Name Index Dialog

* Index origin of longitude/latitude: Enter index origin coordinates.

* Horizontal/vertical distance: Enter the distance between the grid lines.

* Angle: Enter the angle of the grid. This angle is zero, if the grid is not rotated.

¢ Style: Choose a numbering style. One axis is always numbered "A, B, C..." and the other "1, 2, 3..."

* Name index symbol: Choose a text symbol. It is used as a symbol for the name index text objects.

After clicking the OK button a text object with the index will be added in the center of the drawing area and can be

moved to the desired position.

' This function creates symbolized map objects, not layout objects. Use the function Convert to Layout Object to
convert the index to layout objects.
W Create WGS84 Grid is the corresponding function to create a graticule.

%y Define a Tab in the name index text symbol therewith the indices are written in a column.

Create Name Index [ pro |

Choose this command in the Layout menu. Make sure you have selected one or more text or line text symbols in the
symbol box before opening the Create Name Index dialog. OCAD creates the name index from all objects from the
selected text or line text symbols. For example, if you want to list all street names, select all symbols for street names
in the symbol box.
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Horizontal/vertical offset: Enter the coordinate of the upper left or lower left corner where the numbering of the
grid starts (in this example the origin of the A1 square). The coordinate can be easily found out by reading them
in the Status Bar while hovering with the mouse over this point.

Horizontal/vertical distance: Enter the distance between the grid lines (in this example the distance from A to B
square respectively from 1 to 2 square.

Angle: Enter the angle of the grid if it is rotated. Usually, namely in the case of exactly horizontal and vertical
grid lines, the angle is zero.

Style: Choose a numbering style. One axis is always numbered "A, B, C..." and the other "1, 2, 3..."

Symbol: Choose a text symbol. It is used for the text objects, building the name index.

After clicking the OK button a text object with the index will be added in the center of the drawing area and can be

moved to a desired position.

This function creates symbolized map objects, not layout objects. Use the function Convert to Layout Object to

convert the index to layout objects.

Create Map Grid is the corresponding function to create a rectangular map grid. OCAD does not create a map

grid with the Create Name Index function.

Define a Tab in the name index text symbol therewith the indices are written in a column.

Convert to Layout Object

Visit the Convert to Layout Object page to get some information about this function.

Previous Chapter: Map

Next Chapter: Export Files

Back to Main Page
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Export Files

To print out a map or use it in another desktop publishing program, export it in for example PDF format.

1. Select Export in the File menu.

2. Select the area to print (Entire Map, Part of Map or One page) in the Setup field. Now place the gray frame in
the drawing window over the area you want to print out. If you cannot see the frame, click Zoom out in the View
menu until the frame becomes visible.

3. Click OK to export the map.

¢ If you want to export the raster background map as well, enter a resolution for it.

»» File Export Information

Export AI _Pro]

(This function is not available in Draft mode. Change to Normal mode to export Al file.)

Choose this command to export the map to an Al (Adobe Illustrator) file.

After clicking OK, a file dialog box is displayed where you can enter a file name for the exported map.

The Al format is the preferred format if you want to process the map further in a graphics program. It preserves the
full graphics quality of the map. The exported file contains layers corresponding to the OCAD symbols appearing on
the map. The format is Adobe Illustrator version 7.

Part of Map Activate this check box to export a part of the map. The map section will be shown with a rectangle on

the drawing window. You can alter the rectangle with the mouse.

Click the button Setup |—| to define the part of map to be exported by coordinates. The dialog box Setup Part
of Map (Export) appears.

Click the button Entire map D to export the entire map.

Click the button To current view l@] to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.
Export scale Enter the scale for the exported map. You can enter the scale on the keyboard, or choose one of the

predefined scales.

Colors CMYK (process) colors: Select this radio button if you want to print the map using process colors. Spot
colors: Select this radio button if you want to print the map using spot colors Mode. If you choose this option, the
appearance must be specified for each spot color. Choose Spot color Mode from the Map menu to define the
appearance for the different spot colors. Activate Combine to export all selected spot colors in the same file. This is

for very special cases. Normally you should not use this option.
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Export BMP  Pro. iewl cs

Choose this command to export the map to a BMP file. The Export BMP File dialog box is displayed. After

clicking OK, a file dialog box is displayed where you can enter a file name for the exported bitmap.

* Resolution: Enter here the desired resolution for the exported BMP file.

» Pixel size: Enter here the size of a pixel in the real world.

* Create World file (*.bpw): Choose this option if you want to use the exported file in a GIS (Geographical
Information System). A World file with the georeference information is created.

* Anti-Aliasing: Anti-Aliasing is method to make the edges of lines and texts appear soft. Normally you should
activate this option.

* Color correction: Activate this option to apply the same color correction as for the screen. Choose Color

correction from the Options menu to setup the color correction.
¢ Part of map

Activate this check box to export a part of the map. The map section will be shown with a rectangle on the

drawing window. You can alter the rectangle with the mouse.

Click the button Setup |—| to define the part of map to be exported by coordinates. The dialog box Setup Part
of Map (Export) appears.

Click the button Entire map D to export the entire map.

Click the button To current view l@] to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

¢ Tiles

Activate this check box to export the map in tiles instead of one single file. Click the button Setup L| to

define the tiles. The dialog box Setup tiles appears.
Pixel size and Create World file option are only available if Real world coordinate mode in Scale and

Coordinate System from the Map menu is activated

¢ The error message: "Not enough memory for exporting" appears if Windows cannot provide the memory needed.
Choose a lower raster resolution.
¢ The size of the exported BMP is limited to 32000 x 32000 pixels.

Export DXF  Pro.

(This function is not available in Draft mode. Change to Normal mode to export DXF file.)

(This function is not available if the map is hidden.)
Choose this command to export the entire map to a *.dxf file. After clicking OK, a file dialog box is displayed where
you can enter a filename for the exported map. The exported DXF contains only layers (corresponding to the

symbols) and coordinates, but no graphics. (That is, the appearance of the symbols is lost.) If you want to process a
map further in a graphics program, the PDF format is the preferred format. There all graphics are exported.

Export Scale

Enter the scale for the exported map. You can enter the scale on the keyboard, or choose one of the predefined
scales.

Convert text from ANSI to OEM
Activate this option if text should be converted to the OEM character set. OEM character set is used by old

DOS programs and concerns only accented characters (4, a, a etc.). :Normally you should not activate this
option.
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If accented characters are not imported correctly in the DOS program, try this option.

Convert text from ANSI to Unicode: Activate this option if text should be converted to the Unicode

character set.
Only objects with a selected symbol: Activate this option to export only objects with a selected symbol.
CRT

Choose this button to load a cross reference table. In a cross reference table you can define how the OCAD
symbols are translated to DXF layers. If you do not use a cross :reference table, then the symbol numbers
without decimal point are used as DXF layers (e.g. symbol 101.0 is translated to 1010). The Load Cross
Reference Table file dialog box is displayed.

Export OCAD curves as DXF splines
Activate this option if OCAD Bézier curves should be converted to DXF splines. Otherwise they are converted
to polylines.
e GIS (m): Select this radio button if you want to use the *.dxf file in a Geographic Information System (GIS). 1
unit corresponds to 1 meter in the real world. The map scale is used for the transformation.
e Paper (mm): Select this radio button if you want to use the *.dxf file in a graphics program. 1 unit corresponds to

1 mm on the map.

Export EPS | Pro.| \iew] cs |

(This function is not available in Draft mode. Change to Normal mode to export EPS file.)

Choose this command to export the map (or part of it) in the EPS format. After clicking OK, a file dialog box is
displayed where you can enter a filename for the exported map. *.eps files are mainly used to print maps on a color

copier or to make the printing films for offset printing. EPS files can be opened in Adobe Illustrator.
Part of map

Activate this check box to export a part of the map. The map section will be shown with a rectangle on the

drawing window. You can alter the rectangle with the mouse.

* Click the button Setup Ll to define the part of map to be exported by coordinates. The dialog box Setup Part of
Map (Export) appears.
¢ Click the button Entire map ID to export the entire map.

¢ Click the button To current view l@] to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

Export scale

Enter the scale for the exported map. You can enter the scale on the keyboard, or choose one of the predefined
scales. If the export scale is different from the map scale, the map and the symbols are enlarged/reduced

according to the ratio of the map and export scales.
Colors

¢ Color EPS (CMYK): Select this radio button to export a colored map. The color EPS contains CMYK colors. At
the service bureau color copies or films for CMYK printing can be made.

* Spot color separations: Select this option to export spot color separations. Choose Spot color Mode from the
View menu to define spot colors. When this radio button is activated and spot colors are defined, you can select
one or more of the defined spot colors in the Spot colors list box. Normally you export an EPS file for each of

these spot colors.
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Export GIF  Pro. iewl cs

Choose this command to export the map as a GIF file. After clicking OK, a file dialog box is displayed where you

can enter a filename for the exported map. GIF files are used to publish small maps in the Internet. For large maps

the OIM (OCAD Internet) file format is recommended. For maps GIF offers the better compression than JPEG and

therefore gives smaller files.

* Resolution: Enter here the desired resolution for the exported GIF file.

» Pixel size: Enter here the size of a pixel in the real world.

* Create World file (*.gfw): Choose this option if you want to use the exported file in a GIS (Geographical
Information System). A World file with the georeference information is created.

Anti-Aliasing Anti-Aliasing is method to make the edges of lines and texts appear soft. Normally you should

activate this option.
Color correction Activate this option to apply the same color correction as for the screen.

Part of map Activate this check box to export a part of the map. The map section will be shown with a rectangle on

the drawing window. You can alter the rectangle with the mouse.

* Click the button Setup l—l to define the part of map to be exported by coordinates.
* Click the button Entire map EI to export the entire map.

* Click the button To current view @J to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

Tiles Activate this check box to export the map in tiles instead of one single file. Click the button Setup L| to
define the tiles.

v Pixel size and Create World file option are only available if Real world coordinate mode in Scale and
Coordinate System from the Map menu is activated.

¢ The error message: "Not enough memory for exporting" appears if Windows cannot provide the memory needed.
Choose a lower raster resolution.

v The size of the exported GIF is limited to 65535 x 65535 pixels.

Export GPX | Pro| =3

(This function is not available if the map is hidden.)

(This function is not available for course setting projects. Use the Export Courses GPX function to export the

courses and the course setting objects in a gpx file).
Choose GPX file format to export OCAD objects as waypoints, tracks or routes that can be loaded to GPS devices.
¢ -Only the selected map objects are exported.
-Only point, line, text and line text objects are exported. Area objects cannot be exported to GPX.
Metadata

e Description: A description of the contents of the GPX file.
* Author: The person or organization who created the GPX file.

* Keywords: Keywords associated with the file. Search engines or databases can use this information.
Export line objects as

* Routes: Line objects are exported as routes: <rte>. A route is an ordered list of waypoints leading to a
destination.

* Tracks: Line objects are exported as tracks: <trk>. A track is an ordered list of points describing a path.

After clicking OK, the file dialog box is displayed where you can enter a filename.
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Export JPEG  Pro. iewl cs

Choose this command to export the map as a JPEG file. After clicking OK, a file dialog box is displayed where you
can enter a file name for the exported map. JPEG files are used to publish small maps in the Internet. For large maps
the OIM (OCAD Internet) file format is recommended. For maps GIF offers the better compression than JPEG and

therefore gives smaller files.

* Resolution: Enter here the desired resolution for the exported JPEG file.

» Pixel size: Enter here the size of a pixel in the real world.

* Create World file (*.jgw): Choose this option if you want to use the exported file in a GIS (Geographical
Information System). A World file with the georeference information is created.

Anti-Aliasing: Anti-Aliasing is method to make the edges of lines and texts appear soft. Normally you should
activate this option. Color correction: Activate this option to apply the same color correction as for the screen.

Choose Color correction from the Options menu to setup the color correction.

Part of map: Activate this check box to export a part of the map. The map section will be shown with a rectangle on

the drawing window. You can alter the rectangle with the mouse.

Click the button Setup to define the part of map to be exported by coordinates. The dialog box Setup Part of
Map (Export) appears.

Click the button Entire map to export the entire map.
Click the button To current view to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

Tiles: Activate this check box to export the map in tiles instead of one single file. Click the button Setup to define

the tiles. The dialog box Setup tiles appears.

v Pixel size and Create World file option are only available if Real world coordinate mode in Scale and
Coordinate System from the Map menu is activated.

« The error message: "Not enough memory for exporting" appears if Windows cannot provide the memory needed.
Choose a lower raster resolution.

¢ The size of the exported JPEG is limited to 65535 x 65535 pixels.

Export KML  Pro.]

(This function is not available if the map is hidden.)

Choose KML (Google Earth) file format if you want to view the export map objects in a Earth Viewer.

¢ -Only the selected map objects are exported.

-Only point, line and area objects are exported. Text object cannot be exported to KML.

e Name: This is the name of the place folder in the places panel of Google Earth.

* Screen overlay: Define what an icon should be shown in top left corner of the Earth Viewer window when the
KML file is opened. This icon is not included in the KML file. An URL must be entered. The screen overlay
name is the name shown in the places panel of Google Earth

* Look at (longitude, latitude and range): Geographical coordinates and height above sea level where the viewer
should start navigating by opening Google Earth.

* Height for area objects: Set a height value for area objects to make them looking three-dimensional.

¢ Placemark default name: Set a default name that is shown in the places panel of Google Earth.

* Default icon for point objects: Point objects are converted to placemarks. A placemark needs an icon (small
picture). This icon is not included in the KML file. An URL must be entered. Google Earth loads the icon
dynamically when the KML file is opened.



http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Sta40px.PNG
http://ocad.com/en.wiki/index.php?title=File:View40px.PNG
http://ocad.com/en.wiki/index.php?title=File:CS40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg

Export Files 208

After clicking OK, a file dialog box is displayed where you can enter a filename.

Export KMZ _Pro.]
(This function is only available in OCAD 10.2.0 and later.)

Choose this command to export the map as a raster KMZ file. It is possible to open the exported KMZ file in Google
Earth or upload this file on a Garmin GPS which supports 'Garmin Custom Maps'.

Tiles: Choose here between no tiles, 'Garmin Custom Maps' optimized tiles (max 1024x1024 pixels) or user-defined

tiles. After clicking OK, a file dialog box is displayed where you can enter a filename.

Export OCAD Internet Map  Pro.
Read more about this topic on the OCAD Internet Map page.

Export PDF  Pro. iewl cs

(This function is not available in Draft mode. Change to Normal mode to export PDF file.)

Choose this command to export the map to a PDF-file. After clicking OK, a file dialog box is displayed where you

can enter a filename for the exported map. You can open and print PDF files with Adobe Acrobat Reader.

Part of map Activate this check box to export a part of the map. The map section will be shown with a rectangle on

the drawing window. You can alter the rectangle with the mouse.

¢ Click the button Setup Ll to define the part of map to be exported by coordinates. The dialog box Setup Part of
Map (Export) appears.

¢ Click the button Entire map B to export the entire map.

* Click the button To current view @ to export the currently on the screen displayed map.

If this check box is not active the entire map will be exported.

Export scale Enter the scale for the exported map. You can enter the scale on the keyboard, or choose one of the

predefined scales. If the export scale is different from the map scale, the map and the symbols are enlarged/reduced

according to the ratio of the map and export scales.
Colors

Color EPS (CMYK): Select this radio button to export a color map. The color PDF contains CMYK colors.

At the service bureau color copies or films for CMYK printing can be made.

Spot color separations: Select this option to export spot color separations. Choose Spot color mode from the
View menu to define spot colors. When this radio button is activated and spot colors are defined, you can
select one or more of the defined spot colors in the Spot colors list box. Normally you export a PDF file for
each of these spot colors. Activate Combine to export all selected spot colors in the same file. This is for very

special cases. Normally you should not use this option.

Compress file: Activate this box to compress the export file. The compression does not influence the print

quality.
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Export Shape L Pro]
(This function is only available in OCAD Professional!)
(This function is not available in Draft mode. Change to Normal mode to export Shape file.)
(This function is not available if the map is hidden.)

Choose this command to export the map in the shape format.

The shape format consists of 3 files

* *shp: the shape file
» *.shx: the shape index
» *.dbf: a dBase file

Point, line, area and texts objects must be exported separately. If you export all types totally 12 files will be

produced.

Objects In this box you select which object types should be exported. You can select one or more types by using the

2" and Ctrl keys. Initially all types are selected.

Dataset Select here if all objects should be exported or only objects linked to a specified dataset. If you select All
objects the dBase file will contain an ID, the symbol number, the angle and for texts the text. If you select Objects

in dataset the dBase file will contain the information of the corresponding table.

« OCAD exports the line text objects as lines. The text is in exported database.

Export SVG _Pro.|
(This function is only available in OCAD Professional!)

(This function is not available in Draft mode. Change to Normal mode to export SVG file.)

Choose this command to export the map to a SVG (Scalable Vector Graphics) file. After clicking OK, a file dialog
box is displayed where you can enter a filename for the exported map. Part of map Activate this check box to export
a part of the map. The map section will be shown with a rectangle on the drawing window. You can alter the
rectangle with the mouse.

¢ Click the button Setup Ll to define the part of map to be exported by coordinates. The dialog box Setup Part of
Map (Export) appears.
¢ Click the button Entire map B to export the entire map.

* Click the button To current view @ to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

Export scale Enter the scale for the exported map. You can enter the scale on the keyboard, or choose one of the

predefined scales.

Compress file Activate this box to compress the export file.



http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Shift.JPG
http://ocad.com/en.wiki/index.php?title=File:Shift.JPG
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Setup.JPG
http://ocad.com/en.wiki/index.php?title=File:EntireMap.JPG
http://ocad.com/en.wiki/index.php?title=File:ToCurrentView.JPG

Export Files 210

Export TIFF  Pro. viewl cs

Choose this command to export the map as a TIFF file After clicking OK, a file dialog box is displayed where you

can enter a filename for the exported map.

* Resolution: Enter here the desired resolution for the exported TIFF file.

» Pixel size: Enter here the size of a pixel in the real world.

* Create World file (*.tfw): Choose this option if you want to use the exported file in a GIS (Geographical
Information System). A World file with the georeference information is created.

Anti-Aliasing Anti-Aliasing is method to make the edges of lines and text appear soft. Normally you should activate

this option.

Color correction Activate this option to apply the same color correction as for the screen.

Part of map Activate this check box to export a part of the map. The map section will be shown with a rectangle on

the drawing window. You can alter the rectangle with the mouse.

¢ Click the button Setup Ll to define the part of map to be exported by coordinates. The dialog box Setup Part of
Map (Export) appears.
* Click the button Entire map El to export the entire map.

* Click the button To current view l@] to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

Tiles Activate this check box to export the map in tiles instead of one single file. Click the button Setup L| to

define the tiles. The dialog box Setup tiles appears.
Setup Tiles This dialog box appears if you click the Setup button for Tiles in the Export panel. If you choose the

Tiles option, the map is divided into small rectangular fields (tiles) and one file is exported for each tile. The tiles
start from the lower left corner. To number the files, the number of the column and the number of the row are

appended to the file name.
"filename_0_0.tif" is the tile in the lower left corner.
"filename_1_0.tif" is the tile to the right of the first tile.
All tiles have the same size, even if they extend beyond the map size or the part of map defined.
Tile size: Enter here the size of a tile.
Color
Color TIFF (RGB): Select this option to export a color map.
Compression: Choose LZW to compress the export file.

Spot color separations: Select this option to export spot color separations. Choose Spot colors Mode from the
View menu to define spot colors. When this radio button is activated and spot colors are defined, you can
select one or more of the defined spot colors in the Spot colors list box. Normally you export a TIFF file for
each of these spot colors. Activate Combine to export all selected spot colors in the same file. This is for very

special cases. Normally you should not use this option.
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Color depth: Select the color depth (number of different colors to export):
CMYK (32 Bits): 4295 million colors.

RGB (24 Bits): 16 million colors.

256 colors: 8 bits with 256 colors.
Grayscale: 8 bits with 256 gray scales
Black/White: 1 bit with black or white.

Halftone screen: 1 bit with black or white.

w Pixel size and Create World file option are only available if Real world coordinate mode in Scale and Coordinate
System from the Map menu is activated.
W The error message: "Not enough memory for exporting" appears if Windows cannot provide the memory needed.

Choose a lower raster resolution.

Export Encrypted File _Pro.|
Learn more about this topic on the Encrypted OCAD File page.

Setup Part of Map

When exporting in certain file formats, you will have the option to export only a part of the map. By clicking the

B Setup button, the export area can be defined. The Setup Part of Map (Export) dialog appears.

Setup Part of Map (Export) ﬁ

Coordinates

() Paper @ Real world

Export map size
(@ Reference point, width and height

LAl 05 “m Width: 200,00 2
0L
[HH1 " 229708.70 “m Height: 200.00 :
(") Rectangle
0.00 j 0.00
0.00 j 0.00
Load Delete

[ Set entire map ]

First, choose between Paper or Real World Coordinates. In the Export map size part of the dialog, you can make

the following adjustments:

1. Choose between the Reference point, width and height and the Rectangle option. When you choose the first

option:
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1. Choose the point of the map which you want to define as the reference point (e.g. upper left corner). Click one

of the nine squares.

2. Enter the coordinate of the chosen point.

3. Enter the dimension (Width and Height) of the map to be printed in m (real world coordinates) or mm (paper

coordinates).

2. If the Rectangle option was chosen:

1. Enter the coordinate of the bottom left and the top right corner of the rectangle to be exported in m (real world

coordinates) or mm (paper coordinates).

. You can name the adjustments and save them by clicking the Save button.

. Click the Set entire map to set the values given in the Export map size part of the dialog to the entire map.

3
4. If there are saved settings, you can load them using the Load button or delete them using the Delete button.
5
6

. Click the OK button when finished.

Previous Chapter: Layout

Next Chapter: Printing Maps

Back to the Main Page.

File Export Information

Files
File Format Properties Advantages Disadvantages Graphic
extension
*.al Adobe Illustrator Version 7 Vector (2D)
*bmp Bitmap Uncrompressed or lossless RLE The weak compression result in Raster
(runlength entcoding) compression | larger file sizes than other formats
*.dxf Drawing Also suitable for 3D models Verctor (2D)
Interchange Format
*.eps Encapsulated Post Writing style Vector
Script and/or
Raster
* Gif Graphic Interchange -Lossless compressing graphics Limited to 256 colors Raster
format format
-Supports animations
*.gpx GPS eXchange file | GPS data XML-based format for GPS data
*jpg Joint photographic -Lossy compressed 24 bit image This is unsuitable for text and Raster
experts group files hard color transitions
-Embedding of paths possible
* Kml Google Earth Map Vector
(Vector)
* kmz Google Earth Coordinates Raster
(Raster)
* htm OCAD internet map | Types:
-Java Applet
-Flash
-SVG
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* pdf Portable Document -Lossless compression Need reader to read Raster
Format -On any operating system readable and/or vector
-Small file size
*.shp Shapefile ESRI ArcGIS format
for storing vector data
*.svg Scalable Vector Open, XML-based
Graphics vector graphics format
* tff Tagged Image File | Universal, pixel image | -Lossless compression
Format format -32 bit
Raster-Vector

Raster

Vector

zoom

Zoom

Vector graphics can scale to any size without quality loss.

More Informations:

Raster Graphics Wikipedia [

Vector Graphics Wikipedia 21

References

[1] http://en.wikipedia.org/wiki/Raster_graphics

[2] http://en.wikipedia.org/wiki/Vector_graphics
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Encrypted OCAD File

When a map is sold for example for Course Setting for Orienteering or drawing an overlay, it is possible to

encrypt the map. An encrypted OCAD map can only be loaded as a Background Map and cannot be edited. The

owner of the map can make more limitations which are described on this page.

Export an Encrypted OCAD File  Pro.
Choose the Export Encrypted File command in the File menu. The Export Encrypted File dialog appears.

"
Export Encrypted File |

Document open password: testpassword36

[7] Allow to Print and Export

Only valid for license numbers:
L 5001
5002

2
3
4
L
[
7.
B:

o:

10:
1L
12
13
14
15
16:

Map owner name:

OCAD AG|

[ oK ] { Cancel I I Help

Document open password: In this field you can set a password, which is needed to load the encrypted file as a
background map. The password must have minimum four characters.

Allow to Print and Export: Check this option to allow to print and export the map.

Only valid for license numbers: Check this option to allow only the listed license numbers to load the map. Add
license numbers by clicking a field and typing them. You can give the permission to load your map as a
background map to maximum 16 licenses.

Map owner name: Enter the map owner's name. This name is displayed when the encrypted file is opened.

Click the OK button to continue. The Save dialog appears. Browse a location, enter a name and click the Save

button. The Export Encrypted File dialog appears with a summary of the settings made. You can select and copy

this information and send it to the map receiver.

Load an Encrypted OCAD File  Pro ] L CS.
In the OCAD 11 Starter Edition, encrypted OCAD files can only be loaded in course setting projects.

Encrypted OCAD Files can only be loaded as Background Maps. For this purpose, choose the Open command in

the Background Map menu. The Open Background Map dialog appears. Choose the .eocd file and click the Open

button.

The following dialog appears:
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[ 2\ Password u

File “"\DELLSERVER\Exchange\FEO\WIKD\Test\Chlosterwald.eocd”
is protected. Please enter a Document Open Password,

Enter Password: |

[ Document info... ]

| OK | | cancet |

Enter the password you received from the map owner and click the OK button.

You get more information about the encrypted file by clicking the Document info button.

r[.‘lcncur'ﬁent Info Chlosterwald.eocd ﬁ
Allow to Print and Export: Yes
Only valid for license numbers 1: |sp01
2 5002
ES
4
i
i
T
a:
S
10:
11:
1z
13
14:
15
1a:
Map owner name: OCAD AG

This dialog can also be displayed by clicking the Document info icon in the Manage Background Map dialog.

Back to the Export Files page.
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Setup Tiles

This dialog box appears if the Setup button for Tiles in the Export panel is clicked.

If you choose the Tiles option, the map is divided into small rectangular fields (tiles) and a file is exported for each
tile. The tiles start from the lower left corner. To number the files, the number of the column and the number of the
row are appended to the file name.

e "filename_0_0.tif" is the tile in the lower left corner.
» "filename_1_0.tif" is the tile to the right of the first tile.

All tiles have the same size, even if they extend beyond the map size or the part of map defined.
Tile size Enter the width and height of a tile.
Back to Export Files

Printing Maps

To print the map:

1. Select Print in the File menu, press Ctrl+P or click on the Print icon & in the standard toolbar. The Print

dialog appears on the right hand side of the window.

Piint
Printer
[HP color Laserset 2800 series ps = [...]

Page handling
Portrait @ Landscape

Copies: 1

@ Color printing

Spot colar separations (BW printing)

Schwarz -
Blau
Braun
Gruen
Gelb il
Diomuie
Scale
Map scale: 1:10000
Print scale: 1: 5000 -
Print map size
Entire map
Part of map
@ One page g
Options
Intensity: 50 = E|
Line width: &0 o

/| Print screen grid m v

[ Save XML Seript ][ Hew |

[ Print ] | Close H Cancel |

2. Select the printer to print the map. In the box you can select one of the installed Windows printer drivers. Click

the Properties button E to change printing options.

3. In the Page handling box you can set the page orientation (Portrait or Landscape) and the number of copies
you would like to print.

4. Decide between Color printing or Spot color separations (Black & White printing) in the next box. Select the
second option to print black and withe spot color separations. Choose Define Spot Colors from the Map menu to
define spot colors. When this radio button is activated and spot colors are defined, you can select one or more of
the defined spot colors in the Spot colors list box.

5. Define the print scale in the Scale box. You can enter the scale on the keyboard, or choose one of the predefined
scales. If the print scale is different from the map scale, the map and the symbols are enlarged/reduced according

to the ratio of the map and print scales.
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6. In the Print map size box you have the following options:

Entire map: The entire map will be printed. Gray frames show a print preview on the basis of the defined

paper size in the printer settings. If the map is too large for one page, it will be printed on several pages. Click

on the Setup icon E] to make more adjustments.

Part of map: Print a part of the map. If you choose this option a thin black and a grey frame appear. The thin
black frame shows the area which is to be printed, the grey frame shows the paper size. Adjust the thin black
frame to your desired map part. More information about setting up Part of the Map can be found further down

on this page.

One page: Select this option to print one page of paper of the map. Click the Setup E] button to define the

region to be printed. More information about setting up One Page can be found further down on this page.
If you cannot see the frame, click Zoom out in the View menu until the frame becomes visible.

Move the mouse pointer inside the rectangle to drag the entire rectangle. Drag a corner or one side to resize the
rectangle.

7. In the Options box you can make the following adjustments:

Intensity: For older ink jet printers you can reduce the color intensity here. This reduces the amount of ink
applied.

Intensity: 100

= Intensity: 50 —%

Line width: For older ink jet printers you can reduce the line width here. This reduces the amount of ink
applied.
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Line width: 100 = Line width: 50 ey

* Print screen grid: Check this box to print a grid on the map. Choose the color of the grid in the drop-down
list.

[Cprintgria  |0: WM Red | V! print grid ~

8. Click Print to print out the respective area.

Click Save XML to save an XML file with the print settings (Same filename and path as OCAD map). Use
Execute XML Script command in File menu to print the map with the settings saved in the XML file.
Hide the background map before printing the map, if you do not want this to be printed out as well. If you are still in

Draft mode, select Normal Mode in the View menu.

' The error message: "Paper size is not defined" appears if a paper size is defined that is not available for the

selected printer.
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Setup Part of Map

Choose the Part of map option as the print map size and click the E] Setup button to define the printing area. The
Setup Part of Map (Printing) dialog appears.

i N
Setup Part of Map (Printing) [
Coordinates
) Paper @ Real world
Print map size
@ Reference point, width and height
:EI:' b 57472060 “m Width: 10585.10 = m
100
[HH] ¥: 229775.00 = m Height: 6641.70 =
) Rectangle
0.00 0.00
0.00 : 0.00
Vertical overlap: 1000 = mm Horizontal overlap: 10.00 = mm
Load Delete
[ OK ] [ Cancel ] [ Help ]
S ————————————————————

First, choose between Paper or Real World Coordinates. In the Print map size part of the dialog, you can make

the following adjustments:

1. Choose between the Reference point, width and height and the Rectangle option. When you choose the first
option:
1. Choose the point of the map which you want to define as the reference point (e.g. upper left corner). Click one
of the nine squares.
2. Enter the coordinate of the chosen point.
3. Enter the dimension (Width and Height) of the map to be printed in m (real world coordinates) or mm (paper
coordinates).
2. If the Rectangle option was chosen:
1. Enter the coordinate of the bottom left and the top right corner of the rectangle to be printed in m (real world
coordinates) or mm (paper coordinates).
3. Set the vertical and horizontal overlap. If the map does not fit to one page, the given overlap is printed on both
pages, therefore the maps are overlapping.
4. You can name the adjustments and save them by clicking the Save button.
5. If there are saved settings, you can load them using the Load button or delete them using the Delete button.
6. Click the OK button when finished.

W The overlap values can be negative. This can be useful when printing the courses for relays in orienteering. Place
the start number and or advertisement to be printed on the back side beside the map. With a negativ overlap a gap

between the two pages is created.
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Setup One Page

Choose the One page option as the print map size and click the E] Setup button to define the printing area. The
Setup One Page dialog appears.

Setup One Page ﬁ

Left: A76518.00| S m
Bottom: 248636.20 s m
[ 8] 4 ] [ Cancel ] [ Help ]

In this dialog you have to set the bottom left corner of the page to be printed in mm (paper coorinates) or m (when
you have Set a Coordinate System). Click the OK button when finished.

W A preview is given in the drawing area.

Previous Chapter: Export Files
Next Chapter: DEM
Back to Main Page

DEM

A DEM (Digital Elevation Model) contains points with elevation data. DEM Data are based on LIDAR (Light

Detection and Ranging) technology measurement, also known as Airborne Laser Scanning. There are DEM with

point data arranged in a regular grid with a constant distance between the points. This distance is called cell size.
Other DEM contain data points arranged irregularly (cloud-model).

Read more about this topic: http://en.wikipedia.org/wiki/Digital_elevation_model
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Import _Pro.|

The OCAD DEM Module is able to import files with regular and irregular DEM data. Supported DEM data formats
are: ESRI ASCII Grid (*.asc), Raw data ASCII XYZ file (*.xyz), ASCII Grid XYZ file (*.xyz), LAS file (*.las) and
SRTM file (*.hgt) file.

1. Open a map or create a new one.

2. Select Import from the DEM menu. First use Add button to add at least 1| DEM to the DEM Import dialog.

3. Analyze the DEM to get some information about the DEM like extent, cell size etc.

4. If the source file is a regular grid (data type of import files = grid), the Cell size box is set to read only. OCAD
sets the same cell size for the imported DEM. For irregular DEM data source (data type of import files = raw) the
cell size can be set in the 'cell size' box. For these DEM's OCAD interpolates a regular grid with the specified cell
size during the import.

5. At the end of the import procedure the imported DEM must be saved in the OCAD DEM file format (*.ocdDem)
and it is loaded to the OCAD map.

6. To see the extent of the loaded DEM activate the Show Frame menu item.

W The Cell size range is between 0.01 and 650 m.
W The DEM import limit depends on the amount of memory available. OCAD can allocate up to 3.5 GB RAM.
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DEM Import PS

Importable files

8075057275.1as Add...
Analyze files LAS Settings
Minimum easting: 20750000 Classification
: Frrr DsM
Maximum easting: 605250.00 Unclassified [(435933]
Minimum northing: 4572750.00 OTM
. . Ground [663578)
Maximum northing: 4573500.00
Low vegetation (0]
Data type of import files Return Number
Grid Bectyveqelalmii} ) First return (361756
(@) Raw (cloud of vector paints) High vegetation (0} @) Last return [861181)
Cell size: 100 m Building (0) () Al returns (1100292)
| Water
Paints: 1'100'292 o
Rows: 751 EEDEgIET]
Columns: 751 . . T
Load intensity map and classification map as background map
Minimum height value: 114
Maximum height value: 187
Do not save negative height values

Save GeoTIFF with DEM raw data points

Save

"

LAS data import:

* Choose ground classification and Last return option to create a terrain model from LAS data.

e Choose all classifications and First return option to create a surface model from LAS data.

w During LAS data import a classification image and a intensity image are created and loaded as background maps.
A difference image between the first and last return is created if the All returns option in the DEM Import dialog is
choosen.

W A Radar beam splits as it hits objects. The result are multiple returns. LIDAR can collect up to four returns. The
difference between first and last return can show object height. The last return doesn’t always reach the ground.
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Amplitude
/ ll
First return e
Second return e
£ —————
) 7] Tiume
Third retum £
——y
Fourth return 1.
[
i
Last return 1
Source: Lohani, Bharat. Airborne Altimetric LIDAR: Principle, Data Collection, Processing and Applications.
SRTM hgt data import:

* This is a world wide available DEM data set from the Shuttle Radar Topography Mission (SRTM).

The data files and documentation: [1]

Y SRTM hgt data import requires that a coordinate system set in the OCAD map file.

Open

Open an OCAD DEM file (*ocdDem).

Show Frame

Shows blue rectangle with the extent of the loaded DEM.

Resize

Resize the loaded OCAD DEM file (make a subset) and save it as a new OCAD DEM file.

Info

Shows information about OCAD DEM file.

Y When moving the mouse cursor over the file name then the file name with path appears.
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Close  Pro.

Close OCAD DEM file.

Merge DEM  Pro.

Choose Merge from DEM menu to
merge two different DEMs.

e DEM 1: Choose the first DEM.
e DEM 2: Choose the second DEM.

‘W The two DEMs must have the same

cell size and image clipping.

Calculate DEM Difference

1. Choose Calculate DEM
Difference from DEM menu.

2. The Calculate DEM Difference
dialog box appears.

3. Add Upper DEM = DSM data file

4. Add Lower DEM = DEM data file

5. Click OK.

To visualize the DEM difference
choose [ Classify Vegetation Height
[2]]

¢ No difference between the elevation

models appears black.

Merge DEM 2
DEM 1: [z]
DEM 2; g

[/| Load the merged DEM as OCAD DEM

QK l [ Cancel l [

Help

Calculate DEM Difference

&3

Upper DEN:

Lower DEM:

Load the calculated difference DEM as OCAD DEM

E) B

[ OK ] [ Cancel ] [

Help

* The greater the difference, the whiter it appears.

W Same data format, cell size and clipping of DSM and DEM required.

Create Contour Lines
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This function calculates contour lines

Create Contour Li [ = |
based on the loaded DEM. e —
* Define 1-3 contour intervals (for S ~ o= Line Symbol: (1001000 Contourline t |
example lm, Sm, 25m) and a Contour interval main: * m Line Symbol: [1001,001 Contour line 5 v]
. . Contour interval index: >~ m Line Symbaol: [1001,002 Contour line 25 v]
pre-selected line symbol (according
. . . - 17ac | 7
to the first three line symbols in the Minimum contour: 1743 m
. Maximum contour: 3370 m
settings) for each type appears (can
Total number of contour values: 1626
be changed). ok | [ cance | [ Help

? Contour interval values can
be entered manually or chosen
from the list.

* Specify the minimum (lowest) and maximum (highest) contour for the calculation.

ARRAT
\ \\}\\\-—
\tu“‘:‘;

Contour lines map.
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Create Hypsometric Map

This function calculates a
grayscale or colored hypsometric
map as GeoTIFF file.

Optionally it is directly loaded as

background map.

Two different types of hypsometric
maps can be edited:

* Grayscale hypsometric map

* Colored hypsometric map

Fa 2ot .

Create Hill Shading

This function calculates a shaded
relief picture (hill shading).
There

methods available:

are two calculation

* Slope shading is optimized to see
outlines of features like paths in a
slope.

* Slope shading combined with
oblique light shading is the
recommended method if the hill
shading should be used as a

Create Hypsometric Map

@ Grayscale hypsometric map

(") Colored hypsometric map

|:| Load the exported map as background map.

[ 0K ] [ Cancel ] [ Help
L. A
-
Create Hill Shading 3l
Shading method:
(@ Hill shading (slope shading)
() Hill shading (slope shading combined with oblique light shading)
Azimuth: 315 = 4D deg
Declination: 45 = deg
Exaggeration: ﬂ -
|:| Load the exported map as background map.
[ OK ] [ Cancel ] [ Help

background relief of a map. Optionally the calculated hill shading is directly loaded as background map.

Aside from the chosen method an Azimuth and a Declination of the light source has to be set. Standard

settings are 315° (north-west) and 45°. An Exaggeration factor of 4 is pre-selected and can be altered.
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Fig. 1: Hill shading (slope shading). Fig. 2: Hill shading (slope shading with cblique light shading).
Calculate Slope Gradient _Pro_Lstd
Choose Calculate Slope | |‘
- 2
Gradient from DEM menu. e et ——
. Slope gradient method:
Zh? C::lculate SlOPe Gradlent @ Continuous [<x* = grayscale / =x° = black) 45 % deg
1alog box appears.
Select one of two different methods: © Blackwhite <x = white / >x" = black - deg
* Continous (<x° = grayscale / >x° =
black) Load the exported map as background map.
« Black/White (<x° = white / >x° = ok ][ cane ] [ rew
black) . v

The resulting picture can be used to
identify cliffs an rock faces. The result can sometimes be significantly improved with a slight adjustment of the
gradient (between 42-45 degrees).

Slope gradient also shows paths or relief features independent from a azimut like the Hill Shading.
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A
W
———
—
’ ‘K'&

7
Fig. 1: Slope gradient method: Continuous (0° - 50° = grayscale). Fig. 2: Slope gradient method: Black/white [< 45° = white).
Classify Vegetation Height | Prolstd]
Choose Classify Vegetation Height ——
r B
. . Opti
There are two different options to prons
. . o . @G le classificati Linear ?
show vegetation height classification: - Ay see cassieTan
* Gray scale classification with
. . . . 1@ Colored dlassification 7
options: Linear, Quadratic negative,
Quadratic positive Classes:
* Colored classification: Define e am 0
classes with a height and color To 0
range From color l:l
To color [ 1

- Split a class into two classes by

clicking the Split class button Split class ] | Load..

- Remove a class by clicking the Remove class | | Save..

Remove class button [ Reset classes to default _

- Load the settings from a text
file by clicking the Load button

Load the exported map as background map.

[ ok || cancet | [ Hep

- Save the settings to a text file

by clicking the Save button

- Reset the classes and colors to the default settings by clicking the Reset classes to default button
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Create Profile s em [ cs |

Aeugst Aeugsterberg Restaurant Gallenbuel
825

800

775

750

725

7oo

00 05 08 10 15 16 20 21
0:00 0:18 0:32 0:41
Distance 2107 m Elevation factor &
Total ascent 107 m Start elevation 730 m Minimal elevation 717 m
Total descent 104 m End elevation 733 m Maximal elevation 805 m

Find more information about this function on the DEM Profile page.
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Export  Pro.

i | |"\.

DEM export

@ ESRI ASCI grid
|:| Create tiles (1001x1001 points)

(7) ASCI grid XYZ

[ ] 4 ] [ Cancel ] [ Help ]

b "

Export OCAD DEM file as ESRI ASCII Grid or as ASCII Grid XYZ. Select Create tiles for large DEMs.

Previous Chapter: Printing Maps
Next Chapter: GPS
Back to the Main Page

References

[1] http://dds.cr.usgs.gov/srtm/version2_1/
[2] http://ocad.com/en.wiki/index.php?title=DEM#Classify_Vegetation_Height
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DEM Profile

To use this function a DEM has to be loaded.

Create a Profile | pro. Lstdd =3

To create a profile:

1. Select a line object within the DEM data. Add a Corner Vertex to the line to create a stopover. Stopovers are
visible in the profile after exporting an OCD-File or adding it to the map.

.'_.' -
2. Choose the Create Profile command from the DEM menu.

3. The DEM Profile dialog appears and the profile is shown.



http://ocad.com/en.wiki/index.php?title=File:Space.PNG
http://ocad.com/en.wiki/index.php?title=File:Pro40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Std40px.PNG
http://ocad.com/en.wiki/index.php?title=File:Sta40px.PNG
http://ocad.com/en.wiki/index.php?title=File:CS40px.PNG
http://ocad.com/en.wiki/index.php?title=Vertices%23Add_Corner_Vertex
http://ocad.com/en.wiki/index.php?title=File:ProfileRoute.PNG

DEM Profile

232

DEM Profile 2

825

0 1500
Distance 2107 m Elevation factor 5
Total ascent 99 m Start elevation 730 m Minimal elevation 717 m
Total descent 96 m End elevation 733 m Maximal elevation 805 m
4 3
Options -
@ Auto scale Elevation factor E] [ Update ] [ Export OCD ... ] [ Print ]
© Scale o000 Elevation resolution [ ExportBMPGIF.. | [ Hep |
Show grid REROTREOlHGE sm_ - [ Add to map ] [ Close ]

i

You have several options now:

e Auto scale: If this option is enabled, OCAD takes a scale which fits best to the dialog box.

* Scale: Choose the desired scale of the profile in the dropdown list.

* Show grid: If this box is activated, a grid is shown in the profile.

* Elevation factor: Choose an elevation factor in the dropdown list. This is the scale factor for the horizontal
profile axis (height).

¢ The Elevation resolution and the Length resolution are filters that influence the calculation of the total ascent

and total descent. These resolution values should not be more accurate than the elevation resolution and cell size
of the DEM.

v DEM Profile dialog is a non-modal dialog. The user can switch to the OCAD map window. It is possible to edit
the selected line object in the OCAD map. Click the Update button in the DEM Profile dialog to see the profile for
the edited or newly selected object.
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Export Profile  Pro |

Export OCD

Click the Export OCD button to export the profile to a new OCD-File. The DEM Profile Options dialog appears.

sy DEM Profile Options

~

=S e

Frofile Template

Units and Formats

Distance Time
@ km Format:
im Rounding:

Show text at the bottom of the profile

Labels and Symbols

Startpoint/Stopover fEndpoint: Label:

Startpoint Aeugst
Stopover 1 Aeugsterberg
Stopover 2 Restaurant
Endpoint Gallenbiiel

File name:  C\Program Files\OCADNVOCAD 11 Professional\TemplatesiTemplate DEM Profile.ocd

[h:mm v]
[No rounding v]
Symbaol:
10000.051 DEM: Profile Restaurar
| -
[ OK ][ Cancel ] [ Help

The Template DEM Profile.ocd file in the OCAD-directory is chosen as a template file (for the symbol set, colors

etc.) by default. You can choose an own template by clicking the Load template button.

Symbol Description Symbol Color(s)

Number Type
10000.001 DEM: Elevation Text Text symbol | 10000: UPPER BLACK DEM PROFILE
10000.002 DEM: Distance Text Text symbol | 10000: UPPER BLACK DEM PROFILE
10000.003 DEM: Text Text symbol | 10000: UPPER BLACK DEM PROFILE
10000.004 DEM: Horizontal Grid Line Line symbol | 10006: LOWER BLACK DEM PROFILE
10000.005 DEM: Profile Frame Line symbol | 10000: UPPER BLACK DEM PROFILE
10000.006 DEM: Profile Line Line symbol | 10005: LOWER RED DEM PROFILE
10000.007 DEM: Profile Area Area symbol | 10003: GREEN DEM PROFILE
10000.008 DEM: White Background Area symbol | 10002: WHITE DEM PROFILE
10000.009 DEM: Horizontal Tag Point symbol | 10000: UPPER BLACK DEM PROFILE
10000.010 DEM: Vertical Tag Point symbol | 10000: UPPER BLACK DEM PROFILE
10000.011 DEM: Time Text Text symbol | 10000: UPPER BLACK DEM PROFILE
10000.012 DEM: Label Text Stopover Text symbol | 10000: UPPER BLACK DEM PROFILE
10000.014 DEM: Label Text Start- and Text symbol | 10000: UPPER BLACK DEM PROFILE

Endpoint
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10000.020 DEM: Profile Startpoint Point symbol | 10001: UPPER RED DEM PROFILE, 10004: YELLOW DEM
PROFILE

10000.021 DEM: Profile Stopover Point symbol | 10001: UPPER RED DEM PROFILE
10004: YELLOW DEM PROFILE

10000.022 DEM: Profile Endpoint Point symbol | 10001: UPPER RED DEM PROFILE
10004: YELLOW DEM PROFILE

10000.041 DEM: Vertical Grid Line Line symbol | 10006: LOWER BLACK DEM PROFILE

10000.051 DEM: Profile Restaurant Point symbol | 10000: UPPER BLACK DEM PROFILE
10001: UPPER RED DEM PROFILE
10007: UPPER WHITE DEM PROFILE

In the Units and Formats category, you can choose, whether the distance is to be shown in km or in m. In addition,
you can set the time format (at the moment only h:mm is available) and the rounding (no rounding, 5 minutes, 10
minutes). Uncheck the Show text at the bottom of the profile option if you do not want any text under the profile.

In the Labels and Symbols category, labels and symbols can be allocated to the start- and endpoint or a stopover.
Enter a label in the corresponding field (for example the name of a place) and choose a symbol from the dropdown
list. These symbols are defined in the template file. Add a Corner Vertex to the line which defines the profile to

create a

Click the OK button when finished. In the next dialog you have to save the profile at the desired location. To open
the document, use the Open Recently Exported Documents function in the File menu. The profile can be edited

stopover.

(e.g. change colors or add objects) there.

Aeugst
825

Aeugsterberg

Restaurant

Gallenbuel

0.0 05
0:00

Distance 2107 m

Total ascent 107 m
Total descent 104 m

Stopovers are marked with a dot on the profile line and a vertical line to the x-axis. At the start- and endpoints as

08
018

Start elevation 730 m
End elevation 733 m

15 16 20
032
Elevation factor &
Minimal elevation 717 m
Maximal elevation 805 m

well as the stopovers the covered distance and the walking time are indicated.

21
0:41
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Export BMP/GIF

Click the Export BMP/GIF button to export the profile as a raster image. The Save Picture dialog box appears.
Browse a location and enter a name for the new file. Choose the file type in the Save as type drop down list. Click

the Save button to finish. The exported profile looks the same as the profile shown in the DEM Profile dialog.

Add to map

Note: This function is similar to the Export OCD function. For more information and illustrations visit the
corresponding article.

Click the Add to map button to add the profile to the currently opened map. The DEM Profile Options dialog
appears.

The Template DEM Profile.ocd file in the OCAD-directory is chosen as a template file (for the symbol set, colors

etc.) by default. You can choose an own template by clicking the Load template button.

In the Units and Formats category, you can choose, wheter the distance is to be shown in km or in m. In addition,
you can set the time format (at the moment only h:mm is available) and the rounding (no rounding, 5 minutes, 10

minutes). Uncheck the Show text at the bottom of the profile option if you do not want any text under the profile.

In the Labels and Symbols category, labels and symbols can be allocated to the start- and endpoint or a stopover.
Enter a label in the corresponding field (for example the name of a place) and choose a symbol from the dropdown
list. These symbols are defined in the template file. Add a Corner Vertex to the line which defines the profile to

create a stopover.

Click the OK button when finished. The symbols and colors from the template file are added to the current symbol
set and the profile is displayed.

Print

Click the Print button to print the profile. The profile is printed exactly as it is diplayed in the dialog box.

Back to the DEM page.
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Real Time GPS s em

Choose this command from the GPS menu for mobile mapping with GPS. The GPS device must be connected to the
computer via the COM interface with Bluetooth. If your GPS device is connected via an USB port, please install a
software like GPSGate ! to transfer the data to a virtual COM port.

%W Tt is important that the coordinate system on the GPS device is WGS84 or a UTM zone. Otherwise, OCAD
cannot analyze the data correctly and the position is wrong (some 100 meters)!
When you choose the Real Time GPS command from the GPS menu, the Real Time GPS Settings dialog appears.

Real Time GPS Settings

-
Real Time GPS Settings

Connection settings
Port: COM4 -

Speed real time: 4300 - | bps

Speed data import: 9600 bps

Requirements

["| DGPS, RTK, Float RTK

[C] min, 4 satellites Otherwise

[FHDoP < |6

Cptions GPS real time maode

[T Filter 5 Values [Default) @ Geo-referenced mode

Accuracy circle () Adjusted mode

DAuto scroll (moving map}
[ subtract antenna height from Z value 00 | 'm

Coordinate system

Swiss Grid CH1903
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Connection Settings

To connect a GPS device, make the following settings:

1.

Port: Choose the COM port where the GPS device is connected. The GPS device must send the NMEA 0183

Format [2].

. Speed: Choose the speed of the serial port. NMEA 0183 defines 4800 bps but some devices may send data at a

different speed.

. Test: Click the Test button to open the Test GPS dialog box. The NMEA messages received from the GPS

device are displayed there and you can verify the connection of the GPS device. Read more about this dialog in
the Test GPS article on this page.

Requirements

The following requirements can be given:

DGPS, RTK, Float RTK: Check this option to use DGPS, RTK, Float RTK and define if the positions calculated
without DGPS [3], RTK [4], Float RTK are not saved or not saved and not shown.

¢ This option has only an effect if OCAD receives the GGA Message 51 Click the Test button to see what
type of message is sent from the device.
Min. 4 satellites: Check this option as a kind of precision requirement and define if the positions calculated from

less than 4 satellites are not saved or not saved and not shown..

HDOP: Check this option to define an upper limit for the HDOP (Horizontal Dilution of Precision) 61y atue
and define if the positions calculated with a higher HDOP are not saved or not saved and not shown..

Options

Filter: Check this option to activate a filter and specify how many GPS positions are averaged. This results in a
more stable position, but the update is slower.

Accuracy circle: This option is enabled when the Filter option is checked. Check this option to show the
accuracy circle. This shows the accuracy of the last 5 measurements with a circle around the GPS marker.

Auto scroll (moving map): Check this option to move the map automatically with the GPS marker.

Subtract antenna height from Z value: Check this option to define a correction for the Z value. The entered
value gets subtracted from the measured height value.

GPS real time mode: Choose between Geo-referenced mode (since OCAD 9) and Adjusted Mode (until
OCAD 8).

Coordinate system: Click this button to change the coordinate system. The Coordinate System dialog box

appears.

Click the OK button to turn on the real time GPS mode. The GPS box is displayed in the lower right corner if the

connection to the GPS device was successful.

Close the Real Time GPS Settings dialog or click the Cancel button to turn off the real time GPS mode.
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Test GPS
Click the Test button in the Real Time GPS Settings dialog to open the Test GPS dialog.

rTest GPS @1
Serial data:
SGPGGA,065154.000,4712,0123,M,00831.4192,E,1,5,1.
99,428.4,M,48.0,M,,%59
Latitude: 477 12 0.74"
Longitude: 8% 31° 25157
Mode: GGA
UTC of Position: 06h 51min 54sec
Guality indicator: 1
Mumber of satellites: 5
HDOP: 20
Antenna altitude: 428.4 m
Geoidal Separation: 43.0 m
Age of DGPS data: 0.0
Reference station IC: 0
oK | [ Hep
h,

If OCAD receives GGA Messages [5], those messages are displayed in the Serial data field. Characters 4 to 6 show
the abbreviation GGA (e.g. $XXGGA...). RMC Messages 71 are displayed if OCAD does not receive any GGA
messages. RMC messages contain no information about DGPS and the number of satellites. However, the position
can still be used in OCAD. The serial data box remains empty, if the GPS device is sending neither of the two
messages or if there is a connection problem. Check that you have selected the right port in the Real Time GPS
Settings dialog box and that the GPS device is connected correctly to the PC.

GGA message example:
$GPGGA, 092750.000, 5321.6802,N,00630.3372,W,1,8,1.03,61.7,M,55.2,M,,*76
RMC message example:

SGPRMC, 092750.000,A,5321.6802,N,00630.3372,W,0.02,31.66,280511,,,A*43

OCAD takes the serial data apart and displays it in a bit more user-friendly view below the Serial data box.

Mapping with Real Time GPS
The GPS box is displayed in the lower right corner if OCAD is successfully connected to a GPS device.

GPS: GPS connected!

Easting 682'222.3
Morthing 223'262.6
Height: 418.9
DGPS *
Sateliites: 5

HDOP: 1.8

Predsion (25 val): 4.9

p LE x[F[e

=2 - "‘x



http://ocad.com/en.wiki/index.php?title=File:TestGPS.PNG
http://www.gpsinformation.org/dale/nmea.htm#GGA
http://www.gpsinformation.org/dale/nmea.htm#RMC
http://ocad.com/en.wiki/index.php?title=File:RealTimeGPSBox.PNG

GPS

239

The following information is given in this box:

Easting: In this field the easting value of the coordinate is displayed. If the Filter is activated, then it is the
averaged value.

Northing: In this field the northing value of the coordinate is displayed. If the Filter is activated, then it is the
averaged value.

Height: In this field the height is displayed. If the Filter is activated, then it is the averaged value.

DGPS: A green or red dot shows if a DGPS (8] signal is received.

Satellites: In this field the number of received satellites is displayed.

HDOP: The HDOP (Horizontal Dilution of Precision) ' is displayed in this field. HDOP is a quality indicator
for the position of the useable satellites on the local sky. HDOP values less than 4 are very good, HDOP greater
than 8 are bad.

Precision (x Val): In this field the accuracy (root mean square) of specified number of the last measurements is
displayed. The Filter length can be specified in the Real Time GPS Settings dialog.

Below the information part of the box, there are several icons:

P Start GPS Measurement: Click this icon to create an OCAD object with the receiving GPS information.
A symbol must be selected. Choose a point symbol and click the Start GPS Measurement icon to create an
object at the position of the GPS marker. If a line or area symbol is selected, OCAD starts with the
measurement and draws a vertice for every recieved position. The object is represented with a thin black line.

Pause GPS Measurement: Click this icon to interrupt the GPS measurement without finishing the object.
Click the icon again to continue with the measurement.

B Stop GPS Measurement: Click this icon to finish the line or area object. The object is displayed with the
assigned symbol.

#£ Find GPS Marker: Click this icon to move the view to the GPS marker. Enable the Auto Scroll option to
always move the view, when the GPS marker is leaving the current view.

7. Filter: Turn on or off the filter by clicking this icon. The filter can be adjusted in the Real Time GPS
Settings dialog.

2 Accuracy Circle: Turn on or off the accuracy circle by clicking this icon. This shows the accuracy of the
last 5 measurements with a circle around the GPS marker. This option is only available when the Filter is
enabled.

Select Vertex Type: In this dropdown list you can select between two types of Vertices:

Choose the Normal Vertex option when a point should be added to the object for every position
received from the GPS device.

Choose the Corner Vertex option when a position should be manually added to the object by clicking
the ® Start GPS Measurement button. This option is typically used to draw objects with straight

parts and corners like a fence. If a point or text object is selected, the vertex type cannot be changed.

*% Add GPS Position to Calculate Average: Click this button for every position you want include into an
average calculation. The number of added positions is shown in the button hint. Click the P Start GPS
Measurement icon to create the object at the calculated average position. This function is only available when
a point symbol is selected. This is especially useful when the GPS position of an uncrossable feature (e.g.
small house, deep hole, huge tree etc.) is to be measured. Some points around the feature have to be recorded
and by clicking the |®* Start GPS Measurement icon, the average point can be found.

= Open Real Time GPS Settings: This icon opens the Real Time GPS Settings dialog box.

¢ The GPS cursor is drawn with the mark color. Change the Mark Color in the Drawing and Editing part of the
OCAD Preferences.
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Adjust GPS ™

This command is activated when the Real Time GPS is turned on and the Adjusted mode is set in the Real Time
GPS Settings dialog box.

Choose this command to adjust your base map to the coordinates provided by the GPS. The Adjust GPS dialog box

is displayed.
i T
Adjust GPS 2
Adjust points:
¥ Point 1 (47.20021778, 8.52378292
| Point 2 (4565315158, 10.07083591)
| Point 3 (4416797369, 11.55A01124) [ New ]
[ Rename ]
[ Delete ]
[ Help ]
Angle: 75.40 =
L™ ~

You can use up to 32 points for the adjustment. The existing adjustment points are listed in the Adjust points box.
Note: You can turn on or off each adjustment point by checking it or not.
The dialog provides the following functions:

* Close: Close the dialog box by clicking this button. The Adjust GPS dialog is a non-modal dialog.

* New: You can create a new adjustment point when you are at a known position in the terrain and your GPS
device sends the position. Click this button and the cursor changes to a satellite symbol. Mark your position on
the base map. The point is added to the adjustment points and the adjustment is recalculated.

* Rename: Click this button to rename the selected adjustment point.

* Delete: Click this button to delete the selected adjustment point.

e Angle: If you use only one adjustment point, you can enter the angle of your map here. You must enter the angle
of your map compared to the WGS84 coordinate system used by the GPS device. The angle of the WGS84
coordinate system is normally different from your country’s coordinate system. If the map is rotated

counterclockwise, enter a positive angle otherwise enter a negative angle.

If more than one adjustment point is used, the angle is calculated from the adjustment points. In this case the Angle

value is not used.
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Import Data from GPS Device m

This function is obsolete! If you want to import GPS data from GPS devices, import the waypoints and tracks with
the corresponding software of the GPS device to the computer. Then use the Import from File function in OCAD.
As an alternative, for fieldwork, use the Real Time GPS function.

Choose this command to import tracks or waypoints from a GPS Garmin eTrex device. The GPS device must be
connected to the PC with a serial data cable or Bluetooth.

* GPS: In this field the information about the GPS device is displayed.
» Status: In this field the status between OCAD and GPS is displayed.

Connection

* Connect GPS: Click this button to connect OCAD with the GPS device. After a successful connection the GPS
information and the status are displayed.

» Settings: Click this button to change the GPS settings. The Import from GPS Settings dialog is displayed.

GPS data

* Get waypoints: Click this button to load all waypoints. Each waypoint is displayed with in a row in the GPS data
field.

* Get tracks: Click this button to download all tracks. Each track is displayed with in a row in the GPS data field.
Only the start point is displayed.

« This command can take several minutes!
OCAD objects

* Set labels: Check this option to create also text objects with the name of the waypoints and tracks.
¢ CRT: Use a Cross Reference Table to assign symbols to the waypoints and tracks. OCAD creates
Unsymbolized Objects if no Cross Reference Table is selected.

Each line of the cross reference table contains the OCAD symbol number and the Garmin symbol name.

Example of a cross reference table:

535.0 waypoint dot
536.0 campground symbol

540.0 scenic area symbol

¢ Create: Select the waypoints and tracks in the GPS data field and click this button to create OCAD objects from
the selected GPS data.

¢ A popup menu appears when clicking the list with the GPS data with the right mouse button. In this popup menu
you have the option to Select all, Unselect all and Clear list. With the Clear list command all waypoints and tracks
are removed. In addition, you can Make an OCAD object. By clicking this command, an OCAD object of the
selected track or waypoint is created.
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Import from GPS Settings

In this dialog box you can make the setting for the GPS data import. Verify also your settings on the GPS device
(e.g. data format: GARMIN)!

¢ Port: Choose the port where the GPS device is connected.
* Speed data import: Choose the speed of the serial port. Garmin defines 9600 bps.
* Coordinate system: Click the Change button to select or change the coordinate system. The Coordinate System

dialog box appears.

Import from File  pro| | s |

Choose this command from the GPS menu to import a GPS data file to the current map. The Load GPS data from
files dialog box is displayed. Initially all importable GPS data files are listed. The following file types can be

imported:

e GPXfiles
« FRWD files
¢ NMEA files

The Import from File dialog appears, where all available waypoints and tracks from the imported file are listed.
There are several options in the OCAD objects part of the dialog:

* Set label: Check this option to create also text objects with the name of the waypoints and tracks.
* Assign Symbols: Check this option to assign a specified symbol to the imported objects. Otherwise OCAD will
create Unsymbolized Objects.

* CRT: Use a Cross Reference Table to assign symbols to the waypoints and tracks.

¢ A popup menu appears when clicking the list with the GPS data with the right mouse button. In this popup menu
you have the option to Select all, Unselect all and Clear list. With the Clear list command all waypoints and tracks
are removed. In addition, you can Make an OCAD object. By clicking this command, an OCAD object of the
selected track or waypoint is created.

Click the Import button to import all selected tracks or waypoints in the list.

GPS Map Offset

This dialog box appears if the GPS coordinates are out of the maximum map size. Adjust the following parameters:

* Coordinate system If you work with GPS you must select a coordinate system. Click the Change button to select
or change the coordinate system. The Coordinate System dialog box appears.

* Offset Choose here whether you want to change the OCAD real world coordinates or to keep the existing ones.

* New offset: Choose this option if no real world coordinates are defined for the map. OCAD already proposes
reasonable values. You can leave theme unchanged.

» Existing offset and angle: Choose this option if the map already has real world coordinates and you want to fit
the imported objects to the existing coordinates.
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Laser Distance Meter | b |

Read more about using the '"TruPulse 360/360B' Laser Range Finder on the Laser Distance Meter page.

Previous Chapter: DEM
Next Chapter: Database
Back to the Main Page.
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Laser Distance Meter

Connect to Laser Distance Meter

A connection to laser distance meters can be setup via a serial

COM port. Use bluetooth for the data transfer from the laser

distance meter to the computer.

1. Switch on the laser distance meter

2. Choose Connect to Laser Distance Meter from the GPS
menu.

3. Set device, port and speed.

4. Click to the Test button to test the connection.

Connect to Laser Distance Meter P

Connection settings

Device: TruPulse 360/360B -

Port: COM7 -

Speed real time: bps
Status: Disconnected

[ Test. | [ Hew |

¢
8

8 o0

TruPulse 360°B
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Laser Distance Meter Drawing Tool

Choose the < Laser distance meter drawing mode. The Laser Distance Meter dialog appears.

Drawing options
Settings for different working processes can be done in the Options tab.
Direction: Choose between foresight and backsight.

* Foresight: Measure forwards from your known position to a place with unknown position.

* Backsight: Measure backwards from a place with known position to your unknown position.
Traverse mode: Choose between linear traverse and radial traverse

* Linear traverse: Measure a series of points. A measured point is the start position for the next measurement.

» Radial traverse: Measure a series of points. The start position is always the same.

Draw measures data automatically: Turn on this option if measured positions should be added to the map

automatically. Otherwise each position must be confirmed by the user.

Add real world angle to azimut: Turn off this option if declination is already corrected by the laser range finder.

i =

Laser Distance Meter EXS

DataTab | OptionsTab

Direction

i@ Foresight

i) Backsight
Traverse mode

() Linear traverse

@ Radial fraverse

Draw measured data automatically

[ Close ] [ Help
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Drawing

1. Set a reference point: Set it by clicking on the map or get the GPS position.
2. Measure the features position. Depending on the Draw measures data automatically option the positions are

added to the map automatically or they must be confirmed.

3. Finish a feature by clicking the Stop button.

~

Laszer Distance Meter |
DataTab |OptionsTab
Reference Point:
i 4,79 i 3,45 *o
Target Point:
Horizontal distance: 3.9 m
Azimut: 338.2 o
Indination: 2.4 o
Height difference: 0.2 m
Close ] [ Help
L
Back to GPS

Back to Drawing an Object

Back to Main Page
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Database

Introduction to Database Connection

In OCAD information which is stored in a database can be added to an object (e.g. position of the object, name of the

place, URL-Link, length of the object etc.). A database is structured as follows:

General Structure of a Database

Table

A database usually consists of several tables. There are different forms of databases: In a flat file database like dBase

[1]’ each table is a file and all tables in a folder form the database. In other databases like Microsoft Access (2] or in

1 3]

spreadsheet programs like Microsoft Excel '~ all tables of the database are in the same file.

Record

A table consists of records. A record is a row in the table and contains the information about an OCAD object.

Field

A record consists of fields. Each field contains a single information of an OCAD object, which is described by the
corresponding record. Normally this information is a number, but can also be text. For example the x-coordinate of

the objects' position. Each record has a key field, which is used to identify the record. This is mostly a number.

Example

The following table contains three records. Each record describes an area object in OCAD which describes real
estate and consists of six fields: ID, SIZE, OWNER and XCOOR, XCOOR, TYPE. The ID is the key field, which
is used by OCAD to identify the record. The SIZE describes the magnitude of the area. In the OWNER field, there
is a number which links to a Secondary Table. The fourth and the fifth field contain the coordinate and in the last

field, the type of the area is indicated.

ID | SIZE | OWNER | XCOOR | YCOOR TYPE

1 [724 |29 754870 | 233386 | Private Building Area
2 1702 |12 754900 |233442 | School

3 1422 |13 754815 | 233505 | Private Building Area

In OCAD a record is displayed as follows when the corresponding object is selected:

Dataset: Dataset_1

| Link || Find || S0L query |
jinj K 1

SIZE 5 724

OWMNER * 29

XCOOR 5 754870

YCOOR 5 233386

TYFE Private Building Area
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Some Terms

Dataset

To connect to a table OCAD uses a dataset. The dataset contains the link to the database, the name of the table, the
name of the key field and information about other special fields. You can have several datasets for the same OCAD

map.

Manage Database Connections  Pro.

Create a New Database Connection
You have to create a dataset, which can be done by following these steps:

1. Choose the Manage Database Connections command in the Database menu.

2. The Manage Database Connections dialog opens.

,
Manage Database Connections

Dataset: General | Secondary Tables | Special Fields|

Database

(@ Database file [dBase, Access, Excel):

i

Remaowve

Rename...
Browse... Edit fields...
ODBC data source: Relink...

View and edit table...

S ODBLC...

3. Click the New button.
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MNew Dataset M

Mame: Dataset_1|

Data Source
@ Create new database file

D atabasze type

@ dBaze
Microsoft Access 2007 accdb
Microzoft Acceszs 20032010 mdb
Microzoft Excel 2003 wls
Microzoft Excel 2007 wlzx

Use existing datasource

K ] | Cancel

4. The New Dataset dialog appears. Choose the Create new database file option and select a Database type or
choose the Use existing datasource option. Note that the Access Database Engine has to be installed if one of
the Mircosoft Access or Mircosoft Excel database type options is chosen. See at Map Information in the Map
menu if the Access Database Engine is installed.

5. If a new database file is created, the Save Database File dialog appears. If an existing datasource is used, the
location of the datasource has to be specified by clicking the Browse button or connecting via ODBC in the
Manage Database Connections dialog.

6. The dataset is created. Your OCAD map is now connected to the database.

When a database connection is newly created, OCAD displays a dialog after closing the Manage Database
Connections dialog. You can check two options in this dialog:

¢ Delete Database Record when Deleting Object
* Create Database Record when Cutting Object
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dBase

When OCAD is connected with a dBase table there are additional functions available. In dBase each table is a file. It
is possible to edit field settings within OCAD. If a dBase table is loaded, the Edit fields button is enabled in the
General tab of the Manage Database Connections dialog. Click it to open the dBase Table dialog.

’
dBase Table ﬁ
Fields:
Field name: Type: Length: Dedmals:
JI M 18 0
sl ¢ i |- |
TEXT C 48 -
S5I7E F 12 3
LIRL C &0 -
EASTIMNG F 12 3
NORTHIMG F 12 3
AMGLE F 3 3
|88 Windows ANSI Latin 1252 -
@ @ [ Insert ] [ Delete ]
[ oK ] [ Cancel J [ Help ]

This dialog box lists the fields of the dBase table. Each field is displayed in a line. There are several functions

available:

Name:: Enter here the name for the field. The name must start with a letter and may contain up to 10 letters and
numbers. Letters are converted to capital letters.

Type:: Choose either Character (C), Number (N) or Float (F) as a field type.

Length:: Enter here the number of characters for the field.

Decimals:: This filed is only active if the data type is Float. Enter the number of decimals.

Move Up: Click this icon to move the selected field one line upwards.

Move Down: Click this icon to move the selected field one line downwards.

Insert: Click this button to add a field. After adding the new field, the dBase table is restructured. Existing
information is preserved.

Delete: Click this button to delete the selected field.

Character encoding: A character encoding type can be chosen in the corresponding dropdown list.

YOIt you do not have installed the Borland Database Engine (BDE), only filenames with less than 8 characters are

allowed (Example: 'test5678.dbf"). Click the Map Information command in the Map menu to see, if the Borland

Database Engine is installed or not. It can be downloaded from the internet for free.
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ODBC

You can access to databases via ODBC ! (Open Manage Database Connection). This is an interface to connect to

all kind of databases.
Click the ODBC button in the Manage Database Connections dialog to create a new ODBC data source or to
modify an existing data source. The ODBC Data Source Administrator is started. This is a Microsoft program and
contains its own online help. Here are just some hints: Normally you create a new User DNS.

For a connection to an Excel file, you select the Excel driver and the Excel (*.xls) file.

For a connection to an Access database, you select the Access driver and the Access (*.mdb) file.

For a connection to a flat file database like dBase you do not select the dBase file. Instead you select the folder

where the dBase file is.

General Settings for the Selected Dataset

The first of the three tabs in the Manage Database Connections dialog is about general settings of the currently
selected dataset. In the first part the source of the database is given. It can be either a Database file or an ODBC
data source. In the lower part of this tab, the Table which contains the desired information can be chosen. Define a
Key field so that OCAD can identify the record. This field is mostly named ID.

e

Manage Database Connections

Dataset: General |5econdaryTables | Special Fieldsl

E | | Database

@ Database file (dBase, Access, Excell:

ChUsers\Desktop\Streets.mdb

Edit fields...

7) ODBC data source:

Remove

Rename...

L

Relink...

View and edit table...

ODEBC...

Table: Tablel - Close

Key field: D) - Cancel

Help
e ————————————

Create and Edit Secondary Tables

Secondary tables are tables which are linked to a field in the primary table. This is especially useful, when additional
information is added. For example, imagine a map with all real estates of a village. Then, each owner would get a
number, which is stored in the primary table. The secondary table would be linked to this number and would contain
all names, addresses and contact information of the owners. If an owner changed his contact information, you would

update the changes in the secondary table, which would have an effect on all his real estates.

In OCAD, secondary tables can be managed in the Secondary Tables tab of the Manage Database Connections
dialog. Click the Add button to add a new one. The Secondary Table dialog appears. First, you have to define the
Reference field in the primary table, which is the field, the secondary table is linked to. Then, choose the
secondary table which must be in the same dataset. Finally, define a Key field for the secondary table and click the
OK button.
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Click the Edit button to change the settings of the secondary table.
Click the Remove button to remove the selected secondary table.
Fields which are linked to a secondary table are indicated with an asterisk (see below).

Dataset: Dataset_1

[ Lirk ][ Find ” SCL query ]
D K 1

SIZE 5 724

OWMER. EZ‘B

XCOOR 5 754870

YCOOR 5 233386

TYPE Private Building Area

Click the asterisk to display the secondary table:

-t . e W L pmm
c = = 5% Dataset: Dataset_1
' Secondary Table - Address
Link: ][ Find ][ S0L query ]
D 3
STREET Sample Street D K1
MNUMEER 12 ;I\ffilER i ;23
TEL 24 -
MOEBILE 0041790000000 HCOOR S |754870
EMAIL john@ocad.com YEOoR 5 2%3386 o
NAME sample TYPE Private Building Area 1
PREMAME John [ URL
[ oK ] [ Cancel

Define Special Fields

Open this tab to define special fields. Special fields are automatically updated in the database when a modification to
the object in the map is made. However, it does not work in the other direction. If you change such a field in the

table, the object is not updated.
OCAD provides the following special fields:

* Symbol field: The symbol number of the object is automatically copied to the database field which you have
chosen in the dropdown list.

» Text field: For text and line text objects, the text of the objects is automatically copied to the database field which
you have chosen in the dropdown list. For multiline text, only the first line is copied.

* Size field: The size of the object is automatically copied to the database field which you have chosen in the
dropdown list. For line objects the length and for area objects the area is taken. Adjust the units in the
corresponding fields as well as the number of decimals.

» Easting: For point objects the horizontal coordinate is copied to the chosen database field. For line, area and text
objects it is the horizontal coordinate of the start point.

* Northing: For point objects the vertical coordinate is copied to the chosen database field. For line, area and text
objects it is the vertical coordinate of the start point.

* Angle: For point and text objects the angle is copied to the chosen database field.



http://ocad.com/en.wiki/index.php?title=File:Database4.PNG
http://ocad.com/en.wiki/index.php?title=File:SecondaryTable.PNG

Database 252

Database Box  Pro.|

Link Object

When the map was connected to a database, the Database Box appears below the Symbol Box.

— — ...m.ﬁﬁf‘\#

T Tl IR

7
- — M ——7, -
Database Box
[ Link ][ Find ][ S0L query ]

‘W The Database Box is shown right below the Symbol Box by default. Only one row of the Symbol Box is visible.
To move the Database Box down, simply click and drag the grey bar between symbol and database box down.

To link an object:

1. Select the object which you want to link to a record.

2. Click the Link button in the Database Box.

3. The Link Object dialog appears.

[ Link Object 2|
Dataset: [ Dataset_1 - ] [ 0K J
[ Cancel ]
e E E] [B E] [ Remove ]
Create new record [ Help ]

4. Select the dataset which contains the desired record.

5. Enter a key. This number is used for the key field. Unless you make any changes, OCAD takes always the next
free integer.

6. Check the Create new record option. If the object is to be linked to a record which already exists, uncheck this
option and enter the key of the record.

7. Click the OK button.

8. The Record is shown in the Database Box now.

To remove a link:

1. Select the object which the link is to be removed from.

2. Click the Link button in the Database Box.

3. The Link Object dialog appears.

4. Click the Remove button.

5. The link is removed from the object but the record is not deleted from the table.

Learn how to link multiple objects to records in the Create and Update Records article.
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Records in OCAD
This is how a record looks in the Database Box:

Dataset: Dataset_1

[ Link ” Find ][ SQL guery ]
ID K 1
SIZE 5 729
OWMER. * 29
XCOOR. 5 754870
YCOOR 5 233386
TYPE Private Building Area
URL http: ffwww.ocad.com

The Key field is indicated with a K behind the field name. A S means, that this is a Special Field. A link to a

Secondary Table is indicated with an asterisk. If no sign appears in this column, it is just a normal field.

It is possible to open an URL directly from the Database Box. Press the Ctrl key and click the field. OCAD opens

the URL in the web browser. This works for local files (for example a picture), too:

Dataset: Dataset_1

[ Link ][ Find ][ S0L query ]
ID K 2

SIZE 5 702

OWMNER * 12

XCOOR 5 754500

YCOOR 5 233492

TYPE School

URL D:\tmp'\School. JPG

OCAD opens the file in the default program.

Find Object
Find an object with help of the key by clicking the Find button in the Database Box. The Find Object dialog
appears.
i
Find Object 28 ]

Dataset: [ Dataset_1 - l

Key: 4

[ oK J [ Cancel ] [ Help

Select a dataset and enter the key. Click the OK button. OCAD will display the record in the Dialog Box and will

move the view to the corresponding object. Furthermore, the object will be selected.
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SQL Query
Click the SQL Query button to select database objects by a certain criteria. The Select Database Object dialog
appears.
Select Database Object x
SELECT FROM
Dataset: [Dataset_l b
WHERE
Field: Value:
ID =[]
SIZE <
> Null
XCOOR <> 50’
YCOOR <= '180'
TYPE w= '45'
URL LIKE
AND
[
)
SQL statement:
SELECT * FROM [Dataset_1] WHERE
[OWNER] = 13 i
-
[ Select objects ] [ Close ] [ Help ]

In the SELECT FROM part of the dialog, choose a dataset.
In the WHERE part you can give a condition:

Field: Choose a field of the selected dataset. When you double-click a field name it is added to the SQL
statement box.

Operator: Select an operator. When you double-click an operator it is added to the SQL statement box.
Value: Select a Value. When you double-click a value it is added to the SQL statement box.

The SQL statement should always contain the components FIELD - OPERATOR - VALUE (example: Length >

430). An SQL statement can be cleared, saved or loaded by clicking the corresponding button to the right of the
SQL statement box.

Click the Select button to start the database query. The found objects are selected and the corresponding records are
displayed in a table.
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Create and Update Records  Pro.

With this function, new records can be created or updated for all objects with the selected symbol:

1. Choose the Create and Update Records command in the Database menu.
2. The Create and Update Records dialog appears.

Create and Update Records @

Dataset: Dataset_1 - l

This command creates and updates the records for
all objects with a selected symbaol(s].

K ] [ Cancel ] [ Help

3. Select the Dataset the records are to be created in and click the OK button.
4. New records are created and linked to all objects with the selected symbol(s). The next free integers are used for
the key fields. If they are already linked to records, the records are updated. Special Fields are updated

automatically.

As an example, assume that you want to create an OCAD Internet Map with a street find function. All street names

must be linked to the database. OCAD provides a simple way to create these links.

1. Make sure you have enabled the Special Fields for text.

2. Select all symbols which are used for street names.

3. Choose the Create and Update Records command from the Database menu.
4. Select the dataset and click OK.

Now all street names are linked to a record which contains the street name itself as a field.

Update Special Fields  Pro ]

Special Fields are only updated automatically when the linked object is edited. When objects are linked to a
database and the database is edited with another program, the Special Fields are not updated, until you use the
Update Special Fields function in the Database menu. The same applies for fields which were edited manually in
OCAD.

The Update Special Fields dialog opens. Select a dataset or choose the All datasets option. Then, check all special
fields you want to update and click the Update button.

Create Objects from Table _Pro.]
T Baar
D NAME XCOOR YCOOR .

1
2 1 Cham 677340 226000
3 2 Zug 631670 224700 C h
a 682500 228000 a I I I

3 Baar

With this option, objects can be created with location and text data from the database.
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1. Select the symbol the new objects shall get. This must be a point or a text symbol.
2. Choose the Create Objects from Table command in the Database menu.

3. The Create Objects from Table dialog appears.

-

Create Objects from Table
Dataset [ Dataset_1 b ]
Condition: SIZE = 500|
Database fields
Easting: [ICDDR ']
Marthing: [?CDDR ']
Unit of measure
@ m @) kem
Text field:
Offset
Horizontal offset: 0.00 = mm
Vertical offset: 0.00 = mm
[ Ok ] [ Cancel ] [ Help

4. Select the dataset which contains the information the object is to be created with.

5. Enter a condition. This condition must be an SQL statement: FIELDNAME OPERATOR VALUE (Examples:
SIZE > 500, City="Baar"). If this field is empty, all records in the table get an object on the map.

6. Select the field for the Easting and Northing which determines the position of the new object.

7. Choose between m and km as a unit of measure.

8. If a text symbol was selected in the beginning, you have to select a text field. The content of the text field is used

as the text of the OCAD object.

9. You can give a horizontal and vertical offset. This is useful for example when you want to import city names.

First create a point object for each city, then create a text object with the city name with an offset, so that the

name does not overlap with the point object.
10. Finally, click the OK button.
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Assign Symbols by Records  Pro.

After importing for example a Shape file the objects have no symbol assigned and appear as Unsymbolized Objects.

With this command you can use the information in the database table to assign OCAD symbols to the objects.

Choose the Assign Symbols by Records command in the Database menu. The Assign Symbols by Records dialog

appears.

2t Assign Symbols by Records ﬁ

Dataset: [Dataset_l v] |:|,n.,||

CMT file

File name: DatabaseTest.cnt

Load... ] [ Save ] [ Save as...

Condition

Symbol: Condition:

220,000 Building TYPE = BUILDING'

101.000 Border line TYPE = 'BORDERLIME'

102,000 Boulder field TYPE = 'BOULDERFIELD'

209,000 Footpath TYPE = 'PATH'

() /[ _Ada ][ Deete |

[ Execute ] [ Cancel ] [ Help ]

e ———————————————————————

In this dialog box you can create a list of conditions. You can save the list to a condition file (*.cnt) for later use.

You can load an existing condition file to modify or execute it. You have the following possibilities in the Assign

Symbols by Records dialog:

Dataset: Select here the dataset which should be used to assign symbols. Check All to execute the condition for
all datasets.

Load: Click this button to load an existing condition file (*.cnt).

Save: Click this button to save the changes to a condition file (*.cnt).

Save as: Click this button to save the changes to a different condition file (*.cnt).

Symbol: Select here a symbol. For those objects the condition is true, the symbol number will be assigned.
Condition: Enter the condition here. This must be a SQL statement: FIELDNAME OPERATOR VALUE
(Example: TYPE = 'BUILDING").

Move up: Click this button to move up the selected condition.

Move down: Click this button to move down the selected condition.

Add: Click this button to add a condition to the list.

Delete: Click this button to delete the selected condition.

Execute: Click this button to execute the assignment.
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Add Texts by Records L Pro]

Baar
[ |

|
> Cham

Zug

With this function it is possible to add a text which is written in a field of a record to an OCAD object.

Choose the Add Texts by Records command in the Database menu.

The Add Texts by Records dialog appears.

Choose a Dataset or check the All option to take all datasets into consideration.

Choose the field which contains the Text to be added.

Assign a text or line text symbol. If no symbol is assigned, the text appears as Unsymbolized Objects.
You can either replace the existing objects or add new objects.

Enter an Object offset if you want to have the text slightly displaced from the existing object.

Click the OK button.

e I

Define Object Directions by Records _Pro.]

With this function the object direction can be defined by an angle (in degrees) from a field of the database.

Choose the Define Object Directions by Records command from the Database menu. A dialog appears. Choose a
Dataset in the dropdown list or check the All option to take all datasets into consideration. The define the Angle
field. Click the OK button when finished.

The following things are rotated according to the angle field:

* Text objects
* Point objects

* The pattern of area objects

OCAD does not rotate line or line text objects!

Merge Objects by Records L Pro.

With this function, objects with the same value on a specified database field are merged. They also must have the
same symbol.

Choose the Merge Objects by Records command in the Database menu. A dialog appears. Choose a Dataset or
check the All option to take all datasets into consideration. Then choose the field with the value to be used for

merging the objects. Click the OK button when finished.

The merged objects have to be linked again to the database.
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Example:
f e Merge Objects By Records &J df ]
B 3
‘p}o Dataset: Dataset 1 '] Q}?‘@f'
o . e .
I Field: D
SIZE
OWHMER
KCOOR
YCOOR
XCOOR 5 7590 S —
YCOOR. 5 234531 URL
TPE River
URL
[ oK ][ Cancel ][ Help ]

You have different river segments on a map. Each river segment have the same river name. With the Merge Objects

by Records function, they can easily be merged to one object.

Select Linked Objects _Pro.]

Select Linked Objects with Corresponding Record

Choose this function in the Database menu to select all objects with a link to an existing record.

Select Linked Objects without Corresponding Record

Choose this function in the Database menu to select all objects which are linked to a record but the record was not
found.

Select Objects Linked to the Same Record

Choose this function in the Database menu. By choosing this function, multiple objects which link to the same

record are selected.

Delete Database Record when Deleting Object _Pro |

If this option is checked in the Database menu, the corresponding record is deleted when you delete a linked object
in OCAD.

Create Database Record when Cutting Object  Pro.

If this option is checked in the Database menu, a second database record is created when a linked object is cut.

Previous Chapter: GPS
Next Chapter: XML Script
Back to the Main Page.
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XML Script

Choose this command to execute functions whose settings are defined in a XML file.

Introduction

Select Execute XML Script from File menu or drag-and-drop then xml file to the OCAD window.

XML Script General
File
Node <OcadScript> Parameter Data type Values / Description
File.New File String ocd file name
File.Open File String ocd file name
File.Close Enabled Boolean | true, false
File.Save Enabled Boolean | true, false
File.SaveAs File String ocd file name
File.Import.Ocd File String File name
SymbolOption Integer [0..3]
ColorOption Integer [0, 1]
File.MultipleFileImport | Directory String Directory of import files
CoordinateSystem| Integer -1 = WGS 84, 1000 = existing grid of OCAD
NewOffset Boolean | file
Horizontally Integer true, false
Vertically Integer
Angle Double
MapScale Integer
GridDistance Double
LayerField String
File.Exit Enabled Boolean | true, false
Close OCAD Program

View
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Node <OcadScript> | Parameter | Data type Values / Description
View.Mode Enum types | normalMode, spotColorMode, draftMode
View.EntireMap Enabled Boolean true, false
View.MoveTo X Double
Y Double
Map
Node <OcadScript> Parameter Data type Values / Description
Map.OptimizeRepair Enabled Boolean | true, false
Map.ChangeScale NewScale Integer e. g. 10 000
EnlargeReduceSymbols | Boolean | true, false
Map.ConvertLayer CrtFile String crt file name
Map.LoadSymbolsFrom | File String ocd file name (with symbols to be loaded)
The option replace existing colors and symbols is used
Map.Routing FromOption Boolean | true (Location), false (Coordinate)
FromLocation String true (Location), false (Coordinate)
FromCoordinateEasting | Double
FromCoordinateNorthing| Double
FromOption Boolean
ToLocation String
ToCoordinateEasting Double
ToCoordinateNorthing | Double
TemplateFile String
AddDrivingDirections | Boolean
Database
Node <OcadScript> Parameter Data type Values / Description
Database.Dataset.New DatasetName String mandatory
DBaseFile String mandatory
OdbcDataSource String mandatory
Table String
KeyField String
SymbolField String
TextField String
SizeField String
LengthUnit String
AreaUnit String
Decimals Integer
HorizontalCoordinate | String
VerticalCoordinate String
Username String
Passwort String
Database.Dataset.Remove | Dataset String all for all databases
Integer 3,2, 1, ... for only one or several
Database.Assign.Symbols | Dataset String all for all databases
CntFile Integer 1,2, 3, ... for only one database

String

Condition table file
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Database.Assign.Texts Dataset String all for all databases
TextField Integer 1,2, 3, ... for only one database
Symbol String ex. 101.0
ReplaceExistingObjects | String true, false (Default)
Boolean
Database.Assign.Angles | Dataset String all for all databases
AngleField Integer 1,2, 3, ... for only one database
String
Database.CreateObjects | Dataset Integer 1,2, 3, ... Number of dataset
SelectSymbol Double Symbol numer. ex. 207,0
Condition String SQL String (ex. SYMBOL LIKE
HorizontalCoordinate | String 207,0)
VerticalCoordinate String Database fieldname
Unit Enum Database fieldname
TextField types m, km
HorizontalOffset String Database fieldname
VerticalOffset Double
Double
Example xml file:
<?xml version="1.0" encoding="ISO-8859-1"?>
<!-— OCAD XML Script for multiple Shape import and assigning symbols from database -->
<OcadScript>
<File.New>
<!-- This path has to be adjusted before using the script! Choose a template file.
<File>C:\Export\Chlosterwald.ocd</File>
</File.New>
<File.MultipleFileImport>
<!-- This path has to be adjusted before using the script! -->

<Directory>C:\Export\Files

<CoordinateSystem>1000</CoordinateSystem>

</Directory>

<NewOffset>true</NewOffset>

<Horizontally>600000</Hori

zontally>

<Vertically>200000</Vertically>

<Angle>0</Angle>

<MapScale>10000</MapScale>

<GridDistance>500</GridDistance>

<LayerField>OBJECTVAL</LayerField>

</File.MultipleFileImport>

<Database.Assign.Texts>

<Dataset>all</Dataset>

<TextField>TEXT</TextField>

<Symbol1>902.000</Symbol>

<ReplaceExistingObjects>false</ReplaceExistingObjects>

</Database.Assign.Texts>

-——>
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<Database.Assign.Angles>
<Dataset>all</Dataset>
<AngleField>ANGLE</AngleField>

</Database.Assign.Angles>

<Database.Assign.Symbols>
<Dataset>all</Dataset>
<CntFile>C:\Export\Chlosterwald.cnt</CntFile>

</Database.Assign.Symbols>

<Database.Dataset .Remove>
<Dataset>all</Dataset>

</Database.Dataset .Remove>

<Map.OptimizeRepair>
<Enabled>true</Enabled>

</Map.OptimizeRepair>

<View.EntireMap>
<Enabled>true</Enabled>

</View.EntireMap>

<File.Save>
<Enabled>false</Enabled>

</File.Save>

<File.SaveAs>
<File>C:\Export\Chlosterwald_Example.ocd</File>

</File.SaveAs>

<File.Close>
<Enabled>true</Enabled>

</File.Close>

<File.Exit>
<Enabled>false</Enabled>

</File.Exit>

</OcadScript>

XML Script Partial Map
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Node <OcadScript> Parameter Data type Values / Description
export file String eg.:, c:\export\PartialMap1.ocd *
OCAD creates files
PartialMap1_1_1.ocd,
PartialMap1_1_2.o0cd,
export coordSystem Enum types | mm (paper), m (real world)
export T,L,B,R Float top, left, bottom, right
export.loop enabled Bool true, false
horizontalPages | Integer number of pages in horizontal direction
verticalpages Integer number of pages in vertical direction
horizontalOverlap| Float horizontal overlap in mm or m
verticalOverlap | Float vertical overlap in mm or m

Example xml file:

<ocadScript>
<partialMapScript>

<export id="0">

<file>c:\export\PartialMapl.ocd</file>

<coordSystem>mm</coordSystem>
<T>100</T>
<L>0</L>
<B>50</B>
<R>50</R>
<loop>

<enabled>true</enabled>

<horizontalPages>7</horizontalPages>

<verticalPages>3</verticalPages>

<horizontalOverlap>10</horizontalOverlap>

<verticalOverlap>10</verticalOverlap>

</loop>
</export>

<export id="1">

<file>c:\export\PartialMap2.ocd</file>

<coordSystem>mm</coordSystem>

<L>0</L>

<R>50</R>

<B>50</B>

<T>100</T>
<loop>
<enabled>false</enabled>

</loop>

</export>

</partialMapScript>

</ocadScript>

// comment

// first export section

/

~

export file

// paper oder real world coordinates

// export rectangle with Top Left point and Bottom Right point

// the loop export several ocd files.

// horizontal and vertical overlap.

// second export section

// export only one ocd file

For this example 21 files.
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XML Script Print

Print parameters can be saved in a XML script.

Node <OcadScript>

Parameter Data type

Values / Description

XML Script Export

Al (Adobe Illustrator), PDF

File.Print.Printer Name String Eg. ,HP Color LaserJet 2840

DmPaperSize Integer PCL'

DmDefaultSource| Integer 9

DmPrintQuality | Integer 15

DmColor Integer 600

DmMediaType | Integer 2

272

File.Print.Portrait Enabled Bool true, false
File.Print.SpotColor Enabled Bool true, false
File.Print.PartialMap Range Integer 1

L, R,BT Float Left, Right, Bottom, Top
File.Print.HoizontalOverlap Float -12,74
File Print.VerticalOverlap Float 8.74
File. Print.PrintScale Integer Eg. 25000
File. Print.Copies Integer Number of copies
File.Print.Intensity Integer
File.Print.LineWidth Integer
File.Print.PrintScreenGrid | Enabled Bool true, false
Node <OcadScript> | Parameter Data type Values / Description

File.Export File String eg.: ,c::\Export\Chlosterwald.ai’
File.Export Format Enum types Al, PDF
File.Export.PartOfMap | Enabled Bool true, false

Coordinates | Enum types
L,R,B,T |Float

mm (page), m (real world)

left, right, bottom, top

File.Export ExportScale | Integer

e.g. '10000' for the scale 1:10'000

File.Export Colors

Enum types

normal, spotColors

File.Export.SpotColors | Combine Bool

true, false [only if Colors = spotColors]

File.Export.SpotColors | Enabled

Spotcolor name

[only if Colors = spotColors]




XML Script

266

BMP, GIF, JPEG
Node <OcadScript> Parameter Data type Values / Description
File.Export File String eg.: ,c:\Export\Chlosterwald.bmp’
File.Export Format Enum types | BMP, GIF, JPEG
File.Export Quality Integer only for JPEG, [0..100]
File. Export Resolution Integer in dpi [40..2540]
File.Export Anti-Aliasing Boolean true, false
File. Export ColorCorrection | Boolean true, false
File.Export.PartOfMap | Enabled Bool true, false
Coordinates Enum types | mm (page), m (real world)
L,R,B,T Float left, right, bottom, top
File.Export.Tiles Enabled Boolean true, false
Width Integer [only if Enabled = true]
Height Integer [only if Enabled = true]
File.Export.GeoRef Enabled Bool true, false
PixelSize Float in meter [only if Enabled = true]
CreateWorldFile | Bool true, false [only if Enabled = true]
EPS
Node <OcadScript> | Parameter Data type Values / Description
File.Export File String eg.: ,c:\Export\Chlosterwald.eps *
File.Export Format Enum types EPS
File.Export.PartOfMap | Enabled Bool true, false
Coordinates| Enum types mm (page), m (real world)
L,R,B, T |Float left, right, bottom, top
File.Export Colors Enum types normal, spotColors
File.Export.SpotColors | Enabled Spotcolor name | [only if Colors = spotColors]

SVG (Scalable Vector Graphics)

Node <OcadScript> | Parameter | Data type Values / Description
File.Export File String eg.: ,c:\Export\Chlosterwald.svg
File.Export Format Enum types | SVG
File.Export.PartOfMap | Enabled Bool true, false

Coordinates | Enum types | mm (page), m (real world)

L,R,B, T Float left, right, bottom, top
File.Export ExportScale | Integer e.g. '10000' for the scale 1:10'000
File.Export CompressFile | Boolean true, false
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TIFF

Node <OcadScript> Parameter Data type Values / Description
File. Export File String eg.: ,c:\Export\Chlosterwald.tif*
If spotColors is enabled and
Combine=false then the filename is
,c:\Export\Chlosterwald.Spotcolor name.tif ‘
File. Export Format Enum types TIFF
File. Export Resolution Integer in dpi [40..2540]. Only used if File.Export.GeoRef -> Enabled = false
File. Export Anti-Aliasing Boolean true, false
File. Export ColorCorrection | Boolean true, false
File.Export.PartOfMap | Enabled Bool true, false
Coordinates Enum types mm (page), m (real world)
L,R,B, T Float left, right, bottom, top
File.Export.Tiles Enabled Bool true, false
Width Integer [only if Enabled = true]
Height Integer [only if Enabled = true]
File. Export.GeoRef Enabled Bool true (->PixelSize), false (->Resolution)
PixelSize Float in meter [only if Enabled = true]
CreateWorldFile | Bool true, false [only if Enabled = true]
File.Export Colors Enum types normal, spotColors
File.Export.SpotColors | Combine Bool true, false [only if Colors = spotColors]
Enabled Spotcolor name | [only if Colors = spotColors]
File.Export ColorMode Integer 0=32bit CMYK
1 =24 bit RGB
2 =256 colors
3 = grayscale
4 =8bit CMYK
5 =1 bit black/white
6 = halftone screen
File. Export Compression Integer 1 = no compression
2 =CCITT
4 = FaxG4
5=LZW
DXF
Node <OcadScript> Parameter Data type Values / Description
File.Export File String eg.: ,c:\Export\Chlosterwald.dxf
File.Export Format Enum types | DXF
File.Export ExportScale Integer e.g. '10000' for the scale 1:10'000
File.Export ConvertAnsiToOem Boolean true, false
File.Export ConvertOemToUnicode | Boolean true, false
File.Export ObjectsSelectedSymbols | Boolean true, false
File.Export AddSymbolDescription | Boolean true, false
File.Export UseCrtFileName String eg.: ,c:\CRT\Chlosterwald.crt’
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File. Export ExportAsSplines Boolean true, false
File.Export Coordinates Enum types | m, mm
Shape
Node <OcadScript>| Parameter | Data type Values / Description
File.Export ExportPath String eg.: ,c:\Export‘ (only path name)
File.Export Format Enum types | SHAPE
File.Export PointObjects | Boolean true, false
LineObjects | Boolean true, false
AreaObjects | Boolean true, false
TextObjects | Boolean true, false
File.Export Dataset String all for 'All objects'
or index eg.: 2 (Objects in dataset with index = 2)
File.Export WordWrap Boolean true, false
File.Export ProjectionFile | Boolean true, false
File. Export Utf8Encoding | Boolean true, false
Example

The following example exports two pdf files in spot colors and two Shape files. Each OcadScript node can contain

many children.

<?xml version="1.0" encoding="IS0-8859-1"7?>

<OcadScript>

<F

ile.Open>

<File>M:\OCAD11\Changes\11-06xx\11-0663\Chlosterwald.ocd</File>

</File.Open>

<F

</

ile.Export>

<File>M:\OCAD11\Changes\11-06xx\11-0663\output\Chlosterwald.pdf</File>

<Format>PDF</Format>
<PartOfMap>
<Enabled>true</Enabled>

<Coordinates>mm</Coordinates>

<L>0</L>
<R>50</R>
<B>50</B>
<T>100</T>
</PartOfMap>

<ExportScale>10000</ExportScale>

<Colors>spotColors</Colors>

<SpotColors>
<Combine>false</Combine>
<Enabled>Blau</Enabled>
<Enabled>Gelb</Enabled>

</SpotColors>

File.Export>
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<File.Export>
<ExportPath>M:\OCAD11\Changes\11-06xx\11-0663\output\</ExportPath>
<Format>SHAPE</Format>
<PointObjects>false</PointObjects>
<LineObjects>true</LineObjects>
<AreaObjects>true</ArealObjects>
<TextObjects>false</TextObjects>
<Dataset>all</Dataset>
<WordWrap>true</WordWrap>
<ProjectionFile>false</ProjectionFile>

</File.Export>

<File.Save>
<Enabled>true</Enabled>

</File.Save>

<File.Close>
<Enabled>true</Enabled>

</File.Close>

</OcadScript>

Run XML Script from the Command Line

It is possible to execute a XML script file from the command line or from batch file.

Open the Windows command and enter the OCAD program name and the xml script file. For example: "C:\Program
Files\OCAD\OCAD 11\Ocadl1.exe" "C:\Data\ExportScriptExample_PDF.xml"

Do not forget to use the parameter <File.Open> to open the file, <File.Close> to close it and <File.Exit> to close
OCAD.

Previous Chapter: Database
Next Chapter: Course Setting for Orienteering
Back to Main Page
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HTML Entities

The following HTML entities can be converted by OCAD Internet Map to HTML entities

Character | Entity Name Description
" &quot; quotation mark
' &apos; apostrophe
& &amp; ampersand
< &lt; less-than
> &gt; greater-than
i &iexcl; inverted exclamation mark
¢ &cent; cent
£ &pound; pound
o &curren; currency
¥ &yen; yen
d &brvbar; broken vertical bar
§ &sect; section
&uml; spacing diaeresis
© &copy; copyright
a &ordf; feminine ordinal indicator
« &laquo; angle quotation mark (left)
= &not; negation
® &reg; registered trademark
- &macr; spacing macron
° &deg; degree
+ &plusmn; plus-or-minus
2 &sup2; superscript 2
3 &sup3; superscript 3
’ &acute; spacing acute
u &micro; micro
q &para; paragraph
&middot; middle dot
N &cedil; spacing cedilla
! &supl; superscript 1
° &ordm; masculine ordinal indicator
» &raquo; angle quotation mark (right)
V4 &fracl4; fraction 1/4
1%} &fracl2; fraction 1/2
Y% &frac34; fraction 3/4
i &iquest; inverted question mark
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X &times; multiplication

= &divide; division

A &Agrave; capital a, grave accent

A &Aacute; capital a, acute accent

A &Acirc; capital a, circumflex accent
A &Atilde; capital a, tilde

A &Auml; capital a, umlaut mark

A &Aring; capital a, ring

Y 3] &AElig; capital ae

C &Ccedil; capital c, cedilla

E &Egrave; capital e, grave accent

E &Eacute; capital e, acute accent

E &Ecirc; capital e, circumflex accent
E &Euml; capital e, umlaut mark

i &lgrave; capital i, grave accent

i &lacute; capital i, acute accent

i &lcirc; capital i, circumflex accent
I &luml; capital i, umlaut mark

b &ETH; capital eth, Icelandic

N &Ntilde; capital n, tilde

0 &Ograve; capital o, grave accent

o) &Oacute; capital o, acute accent

0O &Ocirc; capital o, circumflex accent
0 &Otilde; capital o, tilde

0 &Ouml; capital o, umlaut mark

(4] &Oslash; capital o, slash

U &Ugrave; capital u, grave accent

U &Uacute; capital u, acute accent

U &Ucirc; capital u, circumflex accent
U &Uuml; capital u, umlaut mark

Y &Yacute; capital y, acute accent

b &THORN; | capital THORN, Icelandic
B &szlig; small sharp s, German

a &agrave; small a, grave accent

a &aacute; small a, acute accent

a &acirce; small a, circumflex accent
a &atilde; small a, tilde

i &auml; small a, umlaut mark

o

&aring;

small a, ring
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® &aelig; small ae

¢ &ccedil, small ¢, cedilla

S &egrave; small e, grave accent

é &eacute; small e, acute accent

é &ecirce; small e, circumflex accent
é &euml; small e, umlaut mark

i &igrave; small i, grave accent

i &iacute; small i, acute accent

1 &icirc; small i, circumflex accent
i &iuml; small i, umlaut mark

d &eth; small eth, Icelandic

il &ntilde; small n, tilde

0 &ograve; small o, grave accent

¢} &oacute; small o, acute accent

o &ocirc; small o, circumflex accent
0 &otilde; small o, tilde

o &ouml; small o, umlaut mark

[} &oslash; small o, slash

u &ugrave; small u, grave accent

a &uacute; small u, acute accent

a &ucirc; small u, circumflex accent
i &uuml; small u, umlaut mark

y &yacute; small y, acute accent

b &thorn; small thorn, Icelandic

y S&yuml; small y, umlaut mark
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Course Setting for Orienteering
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(The Course Setting functions are only available in course setting projects!)

OCAD provides completely integrated functions for course setting in orienteering.

Start a New Course Setting Project

A course setting project is a special OCAD file. Like map files it has the extension .ocd, but it has a special internal

mark to identify it as a course setting file. To create a course setting project, you must create a new map file.

1. Choose the New command from the File menu or click the New button. The New File dialog box is displayed.

New File [ = |

Map type

() Topographic, city or leisure map

() Orienteering map

@ Course setting project for orienteering
(©) Empty symbol set

Default symbol folder
C:\Program Files\OCAD\OCAD 11 Orienteering Standard\Symbaol

Load symbol set from: Other file...
Course setting 10 000 - ISOM 2000.0cd

Course setting 15 000 - ISOM 2000.0cd
Course setting 4 000 - ISSOM 2007.0cd
Course setting 5 000 - ISSOM 2007.0cd
Course setting MTEQ 10 000 - 1SMTBEOM2010.0cd

Course setting MTBO 15 000 - ISMTBOM2010.0cd
Course setting MTEO 20 000 - ISMTBEOM2010.0cd
Course setting Trail and Macro Orienteering 5 000.0cd

Map naotes:

Course setting file for OCAD -
Scale 1:10'000
ISOM 2000

[ ok ][ cancet |[ Help |

2. In the Map type box select the 'Course setting project for orienteering item.

3. Select a symbol set from the Load symbol set from box. For a course setting project in a scale where no symbol
set is available please choose one of the available symbol sets.

4. Click the OK button.

5. Choose the Set Scale and Coordinate System command from the Map menu. Set the map scale to the correct
value . It is important to do this before starting with course setting because the calculation of the courses length

depends on the map scale.
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6. Choose the Save command from the File menu or click the & Save button. The Save As dialog box appears.

Enter a file name for the course setting file.
7. Choose the Open command from the Background maps menu to open a map file as a background map.

8. Choose the Entire Map command from the View menu to show the whole map on the screen.
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The Course Setting Box is displayed on the right side of the OCAD window. This Course Setting Box provides a
lot of functions and options. Visit the Edit Course Setting Objects page to get more information.

Add Course Setting Objects

To learn how to add course setting objects visit the Add Course Setting Objects page with the following articles:

Add Start, Controls and Finish

Add a Marked Route

Add a Control Description

Add a Course Title

Add Variant for Relay Courses. Learn how to create relay courses on the Create Relay Courses page.

Add Start Numbers for Relay Courses. Learn how to create relay courses on the Create Relay Courses page.

Add Other Objects, like the event title, logos, corrections on the map etc.

® NN kW=

Course Setting Dialog Box

Edit Course Setting Objects

Information about all functions which are provided by the course setting box on the right side of the window can be

found on the Edit Course Setting Objects page.

Most important functions:

Change Code of Course Objects
Insert a Text Block

Lock or Unlock Course Objects

Edit Control Description

Add, Edit or Remove Course Objects
Preview Mode
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Controls

The following two functions can be found in the Controls submenu of the Course Setting menu:

Renumber all Controls

Choose the Renumber all Controls command in the Controls submenu of the Course Setting menu to display the

following dialog:
i N
Remumber all Controls 28
2Md first code: 31
Mew first code:
oK ] [ Cancel ] [ Help
L -

Enter a New first code to shift all control codes. All codes are shifted with the difference between the New first
code and the Old first code. Click the OK button when finished.
This function can be useful if you come to know the available control numbers not before setting the courses.

Control Elevation

Visit the Control Elevation page to find more information about this function.

Courses

As a next step you can Create a New Course. A course is basically a list of the start, controls, marked route(s) and
the finish. You may want to Insert Other Course Objects like mandatory crossing point, mandatory passage
through out of bound area, map exchange, relay team or leg variation.

OCAD supports:

¢ Individual Courses with symbol sets for foot-o, ski-o, mtb-o and trail-o

* Relay Courses

¢ One-Man Relay Courses

* Score Orienteering

All information about courses can be found on the Create a New Course page.
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Classes

In OCAD you can either work with courses only or you can use classes and courses. Different classes may use the

same course. Visit the Create a New Class page for more information.

Insert Course Object to Courses

Choose this function from the Course Setting menu. Learn more about this function on the Add a Course Object to

Courses page.

Delete Course Object from Courses
This is the inverse function of the Insert Course Object to Courses function.

Read more about this function on the Delete Course Object from Courses page.

Make Graphic Modifications

Often it is necessary to Make Graphic Modifications to the courses generated by OCAD.

Move Control Number for All Courses
To move the control number for all courses (for example if it covers important map information):

1. Change to Preview mode.

2. Move a control number and keep it selected.

3. Choose the Move Control Number for all Courses command from the Course Setting menu.
4. The control number is moved for all other courses, too.

Edit Connection Line for All Courses
To edit a connection line for all courses (for example if it covers important map information):

1. Change to Preview mode.

2. Edit the connection line and keep it selected.

3. Choose the Edit Connection Line for all Courses command from the Course Setting menu.
4

. The connection line is edited in all other courses which use it, too.

Edit Text Control Description

Choose the Edit Text Control Description command in the Course Setting menu to edit the text control
description. Visit the Edit Text Control Description page for more information.

Auto Control Description

OCAD provides an Auto Control Description tool that recognizes map objects, where controls are placed, and sets
the corresponding IOF symbol to the control description. Visit the Auto Control Description page for more

information.

Course Statistic and Event Statistic

Choose the Course Statistic and Event Statistic command from the Course Setting menu to display a course and

event statistic. Visit the Course Statistic and Event Statistic page for more information.
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Print

In the Print submenu of the Course Setting menu you have the option to print the Courses or the Control

Descriptions.

Courses can be printed together with the map or on an already printed map. OCAD provides adjustment functions to
adjust the course to the already printed map. In addition EPS files can be created to make films for offset printing.

Visit the Print Courses page for more information.
To get more information about printing control descriptions, visit the Print Control Descriptions page.

Control descriptions can printed together with the course on the map: Add a Control Description Object.

Import

[1

At the moment importing courses from ORware Vis the only option for an import. Visit the Course Setting

Import page for more information.

Export

OCAD provides different export options of course data for event software, courses as gpx file, course maps etc.

Visit the Course Setting Export page for more information.

Options

Choose the Options command from the Course Setting menu to get some Course Setting Options.

Previous Chapter: XML Script
Next Chapter: Server Client
Back to the Main Page.

References

[1] http://www.picotiming.ch/indexsoft.html
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Add Course Setting Objects

(This function is only available in course setting projects!)

Add Start Controls and Finish

Start

1.

Select the /" Start symbol in the symbol box.

2. Select any drawing mode.

W

Nk

Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes the code
S1 for the start. Enter a different code if desired.

Click the OK button.

The Start object appears on the map.

You can now Add the Course Object to Courses.

Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information (e.g.

how to edit the control description).

Control

N —

W

Nk

. Select the _' Control symbol in the symbol box.
. Select any drawing mode.

Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes a code.
Enter a different code if desired.

Click the OK button.

The Control object appears on the map.

You can now Add the Course Object to Courses.

Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information (e.g.
how to edit the control description).

Finish

Select the @ Finish symbol in the symbol box.

2. Select any drawing mode.

W

N s

¢ It is not possible to edit the control description for the finish. The control description is defined by the marked

Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes a code.
Enter a different code if desired.

Click the OK button.

The Finish object appears on the map.

You can now Add the Course Object to Courses.

Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

route between the last control and the finish.
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Add a Marked Route

A marked route is mostly used from the last control to the finish. Sometimes you may also have marked routes

between controls (e.g. to cross a bridge or a dangerous area).

The marked route treated in this article applies to a route the runner must use. If you want to add a marked route just
for information, but which is not part of the course you have to add it as a different object, which is described at the

end of this aticle.

To create a marked route:

. Select the “~" Marked Route symbol in the symbol box.
. Select a drawing tool (e.g. the curve tool).

N —

3. Draw the marked route in the direction in which the competitors are running (e.g. from the last control to the
finish).

4. Now the Course Object Dialog Box appears. It proposes a code. Enter a different code if desired (See below if

this dialog box does not appear automatically).

Click the OK button.

The Marked Route object is shown on the map.

You can now Add the Course Object to Courses.

o N W

Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

Check Funnel tapes in the Course Object Box when a marked route is selected to get the corresponding symbol on

the control description.

The marked route defines how the finish is displayed on the control description. Marked routes can be drawn
anywhere in the course, but note that they must be drawn in the direction in which the competitors are running,

otherwise the course will not be drawn correctly.

¢ Marked routes must be added to each course like controls and the finish (Add a Course Object to Courses).
If the Course Object Dialog Box does not appear automatically:

Right-click on the "7 Marked Route symbol in the symbol box.
Choose the Edit command from the context menu. The Line Symbol dialog box appears.

In the Main Line tab activate the Course setting symbol: Marked route option.

R =

Click the OK button and draw the marked route again.

If you want to create a marked route without influence on the course:

Right-click on the "~7 Marked Route symbol in the symbol box.
Choose the Duplicate command.

[\

Right-click on the duplicated "~ Marked Route symbol in the symbol box.
Choose the Edit command from the context menu. The Line Symbol dialog box appears.

In the Main Line tab disable the Course setting symbol: Marked route option.

AN b

Click the OK button. Now you can draw a marked route which cannot be added to a course and is always visible.
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Add a Control Description

To print a control description together with the course you have to place a control description object. This object is a

placeholder and indicates the upper left corner of the control description.

Select the || Control Description symbol in the symbol box.
Select any drawing mode.

Place the upper left corner of the control description on the map.

Now the Course Object Dialog Box appears. It proposes a code. Enter a different code if desired.
Click the OK button.

The Control Description object is indicated by a hook on the map which is the upper left corner.

NN A w e

Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

Change Control Description Type
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Select the control description corner on the drawing area or in the course setting objects list.
2) Change the Control description type from symbol to text or vice versa on the right side of the window.

¢ It's the same with changing the Control description anchor from top left to bottom left in the Course Object
Box.

Control Description with White Background
If the background map should be masked below the text description, activate the White background option in the
Options dialog of the Course Setting menu.

Click the Preview button to get a preview of the control description.

Add a Course Title

Normally you add the title of the course to the map. To add a course title, you place a text object which is a

placeholder for the course title. This text object will be filled with the course title in each course.

1. Select the "'Z/ Course Title symbol in the symbol box.
2. Select any drawing mode.

3. Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes a code.
Enter a different code if desired. If this dialog does not appear automatically, you must make a modification to the
course title symbol which is described below.

4. Click the OK button.

5. The Course Title object appears on the map with the placeholder text Course.

6. Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

Click the Preview button to get a preview of the course title.



http://ocad.com/en.wiki/index.php?title=File:Cdsymbol.gif
http://ocad.com/en.wiki/index.php?title=Add_Course_Setting_Objects%23Course_Object_Dialog_Box
http://ocad.com/en.wiki/index.php?title=File:ChangeControlDescriptionType.png
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
http://ocad.com/en.wiki/index.php?title=Edit_Course_Setting_Objects%23Preview
http://ocad.com/en.wiki/index.php?title=File:Coursetitle.gif
http://ocad.com/en.wiki/index.php?title=Add_Course_Setting_Objects%23Course_Object_Dialog_Box
http://ocad.com/en.wiki/index.php?title=Edit_Course_Setting_Objects%23Preview

Add Course Setting Objects 281

OCAD allows you to use the course name (e.g. Course C), a list of all classes using that course (e.g. M16 - W20 -
M40) or both (e.g. Course C M16 - W20 - M40) as a course title. To define the appearance of the course title:

1. Choose the Options command from the Course Setting menu. The Course Options dialog box appears.

2. Select the desired course title in the Course title box.
The same course title will also appear in the control description.

If the Course Object Dialog Box does not appear automatically:

1. Right-click on the "' Course Title symbol in the symbol box.
2. Choose the Edit command from the context menu. The Text Symbol dialog box appears.

3. In the General tab activate the Course setting symbol option and choose the Course title item from the
dropdown list.
4. Click the OK button and place the course title again.

Add Variant for Relay Courses

For relay courses, you can add an overview of the variations (variant) to the map. To add the variant, a text object
which is a placeholder for the variant is placed. This text object will be filled with the variant of each runner when
printing or exporting the map. The variations are indicated with a letter in the variant text field. The leg is indicated
with the number at the beginning of the text field. The variations are indicated with letters (e.g. from A to C at a
three men relay). If two runners have the same sequence of letters,they have exactly the same variations on this leg.

Different letters mean different variations.

1. Selectthe “® Variant (Relay) symbol in the symbol box.
2. Select any drawing mode.

3. Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes a code.
Enter a different code if desired. If this dialog does not appear automatically, you must make a modification to the
course title symbol which is described below.

4. Click the OK button.

5. The Variant object appears on the map with the placeholder text AB. This text is replaced with the variation
sequence when printing or exporting the map.

6. Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

If the Course Object Dialog Box does not appear automatically:

1. Right-click on the “# Variant (Relay) symbol in the symbol box.
2. Choose the Edit command from the context menu. The Text Symbol dialog box appears.

3. In the General tab activate the Course setting symbol option and choose the Code for variant (relay) item
from the dropdown list.

4. Click the OK button and place the start number again.

¢ Visit the Create Relay Courses page to get more information about relays.
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Add Start Numbers for Relay Courses

For relay courses, you must add the start number to the course in order to give the right map to the right runner. To
add a start number, a text object which is a placeholder for the start number is placed. This text object will be filled

with the start number of each runner when printing or exporting the map.

1. Select the 1 Start Number (Relay) symbol in the symbol box.
2. Select any drawing mode.

3. Click in the drawing area to place the object. Now the Course Object Dialog Box appears. It proposes a code.
Enter a different code if desired. If this dialog does not appear automatically, you must make a modification to the
course title symbol which is described below.

4. Click the OK button.

5. The Start Number object appears on the map with the placeholder text 51.1. This text is replaced with the start
number when printing or exporting the map.

6. Select it to get some editing options. Visit the Edit Course Setting Objects page to get more information.

If the Course Object Dialog Box does not appear automatically:

1. Right-click on the “'' Start Number (Relay) symbol in the symbol box.
2. Choose the Edit command from the context menu. The Text Symbol dialog box appears.

3. In the General tab activate the Course setting symbol option and choose the Start number (relay) item from
the dropdown list.
4. Click the OK button and place the start number again.

¢ Visit the Create Relay Courses page to get more information about relays.

Add Other Objects

In a course overprint you may want to add other objects like:

¢ Event Title

* Logo of the Event

¢ Date of the Event

* Corrections to the Map

¢ Other information relevant to the runner

The standard symbol set contains a symbol for the event title F=" . For other objects you may have to Create Your
Own Symbols. It is important for these symbols that the option Course Setting Symbol (in the symbol dialog, when
you click the symbol with the right mouse button and choose Edit from the context menu) is switched off. The
option Course Setting Symbol must be used only for objects which belong to a course like controls, the marked

route from the last control to the finish or the course title.
Example If there is a marked route for children which you would like to appear on all other courses (just for

information) you proceed as follows:

Right-click on the "~ Marked Route symbol in the symbol box.
Choose the Duplicate command.

D=

Right-click on the duplicated "~ Marked Route symbol in the symbol box.
Choose the Edit command from the context menu. The Line Symbol dialog box appears.

In the Main Line tab disable the Course setting symbol: Marked route option.

o kW

Click the OK button. Now you can draw a marked route which cannot be added to a course and is always visible.

Use this new symbol to draw the children course.
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Course Object Dialog Box

This dialog box appears after placing a course object or clicking the Change Code button in the course setting box
on the right side of the window.

Course Object @

In this dialog box you can create or edit the code of a course object.

Code

OCAD proposes the next free number for the controls and a letter plus a number for other course objects. It is
recommended to use this convention.

First Free Code button

Click this button to get the first free code available. For control objects OCAD first searches for the lowest number
you have defined and assumes that you want to use only numbers above this number. If you want to use a lower
number, you must enter it on the keyboard.

Next Free Code button

Click this button to get the next free code available.

Click the OK button when finished.

W - There are no restrictions for the code. You can enter an arbitrary code, even letters and some glyphs are
allowed.
- If Auto Control Description is activated, this dialog is extended with the control description part. Read the
Course Setting with Auto Control Description article for more information.

Back to the Course Setting for Orienteering page.
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Edit Course Setting Objects

The Course Setting Box on the right side of the window provides several editing options for added course setting
objects (Start, Control, Finish, Marked Route etc.).

Enter the text control description
here

Click to change the code of
the selected object

Click to add a text block | -I-Q'J\The control description can be

Classes; Runners: 517 modified by clicking the squares
=3
Click to lock/unlock the .

position of the course objects The classes containing this object

Course are listed here
Select a course to edit and +E -] I .
display on the map /—L (<) The nunjbe_r of runners visiting this
- control is displayed here
Click to get a preview of the ength:4.54CIim —

selected course Click to lock/unlock all courses

Click to insert a course object

Click to delete the selected / '

Use these arrows to navigate through
the courses

object from the course / ?: ;8 I i . .
Lo n the preview mode click this

The course length and climb R button to reset all graphical

values are given here modifications (cut connection

lines etc.) of the selected course

Change Code

Change the code of the selected course setting object by clicking the corresponding button (see figure). The Course
Object Dialog Box appears. Enter a arbitrary new code (no restrictions) or click the arrows to find the first or the
next free code. Click the OK button when finished.

If you want to renumber all controls, use the Renumber all controls function in the Controls submenu of the
Course Setting menu.

Text Block

Click this button (see figure above) to add a text block to the control description. The Course Object dialog appears.
Enter a code for the text block and click the OK button. The text block appears in the list of all course objects to the
left of the Object box. Select it and type a text in the field standing for the text control description (see figure
above). Now the text block has to be added to a course. For this reason, select the course, mark the correct position
in the course (e.g. after control number 38) and double-click the text block in the course object list. The inserted text

appears in the control description.

8|37 A 1
9|38 A e

This is a text block
10| 34 © 0]
11| 20 \/
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Lock or Unlock Objects

Click the Lock button (see figure above) to lock or unlock course setting objects. If the course setting objects are

locked, they cannot be moved in the drawing area.

Text Control Description

Enter a text in this field (see figure above) for the text control description. Alternatively, the text control description
can be edited using the Edit Text Control Description function in the Course Setting menu. Defining a text for the
text control description is possible for Starts, Controls, Marked Routes and Text Blocks (displayed also in the

symbol control description).
IOF Symbol Control Description

You can edit the IOF symbol description by clicking one of the eight squares (see figure at the top). OCAD proposes
some symbols for the corresponding field in a menu.

A B C D E F G H

]1 31 [\ | A [ 2.{:‘0.@

A: Control Number: The control number is specified automatically depending on the sequence of the controls and

cannot be edited.
B: Control Code: To edit the control code use the Change Code button.

C: Which of any Similar Feature: Declare the position of the feature when there are similar features at close

quarters.

D: Control Feature: The control feature can be declared in this field.

E: Appearance: Add additional information characterizing the appearance of the feature.

F: Dimensions/Combinations: The dimensions or combinations of the feature can be declared in this field.

You can either choose the crossing or junction symbol for two combination symbols or enter the dimension of
the feature:

2
1 =
Enter a value in the upper field of this box to define the dimension of this feature.
Enter a value in both fields of this box to define the heights of two features.
Enter a value in both fields and check the diagonal box to define the heigh of a feature on a slope.
G: Location of the Control Flag: Declare the precise location of the control flag in this field.
H: Other Information: Other information can be given in this field (e.g. radio control or refreshments).
¢ - Sources and additional information to the IOF control description can be found here: IOF Control

Descriptions 2004.pdf 8
- Editing the symbol control description is possible for Starts and Controls.

- It is not possible to edit the control description for the finish. The control description is defined by the

marked route between the last control and the finish.
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Add an Own Symbol to the Control Description
It is possible to add an own symbol to the control description.

1. Create a new point symbol with the correct appearance and dimensions for the control description. Learn how to
create a new point symbol on the Create a New Symbol page.

2. Unlike the Point Symbol Dialog in a normal map project, the Point Symbol Dialog of Course Setting projects
have an additional part, namely the Course setting project for orienteering part.

3. Check the Control description symbol option.

4. Check the fields (B-H), which you want OCAD to propose your own symbol.

5. Click the OK button when finished.

Classes and Runners

In this part of the dialog all Classes using the selected course setting objects are listed. In addition, the total number

of runners visiting this object is given. Define the number of runners per class in the Classes dialog.

Course

Select a course in the dropdown list (see figure at the top). The course is now selected. You can add course objects to

it by double clicking them on the map or on the list with all objects. There are two special items in this list:

* Runners: Select this item to display all controls. In the Preview mode the total number of runners visiting this
control is given in brackets behind each control code. Define the number of runners per class in the Classes
dialog.

e All controls: Select this item to display all controls on the map. In the Preview mode each control is displayed
with its code.

Lock Courses

Click the Lock icon to lock or unlock all courses. When courses are locked, it is not possible to add or remove

course setting objects.

Preview

Click the Preview button to get a preview of the selected course. You are now in the Preview mode. In the Preview
mode it is possible to make several graphical adjusments on the course.

The following adjustments are allowed:

* Connection Lines: Connection lines can be edited with most of the editing tools (e.g. Reshape, Add, Move or
Remove Vertices, Cut etc.). This can be useful if for example a connection line crosses another control or covers
an important map object.

* Control Numbers: Select a control number and move it to another position. This can be useful if the control

number gets in the way of other course objects or important map information.
Visit the Make Graphic Modifications page to get more information.

Note: Other adjustments (e.g. move controls or add new course objects) are not allowed to make in the Preview

mode. Make sure you click the Preview button again before going on working on the courses.

¢ - If control circles cover important map information, they have to be cut in the normal mode and not in the
Preview mode.

- When moving a control or a course setting object on the map, all affecting graphical adjustments (e.g. moved

control numbers or cut connection lines) made in the preview mode get lost. Use the Lock button to prevent

from moving course objects accidentally.
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Switch Between Courses

Use the arrow buttons to switch between the courses.

Insert
Select a course and click the Insert button. The following course objects can be inserted:

e Mandatory crossing point(s)

* Mandatory passage through out of bounds area
* Map exchange

e Team variation

* Leg variation

Visit the Insert Course Object page for more information.

Delete

Remove a course object from a course by selecting it and clicking the Delete button. Alternatively, you can press the
Delete key.

Reset

This button is available when you are in the Preview mode. All graphical adjustments (e.g. moved control numbers

or cut connection lines) are removed when clicking this button.

Course Length and Climb

The length and climb of the course is displayed here. The length of the course is calculated automatically. However,
you can add an extra length in the Courses dialog. If a DEM is used, the climb is calculated automatically, too.
Although, you will have to adjust this value in the Courses dialog because OCAD calculates it using the linear

distance.

Functions for Special Course Objects

Control Description

Choose the | | Control Description symbol and place it on the map. Enter a code in the Course Object dialog and
click the OK button. The upper right corner of the control description is indicated with a hook. In the Course Object
Box on the right side of the window you have the option to change the Control description type from symbol to

text or change the Control description anchor from top left to bottom left.

Marked Route

If you select a marked route on the map, enable the Funnel tapes option in the Course Object Box to get the
corresponding symbol in the control description. In addition, a text can be entered in the field above. This text

appears in the text control description and has no effect on the symbol control description.

Learn how to add a Marked route with help of the Add a Marked Route article.
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Main Page

Course Setting for Orienteering

References

[1] http://orienteering.org/wp-content/uploads/2010/12/I0F-Control-Descriptions-2004.pdf

Control Elevation

(This function is only available in course setting projects!)
Control elevation is used to calculate the height climb for courses.

Choose the Control Elevation command in the Controls submenu of the Course Setting menu to change the
elevation of a control.

The Control Elevation dialog box is displayed. It shows a table with four columns:

e Name: In this column the control code is displayed.

* Elevation DEM: This column shows the elevation of the control calculated with help of the DEM. If no DEM is
loaded, this column is empty.

¢ Elevation Used: In this column an elevation value can be entered if there is no DEM available or if elevation
DEM value is not correct. If a value is entered in this column, it is used for courses' height climb calculation.

* Difference: The difference between the Elevation DEM and the Elevation Used columns is displayed here.

Click the Close button to quit this dialog. Click the Export button to export the table as a XLS, TXT, HTM or
DOC-File.

Back to the Course Setting for Orienteering page.
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Create a New Course

(This function is only available in course setting projects!)

To create a new course, you first define its name and other parameters. Then you add the course objects.

Define the Name and Other Settings

N

Choose the Courses command in the Course Setting menu.
The Courses dialog appears.
Click the Add button.

Enter a course name in the first column.

. Define the Course type in the corresponding column. You can choose between Normal Course, Relay or

One-man relay.

6. If you have chosen the Relay or One-man relay option, define the number of legs in the last column.

7. Click the OK button when finished. Other adjustments can be made after adding course objects to the course in

this dialog. Visit the corresponding article below.

Add Course Objects

Adding course objects is the next step. They must have been created before (Add Course Setting Objects).

To add a course object to a course follow these steps:

L=

You can add a Start, a Finish, Controls or a Marked Route to the course, as well as some special objects (e.g.

Select the course in the dropdown list of the Course Object Box.

Make sure that you are not in the Preview Mode.

Double click a course object either on the map or in the course objects list.

The course object is inserted at the position of the blue horizontal insertion line in the Course Object Box. Click

the correct position in the course (so that the line gets moved) before adding the course object.

relay variations) listed on the Insert Course Object page.

Edit the Course

Find editing options on the Edit Course Setting Objects page.

Choose the Courses command in the Course Setting menu to display the Courses table with the following headers:

Course: Edit the course name in this column.

Length: The length is calculated automatically with help of the set scale. This column cannot be edited.

Extral length: In this column you can enter extra length. The extra lenght is added to the calculated length and
the sum shows up in the control description.

Height climb calculation: In this column the calculated climbing is shown. Climbing is calculated with help of
the DEM or with the control elevations entered in the Control Elevation dialog.

Height climb used: Enter a value here for the height climb which shall show up in the control description.
Number of controls: The number of controls is listed in this column.

Course type: Change between Normal course, Relay or One-man relay in this dropdown list.

Legs: For Relays and One-man relays enter the number of legs in this column.

Click the Move up or the Move down button to move the selected course up or down.
Click the Add button to add a new course.

Click the Delete button to delete the selected course.
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* Click the Duplicate button to duplicate the selected course.

* Click the Report button to save the table as a XLS, TXT, HTM or DOC-File.
* Click the OK button to save all changes and quit the dialog.

* Click the Cancel button to quit the dialog without saving any changes.

Back to the Course Setting for Orienteering page.

Create Relay Courses

This function is only available in course setting projects!

Create a New Course Setting Project.

Add Course Setting Objects (e.g. Start, Controls, Finish) to the project.

Create a New Course. Choose Relay as the Course type and define the number of legs.
Create a New Class. Define the number of teams and allocate start numbers to the class.

A

Add the Course Objects to a Course. You have special options for the relay.
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Insert a Team Variation

A team variation means that runners of different teams go to different controls. OCAD allocates the chosen amount

of controls regularly to the teams, but, to make the relay fair, each runner of the team get a different variation (e.g.

Runner 1 goes to control 63, Runner 2 goes to control 55 and Runner 3 goes to control 125). The number of possible

variations is given by the number of legs of the relay. If a relay consists of three legs, you will have to make three

variations, so that the relay is fair. Although, variations can be equal to eachother (if for example you want to place

only two controls instead of three), in this case the equal variations are visited more often than the other one. In any

case, OCAD will force you to keep the relay fair (i.e. all teams have run the same leg variations at the end of the

relay). Although, you should verify the courses before printing.

A

N o

L

Mark a position in the relay course where you want to insert the variation.

Click the Insert button in the Course Object Box on the ride side of the window.
The Insert Course Object dialog appears.

Choose the Team Variation option.

Click the OK button.

|_I_|
The team variation ——= appears in the course box.

. You can add controls to the variation by marking the correct position and double clicking them.

. The variation for the example above looks as follows:

2 49

|_|_|
iOB3 125 55

|_I_|
437

- - It is also possible to leave a variation empty. This means that two runners in a team of three will have to get a

control and one runner leaves it out.

- OCAD will tell you with a warning message when you are trying to create something unfair.

- To delete a variation select it and press the Delete key or click the Delete icon.



http://ocad.com/en.wiki/index.php?title=File:TeamVariation.PNG
http://ocad.com/en.wiki/index.php?title=File:TeamVariationSymbol.PNG
http://ocad.com/en.wiki/index.php?title=File:TeamVariationSymbol2.PNG
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg

Create Relay Courses

292

Insert a Leg Variation

A leg variation means that there is a V;ria/'t-ion of the legs within the same team. This can be used for when you have
a relay with three legs but the second leg is shorter than the other two legs. In the example above the first and the
third runner goes from control 92 to 87, then to 85 and finally to control number 84, whereas the second runner goes
from control number 92 to 107 and then directly to 84, which is the shorter leg. All runners who run the second leg
of the relay will have this shorter variation. It is also possible to make team or additional leg variations within a leg
variation itself. The same which applies to the team variation, applies also to the leg variation: OCAD will force you
to keep the relay fair (i.e. all teams have run the same leg variations at the end of the relay). Although, you should

verify the courses before printing.

1. Mark a position in the relay course where you want to insert the variation.

2. Click the Insert button in the Course Object Box on the ride side of the window.
3. The Insert Course Object dialog appears.

4. Choose the Leg Variation option.
5

. Drag identical legs to the same column in the table.

@ Leg variation

[Example: The first and second runners of all teams go to control
50, the third runners got to control 60.)

1 2
3

6. Click the OK button when finished.

—
1 2
3
The leg variation appears in the course box. The pink numbers indicate the leg number.

N

You can add controls to the variation by marking the correct position and double clicking them.

9. The variation for the example above looks as follows:
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W - It is also possible to leave a variation empty. This means that some legs have additional controls where other

3092
—
12
3107

4. 87

5. E!}EJ

6. &4

legs go directly to the next control in common.

- OCAD will tell you with a warning message when you are trying to create something unfair.

- To delete a variation select it and press the Delete key or click the Delete icon.

Add the Variant to the Map

Read the Add Variant for Relay Courses article for more information.

Add the Start Number to the Map

Read the Add Start Numbers for Relay Courses article for more information.

Print a Relay Course

A

Choose Courses in the Print submenu of the Course Setting menu.

Adjust the print settings with help of the Print Courses and the Printing Maps pages of this Wiki.

Select the relay course in the Select Courses/Classes field.

Click the Print button.

The Print dialog appears.

-

Print: Relay

Print

() Variants
@ All
Variant
(@ Start numbers

Start numbers
1Al

Legs
@ All

i) Leg

@ Mumber(s):

301-320

Enter a number (23} or a range [23-31)

You can print:

Variants
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Click the OK button when finished. The courses are printed. This can take a moment.

% You can anytime reprint the course for a specific runner under the condition that nothing in the variations has

e All: All variants are printed once.

e Variant: The variant selected in the dropdown list is printed once.

Start numbers

e All: All courses to all defined start numbers (in the Classes dialog) are printed. The variations are allocated
regularly to the teams.
* Number(s): All courses to the defined start numbers (in the Classes dialog) entered in this field are printed.

The variations are allocated regularly to the teams. You can enter a single start number (e.g. 23) or a range of

numbers (e.g. 23-31).

e Legs: If you choose the Start numbers option you also have to define which legs you want to print.

* All: All legs of the selected start numbers are printed.

* Leg: Enter a leg number if you want to print only single legs of the selected start numbers.

been changed.

Export

Export a Relay Course

A e

Choose Export in the File menu.

Adjust the export settings with help of the Export Files page of this Wiki.
Click the Export button.

The Select Courses/Classes dialog appears.

Select the relay course and click the OK button.

The Export Relay dialog appears which is the same as the Print dialog.

-

Print: Relay

25

Print

() Variants
@ Al
Variant
(@ Start numbers

Start numbers

LA
@ Mumbers): 301-320
Enter a number (23] or a range (23-31)
Legs
@ All
O Leg 1
QK ] [ Cancel ] [ Help

You can export:
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e Variants

* All: All variants are exported once.
* Variant: The variant selected in the dropdown list is exported once.
* Start numbers

* All: All courses to all defined start numbers (in the Classes dialog) are exported. The variations are allocated
regularly to the teams.

* Number(s): All courses to the defined start numbers (in the Classes dialog) entered in this field are exported.
The variations are allocated regularly to the teams. You can enter a single start number (e.g. 23) or a range of
numbers (e.g. 23-31).

¢ Legs: If you choose the Start numbers option you also have to define which legs you want to export.

* All: All legs of the selected start numbers are exported.

* Leg: Enter a leg number if you want to export only single legs of the selected start numbers.

Click the OK button when finished. The courses are exported. This can take a moment.

Export Relay Variations

1. Choose the Export Relay Variations command in the Export submenu of the Course Setting menu.
2. The Export Relay Variations dialog appears.

3. Browse a location and enter a name for the file to export.

4. Click the Save button to export the txt-file.

The Text-File contains all courses. The start numbers are listed with the corresponding variation.

Back to the Course Setting for Orienteering page.

One-Man Relay Courses

A one-man relay is a relay with mass-start and any number of legs competed by one single runner. The difference of
a one-man relay course to a normal relay course is mostly that the legs are a bit more different. This is to make the

course more attractive to the single runner.

One-man relay courses can be set similar to normal Relay Courses. Visit the Create Relay Courses page for more

information.

Back to the Course Setting for Orienteering page.
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Score Orienteering

Score orienteering is not implemented in OCAD yet. Although there are options to create a score orienteering event
with OCAD.

Use all Controls

The simplest way is to set controls, a start and a finish and then print all controls. There will be no need to Create a
New Course. The disadvantage of this method is that you cannot make classes, so all participants will have the same

controls.

Hide Connection Lines
A different method is hiding the connection lines. Do the following:

Create a New Course.

Add Course Objects to it.

Search the symbol for the Connection Line in the symbol box.

Hide the symbol.

Search the symbol for the Control Number in the Control Description.
Hide the symbol.

Set the numbering in the Course Setting Options to Code only.

IR o

If you change to the Preview mode, the course looks like a score orienteering course now.

¢ Add controls in their numerical order to the course to get them rightly sorted on the control description. The
length of the course can be edited in the Courses dialog in the column for extra length. Extra length can be negative.
There is a OCAD learn video about this method:

H3H Score Orienteering (h

Hide Single Connection Lines

Deleting single connection lines is not possible but you can use a trick. Change to the Preview mode and drag the
end point of the connection line to the start point, so that they start and end at the same point. This makes the
connection line invisible. You can use this method when you have a part of arbitrary control order within a normal

course.

¢ Add controls in their numerical order to the course to get them rightly sorted on the control description. The

length of the course can be edited in the Courses dialog in the column for extra length. Extra length can be negative.

Back to the Course Setting for Orienteering page.

References

[1] http://ocad.com/howtos/52.htm
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Create a New Class

(This function is only available in course setting projects!)

This function is used when different classes use the same course. You will have to define classes and allocate a

course to them.

1. Choose the Classes command from the Course Setting menu.

2. The Classes dialog appears.

W

~N N B

. Uncheck the Create classes automatically option. If this option is enabled, courses and classes are equal which

means that every class has a different course.

. Click the Add button to create a new class. A new row is inserted in the table.
. Enter a name in the Class column (e.g. M20)
. Allocate a course. Choose the course from the dropdown list in the Course column.

. Define the estimated number of runners or teams (for Relay Courses) in the corresponding column. This number

is used for the calculation of course statistic.

. Enter the Start numbers allocated to this class. This is especially important when setting a Relay Course. On

the basis of the start numbers, variations get allocated to the teams.

Click the Move Up or Move Down button to move a class up or down in the table. Click the Delete button to delete

the selected class. Click the OK button to save and quit the dialog.

Back to the Course Setting for Orienteering page.

Insert Course Object

(This function is only available in course setting projects!)

This dialog box appears when you click the Insert button in the course setting box.

Mandatory Crossing Point

Check this option to add a mandatory crossing point. The mandatory crossing point appears in the control

description.

I

(X L@,
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Mandatory Passage Through Out of Bound Area

Check this option to add a mandatory passage through out of bound area. The mandatory passage appears in the

control description.

X == 0
Map Exchange

Check this option to add a map exchange. The map exchange appears in the control description.
O >—— 200m —>A

Team Variation

This command is only available for relay and one-man relay courses.

Read the Insert a Team Variation article for more information.

Leg Variation
This command is only available for relay and one-man relay courses.

Read the Insert a Leg Variation article for more information.

Back to the Course Setting for Orienteering page.

Add a Course Object to Courses

(This function is only available in course setting projects!)

Add a Course Object to Courses

To add a course object to a single course follow these steps:

1. Select the course in the dropdown list of the Course Object Box.

2. Make sure that you are not in the Preview Mode.

3. Double click a course object either on the map or in the course objects list.

4. The course object is inserted at the position of the blue horizontal insertion line in the Course Object Box. Click

the correct position in the course (so that the line gets moved) before adding the course object.

You can add a Start, a Finish, Controls or a Marked Route to the course, as well as some special objects (e.g.

relay variations) listed on the Insert Course Object page.
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Insert Course Objects to Courses

With this function a course object (start, control, marked route, finish, mandatory crossing point, mandatory passage

or map exchange) can be inserted to multiple courses at a specified position.

1. Choose the Insert Course Objects to Courses command in the Course Setting menu.

2. The Insert Course Object dialog appears.

3. Choose an object to be inserted: Course Object from Map (select it in the dropdown list), Mandatory Crossing
Point(s), Mandatory Passage Through Out of Bounds Area or a Map Exchange.

4. Select the courses which the course object is to be inserted in the To Courses field. Select multiple courses by
holding the Ctrl key or by clicking the Select all button.

5. Define a condition. Choose between After, Before or Between and select the course objects in the drop down
lists.

6. Click the OK button when finished.

Back to the Course Setting for Orienteering page.

Delete Course Object from Courses

(This function is only available in course setting projects!)

This is the inverse function of the Insert Course Object to Courses function.
With this function a course object (start, control, marked route, finish, mandatory crossing point, mandatory passage

or map exchange) can be deleted from multiple courses at a specified position.

1. Choose the Delete Course Objects from Courses command in the Course Setting menu.

2. The Delete Course Object from Courses dialog appears.

3. Choose an object to be deleted: Course Object from Map (select it in the dropdown list), Mandatory Crossing
Point(s), Mandatory Passage Through Out of Bounds Area or a Map Exchange.

4. Select the courses which the course object is to be removed from in the From Courses field. Select multiple
courses by holding the Ctrl key or by clicking the Select all button.

5. Define a condition. Choose between After, Before, Between or All and select the course objects in the drop
down lists.

6. Click the OK button when finished.

Back to the Course Setting for Orienteering page.
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Make Graphic Modifications

(This function is only available in course setting projects!)

Often it is necessary to make graphic modifications to the courses generated by OCAD because for example a course
object covers important map information. The common modifications made for the different courses are stored in the

course setting file.

Cut out Control Circles

If a control circle covers a map detail like a knoll, a part of the control circle should be cut out to make the knoll

visible. You need to make this cut-out only once. It will be visible for all courses that use this control.
1. Switch off the Preview mode.

2. Select the desired control.

3. Select the & Cut tool to cut out a part of the control circle.

¢ To close (repair) a cut, select the Cut tool and click into the gap.

Modify Connection Lines and Moving Control Numbers
You can modify connection lines and move control numbers of a specific course.

1. Select the desired course in the Course Object Box on the right side of the window.
2. Make sure that you are in the Preview mode.

3. Select the desired control number or connection line.

Then:

* Move the control number by dragging the small square to the desired position.

e Cut out a part of the connection line using the % Cut tool.

» Insert additional vertices into the connection line using the ® Add Normal Vertex tool. Move these vertices
using the P> Select Object and Edit Vertex tool.

¢ Use the Move Control Number for All Courses or the Edit Connection Line for All Courses functions to

modify course objects with an effect on all courses.

Make Other Modifications

To make further modifications choose Export Course Maps from the Export submenu in the Course Setting

menu.

Back to the Course Setting for Orienteering page.
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Edit Text Control Description

e | e |
(This function is only available in course setting projects!)

Choose the Edit Text Control Description command in the Course Setting menu to edit the text control
description. The Edit Text Control Description dialog appears:

1 Edit Text Control Description =NR=N X
A B C E F G H Automatictext User defined text -
- .
D S >/ Track, path, Track, path, Junction

(&) Knoll, Northwest side
/ f Erosion gully, Southwest end, Radio or TV control
(&) Knoll, Northwest side
@2/3,, >/ River, Watercourse, River, Watercourse, Junction
] Thicket, South edge
Small depression
Pit
O_ Knoll, Southeast zide
20 5 Boulder, 2.0m, North side

Re-entrant

g ee e < (o F o= 0 °

™ J_ Small erosion gully, South end
100 Re-entrant -
I Copy automatic text to user defined text column I I QK I [ Cancel ] I Help I

You can write to each control a user defined text in the orange colored column. To copy the automatic text to the
user defined text column use the corresponding button at the bottom of the dialog. Only the text in the User defined
text column will appear in the text control description. The automatic text is generated according to the symbol
names. To rename a symbol click the corresponding symbol with the right mouse button in the symbol box and

choose the Edit command in the context menu. Enter a new name in the Symbol description field of the dialog.

¢ Note that when you use the Copy automatic text to user defined text column button, all user defined text gets
overwritten with the automatic text. Make sure to copy the automatic text to the user defined column before you edit
the text by hand.
Click the OK button when finished.

To add a text control description to your course choose the [ | Control Description symbol and place it on the
map. Enter a code in the Course Object dialog and click the OK button. The upper right corner of the control
description is indicated with a hook. In the Course Object Box on the right side of the window you have the option
to change the Control description type from symbol to text.

The text symbol description can also be edited in the Course Object Box. Visit the Edit Course Setting Objects
page for more information.

Back to the Course Setting for Orienteering page.
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Auto Control Description

e | e |
(This function is only available in course setting projects!)

Auto Control Description is a tool to support course setters with a semi-automatic identification of the control

feature. The course setting project and the map need to have the same scale and the same offset.

Activate the Auto Control Description

1. Choose the Auto Control Description command in the Course Setting menu to set up auto control description.
2. The Auto Control Description dialog box is displayed.

3. Check the Use auto control description option.

4. An OCD or EOCD-Background Map must be chosen. The Auto Control Description tool does not work with

raster background maps.

Allocation Table

Click the Allocation Table button in the Auto Control Description dialog to display the allocation table. In the
allocation table the relationship between the map symbols and the control description symbols are defined. The

allocation table must be adapted if the background map was not drawn with an actual ISOM compatible symbol set.
The allocation table contains nine columns:

* Map Symbol: The symbol numbers of the map symbols are listed here.

* Control Description, Symbol 1-6: This column contains the numbers of the symbols of the currently opened
course setting file which match to the map symbols. You can allocate up to six different symbols. When you set a
control later you can switch between these symbols using the Tab key. If you do not want to allocate a symbol
number for a column, enter 0.000.

* Mouse Event, Drag Direction: This column defines the symbol which is used for the location of the control flag

when you drag the mouse pointer in a direction after placing a control. The allowed inputs for this column are:

None Side Edge Part CornerInside CornerOutside Tip End PartUpperLower Top Beneath Foot Footside Between

The corresponding symbol is taken when you drag the mouse pointer in the direction which the control flag
stands (Location of the Control Flag part in the IOF Symbol Control Description).

* Mouse Event, Click: This column defines the symbol which is used for the location of the control flag when you
place the control by a simple click. The allowed inputs for this column are:

None Beneath Between Top Foot

The corresponding symbol is taken when you place a control by a simple click (Location of the Control Flag
part in the IOF Symbol Control Description).
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Course Setting with Auto Control Description

1. Activate the Auto Control Description.
2. Place a control on the map.
3. The Course Object Dialog Box appears with an additional part for the IOF Symbol Control Description.

* If the control was placed by clicking exactly on an OCAD object, OCAD will identify the control feature and
add the corresponding symbol to the control description. If more than one symbol is defined for this feature in
the allocation table you can switch between them by pressing the Tab key.

 If the control is placed exactly on an OCAD object by pressing the left mouse button and dragging in a defined
direction, OCAD will identify the control feature and additionally recognize the location of the control in
relation to the feature. If more than one symbol is defined for this feature in the allocation table you can switch
between them by pressing the Tab key.

 If the control is not placed exactly on an OCAD object, what typically happens for contour features, press the
Shift key while placing the control. OCAD will search around the control position for an object. If this object
is a contour line OCAD, sets a hill in the control description by default. Change the control description symbol

by pressing the Tab key.

¢ In addition, there is a way to bring OCAD to add the hill, depression, re-entrant or spur symbol directly to
the control description. When placing a control at one of these features press the Shift key and drag the mouse

in one of the four main directions:

O

Up =hill
Down = depression
Left = re-entrant

Right = spur

Back to the Course Setting for Orienteering page.
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Course Statistic and Event Statistic

(This function is only available in course setting projects!)

Choose this command from the Course Setting menu to see several course and event statistics. Before using this
command you must enter the estimated number of runners for each course, otherwise you will not get the full
functionality. Select Classes in the Course Setting menu to get to the Classes dialog box where you can enter this
number.

Course Statistics

In this part of the dialog a table is shown with all course objects listed, the number of courses which use it and the
number of runners which will visit it. When you select a course object, you can see which courses and which classes

contain it in the two boxes on the right side.

Leg Statistics

In this part of the dialog a table is shown with all legs listed and the number of courses which contain it. Select a leg
to see all courses containing it in the box on the right side.

Leg statistics includes only normal courses.

Event Statistics
The following information can be found in this part of the dialog:

¢ Number of controls

e Number of courses

* Number of classes

» Shortest distances between controls: All controls with a distance less than 60m to each other are listed here.
* Legs between 2 controls in opposite direction: All legs which are used in two directions are listed here.

* Identical courses: All identical courses are listed here.

* Courses without start or finish: All courses with missing start or finish are listed here.

Control/Course diagram

A table is displayed in this part of the dialog. You can read out of this diagram which control is used in which course

at which position.

Export

Click the Export button to export the course statistic to a text file.

Back to the Course Setting for Orienteering page.
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Print Courses

(This function is only available in course setting projects!)
Choose the Courses command in the Print submenu of the Course Setting menu to print courses.

The Print Courses box appears on the right side of the screen. Adjust the settings which can be made in the Printer,
Page handling, Scale and Options part with help of the Printing Maps page. The differences of the Print Courses
to the Print box are that there is no Color field but in addition a Select Courses/Classes field. The Print map size

field has the extra option Course only on already printed map.

Print Course Only
Choose the Course only on already printed map option from the Print map size part of the Print Courses box.

Click the L| Setup button.
The Course Only dialog appears:

Adjust bottom left corner of the print range:

» Intervall: Set the interval step for 1 click on an adjustment button (Left, Up, Right, Down).

* Left, Up, Right, Down: Click on the adjustment buttons Left, Up, Right or Down to adjust the print range in
relation to the map. The left/right and up/down adjustment is displayed on the left side of the dialog box, in the
Adjustment part.

» Horizontal Scaling, Vertical Scaling: Enter here a scaling to adjust the course to an already printed map.
Normally you will need here only very small corrections (99...101%) caused by the shrinking of the paper.

* Print black: Activate this option if the courses should be printed in black. Use this setting for making printing
films.

* Mirror: Activate this option if the courses should be mirrored. This is used for making printing films on laser or

inkjet printers.

Select Courses/Classes

Choose wheter you want to select Courses or Classes. Select all courses/classes to be printed. Select several

courses/classes by holding the Ctrl key or all courses/classes by clicking the All button.

Print Relay Courses

Relay courses normally have variations. The start number and the leg number define the course for a specific runner.
You can anytime reprint the course for a specific runner under the condition that nothing in the variations has been

changed.

Read the Print a Relay Course article for more information.

Back to the Course Setting for Orienteering page.
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Print Control Descriptions

(This function is only available in course setting projects!)

Choose the Control Descriptions command in the Print submenu of the Course Setting menu to print the control

descriptions. The Print Control Descriptions dialog box is displayed. Make the following adjustments:

Printer
Select the printer to print the control description. In the box you can select one of the installed Windows printer

drivers. Click the Properties button to change printing options (for instance to print in landscape mode).
Print

* Control descriptions: Select this radio button to print the symbolic control descriptions.
* Text control descriptions: Select this option to print the control descriptions as text. A text must be defined for
each control (Edit Text Control Description).

Box size

Enter the size of the symbol boxes for the symbolic controls descriptions. Click the Standard button to set this value
to 6 mm.

Copies

Enter the number of copies to be printed.

¢ If you enter more than 1 copy, OCAD will fill entire pages with the same course until the number of copies is
reached. Therefore if you enter "2" you will get one page per course filled with as many control descriptions as
possible of that course.
Select Courses/Classes
Choose wheter you want to select Courses or Classes. Select all courses/classes which the control descriptions are to

be printed. Select several courses/classes by holding the Ctrl key or all courses/classes by clicking the All button.

¢ You can enter the title for the control descriptions in the Course Setting Options dialog box.

Back to the Course Setting for Orienteering page.
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Course Setting Import

(This function is only available in course setting projects!)

Import Courses from ORware

(1] can be

With this function course definitions exported as *.txt or *.csv file from the event software ORware
imported to an OCAD course setting project. This import is primarily thought for events where the runners from a
class have individual courses (butterflies, loops etc.). The import creates one course per runner with it's individual

course definition.

The course setting objects (start, controls, finish etc.) have to be added to the course setting project before starting

with the import.
File Structure
[TYPE];[IDENT];[CLASS];[COMBINATION];[LENGTH];[CLIMB];[START];[CTRL1]; ... ;[ CTRLn];[FINISH]

* [TYPE]: Course type (individual race or relay)

* [IDENT]: Course identification. Example: M21-17 (course name and startnumber)
e [CLASS]: Class name

* [COMBINATION]: Variation code. Example: BCCA

e [LENGTH]: Course length

¢ [CLIMB]: Course climb

e [START]: Start code

e [CTRL1] ... [CTRLn]: Control 1 - n codes

e [FINISH]: Finish code

File Example

[TYPE];[IDENT];[CLASS];[ COMBINATION];[LENGTH];[CLIMB];[START];[CTRL1]; ... ;[CTRLn];[FINISH];
Individual race;M20-1;M20;AA;3700;50;1.1;31;33;34;36;M1
Individual race;M20-2;M20;AB;3700;50;L.1;31;33;35;36;M1
Individual race;M20-3;M20;BA;3700;50;1.1;32;33;34;36;M 1
Individual race;M20-4;M20;BB;3700;50;1.1;32;33;35;36;M1

« The header line has to be included into the *.csv file.

¢ [TYPE] column is not used in OCAD 11. All imported courses are treated as individual courses.

¢ Marked routes are imported as controls. Do not add them to the *.csv file. Add marked routes to the courses with
Insert Course Object to Courses function.

¢ Map changes cannot be imported. Add map exchanges to the courses with Insert Course Object to Courses

function.

Back to the Course Setting for Orienteering page.
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Course Setting Export

e | e |
(This function is only available in course setting projects!)

In the Export submenu of the Course Setting menu you have different options for an export.

Export Courses XML

Choose this command to export a XML file with the course data. OCAD supports the IOF Version 2.0.3 and 3.0.

The exported XML file is opened automatically. The IOFdata.dtd file also belongs to the XML file. This document
type definition file specifies the structure of the XML document.

The exported XML file can be read from several event softwares.

Export Courses Text

. Choose this command to export a list of control numbers of the courses or classes in text file.
. The dialog box Export Courses (Text) appears.

1

2

3. Choose wheter you want to export Courses or Classes

4. Check the Export climbing option when climbing shall be exported, too.
5

. Check the Export number of controls option to export also the number of controls.
Format of the exported file:

. The class name as entered in the Classes dialog box or the Course Name.

. Length of the course in km (calculated length plus extra length entered in the Courses dialog box).

1
2
3. Climb of the course as entered in the Courses dialog box.
4. Number of controls.

5

. Start, all controls and finish (Relay variations are indicated in brackets)

Example:
Normal Course 5.7 130 19 S1-117-150-107-63-93-99-97-98-64-140-52-87-132-95-116-90-47-120-115-F1
Relay.1 3.3 85 12 S1-(71/117/118)-64-(78/140/70)-52-(-(106-132/87-56))-95-116-90-47-120-115-F1

The exported file is opened automatically in a text editor.

¢ When you export Relay Courses each leg is exported individually.

Export Classes Version 8 Text
Choose this command to export a list of the control numbers of the classes.
The exported file can then be imported in several event softwares.

After choosing this command the Export Classes (Version 8) dialog box appears where you can choose a path and

enter the file name for the class file.

Format of the exported file The exported file is a text file. For normal courses there is one line per class, for relay
courses and one-man relay courses there is one line per runner (the range of start numbers must have been defined in
the Classes dialog box). The fields are separated with semicolons (;) and contain the following information:

1. Class name as entered in the Classes dialog box. If classes are created automatically, this field is empty.
2. Course name.
3. Start number.

¢ for normal courses this number is "0".
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» for relay courses this is the start number of the team, a point and the number of the leg-runner (e.g. "101.1")

» for one-man relay courses this is the start number (e.g. "201")
4. Length of the course in km (calculated length plus extra length entered in the Course dialog box).
5. Climbing of the course as entered in the Courses dialog box.

6. All controls, starting with the start, then the controls and finally the finish. Between the controls the distance
to the next control is indicated.

Example:

M16; Normal
Course; 0;5.700;130;81;0.219;117;0.412;150;0.502;107;0.155;63;0.113;93;0.176;99;0.183;97;C

Relay;Relay;1.1;3.300;205;51;0.185;71;0.351;64;0.661;140;0.191;52;0.225;106;0.286;132;0.2
Relay;Relay;1.2;3.400;205;51;0.219;117;0.246;64;0.733;70;0.207;52;0.198;87;0.341;56;0.281

Relay;Relay;1.3;3.400;205;51;0.287;118;0.360;64;0.596;78;0.303;52;0.225;106;0.229;56;0.28

The exported file is opened automatically in a text editor.

¢ Classes have to be defined to use this function. Otherwise, an error message will appear.

Export Courses GPX

Choose this command to export courses to a GPX-File. Relay Courses and One-Man Relay Courses cannot be
exported to a GPX-File.

All course setting objects (start, controls, finish) are exported as waypoints. All courses, including start, controls,

marked routes and finish are exported as tracks.

¢ This command needs real world coordinates and a coordinate system. Choose the Set Scale and Coordinate
System command from the Map menu to change these settings.

¢ To open the exported file choose the Recently Exported Documents command from the File menu.

Export Course Statistic and Event Statistic

Use this command to export course, leg and event statistics to a text file. The text file contains the same information
as in the Course Statistic and Event Statistic dialog. This export is also available via the Course Statistic and
Event Statistic command in the Course Setting menu.

Export Course Maps

Use this command to Make Graphic Modifications to courses that are not possible within the course setting
project. The common modifications like moving the control numbers or modifying the connection lines are possible
without using this command. Visit the Make Graphic Modifications page for more information.

A course map file is a normal OCAD-File and not a course setting file. The Background Map will be the same as in
the course setting file. All symbols used for course setting are imported in the symbol set. Opening course maps is
also possible in the OCAD Course Setting for Orienteering edition.

Using this command may be dangerous. If you make modifications to the courses after exporting the course maps,
the exported course maps are not updated and are therefore not correct. Use this command only if you are absolutely

sure that the courses are final.

1. Choose the Course Maps command from the Export submenu of the Course Setting menu.
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2. The Select Courses/Classes dialog appears.

3. Select wheter you want to export Courses or Classes.

4. Select all courses/classes to be exported. Select multiple courses/classes by holding the Ctrl key or click the
Select all button to select all courses/classes.

5. If multiple courses/classes are selected they are exported in different files unless you check the Export courses
to one file option. Choose wheter you want to place the courses beside each other or at the original position.

6. Click the OK button when finished.

If you want to export Relay Courses or One-Man Relay Courses, you will have to define which
legs/variations/start numbers you want to export. This dialog is the same as the dialog in the Export a Relay Course

article. Read this article for more information.

Export Control Description Text

Use this command to export control descriptions as text files. Control descriptions for Relay Courses and One-Man

Relay Courses cannot be exported.

1. Choose the Export Control Description (Text) command from the Export submenu of the Course Setting
menu.

2. The Select Courses/Classes dialog appears.

3. Select wheter you want to export control descriptions of Courses or Classes.

4. Select all courses/classes the control description is to be exported. Select multiple courses/classes by holding the
Ctrl key or click the Select all button to select all courses/classes.

5. If multiple courses/classes are selected they are exported in the same file beneath eachother.

6. Click the OK button when finished.

¢ A Text Control Description has to be defined to get an useful output of this function.

Example Output:

Chlosterwald Orienteering Event

Class M20

Course A, Length 3.3 km, Climb 205 m

Start Path, Path, Junction

1. 71 Small depression

2. 64 River, Watercourse, Junction

3. 78 Pit

4. 52 Erosion gully, Southwest end, Radio control
5. 106 Small erosion gully, South end
6. 132 Knoll, South side

7. 95 Re—entrant

8. 116 Copse, West side, TV control
9. 90 Boulder, 2.0m, North side

10. 47 Knoll, Northwest side

11. 120 Spur, Southeastern foot

12. 115 Re—entrant

Follow taped route 230 m from last control to finish



http://ocad.com/en.wiki/index.php?title=Create_Relay_Courses%23Export_a_Relay_Course
http://ocad.com/en.wiki/index.php?title=File:Hint.jpg

Course Setting Export 311

Export Relay Variations

1. Choose the Export Relay Variations command in the Export submenu of the Course Setting menu.
2. The Export Relay Variations dialog appears.

3. Browse a location and enter a name for the file to export.

4. Click the Save button to export the TXT-file.

The Text-File contains all courses. The start numbers are listed with the corresponding variation.

Learn more about relays on the Create Relay Courses page.

Back to the Course Setting for Orienteering page.

Course Setting Options

(This function is only available in course setting projects!)

Choose the Options command from the Course Setting menu to display the Course Options dialog box.

Course Options @

Titles Control description
Event title Thicker harizontal line: Every third -
TRl Maximum length 50 ~ Rows
) Classes [7] Mumber of start
@ Course name and dass(es)
(") Course name only Control description on the map
Box size: 600 = mm Standard
Controls
Numbering White background
() Number [¥] Add control descriptions for all controls
) Mumber and code
@ Code only P e
Export course relay combinations (not IOF 2.0.3 standard)
Distance from circle to number: 100 = mm
|:| Full stop behind control number

Connection lines

Distance from circle to connection line: 0.00 5 mm ] [

(014 Cancel ] [ Help
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Titles

Event Title

Enter the name of the event. The event title appears on top of the control description.

Course Title

Choose wheter the Course Title shall be displayed with the Classes, the Course Name and Classes or the Course

Name only.

Courze title

(%) Claszes

() Course name and clazs{es]
() Course name only

M45
M50
W21

Controls

Numbering

Cowrze title

) Classes

(%) Course name and class{es)
) Course name only

Course 5
M45
M50
W21

Courze title
() Classes
() Courze name and class(es)

(%) Course name only

Course 5

Choose wheter the controls shall be numbered with the Number, the Number and Code or the Code only.

Murmbering
(%) Mumber
) Mumber and code
(") Code only
2
O 3
SO
'Q |
O 4

MHumbering

) Mumber

(%) Mumber and code
(") Code only

MHurmbering

) Mumber

") Mumber and code
(%) Code anly

L
\/ - “‘133
1Q ﬁ

O 34
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Distance from Circle to Number

Enter the default distance from the control circle to the number in mm.

Diztance from circle to number: S mm Digtance from circle to number: = mm

Full Stop Behind Control Number

Check this option if a full stop shall be placed behind each control number.

[ ] Full stop after control number Full stop after contral number

1 1
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Connection Lines

Define a distance from the circle to the connection line in this field.

Connection lines Cornection lines

. . _ -~ . . - -
Digtance from circle bo connection line: v Iy Digtance from circle bo connection ling: 200 |3 mm

&
3
0

/
10 |

Control Description

Thicker Horizontal Line

Choose between a thicker horizontal line in the IOF Symbol Control Description every third or every fourth line or

not at all.
Contral description Contral description Control description
Thicker horizantal line: Thicker horizantal line: Thicker horizantal line:
Event Example Event Exa Event Exam
M45, M50, W21 M45, M50 M45, M50,
5 75km |210m 5 210 m 5 7.5 210 m
> araps > >
1 {101 Y 1 (101 C 1 (101 ¢
2 12|~ Al [1o]o 2 [212 O 2 [212]~ o
3 |135] || 3 [135 3 [135
4 |246 I} ol g 4 245 O 4 |246 |} O
5 164 —| | O 5 [164] =[] e 5 [164] ! 0
6 [185 |7|/V — 6 [185 — 6 (185 —
7 '-1 78 J ] (@] 7178 = [@) 7 '-1 78 [®)
8 147|==}m 20 8 47| =|m 20 8 147 =
9 149 Il 9 |149 AL = 9 |149 A
@, 240 m 0] | 1O 240 m .9 11 @ 240 m %9
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Maximum Length

Define the maximum length of the control description in rows in this field.

Maximur length |10 * Rows
Event Example 6 |185 |~/ =
M45, M50, W21 71178 |l 0
5 7.6 km |210m]|| 8 [147|==|m 20
S1 yarand 9 (149 |.-7|.-7| %
101 O——— 240m ——0)

ARNE
%

LR ERR R
)
2
ﬂ

=
l
L]
6 [O[H[]A

Number of Start

Check this option so that the number of the start appears in the control description.

[ Mumber af start Murmber of start

Event Example Event Example

M45, M50, W21 M45, M50, W21

5 7.6km [210m 5 7.6km [210m

> arapd > | s aradps
1 101| | C 1 101 |- C
2 1212| N | A 10 |Or 2 1212| N | A 10 |O-
3 135 B[ = 3 135] | =
4 [246||l||© ¢ 4 [246||{||© O
5 |164|—|L ] 0 5 |164|—|L O
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Control Description on the Map

Box Size

Define the size of a box in the control description in this field. Click the Standard button to set the value to 6.00
mm.

Bow size: = mm Bow size: = mm

Event Example Event Example
M45. M5S0, W21 M45, M50, W21
5 7.6 km 210 m
= Ty 5 7.6km [210m
1101 |- < > | S1 yaraps
2 (2121™ | A 10 |O-
3 135 [3%|3 = | 11101 <
4 246} |© G 2 212| N\ | A 10 1O
5 |164|—| ] O 3 [135] [ ([ :
4 1248| 1| |< O
5 164|—|] | O

% IOF International Specification for Control Description 2004 1 The description sheet boxes should be between

Smm and 7mm.
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White Background

Check this option to get a white background behind the control description on the map.

[ ] ‘white background ‘white background
s ( | = E:JL\ T—r RS

= ' -~ Event Example
P& - M45, M50, W21
== Soir ml [ s 7.6 km |210m
> n:fif.’-"% == EE: ardps
A\ . ﬂ_;_i:"‘"_ L 21101 | <
; [_3;5% |§ i—g 0[O

THRERT

B U, TN

If‘\

B A AR Y

o)t T
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Add Control Descriptions for All Controls

Check this option to add the control description on the All Controls map, too.

[ Add control descriptions For all controls Add control descriptions for all controls

| <Al controls: w | | <Al contralz: w |

IW ﬂﬂﬂ Presview ﬂﬂﬂ

Event Example

>ls1] [/~ Y
[>|s2 X
[>|s3 =
31| [*] [
32 )
33| = [ 3m
34 /
35 -
36| |
101 C

XML Export

Activate this check box to export the relay variation also within the XML export. This is an extensions of the IOF
specification.

Back to the Course Setting for Orienteering page.

References

[1] http://orienteering.org/wp-content/uploads/2010/12/IOF-Control-Descriptions-20041.pdf
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Compatibility Check

OCAD 11 Course Setting files can be saved in an earlier OCAD version (9 or 10) if the file passes the Compatibility
Check.

The Compatibility Check dialog showes the information about the compatibility.

Compatibility Check e

Erromn
- Course 'OneMan’ is a relay or one-man relay.
- Course ‘Relay’ is a relay or one-man relay.

Warning:
- Option 'Full stop behind control number': Removed
- Option 'Mumber of start: Removed

2K ] [ Cancel ] [ Help

Errors

OCAD 11 is using a better distribution for relays and one-man relays variations. So relays and one-man relays are

not compatible with earlier OCAD versions.

Warnings
The following OCAD 11 features are not compatible with earlier OCAD versions and will be deleted:

* Option 'Full stop behind control number' (OCAD 9)
* Option 'Number of start' (OCAD 9)
* Control description anchor (OCAD 9 and 10)
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320

OCAD Internet Map

Export OIM | Pro]
Esport
| OCAD Internet Map v
@ Resolution 300 v dpi
1ot ot map 0
| A4 Landscape -
[ Bpot || cClose | cance |

Choose Export OCAD Internet Map from File menu to export the map as OIM (OCAD Internet Map). With OIM
you can publish big OCAD maps on internet. You can insert the OCAD Internet Map to a HTML file.

¢ Resolution: Enter here the resolution of the GIF (for Java) or JPG (for Flash) file.
¢ Part of map: Activate this check box to export a part of the map. The map section will be shown with a rectangle

on the drawing window. You can alter the rectangle with the mouse.

Click the button Setup |—| to define the part of map to be exported by coordinates. The dialog box Setup Part
of Map (Export) appears.

Click the button Entire map D to export the entire map.

Click the button To current view @J to export the currently on the screen displayed map.
If this check box is not active the entire map will be exported.

¢ Itis also possible to choose a defined format like A4 landscape.

-> Click Export. The OIM Export Assistand dialog box appears:

OIM Export Assistant

General project settings

* Map title - Heading of the map
e Map subtitle - may be a copyright statement or similar

e Base Map Layout

Base Layer Name - Name of the map (e.g. Citymap of Baar)

Edit layer enable - Enables the users the ability to draw on the map

Searchbox enable - Search for POI's (only works with PHP - Support)

Zoom levels, calculated from map size and DPI (maximum possible zoom levels)
* Create tiles (need to be selected, otherwise only the meta files are created)

-> Click Next



http://ocad.com/en.wiki/index.php?title=File:Space.PNG
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http://ocad.com/en.wiki/index.php?title=File:EntireMap.JPG
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http://ocad.com/en.wiki/index.php?title=File:Hint.jpg
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- ~
Gt DD § 5 Gl 00 LA s o R
OCAD Internet Map (OIM) Export Wizard OCAD Internet Map (OIM) Export Wizard
General praject settings Zoom level settings
Map title: [Heading of the map I Zoomfrom: 0 Zoomto: 2 I
Map sublitle  may b copyright or similar
ZoomlLevel MapFile
e Zoom@  RAmp\PONOpenstreetMapBAAR partioed
Sasebyeqname | Name of the map (e.g. Ciymap of Gaar Zoom2  RAmP\PONOpenStreetMapBAAR partiocd
Edit layer enable i Zoom3 RAtmp\PONOpenstreethapBAAR_part3.ocd
Z 4 R Of StreetMapBAAR_part3.ocd
[7] searchbox enable oom NImp\PONOpenstrectMapBAAR part3.oc
I
Zoom levels [calculated from map size and DPT} |5
Create tiles |
I
f
<= »
Relink | [ cnange | [Resetalito currentiile |
To cantinue, dick Next, To continue, dlick Next. I
I
< Back [ mea> ][ canee [ Hew [ <Back |[ met- |[ concat |[  Hep |
General project settings Zoomlevel settings

Zoomlevel settings

Select Zoom from and Zoom to levels which are created. Be aware that the overview map need a zoom level 0.
Generated levels are highlighted green, not created levels are grayed out. If the file is not found it is highlighted in
red.

* Relink - change the folder of all maps
¢ Change - change the map for the selected zoomlevel

* Reset all to current file - currently opened file is taken for all zoomlevels

-> Click Next

Layout and functionality settings
Controll Options:

¢ Show Layer Selector - enables the user select different POI groups

* Show Overview Map - enables the overview map feature
* Maximize overview map - shows the map maximized by default

* Show Coordiantes - show coordinates in the lower right corner

¢ Show Permalink - enables the user the ability to link to a specific zoom, map view and layers
Color and Size Settings:

¢ Header Font Color - color of the map title

* Header Background Color - background of the map title

* Subheader Font Color - color of the map subtitle

* Subhead Background Color - background of the map subtitle
¢ Border Color - border color of the map

» Site Background Color - general site background

* Font Size - font size of the map title
» Subheader font Size - font size of the map subtitle (e.g. copyright)
* Border width - thickness of the border



http://ocad.com/en.wiki/index.php?title=File%3AOIMExportAssistant1.PNG
http://ocad.com/en.wiki/index.php?title=File%3AOIMExportAssistantZoomLevels.PNG
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OIM Export Assistan

OCAD Internet Map (0OIM) Export Wizard
Layout and functionality settings

Control options

Color and size settings
7] show tayer selector Header font colon:

Show overview map
Header background color:

Elsh — Subheader font color:
ow coordinates

o I Subheader background color:
P
Border color:

Site background color:

Font size: 20
Subheader font size: 10

Border width: 1

To continue, click Next,

CIECTEET
Ayl

Point

] (4[] [4][

pixel

J [ ) { J

[ < Back Mext > Cancel

Help ]

-> Click Next
Points of interrest (POI)
D]M Export Assistan

OCAD Internet Map (0IM) Export Wizard
Paoints of interest (PO

Layout and settings of the OCAD Internet Map

Dataset
Streets
BusStops

Layer Hame
Streets
Bus Stops

Location Name

Location °
Location
.
.

[ aga J[ Edit ][ Remove

To continue, click Mext.

= Back e

Fmish. [ cancel | [ Hep

Overview about all POI's exported

Choose Add, the POI Selector dialog

box appears:

POI configuration of data source

Title - name of the layer
Dataset - dataset to choose from
Condition

Location field - name

Point of Interest Type:
-Point (Vector) - POI's are

drawn as yellow dot on the

map
-Icon (Information
Bubbles) - POI's are
represented ~ with  the

provided icon file

-> Click Next

POI Icon Settings (if choosen)

Icon Settings (only if icon is chosen in the previous step):

* Icon - Path to the file (red background if file not found)

* Icon Offset - offset from the anchor point

* Icon Size - size of the icon (only in html, image will not be resized)



http://ocad.com/en.wiki/index.php?title=File%3AMapLayout.PNG
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-> Click Next

POI Datafields

* Short description - db field containing for short description (important for search)

* Description - db field containing description in the info bubble or in the right info box
e URL field - db field containing the URL's

* Link name - db field containing a link name - if URL should be shown select the same as in URL

* Link target - link target for the browser

-> Click Finish

POI Selector

POI Selector

Title:
Dataset:
Condition:

Location field:

Paoints of interest type

@) Point [vector)

() Icon (information bubbles)

] |

Cancel

J

Icon settings

Tcon: dVerkehrsbetriebelcon_png | Select [con

Icon offset

X 3

Icon size

X 25

[ Back<

J [ Met= ||

Cancel

)

POI configuration of data source

Choose a directory and Save file. To see the internet map open the *.html file with double click in the browser.

The search functionality only works on a server with PHP support otherwise the error message AJAX error: 0

occurs.

POI Icon Settings (if choosen)

s
POI Selector

General settings

URL field: URL

Link name: Linkname

Link target: IEIERTY

Short description: ShortDescription

Description: pescription

[ Backs | [ Finish

POI Datafields

On the site HTML Entities the supported and convertable HTML characters can be seen.

More advanced functions can be scripted. Examples can be found under OIM scripting

Example of an OCAD Internet Map export: Baar city map th

Previous Chapter: Server Client

Next Chapter : Tutorials

Back to Main Page

References

[1] http://ocad.com/demo/OIM_baar_web/OpenStreetMapBaar_example.html
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OCAD Internet Map scripting

OCAD Internet Map can be custom scripted with addition JavaScript code.

Hide/Show layers

Layers can be shown or hidden with the layer command setVisibility. All Layers are expored in the order they are

shown in the _poiLayers array.

Example:

function ShowLayer () {

_poilLayers[0] .setVisibility (true);

function HideLayer () {

_poiLayers[0] .setVisibility (false);
The Javascript functions can be called with an external link from the same page.

Jump to a certain point
In order to go to a certain location on the map the following function can be called.

function JupToPointOfInterest () {
var point = new Openlayers.Lonlat (136733, 6667650);
map.zoomTo (map.numzZoomLevels—1) ;

map.panTo (point) ;
The variable map.numZoomLevels must always be decreased by one in order to get the maximum zoom level.

Add additional vector points for locations

In order to achieve additional vector points this can be done with

function ShowPointOfInterest () {
var pointl = new OpenlLayers.Geometry.Point (149667,6680327);

var point2 = new OpenlLayers.Geometry.Point (150386,6678682) ;

var feature_point = new OpenLayers.Feature.Vector(pointl, {},{fillOpacity : 0.4, pointRadius: 45, fillColor: "#££0000" });

var feature_point2 = new OpenlLayers.Feature.Vector(point2, {}, {pointRadius: 15, fillColor: "#£f£f0000"});

highlight_layer.addFeatures ([feature_point, feature_point2]);

Therefore an additional layer must be introduced in the init script with the following lines:

highlight_layer = new Openlayers.Layer.Vector ('Highlight Layer');
map.addLayer (highlight_layer);
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The two lines must be placed between the "addControl" commands and "XMLInitPois" command.

For the vector styling the options can be seen in the OpenLayers documentation: [style options [1]]

Center locations with drop down list

To center a location with a select list the following code can be introduced:

function JupToPoint (coords) {

if (value = null) {

exit;
}
var cord = coords.split(",");
var pointl = new Openlayers.LonLat (cord[0],cord[1]);

map.zoomTo (map.numZoomLevels—1) ;

map.panTo (pointl) ;

In the HTML file the code can look like as follows:

<select id= "dropdown-select" onchange="JupToPoint (this.value);">
<option value="null">Select</option>
<option value="134314,6668774">Location 1</option>
<option value="149659,6679976">Location 2</option>
<option value="140800,6668437">Location 3</option>

</select>

References

[1] http://dev.openlayers.org/apidocs/files/OpenLayers/Feature/Vector-js.html#OpenLayers.Feature. Vector.style



http://dev.openlayers.org/apidocs/files/OpenLayers/Feature/Vector-js.html#OpenLayers.Feature.Vector.style
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OCAD Preferences

Some preferences are not available in the OCAD 11 Starter and OCAD 11 Course Setting editions.

GUI (Graphical User Interface)

Context menu in drawing area

If enabled, the context menu is shown by clicking on the drawing area with the right mouse button.

Point Object

Select and Edit Object
Pan

Zoom In

Zoom Out

B oG v e

Show Entire Map

In the upper part of the Context menu, you can switch between the current Drawing Mode, the > Select and Edit
Object mode and the P Select Object and Edit Vertex mode.

In the lower part of the Context menu, you can change the view either with the " Pan, & Zoom In, =, Zoom
Out or the Show Entire Map tool.

If disabled, you can switch between the current Drawing Mode and the I Select Object and Edit Vertex mode
by clicking on the drawing area with the right mouse button.

Wider splitter between drawing area and symbol box

If this option is enabled, the splitter between the symbol box and the drawing area appears wider as usual. This

feature may improve the user-friendliness.

Wider splitter between drawing area and symbol box

680750 Eﬂ
i

Te Le

—_—

| Jum

| Wider splitter between drawing area and symbol box

680750 Eﬂ
.

e Lo

—_—

| Jum
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Toolbars
Show or Hide the following toolbars in this field:

* Editing and Drawing Toolbar
* Edit Functions Toolbar

* Mobile Toolbar

¢ Numeric Keypad Toolbar

» Standard Toolbar

¢ View Toolbar

Click the Customize button to add or remove icons to/from the toolbars.

Status bar

Choose the format of the coordinates appearing in the Status Bar in this box.

Status bar

@ Show real world coordinates
4370473 5295317

@ Show real world coordinates / WG5S 84 (dd.ddddddd®)
4370471 5,295,327 4 47783333 10 2700533E

@ Show real world coordinates /WG5S 84 (dd® mm.mmmm’)

4370332 5295840 /47 47 26ER'M 10° 16.0827'E
@ Show real world coordinates / WGS 84 (dd® mm” 55.55")

4370476 5295346 / 47 47 0.09"M 10° 16" 1233"E

Style

Change the virtual appearance of the GUI by choosing one in the dropdown list.

File

Auto file load when opening OCAD

Check this box to load the last map you worked on automatically when OCAD is started. Otherwise no map will be
loaded.

Auto file save

This option is not enabled when a map is loaded. Please close all maps before opening OCAD Preferences.

Check this box to save all changes to the original file automatically.

When this box is not checked, all changes are saved in a temporary file. When you close the file you will be asked if
you want to save the changes to the original file.

This option has no effect for untitled files (new files which have never been saved to disk).

¢ In the mode of permanent automatic saving, the file is considered as "read only". If you want to save it, you are
re-directed to the Save as procedure requesting a new name for the file.
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View

User defined zoom in menu item

Enter a value to specify the User Defined Zoom. Choose User Defined in the View menu to apply the specified

zoom to the map.

View mode loop

With the View mode loop tool you can easily switch between different view modes. Select the view modes you want
to switch between in the View mode loop box in the View category of OCAD Preferences.
To use the View mode loop you have to define a Shortcut for View - View Mode Loop. Afterwards you can switch

between the set view modes using the Shortcut.

Visit the View Mode Loop article to get more information about this function.

Color Correction

On some monitors colors and gamma of the map are not displayed correctly. Use the controller to regulate the color

and gamma manually. Click on the Standard button to set the Color Correction back to default.

Redraw background automatically

If this option is enabled, the map is redrawn after every single modification of the map (This may reduce the
performance of OCAD). Otherwise you have to press the F5 key or select Redraw in the View menu to redraw the

map.

Redraw background automatically |:| Redraw background automatically



http://ocad.com/en.wiki/index.php?title=View%23User_Defined
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Faster text rendering

Enable the Faster text rendering option to render text faster and less precisely. This may increase the performance
of OCAD.

Faster text rendering | Faster text rendering

gross| gross

khan

Screen Grid

Screen grid
Color: | I:l
Style: | Solid -

In this section of the OCAD Preferences the color and the appearance of the Screen Grid can be changed.

Change the Color by clicking the ™ Setup icon.
Click the Default button to reload the default gray color.

Choose a Style from the dropdown menu. The Screen Grid can either be Solid, Dashed or Dotted.

Select

You can choose between two modes to select multiple objects:

* All objects must be with at least one vertex in the selection.

* All objects must be completely in the selection.

=

Two options to select multiple objects: All

objects with at least one vertex in the selection or
all objects completely in the selection

You can find more information about selecting multiple objects on this page: Select and Edit Multiple Objects.



http://ocad.com/en.wiki/index.php?title=File:FasterTextRendering.PNG
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Object
Object stretching

If this option is activated, you are able to stretch objects in the > Select and Edit Object mode.
You can find more about stretching objects on this page: Select and Edit Object.

Unsymbolized objects

Choose a color for Unsymbolized Objects by clicking on the Setup L) icon. The Color Picker dialog appears and

you can configure the color.

Drawing and Editing

Drawing Bézier curves
Choose the preferred mode for drawing curves.

e In OCAD mode, only the direction of a dragged tangent is used. The distance from the normal vertices to the
curve vertices is calculated automatically. This is the recommended mode.

* In Illustrator mode, the length of the dragged tangent is used to calculate the distance of the curve vertex.

You can find more about drawing curves on the following page: Draw a Curve.

Convert freehand to curve when drawing

Check this box to convert lines and areas to curves when drawing in freehand mode. Otherwise they remain as
polygons. The settings made in the Smooth when drawing freehand dropdown list of the Tolerances field

determine the smoothing level.

~

Freehand to curve | Freehand to curve
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Close area objects when drawing

OCAD closes area objects automatically if this option is checked. If the start and end point are different, OCAD adds

an end point with the same position as the start point.

Choose Close Area Objects in the Topology part of the Object menu to close already drawn area objects.

| Close area objects when drawing Close area objects when drawing

_ _ start point
start point B end point g L

end point 3¢

Following existing objects

Uncheck the Side lines of double lines option if side lines of double lines should not be traced when you are
following existing lines. You can find more about this topic on the Following Existing Objects page.

Following existing objects

/| Side lines of double lines

Following existing objects

Side lines of double lines

[12]

H3H Following existing objects
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Tolerances

* Select objects: This tolerance defines the maximum distance on each side of a thin line where you can click to
select it. Objects with a thicker main line than the tolerance level can be selected by clicking on the entire line
width. The default value is 3 pixels.

* Snapping: If you activate the Snapping tool, moving a vertex close to an objects has a snapping effect. This
tolerance defines the maximum distance you have to approach to the object, so that the vertex snaps to it. The
default value is 5 pixels.

i A 1
{3 [Snapping ']

* Join when drawing lines: This tolerance defines the maximum distance a vertex has to approach to another line

end to join it. The default value is 0.25 mm. If the line width is bigger than this tolerance then OCAD takes the

line width as the tolerance.

Tolerances

Join when drawing lines: 0.25 < mm

max. 0.25 mm

* Smooth when drawing freehand: There are three smoothing levels for freehand drawing mode: slightly,

medium and strong. They correspond to 0, 1 and 2 in earlier OCAD versions.



http://ocad.com/en.wiki/index.php?title=File:Camera.jpg
http://www.ocad.com/howtos/134_Snapping.htm
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Slightly

J

Medium

J

Strong

J

* Change to Bezier curve: This tolerance defines the maximum distance the vertices can move away from the

original position by changing from polyline to Bezier curve. The default value is 0.10 mm. Note that the distance

between the curve and the polyline can be greater between the vertices.

0.02 mm
N/
0.05 mm
—>

%

* Smooth (generalization): This tolerance is used by the Douglas-Peucker smoothing algorithm. Vertices that are

closer to the direct line between the previous and the next vertex are removed. The default value is 0.05 mm.

This smooth tolerance is also used in the 'Change to Polyline' function.
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: : 0.02 mm

@mm

Cursor color

You can change the cursor color to black, red, blue, purple or yellow by selecting a color in the dropdown list.

Mark

Set the mark size to normal, large or very large and choose a mark color by clicking the B Setup icon.

Size: Narmal v] Size: ’I.arge v] Size: "u’erjr large
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Enable live preview

Enable this option to show the real line width when drawing line objects.

Auto scroll

Check this option if the map view should automatically scroll if you drag out of the drawing area. Disable Auto

scroll if you have a slow PC.

Symbol
Default symbol folder

You can change the default symbol folder by clicking on the D Browse icon. Choose a folder as default symbol
folder which you want to load symbols from when you create a new map. Click on the |Z| Delete icon to clear the
current folder path. If no folder is selected, OCAD loads symbols from the Symbol folder in the OCAD program
directory (usually: C:\Program Files\OCAD\OCAD 11\Symbol\) when you want to create a new map.

Symbol

* Selected symbol blink in symbol box: If you check this option, the selected symbol blinks in the symbol box.
This illustrates the selected symbol.

* Lock symbol positions in symbol box: If you check this option, you are not able to drag and drop a symbol to a
new position in the symbol box.

* Auto select symbol when selecting object: If you check this option, the corresponding symbol is automatically

selected when you select an object. This does not work when you select multiple objects.

GPS

GPS Log File
Check the Log all positions sent from gps option to save all position sent from a GPS device in real time to a log

file (Text-File). Click the |:| Browse icon to choose a folder, the log files are saved to. The log files are named with
the date and time the real time GPS is enabled.

Warnings

Warnings for hidden symbols

These warnings can be activated when you either print, export or import a map. If you check those options, you will
get a warning message if you have hidden symbols on the map and you are trying to carry out one of mentioned

operations.
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Moving warnings
Enable the Move multiple objects option to get a warning message when you move multiple objects. Use this option

in order to guard against moving multiple objects accidentally.

General

Updater
Disable the option Check for Service Updates when you start OCAD to not check for new free Service Updates

when you start OCAD. Is some cases this check takes too long.

Known bugs are corrected in Service Updates. Therefore we recommend using OCAD software always with the
most recent Service Update to benefit from the quality improvements. The latest Service Update is also available on

our website in the Download (1 section.

References

[1] http://www.ocad.com/en/downloads

Shortcuts

Choose Shortcuts from the Options menu to edit and define shortcuts. The Shortcuts dialog box opens.

il B
2\ Shortcuts ﬁ
————
File - Send File by Email -

File - Execute XML Script ‘—‘

File - Create Backup

File - Restore Backup

WView - VIEW MODE LOOP

Wiew - Mormal Mode

View - Spot Color Mode

View - Draft Mode

View - Draft Mode [Only Background Map Favorites)

View - Keyline

View - Hatch Areas

View - Anti-Aliasing

WView - Redraw F5
Wiew - Pan Fa
Wiew - PAM LOCKED

View - Move To

m

View - Zoom In F7
View - Z00M IN LOCKED
View - Zoom Cut F&

Wiew - ZOOM OUT PREVIOUS
View - Show Entire Map
View -Zoom - 0.1x

View - Zoom - 0.25x Shift+F5
View - Zoom - 0.5% Shift=Fa
View - Zoom - 1x Shift=F7
View - Tanm _ Fv Chift = FR S
Shorteut: MNaone v] [ Standard ] [ All standard ]
[ Close ] [ Help ]
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Define a Shortcut

1. Select a function (e.g. View - Normal Mode) in the dialog box.
2. Choose a shortcut in the Shortcut dropdown list.
3. Click the Close button. Now you can use the shortcut.

Reset a Shortcut to Standard

1. Select a function (e.g. View - Normal Mode) in the dialog box.

2. Click the Standard button to set a single shortcut to default or click the All standard button to set all shortcuts
to default.

3. Click the Close button to save and quit the dialog.

Default Shortcuts

The following shortcuts are set by default:

e F2: Symbol -> Normal

* F3: Symbol -> Protect

e F4: Symbol -> Hide

* F5: View -> Redraw

¢ F6: View -> Pan

e F7: View -> Zoom In

¢ F8: View -> Zoom Out

e F9: Background Map -> Adjust

* F10: Background Map -> Hide All
* F11: Background Map -> Manage
¢ Shift+F5: View -> Zoom -> 0.25x
e Shift+F6: View -> Zoom -> 0.5x
e Shift+F7: View -> Zoom -> 1x

¢ Shift+F8: View -> Zoom -> 2x

¢ Shift+F9: View -> Zoom -> 4x

e Shift+F10: View -> Zoom -> 8x

e Shift+F11: View -> Zoom -> 16x
e Shift+F12: View -> Zoom -> 32x

Shortcuts for Windows Programs
The following shortcuts are unchangeable Windows shortcuts:

* F1: Help (Opens the OCAD Wiki)
* Ctrl+C: Copy Object

e Ctrl+X: Cut Object

* Ctrl+V: Paste Object

e Ctrl+Z: Undo
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Tips with Keyboard and Mouse

For tips using the keyboard and the mouse visit the Tips with Keyboard and Mouse page.

Backup and Restore Options

Choose the Backup and Restore the OCAD Options command in the Options menu to save or restore the OCAD
Options. The Background and Restore the OCAD Options dialog appears.

Backup and Restore Options ﬁ

Backup options...

DCAD Preferences

Shorteuts

Restore ] [ Close ] [ Help ]

L

Backup

You can either save the OCAD Preferences, the Shortcuts or both of them. Check the desired options. When you
click the Backup button, you can save the OCAD Preferences and Shortcuts stored in Windows Registry in a reg
file (Windows Registry File).

Restore

Restore the backuped OCAD Preferences and Shortcuts from the reg file by clicking the Restore button. Select the
reg file and click the Open button in the Restore dialog.

Windows shows the following 3 messages. Close the dialog not before clicking through these 3 messages.

@' User Account Control @

Do you want to allow the following program to make

changes to this computer?

L Program name:  Registry Editor
Verified publisher: Microsoft Windows

(v) Show details Yes No

Change when these notifications appear

Click the Yes button.
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-

Registry Editor

L Adding informaticn can unintenticnally change or delete values and cause components to
=% stop working correctly. If you do not trust the source of this information in
CHTmpiUntitled_Options_Backup.reg, do not add it to the registry.

Are you sure you want to continue?

o Yes || MNo |
e
Click the Yes button.

r- —_
) Registry Editor

| The keys and values contained in C:\Tmp\Untitled_Options_Backup.reg have been
*  successfully added to the registry.

Click the OK button.

‘W The reg file must be saved on the local disk (not network). Otherwise the Registry Editor shows the following
erTor message:

o -'l
9 Registry Editor - - ﬁ

Cannot import MAOCADIIUntitled_Options_Backup.reg: Error opening the file. There may
be a disk or file systermn error.

e
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Language

Choose the Language submenu in the Options menu to change the language. OCAD supports the following
languages at the moment:
* English

e Czech

* German

* Spanish

* French

e Jtalian

* Hungarian

* Norwegian

e Portuguese

* Finnish

* Swedish

e Turkish

e Japanese

¢ Changing the language has no effect on the language of symbol and color descriptions of the template files. The
language you must define during the installation process defines which template files are installed and therefore

which language they have.
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Window

Tile _Pro_listdyl iewl cs |

Choose the Horizontally command in the Tile submenu of the Window menu to arrange all opened OCAD projects

horizontally in the OCAD window.

File View Select Object Symbol Map Layout Database BackgroundMap DEM GPS Options Window Help
owEa|oclirrarsos UXXKY ~/Q0RE - . ]
B XU EmE e e S E ks T FaTan @il

‘ Shift Ctil Alt | Tab Backspace Enter | T L 4+ - | F2 F3 F4 F5 F6 F7 F8 F9 FIO F1l Hz! i01234 sdsmwscm"ﬁfidi

W= 57 57 56 Sh
S4 5% 52 53 Hs

5962 0.18 Nomnal Mode [Anti-Aliasing] 05N BBB|BEBS

Choose the Vertically command in the Tile submenu of the Window menu to arrange all opened OCAD projects

vertically in the OCAD window.
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File View Select Object Symbol Map Llayout Database BackgroundMap DEM GPS Options Window Help
(D@ c=Birracos N\URTR - 2 [/l00RE < I =
[ xvzuerwpnyryye-siz|rlioFagaame i
I shift ctrl Alt | Tab Backspace Enter | T 1 4= - | F2 F3 F4 F5 F6 F7 FB P9 F10 HEE |501234567ns 5 ‘J

1) C\.\Chlosterwald.ocd

P

LR N )
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"--A..-
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...... .l =3
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Cascade oo Lstd viewl cs |

Choose the Cascade command in the Window menu to cascade all opened OCAD projects.

72 OCAD Version 11.0 9
Fille View Select Object Symbol Mep Lsyout Datsbase BackgroundMap DEM GPS Options Window Help

Deu@ ~ofirrasos N ORRKY 2/ OORE AT 7o o
XU AD e Y YA e e DS ORATARE e
" shift Ctrl Alt | Tab Backspace Enter | J,i——’_FIBHFSKFIFEBFlBH.IHZ! Ién:zxassvss.-]
72 C\.\City map Sirnach.ocd I?HEHE] |||\|[|l'ﬂs m—
£ CA.\CsExample.ocd =rereEl § =—--O
© e =leTell
£\ G\, \Begi S =i

/2 CA.\BezierExerciseResult.ocd
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Al + T e

cocoom

socoon
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|

6168 13963 Nomal Mode [Anti-Alissing) X BBTlBszss
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Switch to Opened OCAD Window

In the lowermost part of the Window menu, all opened OCAD projects are listed. Choose a project to put it to the

foreground.

Service Update

OCAD AG aims the goal to maintain the software without errors to the best possible extend. For this reason, known

bugs are corrected in Service Updates. Therefore we recommend using OCAD software always with the most recent

Service Update to benefit from the quality improvements. The latest Service Update is available on our website in

the Download [ section.

-

OCAD Updater

OCAD checks for the newest Service Update online, everytime when it is started. The OCAD Updater dialog
appears.

[ /iy 0CAD Updater =NNCH X

New version of OCAD 11 is available!
OCAD11.1.51351 is now available (you have 11.1.4.1300), Would you like to download it now?

Release notes:

[Mewest QCAD 11 Service Update on Web]
Yersion=11.1.51351
Date=2012-09-04

First of all: Many thanks to all who have reported the bugs!

*** Version=11.1.5 (1351) Servicellpdate 2012-09-04

- CHAMGE Reshape: Handle reshaping area chjects near first/last vertex like following area
objects.

- ADD XML Script: Import of ocd files supported,

- FIX Screen Grid: Grid was always on when starting OCAD. Fixed. Introduced in11.1.4,

- FI¥ Database, Add Texts by Records: If no symbol was selected then OCAD created invisible text
objects, Fixed.

- FIX Fill, Change Symbol: In some cases these functions were disabled when multiple objects
were selected. Fixed,

* Wersion=11.1.4 (1340) Servicelpdate 2012-08-29

- FI¥ Database, SQL Query: OCAD displayed the field names in wrong order. Fixed.
- ADD Select: Function 'Select Object by Object Index’ added.

- ADD Grid: Hong Kong UTM added.

l

m

Skip this version I I Remind me later ] [ Install update

The content of the Service Update is listed in the Release notes part of the dialog. You have three options:

Skip this version: Click this button to skip the current version. OCAD will not ask again to install the service update

until a new version is available.

Remind me later: When this button is clicked, OCAD will ask you again to install the Service Update, when you

start it the next time.

Install update: Click this button to install the update.
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Installation

Please close OCAD before installing the Service Update. If you click the Install update button from the OCAD
Updater, OCAD will close automatically.

When you click the Install update button, The default browser will be opened and you will be asked to save the
update.

-
Offnen von OCAD_11_Professional_Servicellpdate.exe ﬁ

Sie machten folgende Datei herunterladen:
=] OCAD_11_Professional_ServiceUpdate.exe
Vom Typ: Binary File (7.5 MB)

Von: http://www.ocad.com

Machten Sie diese Datei speichern?

Datei speichern | lﬁkbbrechen J

Download the update and run it.

’
Open File - Securty Warning ﬁ

Do you want to run this file?
@ Mame: ..ads\OCAD 11 Professional ServiceUpdate(s).exe
Publisher: OCAD AG

Type: Application
From: Ch\Users\Downloads\OCAD 11 ..,

Fun ] [ Cancel

Always ask before opening this file

paotentially ham your computer. Onby run software from publishers

|,é) While files from the Intemet can be useful, this file type can
)
= you trust. What's the rgk?

If this dialog appears, click on the Run button. If the User Account Control dialog appears, click the Yes button.

The installation wizard starts with the selection of a language.



http://ocad.com/en.wiki/index.php?title=File:Update1.PNG
http://ocad.com/en.wiki/index.php?title=File:Update2.PNG

Service Update 345

-

/5 Setup - OCAD 11 Professional ==

Welcome to the OCAD 11
Professional Setup Wizard
This will install OCAD 11 Professional on your computer,

Itis recommended that you dose all other applications before
continuing,

Click Mext to continue, or Cancel to exit Setup.

OCAD

the smart software
for cartography &

The wizard will guide you through the installation.

Error Message

If the following error message appears during the installation, OCAD is still opened and has to be closed. Close
OCAD and click the Retry button.

[ Error @

C\Program Files\OCAD\OCAD 11 Professiona\OCAD 11
Profezsional.exe

An error occurred while trying to replace the existing file:
DeleteFile failed; code 5.
Access is denied,

Click Retry to try again, Ignore to skip this file (not recommended), or
Abort to cancel installation.
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Switch Off the OCAD Updater
To switch off the OCAD Updater disable the option in the Preferences.

OCAD Learn Videos

Several videos will help you to use OCAD.

You find the corresponding link in the OCAD Help Menu or see http://www.ocad.com/en/support/learn-video

Adobe Flash Player must be installed to watch the movies.

OCAD HowTos

OCAD 10 - Product Activation Wizard

OCAD

the smart software
for cartography

Learn Videos

Error Messages

The program can not start because ETZW32.DLL is missing from your
computer

i b
CCAD 11 Trial.exe - System Error u

'“-.I The program can't start because EZTW32.0LL is missing from your
¢ computer. Try reinstalling the program to fix this problem.
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Installing Service Update

This error message appears after installing an OCAD Service Update.

Cause 1: OCAD was not yet installed from the original CD.

Solution 1: Install first OCAD from the original CD and install then the Service Update.

Cause 2: During the installation process a wrong program folder was chosen. The wizard installed the Service

Update in a wrong program folder.

Solution 2: Install the OCAD Service Update again but choose the correct program folder.

Installing OCAD Trial

This error message appears after installing an OCAD Trial version.
Cause: You have installed the Service Update instead of the Trial version.

Solution: Download the Trial version (i from our website and install it.

Field ID not found

This error message appears when selecting an objects which is linked to a database record.

Cause: Borland Database Engine (BDE) is not installed and the dbf file name contains more than 8 characters
Solution 1: Please install the Borland Database Engine (21 and restart OCAD.

Solution 2: Rename the Shape file. Please note that all related files (*.dbf, *.shp and *.shx) must be renamed.

Borland Database is not installed. Please install it.

OCAD 11.1.5.1365 - Professional | 25 =|

I.-"'_"‘-.I Internal error: DbSy=.DbsLoadFieldsFromTable()
Borland Database iz not installed. Please install it.

OK Help

e

This error message appears after importing a Shape file.

Cause: Borland Database Engine (BDE) is not installed and the dbf file name contains more than 8 characters
Solution 1: Please install the Borland Database Engine 21 and restart OCAD.

Solution 2: Rename the Shape file. Please note that all related files (*.dbf, *.shp and *.shx) must be renamed.

References

[1] http://www.ocad.com/en/downloads/ocad-trial-edition
[2] http://download.chip.eu/en/Borland-Database-Engine-5.1_73694.html
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Internal Error

An internal error may is caused by a faulty map file or by an error in the program. Please report such an error to

OCAD AG ¥,

How To Handle Large OCAD Files

There are different measures and settings that help to OCAD to handle large files:

Delete unused colors

Hide unused symbols

Switch on the Faster text rendering option in the View tab of the OCAD Preferences in the Options menu.
Switch off the Anti-Aliasing mode in View menu. If Anti-Aliasing is switched off then OCAD draws the screen
color by color. Otherwise OCAD draws the screen once after a short time.

Use Access Database connection instead is dBase.

Technical Data

Computer / System Requirements

edition is installed on the same computer. The solution is to install the Access Database Engine 2007 32-bit

OCAD 11 requires Windows XP, Windows Vista, Windows 7 or Windows 8 (32 or 64 bit). OCAD 11 is a 32 bit
software.

To avoid unnecessary screen redraws we strongly recommend for Windows Vista und Windows 7 to use the
default Aero Theme

50 MB of free disk space for the installation

at least 1 GB RAM (depends on the size of open maps and background maps). The OCAD program without any
open map needs only 70 MB RAM.

OCAD 11 can allocate up to approx. 3.5 GB RAM

Screen resolution: 1280 x 1024 or higher recommended

OCAD 11 Professional Edition: We recommend to install the Borland Database Engine 21 (Shape import, dBase
files) and the Microsoft Access Database Engine 32-bit 3] (Access and Excel files).

¢ It is not possible to install the Access Database Engine 2010 32-bit edition if the Microsoft Office 2010 64-bit
(1]

edition.

OCAD on Mac OS X

Read the OCAD on Mac OS X article for more information.

OCAD Limits

Maximal map size: 4 x 4 meters (Orienteering Standard edition), 80 x 80 meters (Professional edition)
Resolution (accuracy of coordinates) 0.01 mm

10000 objects (Starter edition), 16 million objects (Professional, Orienteering Standard, Course Setting and
Viewer edition)

4 million vertices for each object
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* Unlimited number of symbols (number range 0.001 to 999'999.999)
e 32'000 colors (number range from 0 to 32'000)
* Unlimited file size (limited by Windows)

OCAD File Format

This description of the OCAD file format is intended for programmers who want to directly access the information
in OCAD files.

¢ OCAD 11 File Format

« OCAD 10 File Format *!

« OCAD 9/10 Graphic !

¢ OCAD 9 File Format [4]

« OCAD 6/7/8 File Format !

Recommendations
OCAD runs on all Windows XP / Vista /7 or 8 computers except Windows 8 RT (ARM tablets).

Mapping on TabletPC
Hardware:

¢ Tablet PC with Windows

* Long battery life (8 hours or longer)

* QOutdoor screen

* GPS with USB or Bluetooth connection

Software:

* OCAD Orienteering Standard Edition

Draw Orienteering Maps and Course Setting
Hardware:

* Desktop or Laptop with Windows
* 2 GB or more RAM

Software:

* OCAD Orienteering Standard Edition or OCAD Course Setting Edition

Map Publishing Companies
Hardware:

* Desktop PC with Windows one or two screens
* 4 or more GB RAM

Software:
¢ OCAD Professional Edition
Special OCAD Settings:

* Switch on the Faster text rendering in OCAD Preferences -> View tab in Options menu.
* Switch off the Anti-Aliasing mode in View menu. If Anti-Aliasing is switched off then OCAD draws the screen

color by color. Otherwise OCAD draws the screen once after a short time.
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License Terms

OCAD AG (hereinafter also referred to as the "Licensor") licenses the enclosed OCAD® software to you (the
user/Licensee) exclusively on the basis of the software license terms outlined below. If you do not agree to these
terms, you are not permitted to install or use the OCAD® software. The OCAD® software is not sold, but only
licensed for utilization purposes.

1. Granting of a License

1.1 You (a company or natural person), hereinafter also referred to as "Licensee", are entitled to use the software
according to the number of purchased licenses (the number/type of the purchased licenses is specified in the
invoice/license certificate, or an electronic confirmation you receive from OCAD AG or one of its authorized
resellers) if and to the extent that you comply with the following terms. Moreover, you are entitled to make one (1)
backup copy of the software, which must be marked as such.

1.2 The purchase of one license entitles a user (primary user) to install and use the software on one data processing
unit, which may be a workstation or a laptop.
1.3 Moreover, the primary user is entitled to install and use the software on a second computer, if and insofar as this

second computer is being used exclusively by the primary user.

1.4 A software copy is in use or deemed to be in use on a computer if the copy is loaded into the temporary memory
(e.g., working memory, RAM) or installed on a permanent storage medium (hard disk, CD-ROM, DVD-ROM, or
another permanent storage medium).

1.5 A single license may only be installed on a data processing unit that is not used as server.

1.6 Leasing or commercial resale of the software is not permitted.

1.7 The documentation may only be used within the scope of the normal contractual use of the software.

1.8. You are not permitted to transfer or sell your software license key without the approval of OCAD AG. However,
you are entitled to transfer the software (including all predecessor versions) permanently if you transfer all
documentation and media, do not retain any copies, and make sure that this license agreement is applied. OCAD AG

shall be informed by e-mail about the permanent transfer, specifying the recipient.

1.9 The software or parts of the software may not be copied, modified, compiled, de-compiled, or integrated in other
programs without the express approval of OCAD AG.

1.10 To use a product designated as an upgrade or update, the Licensee must be the holder of a full license for the
product that OCAD AG designates as eligible for upgrade and update. After executing the upgrade or update, the
Licensee is no longer entitled to use the product that constituted the basis for the upgrade or update eligibility
(including the license) or transfer it to a third party.

2. Term of the License

2.1 The license is granted for an unlimited term.

2.2 If the Licensee violates a provision of this agreement, the license will automatically expire without notice of

termination. In the event of termination, the Licensee shall destroy the software and all copies of the software.

2.3 The Licensee may terminate the license agreement at all times by destroying the software and all copies.



http://www.microsoft.com/en-us/download/details.aspx?id=23734
http://www.ocad.ch/docs/OCAD10Format.txt
http://www.ocad.ch/docs/OCAD9Format.pdf
http://www.ocad.ch/docs/OCAD9Format.txt
http://www.ocad.ch/docs/format8.txt
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3. Exclusion of liability

3.1 The Licensee bears the risk associated with its utilization when deploying the software. OCAD AG and/or its
resellers do not make any representations regarding the suitability, reliability, availability, accessibility, and accuracy
of the OCAD software and related information, products, and services. The OCAD software and related information,
products, and services are made available "as seen" without any warranty of any type. To the extent legally
permitted, OCAD AG and/or its resellers exclude all warranties and guarantees in this connection. In particular,
OCAD AG does not warrant or guarantee that a) the data you enter in OCAD will be stored correctly and be
accessible at all times; b) errors and defects will be eliminated by OCAD.

In no case shall OCAD AG and/or resellers be held liable for (a) any direct, indirect, incidental, or consequential
damages or punitive compensation of damages, (b) any other damages of any kind, including, but not limited to,
damages from loss of use, lost data, or lost profits, which may be incurred from, or be related in any way to, the use
or the services of OCAD, the delay or inability to use OCAD, the provision of services or the fact that no services
have been rendered, or for damages from information, software, IT hardware, products, or services that became
accessible through OCAD, or for damages incurred otherwise through the use of OCAD®, no matter whether this is
based on the contract, offense, negligence, or another legal reason, even if OCAD AG and/or its resellers had been
informed of the possibility of such damages. In particular, the liability for slight and gross negligence of auxiliary

staff is excluded.
3.2 If you are not satisfied with, or do not agree to any part of the OCAD® terms of use or any provisions thereof,
your only option is to stop using OCAD.

3.3 You alone are responsible for the quality, reliability, and correctness of the data you enter. OCAD may only be
used to enter data that you are authorized to enter. A review of the contents is unacceptable for the Licensor and is
therefore rejected.

3.4 The maximum amount of any reimbursements and damage compensations claims in the event of a court case is
limited to the purchase price of the respective license.

3.5 Should the data you enter result in direct or indirect damage to OCAD® and/or its service partners, you

undertake to pay for the incurred damage.

4. Copyright

4.1 The software enclosed with these license terms, including all components, especially the Java applets, Flash
applets, and the documentation, are property of OCAD AG and are protected by national and international
copyrights and other intellectual property rights. OCAD AG in Baar, Switzerland, is entitled to the rights resulting
from the copyright.

In the event that there are any other license terms governing the use of the software, these shall be stated in a
separate written software agreement that must be signed by OCAD AG or an authorized third party. These shall also
constitute part of the agreement.

4.2 The software contains copyrighted material and operational secrets that the Licensee undertakes to protect.

4.3 The original software, as well as parts thereof, and the individual modules of the software shall not be transferred
to third parties. This applies both to free transfer of the software and to sale or letting to third parties.

4.4 Every violation of the stated copyright is subject to prosecution under civil and criminal laws.

5. License violations
5.1 In the event of violations of the license agreements, the Licensor or an authorized agent of the Licensor shall be

entitled to withdraw the license and declare it null and void.

5.2 In the event of violations of this license, the Licensor shall be entitled to promptly initiate legal steps. Moreover,

the Licensor shall be entitled to claim compensation for incurred damages.
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5.3 In case a license is withdrawn due to license violations, any payments made for purchased licenses will not be

refunded.

6. Data protection, other provisions

6.1 You hereby expressly permit OCAD AG to collect and store data and information about you (e.g., name, address,
and e-mail address) and use and process them at the company and affiliated companies. Please note that the collected
data may be transferred to third parties that OCAD AG may engage to fulfill its contractual and non-contractual
rights and obligations, for the purpose of fulfilling these rights and obligations. For example, such third parties may

be resellers, supply companies, marketing representatives, and credit card companies.

6.2 Notwithstanding all other claims (e.g., damage compensation claims), OCAD AG has the right to terminate this
license agreement with immediate effect, by serving a written notice to the Licensee and without observing any other
notice period or sending any other notification in the event that the Licensee breaches the agreement to such an
extent that OCAD AG cannot reasonably be expected to continue this license agreement, in particular if the Licensee
* has committed a breach of his obligations under this agreement that is capable of remedy and does not remedy the
situation within 30 days after having received a notification about this violation from OCAD AG; * has committed a

breach of his obligations under this agreement that is incapable of remedy.

6.3 This software is subject to export restrictions which are to observed by the Licensee. In particular, the Licensee is
not entitled to export this software to a country that is specified in an embargo list according to US laws, EU laws,
and national laws.

6.4 The manufacturer of the software is OCAD AG, Miihlegasse 36, 6340 Baar, Switzerland.

6.5 Should individual provisions of this agreement be, or become invalid, this shall not affect the validity of the other
provisions. A valid and adequate provision which comes as close as possible to the economic objectives of the
parties shall replace the invalid provision, or fill any gaps in the agreement.

6.6 Amendments and supplements to this license agreement must be made in writing. A waiver of the written form
must also be made in this form.

6.7 If you have concluded a separate agreement for the purchase of this software with the Licensor, the provisions of
the respective agreement shall have priority over the provisions of these license terms.

6.8 This agreement is governed by the laws of Switzerland, under exclusion of conflict of law and UN sales laws.
The application of the latest valid version of the Convention for the International Sale of Goods (CISG) of April 11,
1980 is excluded.

6.9 In the event of legal disputes, the courts of Baar, Switzerland shall have jurisdiction. However, OCAD AG may

also appeal to the court at the customer's domicile.

Errors and Suggestions

All software contains errors, including OCAD. Reports of errors found and any other suggestions are welcome at all
times. Please send them to OCAD AG.






